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PREFACE   TO    THE  THIRD    EDITION. 


In  preparing  the  third  edition,  great  improvements  have 
been  made,  and  a  considerable  part  of  the  work  entirely  re- 
written, with  the  addition  of  much  new  material.  A  number 
of  new  chapters  have  been  added,  as  those  on  vector  rep- 
resentation of  double  frequency  quantities  as  power  and 
torque,  and  on  symbolic  representation  of  general  alternating 
waves.  Many  chapters  have  been  more  or  less  completely 
rewritten  and  enlarged,  as  those  on  the  topographical 
method,  on  distributed  capacity  and  inductance,  on  fre- 
quency converters  and  induction  machines,  etc.,  and  the 
size  of  the  volume  thereby  greatly  increased. 

The  denotations  have  been  carried  through  systematically, 
by  distinguishing  between  complex  vectors  and  absolute 
values  throughout  the  text ;  and  the  typographical  errors 
which  had  passed  into  the  first  and  second  editions,  have 
been  eliminated  with  the  utmost  care. 

To  those  gentlemen  who  so  materially  assisted  me  by 
drawing  my  attention  to  errors  in  the  previous  editions,  I 
herewith  extend  my  best  thanks,  and  shall  be  obliged  for 
any  further  assistance  in  this  direction.  Great  credit  is 
due  to  the  publishers,  who  have  gone  to  very  considerable 
expense  in  bringing  out  the  third  edition  in  its  present  form, 
and  carrying  out  all  my  requests  regarding  changes  and 
additions.  Many  thanks  are  due  to  Mr.  Townsend  Wolcott 
for  his  valuable  and  able  assistance  in  preparing  and  editing 
the  third  edition. 

Charles  Proteus  Steixmetz. 

Camp  Mohawk,  Viele*s  Creek, 
July,  Mqoo, 


PREFACE   TO    FIRST    EDITION. 


The  following  volume  is  intended  as  an  exposition  of 
the  methods  which  I  have  found  useful  in  the  theoretical 
investigation  and  calculation  of  the  manifold  phenomena 
taking  place  in  alternating-current  circuits,  and  of  their 
application  to  alternating-current  apparatus. 

While  the  book  is  not  intended  as  first  instruction  for 
a  beginner,  but  presupposes  some  knowledge  of  electrical 
engineering,  I  have  endeavored  to  make  it  as  elementary 
as  possible,  and  have  therefore  only  used  common  algebra 
and  trigonometry,  practically  excluding  calculus,  except  in 
§§  106  to  115  and  Appendix  II. ;  and  even  §§  106  to  115 
have  been  paralleled  by  the  elementary  approximation  of 
the  same  phenomenon  in  §§   102  to  105. 

All  the  methods  used  in  the  book  have  been  introduced 
and  explicitly  discussed,  with  instances  of  their  application, 
the  first  part  of  the  book  being  devoted  to  this.  In  the  in- 
vestigation of  alternating-current  phenomena  and  apparatus, 
one  method  only  has  usually  been  employed,  though  the 
other  available  methods  are  sufficiently  explained  to  show 
their  application. 

A  considerable  part  of  the  book  is  necessarily  devoted 
to  the  application  of  complex  imaginary  quantities,  as  the 
method  which  I  found  most  useful  in  dealing  with  alternat- 
ing-current phenomena ;  and  in  this  regard  the  book  may  be 
considered  as  an  expansion  and  extension  of  my  paper  on 
the  application  of  complex  imaginary  quantities  to  electri- 
cal engineering,  read  before  the  International  Electrical  Con- 
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gress  at  Chicago,  1893.  The  complex  imaginary  quantity 
is  gradually  introduced,  with  full  explanations,  the  algebraic 
operations  with  complex  quantities  being  discussed  in  Ai>- 
pendix  I.,  so  as  not  to  require  from  the  reader  any  previous 
knowledge  of  the  algebra  of  the  complex  imaginary  plane. 

While  those  phenomena  which  are  characteristic  to  poly- 
phase systems,  as  the  resultant  action  of  the  phases,  the 
effects  of  unbalancing,  the  transformation  of  polyphase  sys- 
tems, etc.,  have  been  discussed  separately  in  the  last  chap- 
ters, many  of  the  investigations  in  the  previous  parts  of  the 
book  apply  to  polyphase  systems  as  well  as  single-phase 
circuits,  as  the  chapters  on  induction  motors,  generators, 
synchronous  motors,  etc. 

A  part  of  the  book  is  original  investigation,  either  pub- 
lished here  for  the  first  time,  or  collected  from  previous 
publications  and  more  fully  explained.  Other  parts  have 
been  published  before  by  other  investigators,  either  in  the 
same,  or  more  frequently  in  a  different  form. 

I  have,  however,  omitted  altogether  literary  references, 
for  the  reason  that  incomplete  references  would  be  worse 
than  none,  while  complete  references  would  entail  the  ex- 
penditure of  much  more  time  than  is  at  my  disposal,  with- 
out offering  sufficient  compensation  ;  since  I  believe  that 
the  reader  who  wants  information  on  some  phenomenon  or 
apparatus  is  more  interested  in  the  information  than  in 
knowing  who  first  investigated  the  phenomenon. 

Special  attention  has  been  given  to  supply  a  complete 
and  extensive  index  for  easy  reference,  and  to  render  the 
book  as  free  from  errors  as  possible.  Nevertheless,  it  prob- 
ably contains  some  errors,  typographical  and  otherwise ; 
and  I  will  be  obliged  to  any  reader  who  on  discovering  an 
error  or  an  apparent  error  will  notify  me. 

I  take  pleasure  here  in  expressing  my  thanks  to  Messrs. 
W.  D.  Weaver,  A.  E.  Kennelly,  and  Townsend  Wol- 
COTT,  for  the  interest  they  have  taken  in  the  book  while  in 
the  course  of  publication,  as  well  as  for  the  valuable  assist- 
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ance  given  by  them  in  correcting  and  standardizing  the  no- 
tation to  jronform  with  the  international  system,  and  numer- 
ous valuable  suggestions  regarding  desirable  improvements. 
Thanks  are  due  also  to  the  publishers,  who  have  spared 
no  effort  or  expense  to  make  the  book  as  creditable  as  pos- 
sible mechanically. 

CHARLES  PROTEUS  STEINMETZ. 
January^  1897. 
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THEORY   AND   CALCULATION 

OF 

ALTERNATING-CURRENT  PHENOMENA. 


CHAPTER    I. 

INTBODUCnON. 

1.  In  the  practical  applications  of  electrical  energy,  we 
meet  with  two  different  classes  of  phenomena,  due  respec- 
tively to  the  continuous  current  and  to  the  alternating 
current. 

The  continuous-current  phenomena  have  been  brought 
within  the  realm  of  exact  analytical  calculation  by  a  few 
fundamental  laws :  — 

1.)  Ohm's  law:  i  =  e J r,  where  r,  the  resistance,  is  a 
constant  of  the  circuit. 

2.)  Joule's  law :  P=  t^r,  where  P  is  the  rate  at  which 
energy  is  expended  by  the  current,  /,  in  the  resistance,  r. 

3.)  The  power  equation :  P^  =  et\  where  P^  is  the 
power  expended  in  the  circuit  of  E.M.F.,  e,  and  current,  /. 

4.)    Kirchhoff's  laws : 

a.)  The  sum  of  all  the  E.M.Fs.  in  a  closed  circuit  =  0, 
if  the  E.M.F.  consumed  by  the  resistance,  />,  is  also  con- 
sidered as  a  counter  E.M.F.,  and  all  the  E.M.Fs.  are  taken 
in  their  proper  direction. 

d,)  The  sum  of  all  the  currents  flowing  towards  a  dis- 
tributing point  =  0. 

In  alternating-current  circuits,  that  is,  in  circuits  con- 
veying currents  which  rapidly  and  periodically  change  their 
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direction,  these  laws  cease  to  hold.  Energy  is  expended, 
not  only  in  the  conductor  through  its  ohmic  resistance,  but 
also  outside  of  it ;  energy  is  stored  up  and  returned,  so 
that  large  currents  may  flow,  impressed  by  high  E.M.Fs., 
without  representing  any  considerable  amount  of  expended 
energy,  but  merely  a  surging  to  and  fro  of  energy ;  the 
ohmic  resistance  ceases  to  be  the  determining  factor  of 
current  strength ;  currents  may  divide  into  components, 
e^ch  of  which  is  larger  than  the  undivided  current,  etc. 

2.  In  place  of  the  above-mentioned  fundamental  laws  of 
continuous  currents,  we  find  in  alternating-current  circuits 
the  following  : 

Ohm's  law  assumes  the  form,  /=r/^,  where  Zy  the 
apparent  resistance,  or  impedanccj  is  no  longer  a  constant 
of  the  circuit,  but  depends  upon  the  frequency  of  the  cur- 
rents ;  and  in  circuits  containing  iron,  etc.,  also  upon  the 
E.M.F. 

Impedance,  z^  is,  in  the  system  of  abso/ute  units,  of  the 
same  dimensions  as  resistance  (that  is,  of  the  dimension 
LT~^  =  velocity),  and  is  expressed  in  ohms. 

It  consists  of  two  components,  the  resistance,  r,  and  the 
reactance,  x,  or  —  

The  resistance,  r,  in  circuits  where  energy  is  expended 
only  in  heating  the  conductor,  is  the  same  as  the  ohmic 
resistance  of  continuous-current  circuits.  In  circuits,  how- 
ever, where  energy  is  also  expended  outside  of  the  con- 
ductor by  magnetic  hysteresis,  mutual  inductance,  dielectric 
hysteresis,  etc.,  r  is  larger  than  the  true  ohmic  resistance 
of  the  conductor,  since  it  refers  to  the  total  expenditure  of  ^ 
energy.  It  may  be  called  then  the  effective  resistance.  It 
is  no  longer  a  constant  of  the  circuit. 

The  reactance,  Xy  does  not  represent  the  expenditure  of 
power,  as  does  the  effective  resistance,  r,  but  merely  the 
surging  to  and  fro  of  energy.     It  is  not  a  constant  of  the 
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circuit,  but  depends  upon  the  frequency,  and  frequently, 
as  in  circuits  containing  iron,  or  in  electrolytic  conductors, 
upon  the  E.M.F.  also.  Hence,  while  the  effective  resist- 
ance, r,  refers  to  the  energy  component  of  E.M.F.,  or  the 
E.M.F.  in  phase  with  the  current,  the  reactance,  ,r,  refers 
to  the  wattless  component  of  E.M.F.,  or  the  E.M.F.  in 
quadrature  with  the  current. 

3.  The  principal  sources  of  reactance  are  electro-mag- 
netism and  capacity. 

ELECTRO-MAGNETISM. 

An  electric  current,  i,  flowing  through  a  circuit,  produces 
a  magnetic  flux  surrounding  the  conductor  in  lines  of 
magnetic  force  (or  more  correctly,  lines  of  magnetic  induc- 
tion), of  closed,  circular,  or  other  form,  which  alternate 
with  the  alternations  of  the  current,  and  thereby  induce 
an  E.M.F.  in  the  conductor.  Since  the  magnetic  flux  is 
in  phase  with  the  current,  and  the  induced  E.M.F.  90°,  or 
a  quarter  period,  behind  the  flux,  this  E.M.F,  of  self-induc- 
tance lags  90°,  or  a  quarter  period,  behind  the  current ;  that 
is,  is  in  quadrature  therewith,  and  therefore  wattless. 

If  now  4>  =  the  magnetic  flux  produced  by,  and  inter- 
linked with,  the  current  /  (where  those  lines  of  magnetic 
force,  which  are  interlinked  «-fold,  or  pass  around  n  turns 
of  the  conductor,  are  counted  n  times),  the  ratio,  4>//,  is 
denoted  by  Z,  and  called  sclfindiictanccy  or  the  coefficient  of 
self-induction  of  the  circuit.  It  is  numerically  equal,  in 
absolute  units,  to  the  interlinkages  of  the  circuit  with  the 
magnetic  flux  produced  by  unit  current,  and  is,  in  the 
system  of  absolute  units,  of  the  dimension  of  length.  In- 
stead of  the  self-inductance,  Z,  sometimes  its  ratio  with 
the  ohmic  resistance,  r,  is  used,  and  is  called  the  Time- 
Constant  of  the  circuit : 
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If  a  conductor  surrounds  with  ;/  turns  a  magnetic  cir- 
cuit of  reluctance,  (R,  the  current,  /,  in  the  conductor  repre- 
sents the  M.M.F.  of  ni  ampere-turns,  and  hence  produces 
a  magnetic  flux  of  nij (^  lines  of  magnetic  force,  sur- 
rounding each  n  turns  of  the  conductor,  and  thereby  giving 
4>  =  n^i I  (R  interlinkages  between  the  magnetic  and  electric 
circuits.     Hence  the  inductance  is  L  =  ^/ 1  =  ^ / (R. 

The  fundamental  law  of  electro-magnetic  induction  is, 
that  the  E.M.F.  induced  in  a  conductor  by  a  varying  mag- 
netic field  is  the  rate  of  cutting  of  the  conductor  through 
the  magnetic  field. 

Hence,  if  i  is  the  current,  and  L  is  the  inductance  of 
a  circuit,  the  magnetic  flux  interlinked  with  a  circuit  of 
current,  /,  is  Li,  and  4  xVLt  is  consequently  the  average 
rate  of  cutting ;  that  is,  the  number  of  lines  of  force  cut 
by  the  conductor  per  second,  where  N  =  frequency,  or 
number  of  complete  periods  (double  reversals)  of  the  cur- 
rent per  second. 

Since  the  maximum  rate  of  cutting  bears  to  the  average 
rate  the  same  ratio  as  the  quadrant  to  the  radius  of  a 
circle  (a  sinusoidal  variation  supposed),  that  is  the  ratio 
7r/2  -7-  1,  the  maximum  rate  of  cutting  is  2  7riV,  and,  conse- 
quently, the  maximum  value  of  E.M.F.  induced  in  a  cir- 
cuit of  maximum  current  strength,  /,  and  inductance,  L,  is, 

Since  the  maximum  values  of  sine  waves  are  proportional 
(by  factor  V2)  to  the  effective  values  (square  root  of  mean 
squares),  if  /  =  effective  value  of  alternating  current,  e  = 
^ir  NLi  is  the  effective  value  of  E.M.F.  of  self-inductance, 
and  the  ratio,  c  j  i  =  2  tt  ATI,  is  the  magnetic  reactance  : 

Thus,  if  r  =  resistance,  ;r^  =  reactance,  s  =  impedance,— 

the  E.M.F.  consumed  by  resistance  is:  fi  =  />; 
the  E.M.F.  consumed  by  reactance  is  :  t^  =  iv„i; 
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and,  since  both  E.M.Fs.  are  in  quadrature  to  each  other, 
the  total  E.M.F.  is  — 


that  is,  the  impedance,  z,  takes  in  alternating-current  cir- 
cuits the  place  of  the  resistance,  r.  in  continuous-current 
circuits. 

CAPACITY. 

4.  If  upon  a  condenser  of  capacity,  C  an  K.M.F.,  i\  is 
impressed,  the  condenser  receives  the  electrostatic  charj^e,  ( V 

If  the  E.M.F.,  e,  alternates  with  the  frequency,  .\',  the 
average  rate  of  charge  and  discharge  is  4  W  and  tir  X  tiie 
maximum  rate  of  charge  and  discharge,  sinusoidal  waves  sup- 
posed, hence,  i  =  ^vNCc  the  current  passing  into  the  con- 
denser, which  is  in  quadrature  to  the  E.M.F.,  and  leading. 

It  IS  then  :  —        j:^  =  .-  =  - — -— . , 

the  ^^  capacity  reactaticc^'  or  ^'  condensance,^^ 

Polarization  in  electrolytic  conductors  acts  to  a  certain 
extent  like  capacity. 

The  capacity  reactance  is  inversely  proportional  to  the 
frequency,  and  represents  the  leading  out-ot-phase  wave ; 
the  magnetic  reactance  is  directly  proportional  to  the 
frequency,  and  represents  the  lagging  out-of-phase  wa\e. 
Hence  both  are  of  opposite  sign  with  regard  to  each  other, 
and  the  total  reactance  of  the  circuit  is  their  difference, 
X  ■=^  X     —  X  . 

The  total  resistance  of  a  circuit  is  equal  to  the  sum  of 
all  the  resistances  connected  in  series  ;  the  total  reactance 
of  a  circuit  is  equal  to  the  algebraic  sum  of  all  the  reac- 
tances connected  in  series ;  the  total  impedance  of  a  circuit, 
however,  is  not  equal  to  the  sum  of  all  the  individual 
impedances,  but  in  general  less,  and  is  the  resultant  of  the 
total  resistance  and  the  total  reactance.  Hence  it  is  not 
permissible  directly  to  add  impedances,  as  it  is  with  resist- 
ances or  reactances. 
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A  further  discussion  of  these  quantities  will  be  found  in 
the  later  chapters. 

5.  In  Joule's  law,  P  =  /^r,  r  is  not  the  true  ohmic 
resistance  any  more,  but  the  "  effective  resistance ;  '*  that 
is,  the  ratio  of  the  energy  component  of  E.M.F.  to  the  cur- 
rent. Since  in  alternating-current  circuits,  besides  by  the 
ohmic  resistance  of  the  conductor,  energy  is  expended, 
partly  outside,  partly  even  inside,  of  the  conductor,  by 
magnetic  hysteresis,  mutual  inductance,  dielectric  hystere- 
sis, etc.,  the  effective  resistance,  r,  is  in  general  larger  than 
the  true  resistance  of  the  conductor,  sometimes  many  times 
larger,  as  in  transformers  at  open  secondary  circuit,  and  is 
not  a  constant  of  the  circuit  any  more.  It  is  more  fully 
discussed  in  Chapter  VII. 

In  alternating-current  circuits,  the  power  equation  con- 
tains a  third  term,  which,  in  sine  waves,  is  the  cosine  of 
the  difference  of  phase  between  E.M.F.  and  current :  — 

Po  =  ci  cos  <^. 

Consequently,  even  if  e  and  /  are  both  large,  P^  may  be 
very  small,  if  cos  </»  is  small,  that  is,  </»  near  90°. 

Kirchhoff's  laws  become  meaningless  in  their  original 
form,  since  these  laws  consider  the  E.M.Fs.  and  currents 
as  directional  quantities,  counted  positive  in  the  one,  nega- 
tive in  the  opposite  direction,  while  the  alternating  current 
has  no  definite  direction  of  its  own. 

6.  The  alternating  waves  may  have  widely  different 
shapes ;  some  of  the  more  frequent  ones  are  shown  in 
a  later  chapter. 

The  simplest  form,  however,  is  the  sine  wave,  shown  in 
Fig.  1,  or,  at  least,  a  wave  very  near  sine  shape,  which 
may  be  represented  analytically  by :  — 

/=/sin^(/-/0  =  /sin2^iV(/-/0; 
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where  /  is  the  maximum  value  of  the  wave,  or  its  ampli- 
tude;  7"  is  the  time  of  one  complete  cyclic  repetition,  or 
the  period  of  the  wave,  or  N  ^  1  /  T  is  the  frequefuy  or 
number  of  complete  periods  per  second ;  and  /j  is  the  time, 
where  the  wave  is  zero,  or  the  epoch  of  the  wave,  generally 
called  the  phase* 

Obviously,  "phase"  or  "epoch"  attains  a  practical 
meaning  only  when  several  waves  of  different  phases  are 
considered,  as  "difference  of  phase."  When  dealing  with 
one  wave  only,  we  may  count  the  time  from  the  moment 
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Fig.  r.    BiM  Wcm. 

where  the  wave  is  zero,  or  from  the  moment  of  its  maxi- 
mum, and  then  represent  it  by  :  — 

/  =  /sin2irA?; 
or,  /  =  /cos  2  w  Nt. 

Since  it  is  a  univalent  function  of  time,  that  is,  can  at  a 
given  instant  have  one  value  only,  by  Fourier's  theorem, 
any  alternating  wave,  no  matter  what  its  shape  may  be, 
can  be  represented  by  a  series  of  sine  functions  of  different 
frequencies  and  different  phases,  in  the  form  :  — 

/  =  7i  sin  2  7rN(t  —  A)  -f  /,  sin  4  irXit  —  t^ 
+  /a  sin  6  i^Ni^t  —  /g)  +  .  .  . 

*  **  Epoch  **  is  the  time  where  a  periodic  function  reaches  a  certain  value, 
for  instance,  zero;  and  **  phase*'  is  the  angular  position,  with  respect  to  a 
datum  position,  of  a  periodic  function  at  a  given  time.  Both  arc  in  alternate- 
current  phenomena  only  different  ways  of  expressing  the  same  thing. 
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where  /j,  /j,  /g,  .  .  .  are  the  maximum  values  of  the  differ- 
ent components  of  the  wave,  ty  t^,  t^  ,  .  .  the  times,  where 
the  respective  components  pass  the  zero  value. 

The  first  term,  /^  sin  ^ir  X  (t  —  /j),  is  called  the />/«- 
damcntal  wave,  or  theyfrj/  Juintionic;  the  further  terms  are 
called  the  higher  harmonics,  or  "overtones,"  in  analogy  to 
the  overtones  of  sound  waves.  /„  sin  2  h-k  N  (t  —  /J  is  the 
//**  harmonic. 

By  resolving  the  sine  functions  of  the  time  differences, 
/  —  /j,  /  —  /g  •  •  '  ^^  reduce  the  general  expression  of 
the  wave  to  the  form  : 

/  =  j-ii  sin  2  IT  A?  +  .-/a  sin  4  ir  A?  +  .-/a  sin  G  ir  A?  +  .  .  . 
+  J^i  cos  2  vM  +  /^2  cos  4  «•  A7  +  /y,  cos  C  ir  A7  +  .  .  . 
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Fig.  2.    Waoe  without  Even  Harmonica, 

The  two  half- waves  of  each  period,  the  positive  wave 
and  the  negative  ivave  (counting  in  a  definite  direction  in 
the  circuit),  are  almost  always  identical.  Ilencc  the  even 
higher  harmonics,  which  cause  a  difference  in  the  shape  of 
the  two  half-waves,  disappear,  and  only  tlie  odd  harmonics 
exist,  except  in  very  special  cases. 

Hence  the  general  alternating-current  wave  is  expressed 

^y  •  /  =  A  sin  2  IT  X(f  —  /,)  +  A  sin  0  irX(t  —  Z,) 

-fy^sin  l()7rA(/  — /.)  +  .  .  . 
or, 
/  =  A^  sin  2  irXt  +  .-U  sin  (jirXt  +  .  /-  sir  10  ^  A7  -f  .  .  . 
+  Bi  cos  2  TT  A7  +  7?8  cos  0  tt  AV  +  />».  cos  10  vXt  +  .  .  . 
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Such  a  wave  is  shown  in  Fig.  2,  while  Fig.  3  shows  a 
wave  whose  half-waves  are  different.  Figs.  2  and  8  repre- 
sent the  secondary  current.;  of  a  RuhmkorfF  coil,  whose 
secondary  coil  is  closed  by  a  high  external  resistance :  Fig. 
3  is  the  coil  operated  in  the  usual  way,  by  make  and  break 
of  the  primary  battery  current ;  Fig.  2  is  the  coil  fed  with 
reversed  currents  by  a  commutator  from  a  battery. 

7.  Self-inductance,  or  electro-magnetic  momentum,  which 
is  always  present  in  alternating-current  circuits, — to  a 
large   extent   in  generators,  transformers,  etc.,  —  tends  to 
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Fig.  3.     Waoe  with  Euen  Harmonics. 


suppress  the  Higher  harmonics  of  a  complex  harmonic  wave 
more  than  the  fundamental  harmonic,  since  the  self-induc- 
tive reactance  is  proportional  to  the  frequency,  and  is  thus 
greater  with  the  higher  harmonics,  and  thereby  causes  a 
general  tendency  towards  simple  sine  shape,  which  has  the 
effect,  that,  in  general,  the  alternating  currents  in  our  light 
and  power  circuits  are  sufficiently  near  sine  waves  to  make 
the  assumption  of  sine  shape  permissible. 

Hence,  in  the  calculation  of  alternating-current  phe- 
nomena, we  can  safely  assume  the  alternating  wave  as  a 
sine  wave,  without  making  any  serious  error ;  and  it  will  be 
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sufficient  to  keep  the  distortion  from  sine  shape  in  mind  as 
a  possible  disturbing  factor,  which  generally,  however,  is  in 
practice  negligible  —  perhaps  with  the  only  exception  of 
low-resistance  circuits  containing  large  magnetic  reactance, 
and  large  condensance  in  series  with  each  other,  so  as  to 
produce  resonance  effects  of  these  higher  harmonics. 
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CHAPTER    II 

INBTANTAinCOira  VAIiUlSS   AND   HmCGBAI.  VAIiTTSB. 

8.  In  a  periodically  varying  function,  as  an  alternating 
current,  we  have  to  distinguish  between  the  instantaneous 
valiUy  which  varies  constantly  as  function  of  the  time,  and 
the  integral  value,  which  characterizes  the  wave  as  a  whole. 

As  such  integral  value,  almost  exclusively  the  effective 
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Fig.  4.    AlUrntttlng  Warn, 

value  is  used,  that  is,  the  square  root  of  the  mean  squares ; 
and  wherever  the  intensity  of  an  electric  wave  is  mentioned 
without  further  reference,  the  effective  value  is  understood. 

The  maximum  value  of  the  wave  is  of  practical  interest 
only  in  few  cases,  and  may,  besides,  be  different  for  the  two 
half-waves,  as  in  Fig.  3. 

As  arithmetic  mean,  or  average  value,  of  a  wave  as  in 
Figs.  4  and  5,  the  arithmetical  average  of  all  the  instan- 
taneous values  during  one  complete  period  is  understood. 

This  arithmetic  mean  is  either  =  0,  as  in  Fig.  4,  or  it 
differs  from  0,  as  in  Fig.  5.  In  the  first  case,  the  wave 
is  called  an  alternating  wave,  in  the  latter  a  pulsating  wave. 
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ditions  may  exist  in  the  circuit,  any  line  of  magnetic  force, 
whicfi  during  a  complete  period  is  cut  by  the  circuit,  and 
thcnrf)y  induces  an  E.M.F.,  must  during  the  same  period 
he  cut  again  in  the  opposite  direction,  and  thereby  induce 
th«;  same  total  amount  of  E.M.F.  (Obviously,  this  does 
not  apply  to  circuits  consisting  of  different  parts  movable 
will)  regard  to  each  other,  as  in  unipolar  machines.) 

In  the  following  we  shall  almost  exclusively  consider  the 
alternating  wave,  that  is  the  wave  whose  true  arithmetic 
mean  value  —  0. 

Frequently,  by  mean  value  of  an  alternating  wave,  the 
average  of  one  half-wave  only  is  denoted,  or  rather  the 
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average  of  all  instantaneous  values  without  regard  to  their 
sign.  This  mean  value  is  of  no  practical  importance,  and 
is,  besides,  in  many  cases  indefinite. 

9.    In  a  sine  wave,  the  relation  of  the  mean  to  the  maxi- 
mum value  is  found  in  the  following  way :  — 


F\q.  e. 

Let,  in  Fig.  6,  AOB  represent  a  quadrant  of  a  circle 
with  radius  1. 

Then,  while  the  angle  <^  traverses  the  arc  tt/  2  from  A  to 

Bf  the  sine  varies  from  0  to  OB  =  1.     Hence  the  average 

variation  of  the  sine  bears  to  that  of  the  corresponding  arc 

the  ratio  1  -j-  ir/ 2,  or  2/ir  ^  1.     The  maximum  variation 

of  the  sine  takes  place  about  its  zero  value,  where  the  sine 

is  equal  to  the  arc.     Hence  the  maximum  variation  of  the 

sine  is  equal  to  the  variation  of  the  corresponding  arc,  and 

consequently  the  maximum  variation  of  the  sine  bears  to 

its  average  variation  the  same  ratio  as  the  average  variation 

of  the  arc  to  that  of  the  sine ;  that  is,  1  -^  2  /  v,  and  since 

the  variations  of   a  sine-function  are   sinusoidal  also,   we 

have, 

o 
Mean  value  of  sine  wave  -j-  maximum  value  =  —  -j- 1 

TT 

=  .636C3. 

The  quantities,  "current,"  "E.M.F.,"  "magnetism,"  etc., 
are  in  reality  mathematical  fictions  only,  as  the  components 
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of  the  entities,  "energy,"  "power,"  etc. ;  that  is,  they  have 
no  independent  existence,  but  appear  only  as  squares  or 
products. 

Consequently,  the  only  integral  value  of  an  alternating 
wave  which  is  of  practical  importance,  as  directly  connected 
with  the  mechanical  system  of  units,  is  that  value  which 
represents  the  same  power  or  effect  as  the  periodical  wave. 
This  is  called  the  effective  value.  Its  square  is  equal  to  the 
mean  square  of  the  periodic  function,  that  is  :  — 

The  effectwe  value  of  an  alternating  7vave,  or  the  value 
representing  the  same  effect  as  the  periodically  varying  zvavcy 
is  the  square  root  of  thfj  mean  square. 

In  a  sine  wave,  its  relation  to  the  maximum  value  is 
found  in  the  following  way : 


Flq.  7. 


Let,  in  Fig.  7,  AOB  represent  a  quadrant  of  a  circle 
with  radius  1. 

Then,  since  the  sines  of  any  angle  </»  and  its  complemen- 
tar)--  angle,  90°—  </»,  fulfill  the  condition, — 

sin^  </»  +  sin^  (IM)  —  </»)  =  1, 

the  sines  in  the  quadrant,  AOB,  can  be  grouped  into  pairs, 
so  that  the  sum  of  the  squares  of  any  pair  =  1 ;  or,  in  other 
words,  the  mean  square  of  the  sine  =1/2,  and  the  square 
root  of  the  mean  square,  or  the  effective  value  of  the  sine, 
=  1  /  V2,     That  is  : 
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The  effective  value  of  a  sine  function  bears  to  its  maxi- 
mum value  the  ratio,  — 

-^  -f- 1  =  .70711. 
VI' 

Hence,  we  have  for  the  sine  curve  the  following  rela- 
tions : 


Max. 

Eff. 

Arith.  Mean.     | 

Half 
Period. 

Whole 
Period. 

1 

1 
V2 

2 

0 

1 

.7071 

.63063 

0 

1.4142 

1 

.90034 

0 

1.5708 

1.1107 

1 

0 

10.    Coming  now  to  the  general  alternating  wave, 

/  =  Ax  sin  27r  Nt  +  A^  sin  4ir  iV?  +  ^j  sin  6ir  iW  +  .  .  . 
+  Bx  cos  2irNt  +  B^  cos  4ir  iV?  +  ^t  cos  6ir  iV/  +  .  .  . , 

we  find,  by  squaring  this  expression  and  canceling  all  the 
products  which  give  0  as  mean  square,  the  effective  value^  — 

/=  Vi  (^,«  +  ^,«  +  ^,«+  .  .  .  J^B^-^B^-^Bi  .  .  .). 

The  mean  value  does  not  give  a  simple  expression,  and 
is  of  no  general  interest. 
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CHAPTER    III. 

I1A.W  OF   ELECTBO-MAGNETIC  INDUCTIOH. 

11.  If  an  electric  conductr>r  moves  relatively  to  a  mag- 
netic field,  an  E.M.F.  is  induced  in  the  conductor  which  is 
proportional  to  the  intensity  of  the  magnetic  field,  to  the 
length  of  the  conductor,  and  to  the  speed  of  its  motion 
perpendicular  to  the  magnetic  field  and  the  direction  of  the 
conductor ;  or,  in  other  words,  proportional  to  the  number 
of  lines  of  magnetic  force  cut  per  second  by  the  conductor. 

As  a  practical  unit  of  E.M.F.,  the  volt  is  defined  as  the 
E.M.F.  induced  in  a  conductor,  which  cuts  10'  =  100,000,000 
lines  of  magnetic  force  per  second. 

If  the  conductor  is  closed  upon  itself,  the  induced  E.M.F. 
prr)duces  a  current. 

A  closed  conductor  may  be  called  a  turn  or  a  convolution. 
In  such  a  turn,  the  number  of  lines  of  magnetic  force  cut 
per  .second  is  the  increase  or  decrease  of  the  number  of 
lines  inclosed  by  the  turn,  or  ;/  times  as  large  with  n  turns. 

Hence  the  E.M.F.  in  volts  induced  in  ;/  turns,  or  con- 
volutions, is  ;/  times  the  increase  or  decrease,  per  second, 
of  the  flu.x  inclosed  by  the  turns,  times  10~l 

If  the  change  of  the  flux  inclosed  by  the  turn,  or  by  n 
turns,  docs  not  take  place  uniformly,  the  product  of  the 
numl)er  of  turns,  times  change  of  flu.x  per  second,  gives 
the  average   I-L.M.F. 

If  I  he  magnetic  flux,  *,  alternates  relatively  to  a  number 
of  turns,  ;/  —  that  is,  when  the  turns  either  revolve  through 
the  flux,  or  the  flux  passes  in  and  out  of  the  turns,  the  total 
flux  is  cut  four  times  during  each  complete  period  or  cycle, 
twice  passing  into,  and  twice  out  of,  the  turns. 
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Hence,  if  iV=  number  of  complete  cycles  per  second, 
or  the  frequency  of  the  flux  *,  the  average  E.M.F.  induced 
in  n  turns  is, 

^.,g.  =4;/4>^iV10-»volts. 

This  is  the  fundamental  equation  of  electrical  engineer- 
ing, and  applies  to  continuous^current,  as  well  as  to  alter- 
nating-current, apparatus. 

12.  In  continuous-current  machines  and  in  many  alter- 
nators, the  turns  revolve  through  a  constant  magnetic 
field;  in  other  alternators  and  in  induction  motors,  the  mag- 
netic field  revolves ;  in  transformers,  the  field  alternates 
with  respect  to  the  stationary  turns. 

Thus,  in  the  continuous-current  machine,  if  ;/  =  num- 
ber of  turns  in  series  from  brush  to  brush,  *  =  flux  inclosed 
per  turn,  and  yV=  frequency,  the  E.M.F.  induced  in  the 
machine  is  ^  =  4;/*  A^10~^  volts,  independent  of  the  numr 
ber  of  poles,  of  series  or  multiple  connection  of  the  arma- 
ture, whether  of  the  ring,  drum,  or  other  type. 

In  an  alternator  or  transformer,  if  ;/  is  the  number  of 
turns  in  series,  *  the  maximum  flux  inclosed  per  turn,  and 
N  the  frequency,  this  formula  gives, 

i^.,^.  =  4;/4>A^l()-«volts. 
Since  the  maximum  E.M.F.  is  given  by, — 

we  have 

^m.x.  =  2  TT «  *  ^  10  -•  volts. 

And  since  the  effective  E.M.F.  is  given  by, — 

F 

V2 
we  have 

=  4.44«*iV10-8volts, 

which  is    the   fundamental    formula  of   alternating-current 
induction  by  sine  waves. 
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CHAPTER   IV. 
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14.  While  alternating  waves  can  be,  and  frequently  are, 
represented  graphically  in  rectangular  coordinates,  with  the 
time  as  abscissae,  and  the  instantaneous  values  of  the  wave 
as  ordinates,  the  best  insight  with  regard  to  the  mutual 
relation  of  different  alternate  waves  is  given  by  their  repre- 
sentation in  polar  coordinates,  with  the  time  as  an  angle  or 
the  amplitude,  —  one  complete  period  being  represented  by 
one  revolution,  —  and  the  instantaneous  values  as  radii 
vectores. 


F\q.  8. 


Thus  the  two  waves  of  Figs.  2  and  3  are  represented  in 
polar  coordinates  in  Figs.  8  and  9  as  closed  characteristic 
cur\'es,  which,  by  their  intersection  with  the  radius  vector, 
give  the  instantaneous  value  of  the  wave,  corresponding  to 
the  time  represented  by  the  amplitude  of  the  radius  vector. 

These  instantaneous  values  are  positive  if  in  the  direction 
of  the  radius  vector,  and  negative  if  in  opposition.  Hence 
the  two  half-waves  in  Fig.  2  are  represented  by  the  .same 
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polar  characteristic  cur\'e,  which  is  traversed  by  the  point  of 
intersection  of  the  radius  vector  twice  per  period,  —  once 
in  the  direction  of  the  vector,  giving  the  positive  half-wave. 


fig.  p. 


Fig.  10. 


and  once  in  opposition  to  the  vector,  giving  the  negative 
half-wave.  In  Figs.  3  and  9,  where  the  two  half-waves  are 
different,  they  give  different  polar  characteristics. 

15.  The  sine  wave,  Fig.  1,  is  represented  in  polar 
coordinates  by  one  circle,  as  shown  in  Fig.  10.  The 
diameter  of  the  characteristic  curve  of  the  sine  wave, 
/=  OC,  represents  the  intensity  of  the  wave ;  and  the  am- 
plitude of  the  diameter,  OQ  /  w  =  AOCt  is  the  phase  of  the 
wave,  which,  therefore,  is  represented  analytically  by  the 

function: —  .       ,        ,         .. 

/  =  /cos  (<^  —  w), 

where  <l>=  2irt/  Tis  the  instantaneous  value  of  the  ampli- 
tude corresponding  to  the  instantaneous  value,  /,  of  the  wave. 

The  instantaneous  values  are  cut  out  on  the  movable  ra-* 
dius  vector  by  its  intersection  with  the  characteristic  circle. 
Thus,  for  instance,  at  the  amplitude  AOB^  =  c^^  =  2^/^/  7" 
(Fig.  10),  the  instantaneous  value  is  OB' ;  at  the  amplitude 
AOB^  =  tf^^  =  2 irt^ /  T,  the  instantaneous  value  is  OB"y  and 
negative,  since  in  opposition  to  the  radius  vector  OB^. 

The  characteristic  circle  of  the  alternating  sine  wave  is 
determined  by  the  length  of  its  diameter  —  the  intensity 
of  the  wave ;  and  by  the  amplitude  of  the  diameter  —  the 
phase  of  the  wave. 
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Hence,  wherever  the  integral  value  of  the  wave  is  con- 
sidered alone,  and  not  the  instantaneous  values,  the  charac- 
teristic circle  may  be  omitted  altogether,  and  the  wave 
represented  in  intensity  and  in  phase  by  the  diameter  of 
the  characteristic  circle. 

Thus,  in  polar  coordinates,  the  alternate  wave  is  repre- 
sented in  intensity  and  phase  by  the  length  and  direction  of 
a  vector,  OC,  Fig.  10,  and  its  analytical  expression  would 
then  be  r  =  OC  cos  (<^  —  w). 

Instead  of  the  maximum  value  of  the  wave,  the  effective 
value,  or  square  root  of  mean  square,  may  be  used  as  the 
vector,  which  is  more  convenient ;  and  the  maximum  value 
is  then  V2  times  the  vector  OQ  so  that  the  instantaneous 
values,  when  taken  from  the  diagram,  have  to  be  increased 
by  the  factor  V2. 

Thus  the  wave, 

^  =  ^cos2^iV(/-/i) 

=  B  cos  (<^  —  a>i) 

is  in  Fig.  10^  represented  by 

of    phase 

AOB  =  oil ;  and  the  wave, 
^=  Ccos2ir  N(t-\-t^ 

=  Ccos(^  +  a»j)  ^ 

is  in  Fig.  10^  represented  by  vector  OC^—j-^  of  phase 
AOC=-K 

The  former  is  said  to  lag  by  angle  w^,  the  latter  to  lead 
by  angle  w^,  with  regard  to  the  zero  position. 

The  wave  b  lags  by  angle  (w^  +  wj)  behind  wave  r,  or  c 
leads  b  by  angle  (wi  +  wg). 

16.  To  combine  different  sine  waves,  their  graphical  rep- 
resentations, or  vectors,  are  combined  by  the  parallelogram 
law.  

If,  for  instance,  two  sine  waves,  OB  and  OC  (Fig.  11), 
are  superposed,  —  as,  for  instance,  two  E.M.F's.  acting  in 
the  same  circuit,  —  their  resultant  wave  is  represented  by 


vector    OB  =  -7-, 
V2 
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OD9  the  diagonal  of  a  paraUelogram  with  OB  and  ^?C  as 
sides. 

For  at  any  time,  /,  represented  by  angle  +  =  AOX^  the 
instantaneous  values  of  the  three  waves,  OB,  OC,  OD,  are 
their  projections  upon  OX,  and  the  sum  of  the  projections 
of  OB  and  OC  is  equal  to  the  projection  of  OD\  that  is,  the 
instantaneous  values  of  the  wave  OD  are  equal  to  the  sum 
of  the  instantaneous  values  of  waves  OB  and  OC. 

From  the  foregoing  considerations  we  have  the  con- 
clusions : 

The  sine  wave  is  represented  graphically  in  polar  coordi- 
nates by  a  vector,  which  by  its  lengthy  OQ  denotes  the  in- 


Fig,  11. 


tcPisitVt  and  by  its  amplitude,  AOC,  the  phase,  of  the  sine 
ware. 

Sine  waves  are  combined  or  resolved  graphically,  in  polar 
coordinates,  by  the  law  of  parallelogram  or  the  polygon  of 
sine  waves, 

Kirchhoff's  laws  now  assume,  for  alternating  sine  waves, 
the  form  :  — 

a.)  The  resultant  of  all  the  E.M.Fs.  in  a  closed  circuit, 
as  found  by  the  paralleloj^ram  of  sine  waves,  is  zero  if 
the  counter  MM.Fs.  of  resistance  and  of  reactance  are 
inchulod. 

/>.)     rhe  resultant  of  all  the  currents  flowing  towards  a 
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distributing  point,  as  found  by  the  parallelogram  of  sine 
waves,  is  zero. 

The  energy  equation  expressed  graphically  is  as  follows : 
The  power  of  an  alternating-current  circuit  is  repre- 
sented in  polar  coordinates  by  the  product  of  the  current , 
/,  into  the  projection  of  the  E.M.F.,  E,  upon  the  current,  or 
by  the  E.M.F.,  E,  into  the  projection  of  the  current,  /,  upon 
the  E.M.F.,  or  by  IE  cos  (/,£). 

17.  Suppose,  as  an  instance,  that  over  a  line  having  the 
resistance,  r,  and  the  reactance,  x  =  2irNL,  —  where  N  =. 
frequency  and  L  =  inductance,  —  a  current  of  /  amperes 
be  sent  into  a  non-inductive   circuit  at  an    E.M.F.   of   E 


o^q— — ^; — • 


Fig.  12. 

volts.     What  will  be  the  E.M.F.  required  at  the  generator 
end  of  the  line  ? 

In  the  polar  diagram,  Fig.  12,  let  the  phase  of  the  cur- 
rent be  assumed  as  the  initial  or  zero  line,  07,  Since  the 
receiving  circuit  is  non-inductive,,  the  current  is  in  phase 
with  its  E.M.F.  Hence  the  E.M.F.,  E,  at  the  end  of  the 
line,  impressed  upon  the  receiving  circuit,  is  represented  by 
a  vector,  OE,  To  overcome  the  resistance,  r,  of  the  line, 
an  E.M.F.,  /r,  is  required  in  phase  with  the  current,  repre- 
sented by  OE^  in  the  diagram.  The  self-inductance  of  the 
line  induces  an  E.M.F.  which  is  proportional  to  the  current 
/  and  reactance  Xy  and  lags  a  quarter  of  a  period,  or  90°, 
behind   the  current.      To   overcome   this   counter  E.M.F. 
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of  self-induction,  an  E.M.F.  of  the  value  Ix  is  required, 
in  phase  90®  ahead  of  the  current,  hence  represented  by 
vector  OEj^,  Thus  resistance  consumes  E.M.F.  in  phase, 
and  reactance  an  E.M.F.  90°  ahead  of  the  current.  The 
E.M.F.  of  the  generator,  E^y  has  to  give  the  three  E.M.Fs., 
By  E^f  and  Ej,,  hence  it  is  determined  as  their  resultant. 
Combining  by  the  parallelogram  law,  OE^  and  OEj,y  gfive 
OEgy  the  E.M.F.  required  to  overcome  the  impedance  of 
the  line,  and  similarly  OE^  and  OE  give  OE^^  the  E.M.F. 
required  at  the  generator  side  of  the  line,  to  yield  the 
E.M.F.  E  at  the  receiving  end  of  the  line.  Algebraically, 
we  get  from  Fig.  12  — 


or, 


Eo  =  -s/i^E  +  Jrf  +  ^Ixf 


In  this  instance  we  have  considered  the  E.M.F.  con- 
sumed by  the  resistance  (in  phase  with  the  current)  and 
the  E.M.F.  consumed  by  the  reactance  (90°  ahead  of  the 
current)  as  parts,  or  components,  of  the  impressed  E.M.F., 
E^y  and  have  derived  E^  by  combining  E^y  E^y  and  E, 


Pig.  13. 


18.  We  may,  however,  introduce  the  effect  of  the  induc- 
tance directly  as  an  E.M.F.,  EJ  y  the  counter  E.M.F.  of 
self-induction  =  /,r,  and  lagging  90°  behind  the  current ;  and 
the  E.M.F.  consumed  by  the  resistance  as  a  counter  E.M.F., 
/:/  =  ^^f  but  in  opposition  to  the  current,  as  is  done  in  Fig. 
13  ;  and  combine  the  three  K.M.Fs.  E^y  E^'y  EJy  to  form  a 
resultant  E.M.F.,  /f,  which  is  left  at  the  end  of  the  line. 
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E^  and  E^  combine  to  form  ^/,  the  counter  E.M.F.  of 
impedance;  and  since  E^  and  E^  must  combine  to  form 
E,  E^  is  found  as  the  side  of  a  parallelogram,  OE^EE^^ 
whose  other  side,  OE^,  and  diagonal,  OE,  are  given. 

Or  we  may  say  (Fig.  14),  that  to  overcome  the  counter 
E.M.F.  of  impedance,  OE^,  of  the  line,  the  component,  OE^^ 
of  the  impressed  E.M.F.  is  required  which,  with  the  other 
component  OEy  must  give  the  impressed  E.M.F.,  OE^, 

As  shown,  we  can  represent  the  E.M.Fs.  produced  in  a 
^rcuit  in  two  ways  —  either  as  counter  E.M.Fs.,  which  com- 
bine with  the  impressed  E.M.F.,  or  as  parts,  or  components, 


Fig.  14. 


of  the  impressed  E.M.F.,  in  the  latter  case  being  of  opposite 
phase.  According  to  the  nature  of  the  problem,  either  the 
one  or  the  other  way  may  be  preferable. 

As  an  example,  the  E.M.F.  consumed  by  the  resistance 
is  /r,  and  in  phase  with  the  current  ;  the  counter  E.M.F. 
of  resistance  is  in  opposition  to  the  current.  The  E.M.F. 
consumed  by  the  reactance  is  Zr,  and  90°  ahead  of  the  cur- 
rent, while  the  counter  E.M.F.  of  reactance  is  90**  behind 
the  current ;  so  that,  if,  in  Fig.  15,  Of,  is  the  current,  — 

OEr    =  E.M.F.  consumed  by  resistance, 
OE/  =  counter  E.M.F.  of  resistance, 
OEj.   =  E.M.F.  consumed  by  inductance, 
OEj.'  =  counter  E.M.F.  of  inductance, 
OEt    =  E.M.F.  consumed  by  impedance, 
OE/  =  counter  E.M.F.  of  impedance. 
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Obviously,  these  counter  E.M.Fs.  are  different  from,  for 
instance,  the  counter  E.M.F.  of  a  synchronous  motor,  in  so 
far  as  they  have  no  independent  existence,  but  exist  only 
through,  and  as  long  as,  the  current  flows.  In  this  respect 
they  are  analogous  to  the  opposing  force  of  friction  in 
mechanics. 


-it-o 

E 


->•• 


Fig.  15, 


19.    Coming  back  to  the  equation  found  for  the  E.M.F. 
at  the  generator  end  of  the  line,  — 


we  find,  as  the  drop  of  potential  in  the  line  — 


b.E^Eo-E^  ^{E  +  Irf-\-  {Ixy--E. 

This  is  different  from,  and  less  than,  the  E.M.F.  of 
impedance  — 

Hence  it  is  wrong  to  calculate  the  drop  of  potential  in  a 
circuit  by  multiplying  the  current  by  the  impedance ;  and  the 
drop  of  potential  in  the  line  depends,  with  a  given  current 
fed  over  the  line  into  a  non-inductive  circuit,  not  only  upon 
the  constants  of  the  line,  r  and  Xy  but  also  upon  the  E.M.F., 
By  at  end  of  line,  as  can  readily  be  seen  from  the  diagrams. 

20.  If  the  receiver  circuit  is  inductive,  that  is,  if  the 
current,  /,  lags  behind  the  E.M.F.,  By  by  an  angle  «,  and 
we  choose  again  as  the  zero  line,  the  current  57  (Fig.  16), 
the  E.M.F.,  ^2f  is  ahead  of  the  current  by  angle  «.     The 
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E.M.F.  consumed  by  the  resistance,  //-,  is  in  phase  with  the 
current,  and  represented  by  ^E^)  the  E.M.F.  consumed 
by  the  reactance,  Ix,  is  90°  ahead  of  the  current,  and  re- 
presented by  OE^  Combining  OE,  OE^y  and  OEj^^  we 
get  OE^y  the  E.M.F.  required  at  the  generator  end  of  the 
line.  Comparing  Fig.  16  with  Fig.  13,  we  see  that  in 
the  former  OE^  is  larger  ;  or  conversely,  if  E^  is  the  same, 
E  will  be  less  with  an  inductive  load.  In  other  words, 
the  drop  of  potential  in  an  inductive  line  is  greater,  if  the 
receiving  circuit  is  inductive,  than  if  it  is  non-inductive. 
From  Fig.  16, — 


Eo  =  V{E  cos  «  +  fry  +  (A  sin  «  +  Ixy, 


Fig.  16. 

If,  however,  the  current  in  the  receiving  circuit  is 
leading,  as  is  the  case  when  feeding  condensers  or  syn- 
chronous motors  whose  counter  E.M.F.  is  larger  than  the 
impressed  E.M.F.,  then  the  E.M.F.  will  be  represented,  in 
Fig.  17,  by  a  vector,  OEy  lagging  behind  the  current,  (9/, 
by  the  angle  of  lead  w;  and  in  this  case  we  get,  by 
combining  OE  with  OE^y  in  phase  with  the  current,  and 
OE^y  90°  ahead  of  the  current,  the  generator  E.M.F.,  OE^y 
which  in  this  case  is  not  only  less  than  in  Fig.  16  and  in 
Fig.  13,  but  may  be  even  less  than  E\  that  is,  the  poten- 
tial rises  in  the  line.  In  other  words,  in  a  circuit  with 
leading  current,  the  self-induction  of  the  line  raises  the 
potential,  so  that  the  drop  of  potential  is  less  than  with 
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a  non-inductive  load,  or  may  even  be  negative,  and  the 
voltage  at  the  generator  lower  than  at  the  other  end  of 
the  line. 

These  diagrams,  Figs.  13  to  17,  can  be  considered  polar 
diagrams  of  an  alternating-current  generator  of  an  E.M.F., 
Eq^  a  resistance  E.M.F.,  E^  =  /r,  a  reactance  E.M.F., 
Ej,  =  Zr,  and  a  difference  of  potential,  E^  at  the  alternator 
terminals ;  and  we  see,  in  this  case,  that  with  an  inductive 
load  the  potential  difference  at  the  alternator  terminals  will 
be  lower  than  with  a  non-inductive  load,  and  that  with  a 
non-inductive  load  it  will  be  lower  than  when  feeding  into 


Fig.  17. 

a  circuit  with  leading  current,  as,  for  instance,  a  synchro- 
nous motor  circuit  under  the  circumstances  stated  above. 


21.  As  a  further  example,  we  may  consider  the  dia- 
gram of  an  alternating-current  transformer,  feeding  through 
its  secondary  circuit  an  inductive  load. 

For  simplicity,  we  may  neglect  here  the  magnetic 
hysteresis,  the  effect  of  which  will  be  fully  treated  in  a 
separate  chapter  on  this  subject. 

Let  the  time  be  counted  from  the  moment  when  the 
magnetic  flux  is  zero.  The  phase  of  the  flux,  that  is,  the 
amplitude  of  its  maximum  value,  is  90°  in  this  case,  and, 
consequently,  the  phase  of  the  induced  E.M.F.,  is  180**, 
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since  the  induced  E.M.F.  lags  90°  behind  the  inducing 
flux.  Thus  the  secondary  induced  E.M.F.,  E^y  will  be 
represented  by  a  vector,  OE^y  in  Fig.  18,  at  the  phase 
180^  The  secondary  current,  /j,  lags  behind  the  E.M.F., 
E^y  by  an  angle  Wj,  which  is  determined  by  the  resistance 
and  inductance  of  the  secondary  circuit ;  that  is,  by  the 
load  in  the  secondary  circuit,  and  is  represented  in  the  dia- 
<5ram  by  the  vector,  OF<^y  of  phase  180  +  w^^. 


^s 


Fig.  18. 


Instead  of  the  secondary  current,  /j,  we  plot,  however, 
the  secondary  M.M.F.,  JFj  =  w^/i,  where  ;/j  is  the  number 
of  secondary  turns,  and  fF^  is  given  in  ampere-turns.  This 
makes  us  independent  of  the  ratio  of  transformation. 

From  the  secondary  induced  E.M.F.,  -£*i,  we  get  the  flux, 
*j  required  to  induce  this  E.M.F.,  from  the  equation  — 

^j  =  V2  7r;/xA^*10-»; 
where  — 

Ex  =  secondary  induced  E.M.F.,  in  effective  volts, 

yV  =  frequency,  in  cycles  per  second, 

fii   =  number  of  secondary  turns, 

4>    =  maximum  value  of  magnetic  flux,  in  webers. 

The  derivation  of  this  equation  has  been  given  in  a 
preceding  chapter. 

This  magnetic  flux,  *,  is  represented  by  a  vector,  O^j  at 
the  phase  90**,  and  to  induce  it  an  M.M.F.,  (F  is  required. 
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which  is  determined  by  the  magnetic  characteristic  of  the 
iron,  and  the  section  and  length  of  the  magnetic  circuit  of 
the  transformer ;  it  is  in  phase  with  the  flux  4>,  and  repre- 
sented by  the  vector  OF^  in  effective  ampere-turns. 

The  effect  of  hysteresis,  neglected  at  present,  is  to  shift 
OF  ahead  of  (?4>,  by  an  angle  a,  the  angle  of  hysteretic 
lead.     (See  Chapter  on  Hysteresis.) 

This  M.M.F.,  JF,  is  the  resultant  of  the  secondary  M.M.F., 
IFp  and  the  primary  M.M.F.,  SF^;  or  graphically,  OF  is  the 
diagonal  of  a  parallelogram  with  OF^  and  OF^  as  sides.  OF^ 
and  OF  being  known,  we  find  OF^^  the  primary  ampere- 
turns,  and  therefrom,  and  the  number  of  primary  turns,  «^, 
the  primary  current,  /^  =  "^oh^y  which  corresponds  to  the 
secondary  current,  /j . 

To  overcome  the  resistance,  r^,  of  the  primary  coil,  an 
E.M.F.,  E^  =  I^r^^  is  required,  in  phase  with  the  current, 
/^,  and  represented  by  the  vector,  OE^, 

To  overcome  the  reactance,  x^  =  2ir«^Z^,  of  the  pri- 
mary coil,  an  E.M.F.  E^,  =  I^x^  is  required,  90''  ahead  of 
the  current  /^,  and  represented  by  vector,  OE^. 

The  resultant  magnetic  flux,  ^,  which  in  the  secondary 
coil  induces  the  E.M.F.,  E^j  induces  in  the  primary  coil  an 
E.M.F.  proportional  to  E^  by  the  ratio  of  turns  //<,/«!,  and 
in  phase  with  E^ ,  or,  — 

F  '  ^I^  F, 

which  is  represented  by  the  vector  OF  J,  To  overcome  this 
counter  E.M.F.,  E^\  a  primary  E.M.F.,  -£",,  is  required,  equal 
but  opposite  to  £,',  and  represented  by  the  vector,  OE^. 

The  primary  impressed  E.M.F.,  E^,  must  thus  consist  of 
the  three  components,  OE^^  OE^,  and  OE^.^  and  is,  there- 
fore^  their  resultant  OEoy  while  the  difference  of  phase  in 
the  primary  circuit  is  found  to  be  %  =  EjOF^, 

22.  Thus,  in  Figs  18  to  20,  the  diagram  of  a  trans- 
former is  drawn  for  the  same  secondary  E.M.F.,  E^^  sec- 
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ondary  current.  I^  and  therefore  secondary  M.M.F.,  (F^,  but 
with  different  conditions  of  secondary  displacement :  — 

In  Rg.  18,  the  secondary  current,  /i ,  lags  60®  behind  the  sec- 
ondary E.M.F.,  E^, 

In  Fig.  19,  the  secondary  current,  /x,  is  in  phase  with  the 
secondary  E.M.F.,  E^, 

In  Fig.  20,  the  secondary  current,  /i ,  leads  by  60**  the  second- 
ary E.M.F.,  ^i. 


These  diagrams  show  that  lag  in  the  secondary  circuit  in- 
creases and  lead  decreases,  the  primary  current  and  primary 
E.M.F.  required  to  produce  in  the  secondary  circuit  the 
same  E.M.F.  and  current ;  or  conversely,  at  a  given  primary 
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impressed  E.M.F.,  E^^  the  secondary  K.M.F.,  Ei,  will  be 
smaller  with  an  inductive,  and  larger  with  a  condenser 
(leading  current)  load,  than  with  a  non-inductive  load. 

At  the  same  time  we  see  that   a  difference  of  phase 
existing  in  the  secondary  circuit  of  a  transformer  reappears 
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in  the  primary  circuit,  somewhat  decreased  if  leading,  and 
slightly  increased  if  lagging.  Later  we  shall  see  that 
hysteresis  reduces  the  displacement  in  the  primary  circuit, 
so  that,  with  an  excessive  lag  in  the  secondary  circuit,  the 
lag  in  the  primary  circuit  may  be  less  than  in  the  secondary. 
A  conclusion  from  the  foregoing  is  that  the  transformer 
is  not  suitable  for  producing  currents  of  displaced  phase ; 
since  primary  and  secondary  current  are,  except  at  very 
light  loads,  very  nearly  in  phase,  or  rather,  in  opposition, 
to  each  other. 
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CHAPTER   V. 

BYMBOUC   lOSTHOD. 

23.  The  graphical  method  of  representing  alternating- 
current  phenomena  by  polar  coordinates  of  time  affords  the 
best  means  for  deriving  a  clear  insight  into  the  mutual  rela- 
tion of  the  different  alternating  sine  waves  entering  into  the 
problem.  For  numerical  calculation,  however,  the  graphical 
method  is  generally  not  well  suited,  owing  to  the  widely 
different  magnitudes  of  the  alternating  sine  waves  repre- 
sented in  the  same  diagram,  which  make  an  exact  diagram- 
matic determination  impossible.  For  instance,  in  the  trans- 
former diagrams  (cf.  Figs.  18-20),  the  different  magnitudes 
will  have  numerical  values  in  practice,  somewhat  like  E^  = 
100  volts,  and  /j  =  75  amperes,  for  a  non-inductive  secon- 
dary load,  as  of  incandescent  lamps.  Thus  the  only  reac- 
tance of  the  secondary  circuit  is  that  of  the  secondary  coil, 
or,  x^  =  .08   ohms,  giving  a  lag  of  w^  =  3.6°.     We  have 

also, 

//j  =      30  turns. 

11^  =    300  turns. 

(Fi  =  2250  ampere-turns. 

IF  =    100  ampere-turns. 

Er  =         10  volts. 

Ejr  =      CO  volts. 
Ei  =  1000  volts. 

The  corresponding  diagram  is  shown  in  Fig.  21.  Obvi- 
ously, no  exact  numerical  values  can  be  taken  from  a  par- 
allelogram as  flat  as  OFJ^F^,  and  from  the  combination  of 
vectors  of  the  relative  magnitudes  1 :  6  :100. 

Hence  the  importance  of  the  graphical  method  consists 
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not  SO  much  in  its  usefulness  for  practical  calculation,  as  to 
aid  in  the  simple  understanding  of  the  phenomena  involved. 

24.  Sometimes  we  can  calculate  the  numerical  values 
trigonometrically  by  means  of  the  diagram.  Usually,  how- 
ever, this  becomes  too  complicated,  as  will  be  seen  by  trying 
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to  calculate,  from  the  above  transformer  diagram,  the  ratio 
of  transformation.     The  primary  M.M.F.  is  given  by  the 

equation  :  — 

(Fo  =  V^H^i^  +  2 IFO^i  sin  Wi , 

an  expression  not  well  suited  as  a  starting-point  for  further 
calculation. 

A  method  is  therefore  desirable  which  combines  the 
exactness  of  analytical  calculation  with  the  clearness  of 
the  graphical  representation. 


a      a 

Fig,  22, 


25.  We  have  seen  that  the  alternating  sine  wave  is 
represented  in  intensity,  as  well  as  phase,  by  a  vector,  (?/, 
which  is  determined  analytically  by  two  numerical  quanti- 
ties—  the  length,  01,  or  intensity  ;  and  the  amplitude,  AOT^ 
or  phase  w,  of  the  wave,  /. 

Instead  of  denoting  the  vector  which  represents  the 
sine  wave  in  the  polar  diagram   by  the  polar  coordinates. 
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/  and  «,  we  can  represent  it  by  its  rectangular  coordinates, 
a  and  b  (Fig.  22),  where  — 

a  =  /cos  w  is  the  horizontal  component, 

^  =  /  sin  01  is  the  vertical  component  of  the  sine  wave. 

This  representation  of  the  sine  wave  by  its  rectangular 
components  is  very  convenient,  in  so  far  as  it  avoids  the 
use  of  trigonometric  functions  in  the  combination  or  reso- 
lution of  sine  waves. 

Since  the  rectangular  components  a  and  b  are  the  hori- 
zontal and  the  vertical  projections  of  the  vector  represent- 
ing the  sine  wave,  and  the  projection  of  the  diagonal  of  a 
parallelogram  is  equal  to  the  sum  of  the  projections  of  its 
sides,  the  combination  of  sine  waves  by  the  parallelogram 
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law  is  reduced  to  the  addition,  or  subtraction,  of  their 
rectangular  components.       That  is. 

Sine  waves  are  combined^  or  resolvcdy  by  addingy  or 
subtractings  their  rectangular  components. 

For  instance,  if  a  and  b  are  the  rectangular  components 
of  a  sine  wave,  /,  and  d  and  b'  the  components  of  another 
sine  wave,  /'  (Fig.  23),  their  resultant  sine  wave,  /^,  has  the 
rectangular  components  ^^  =  (^  +  d),  and  ^^  =  (^  +  b*). 

To  get  from  the  rectangular  components,  a  and  ^,  of  a 
sine  wave,  its  intensity,  /,  and  phase,  w,  we  may  combine  a 
and  b  by  the  parallelogram,  and  derive,  — 


/=  V^/^  +  ^^ 


tan  <D  =  -. 
a 


86  AL  TERNA  TING-CURRENT  PI/ENOAfENA. 

Hence  we  can  analytically  operate  with  sine  waves,  as 
with  forces  in  mechanics,  by  resolving  them  into  their 
rectangular  components. 

26.  To  distinguish,  however,  the  horizontal  and  the  ver- 
tical components  of  sine  waves,  so  as  not  to  be  confused  in 
lengthier  calculation,  we  may  mark,  for  instance,  the  vertical 
components,  by  a  distinguishing  index,  or  the  addition  of 
an  otherwise  meaningless  symbol,  as  the  letter  j\  and  thus 
represent  the  sine  wave  by  the  expression, — 

which  now  has  the  meaning,  that  a  is  the  horizontal  and  b 
the  vertical  component  of  the  sine  wave  /;  and  that  both 
components  are  to  be  combined  in  the  resultant  wave  of 
intensity,  —  

and  of  phase,  tan  ta  ^  b  j  a. 

Similarly,  a  —jb,  means  a  sine  wave  with  a  as  horizon- 
tal, and  —  ^  as  vertical,  components,  etc. 

Obviously,  the  plus  sign  in  the  symbol,  a  +jby  does  not 
imply  simple  addition,  since  it  connects  heterogeneous  quan- 
tities —  horizontal  and  vertical  components  —  but  implies 
combination  by  the  parallelogram  law. 

For  the  present,  y  is  nothing  but  a  distinguishing  index, 
and  otherwise  free  for  definition  except  that  it  is  not  an 
ordinary  number. 

27.  A  wave  of  equal  intensity,  and  differing  in  phase 
from  the  wave  a  +  jb  by  180°,  or  one-half  period,  is  repre- 
sented in  polar  coordinates  by  a  vector  of  opposite  direction, 
and  denoted  by  the  symbolic  expression,  —  a  —  Jb,     Or  — 

Multiplying  the  symbolic  expression,  a  -\-jby  of  a  sine  wave 
by  —1  means  reversing  the  wave,  or  rotating  it  through  180^^ 
or  one-half  period. 

A  wave  of  equal  intensity,  but  lagging  90°,  or  one- 
quarter  period,  behind  a  +  jb,  has  (Fig.  24)  the  horizontal 
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component,  —  b^  and  the  vertical  component,  a^  and  is  rep- 
resented symbolically  by  the  expression,  ja  —  b. 
Multiplying,  however,  a  +  jb  hyj,  we  get :  — 

therefore,  if  we  define  the  heretofore  meaningless  symbol, 
y,  by  the  condition,  — 

we  have  — 

hence  :  — 

Multiplying  the  symbolic  expression,  a  +jb,  of  a  sine  wave 
by  j  means  rotating  the  wave  through  90"^,  or  one-quarter  pe- 
riod;  that  is,  retarding  the  wave  through  one-qimrter  period. 


Fig.  24. 

Similarly,  — 

Afultiplying  by  —  j  means  advancing  the  wave  through 
one-quarter  period. 

since  y*  =  _  1,  y  =  V— 1 ; 

that  is,  — 

j  is  the  imaginary  unity  and  the  sine  wave  is  represented 
by  a  complex  imaginary  quantity,  a  '\-  jb. 

As  the  imaginary  unit  j  has  no  numerical  meaning  in 
the  system  of  ordinary  numbers,  this  definition  ofy  =  V— 1 
does  not  contradict  its  original  introduction  as  a  distinguish- 
ing index.  For  a  more  exact  definition  of  this  complex 
imaginary  quantity,  reference  may  be  made  to  the  text  books 
of  mathematics. 

28.  In  the  polar  diagram  of  time,  the  sine  wave  is 
represented  in  intensity  as  well  as  phase  by  one  complex 
quantity  —  ,    .. 
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where  a  is  the  horizontal  and  ^'the  vertical  component  of 
the  wave  ;  the  intensity  is  given  by  — 


the  phase  by  — 

tan  w  ==  - , 
a 

and 

a  =^  i  cos  w, 

^  =  /  sin  w  ; 

hence  the  wave  a  +jb  can  also  be  expressed  by  — 

/(cos  w  +ysin  w), 

or,  by  substituting  for  cos  w  and  sin  w  their  exponential 
expressions,  we  obtain  — 

Since  we  have  seen  that  sine  waves  may  be  combined 
or  resolved  by  adding  or  subtracting  their  rectangular  com- 
ponents, consequently :  — 

Sine  waves  may  be  combined  or  resolved  by  adding  or 
subtracting  their  complex  algebraic  expressions. 

For  instance,  the  sine  waves,  — 

a  +jb 

and 

y  +j'b\ 

combined  give  the  sine  wave  — 

I^{a  +  a')+j{b  +  by 

It  will  thus  be  seen  that  the  combination  of  sine  waves 
is  reduced  to  the  elementary  algebra  of  complex  quantities. 

29.  If  /  =  /  +ji'  is  a  sine  wave  of  alternating  current, 
and  r  is  the  resistance,  the  E.M.F.  consumed  by  the  re- 
sistance is  in  phase  with  the  current,  and  equal  to  the  prod- 
uct of  the  current  and  resistance.     Or  — 

If  L  is  the  inductance,  and  x  =  itrNL  the  reactance, 
the    E.M.F.   produced   by  the   reactance,    or   the   counter 


SYMBOLIC  METHOD.  89 

E.M.F.  of  self-induction,  is  the  product  of  the  current 
and  reactance,  and  lags  90''  behind  the  current;  it  is, 
therefore,  represented  by  the  expression  — 

jxl  =jxi  —  xi'. 

The  E.M.F.  required  to  overcome  the  reactance  is  con-r 

sequently  90®  ahead  of  the  current  (or,  as  usually  expressed, 

the  current  lags  90®  behind  the  E.M.F.),  and  represented 

by  the  expression  — 

— yjc/=  — jxi  +  xi'. 

Hence,  the  E.M.F.  required  to  overcome  the  resistance, 
r,  and  the  reactance,  x,  is  — 

that  is  — 

Z  =  r  —jx  is  the  expression  of  the  impedafice  of  the  cir- 
cuit, in  complex  quantities. 

Hence,  ii  /  =  i  +ji'  is  the  current,  the  E.M.F.  required 
to  overcome  the  impedance,  Z  =  r  —  jx,  is  — 

^  =  Z/=(r-»(/-hy/0; 
hence,  since y^  =  —  1 

£^(ri  +  xi')+j(n'-xi); 

OT,  it  E  =  e  +je'  is  the  impressed  E.M.F.,  and  Z  =  r  —jx 
the  impedance,  the  current  flowing  through  the  circuit  is  :  — 

7=4  =  1+^; 
Z        r — jx  ' 

or,  multiplying  numerator  and  denominator  by  {r-^-jx)  to 
eliminate  the  imaginary  from  the  denominator,  we  have  — 

j^i^^rj^ir-^rjx)  ^er—/x  .    ./r -\r  ex  ^ 
^  +  ;c»  r^  +  A*'  f^  +  ^  ' 

or,  if  E=  e  +je'  is  the  impressed  E.M.F.,  and  /  =  i  +ji' 
the  current  flowing  in  the  circuit,  its  impedance  is  — 

I       i  +ji'  i^  +  i'^  i^  +  i'^  ^^  /'  +  i"' 
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30.  If  C  is  the  capacity  of  a  condenser  in  series  in 
a  circuit  of  current  /  =  /  +//',  the  E.M.F.  impressed  upon 

the  terminals  of  the  condenser  is  -£"  =  - — — :,,  90°  behind 

the  current ;  and  may  be  represented  bv      -^        ,  or  jx^  /, 

2  ir  NC 

where  jTj  = —  is  the  capacity  reactance  or  condensance 

of  the  condenser. 

Capacity  reactance  is  of  opposite  sign  to  magnetic  re- 
actance ;  both  may  be  combined  in  the  name  reactance. 

We  therefore  have  the  conclusion  that 

If  r  =  resistance  and  L  =  inductance, 

then  jc  =  2  vA^L  =  magnetic  reactance. 

If  C  =  capacity,  Xi  =  - — —-,  =  capacity  reactance,  or  conden- 

2  TT  AC 
sance ; 

Z  =  r  — y  (x  —  .Vi),  is  the  impedance  of  the  circuit. 
Ohm's  law  is  then  reestablished  as  follows : 

The  more  general  form  gives  not  only  the  intensity  of 
the  wave,  but  also  its  phase,  as  expressed  in  complex 
quantities. 

31.  Since  the  combination  of  sine  waves  takes  place  by 
the  addition  of  their  symbolic  expressions,  Kirchhoff's  laws 
are  now  reestablished  in  their  original  form  :  — 

a.)  The  sum  of  all  the  E.M.Fs.  acting  in  a  closed  cir- 
cuit equals  zero,  if  they  are  expressed  by  complex  quanti- 
ties, and  if  the  resistance  and  reactance  E.M.Fs.  are  also 
considered  as  counter  E.M.Fs. 

6.)  The  sum  of  all  the  currents  flowing  towards  a  dis- 
tributing point  is  zero,  if  the  currents  are  expressed  as 
complex  quantities. 
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If  a  complex  quantity  equals  zero,  the  real  part  as  well 
as  the  imaginary  part  must  be  zero  individually,  thus  if 

a  -{-jb  =  0,  ^  =  0,  i^  =  0. 

Resolving  the  E.M.Fs.  and  currents  in  the  expression  of 
Kirchhoff  *s  law,  we  find  :  — 

a.)  The  sum  of  the  components,  in  any  direction,  of  all 
the  E.M.Fs.  in  a  closed  circuit,  equals  zero,  if  the  resis- 
tance and  reactance  are  considered  as  counter  E.M.Fs. 

b)  The  sum  of  the  components,  in  any  direction,  of  all 
the  currents  flowing  to  a  distributing  point,  equals  zero. 

Joule's  Law  and  the  energ)'  equation  do  not  give  a 
simple  expression  in  complex  quantities,  since  the  effect  or 
power  is  a  quantity  of  double  the  frequency  of  the  current 
or  E.M.F.  wave,  and  therefore  requires  for  its  representa- 
tion as  a  vector,  a  transition  from  single  to  double  fre- 
quency, as  will  be  shown  in  chapter  XII. 

In  what  follows,  complex  vector  quantities  will  always 
be  denoted  by  dotted  capitals  when  not  written  out  in  full ; 
absolute  quantities  and  real  quantities  by  undotted  letters. 

32.  Referring  to  the  instance  given  in  the  fourth 
chapter,  of  a  circuit  supplied  with  an  I'l.M.F.,  E^  and  a  cur- 
rent, /,  over  an  inductive  line,  we  can  now  represent  the 
impedance  of  the  line  by  Z  =  r  —jx,  where  r  =  resistance, 
X  =  reactance  of  the  line,  and  have  thus  as  the  E.M.F. 
at   the   beginning   of   the   line,   or  at    the   generator,   the 

expression  — 

E,^E-\rZL 

Assuming  now  again  the  current  as  the  zero  line,  that 
is,  /  =  /,  we  have  in  general  — 

Eo=^  E  -\-  ir  --jix  ; 

hence,  with  non-inductive  load,  or  E  =  c, 

£o=  (f  +  if)  —Jix, 

*  fj^ 

^o   =  VC^-  +  irf  +  {ix)\     tan  w^  =  yiTJ/ 
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In  a   circuit  with    lagging  current,  that   is,  with    leading 
E.M.F.,  E  ^  e  —je'j  and 

'  =(^  +  />)-y(/+/:^), 

or         •       ^^  =  V(7+/>;^+-(7+7S)»,     tan^,=^^l^. 

i'  +  ir 

In  a   circuit  with  leading   current,  that    is,    with    lagging 
E.M.F.,  E  =  e  +je\  and 

fo  =  V(^  +  />)^  +  (/— /r)^     tan  Wo  =  7X77    ' 
values  which  easily  permit  calculation. 
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CHAPTER   VI. 

TOPOGRAPHIC   METHOD. 

33.  In  the  representation  of  alternating  sine  waves  by 
vectors  in  a  polar  diagram,  a  certain  ambiguity  exists,  in  so 
far  as  one  and  the  same  quantity  —  an  E.M.F.,  for  in- 
stance —  can  be  represented  by  two  vectors  of  opposite 
direction,  according  as  to  whether  the  E.M.F.  is  considered 
as  a  part  of  the  impressed  E.M.F.,  or  as  a  counter  E.M.F. 
This  is  analogous  to  the  distinction  between  action  and 
reaction  in  mechanics. 


Further,  it  is  obvious  that  if  in  the  circuit  of  a  gener- 
ator, G  (Fig.  25),  the  current  flowing  from  terminal  A  over 
resistance  R  to  terminal  B^  is  represented  by  a  vector  OF 
(Fig.  26),  or  by  /=  i  +ji\  the  same  current  can  be  con- 
sidered as  flowing  in  the  opposite  direction,  from  terminal 
B  to  terminal  A  in  opposite  phase,  and  therefore  represented 
by  a  vector  01^  (Fig.  2G),  or  by  /^  =  —  /  —ji'> 

Or,  if  the  difference  of  potential  from  terminal  B  to 
terminal  A  is  denoted  by  the  E  =  e  +je\  the  difference 
of  potential  from  .^  to  ^  is  ^j  =  —  ^  —j^'- 
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Hence,  in  dealing  with  alternating-current  sine  waves, 
it  is  necessar}*^  to  consider  them  in  their  proper  direction 
with  regard  to  the  circuit.  Especially  in  more  complicated 
circuits,  as  interlinked  polj-phase  systems,  careful  attention 
has  to  be  paid  to  this  point. 


n§.  2^ 


34.  Let,  for  instance,  in  Fig.  27,  an  interlinked  three- 
phase  system  be  represented  diagrammatically,  as  consist- 
ing of  three  E.M.Fs.,  of  equal  intensity,  diflfering  in  phase 
by  one-third  of  a  period.     Let  the  E,M.Fs.  in  the  direction 
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from  the  common  connection  O  of  the  three  branch  circuits 
to  the  terminals  A^,  A^,  A^,  be  represented  by  Ey^yE^,  E^. 
Then  the  diflference  of  potential  from  A^  to  A^  is  E^^E^, 
since  the  two  E.M.Fs.,  E^  and  E^,  are  connected  in  cir- 
cuit between  the  terminals  Aj^  and  A^,  in  the  direction, 
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A^  —  O  —  A^\  that  is,  the  one,  E^,  in  the  direction  OA^y 
from  the  common  connection  to  terminal,  the  other,  E^ ,  in 
the  opposite  direction,  A^O,  from  the  terminal  to  common 
connection,  and  represented  by  —  ^^ .  Conversely,  the  dif- 
ference of  potential  from  A^  to  A^  is  E^  —  E^, 

It  is  then  convenient  to  go  still  a  step  farther,  and 
drop,  in  the  diagrammatic  representation,  the  vector  line 
altogether ;  that  is,  denote  the  sine  wave  by  a  point  only, 
the  end  of  the  corresponding  vector. 

Looking  at  this  from  a  different  point  of  view,  it  means 
that  we  choose  one  point  of  the  system  —  for  instance,  the 
common  connection  O  —  as  a  zero  point,  or  point  of  zero 
potential,  and  represent  the  potentials  of  all  the  other  points 
of  the  circuit  by  points  in  the  diagram,  such  that  their  dis- 
tances from  the  zero  point  gives  the  intensity ;  their  ampli- 
tude the  phase  of  the  difference  of  potential  of  the  respective 
point  with  regard  to  the  zero  point ;  and  their  distance  and 
amplitude  with  regard  to  other  points  of  the  diagram,  their 
difference  of  potential  from  these  points  in  intensity  and 
phase. 


f?g.  28, 

Thus,  for  example,  in  an  interlinked  three-phase  system 
with  three  E.M.Fs.  of  equal  intensity,  and  differing  in  phase 
by  one-third  of  a  period,  we  may  choose  the  common  con- 
nection of  the  star-connected  generator  as  the  zero  point, 
and  represent,  in  Fig.  28,  one  of  the  E.M.Fs.,  or  the  poten- 
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tial  at  one  of  the  three-phase  terminals,  by  point  E^.  TTie 
potentials  at  the  two  other  terminals  will  then  be  given  by 
the  points  E^  and  E^  which  have  the  same  distance  from 
O  as  -ffj,  and  are  equidistant  from  Ey^  and  from  each  other. 
The  difference  of  potential  between  any  pair  of  termi- 
nals—  for  instance  Ey^  and  E^  —  is  then  the  distance  EJE^^ 
or  EyE^  according  to  the  direction  considered. 

35.  If  now  the  three  branches  OE^,  OE^  and  OE^  of 
the  three-phase  system  are  loaded  equally  by  three  currents 
equal  in  intensity  and  in  difference  of  phase  against  their 
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E.M.Fs.,  these  currents  are  represented  in  Fig.  29  by  the 
vectors  Z>^  =  07,  =  01^  =  /•  lagging  behind  the  E.M.Fs. 
by  angles  E^O/y  =  EjOI^  =  E^OI^  =  ^ 

Let  the  three-phase  circuit  be  supplied  over  a  line  of 
impedance  Zj  =  r^  — .;>i  from  a  generator  of  internal  im- 
pedance Z^  =To  -./><*• 

In  phase  OE^^  the  E.M.F.  consumed  by  resistance  r,  is 
represented  by  the  distance  E^E^  =  /r^  in  phase,  that  is 
parallel  with  current  Oly  The  E.M.F.  consumed  by  re- 
actance X,  is  represented  by  E^E^*  =  Ix^,  90**  ahead  of  cur- 
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rent  01^,  The  same  applies  to  the  other  two  phases,  and 
it  thus  follows  that  to  produce  the  E.M.F.  triangle  E^EJE^ 
at  the  terminals  of  the  consumer's  circuit,  the  E.M.F.  tri- 
angle E"E"E^*  is  required  at  the  generator  terminals. 

Repeating  the  same  operation  for  the  internal  impedance 
of  the  generator  we  get  E^'E"'  =  /r^,  and  parallel  to  OI^ 
E'^E""  =  Ixo,  and  90°  ahead  of  'OT^  and  thus  as  triangle  of 
(nominal)  induced  E.M.Fs.  of  the  generator  E^E^E^. 

In  Fig.  29,  the  diagram  is  shown  for  45°  lag,  in  Fig.  30 
for  noninductive  load,  and  in  Fig.  31  for  45°  lead  of  the 
currents  with  regard  to  their  E.M.Fs. 
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Fig,  81, 
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As  seen,  the  induced  generator  E.M.F.  and  thus  the 
generator  excitation  with  lagging  current  must  be  higher, 
with  leading  current  lower,  than  at  non-inductive  load,  or 
conversely  with  the  same  generator  excitation,  that  is  the 
same  induced  generator  E.M.F.  triangle  E^E^E^y  the 
E.M.Fs.  at  the  receiver's  circuit,  E^,  E^  E^  fall  off  more 
with  lagging,  less  with  leading  current,  than  with  non- 
inductive  load. 


36.  As  further  instance  may  be  considered  the  case  of 
a  single  phase  alternating  current  circuit  supplied  over  a. 
cable  containing  resistance  and  distributed  capacity. 
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Let  in  Fig.  33  the  potential  midway  between  the  two 
terminals  be  assumed  as  zero  point  0.  The  two  terminal 
voltages  at  the  receiver  circuit  are  then  represented  by  the 
points  E  and  E^  equidistant  from  0  and  opposite  each  other, 
and  the  two  currents  issuing  from  the  terminals  are  rej> 
resented  by  the  points  /  and  /^  equidistant  from  0  and 
opposite  each  other,  and  under  angle  o»  with  E  and  E^ 
respectively. 

Considering  first  an  element  of  the  line  or  cable  next  to 
the  receiver  circuit.  In  this  an  E.M.F.  EE^  is  consumed 
by  the  resistance  of  the  line  element,  in  phase  with  the 
current  (?/,  and  proportional  thereto,  and  a  current  11^  con- 
sumed by  the  capacity,  as  charging  current  of  the  line 
element,  90°  ahead  in  phase  of  the  E.M.F.  OE  and  propor- 
tional thereto,  so  that  at  the  generator  end  of  this  cable 
element  current  and  E.M.F.  are  01^  and  OE^  respectively. 

Passing  now  to  the  next  cable  element  we  have  again  an 
E.M.F.  E^E^  proportional  to  and  in  phase  with  the  current 
01^  and  a  current  //,  proportional  to  and  90°  ahead  of  the 
E.M.F.  OE^y  and  thus  passing  from  element  to  element 
along  the  cable  to  the  generator,  we  get  curves  of  E.M.Fs. 
e  and  ^^,  and  curves  of  currents  /  and  /^  which  can  be  called 
the  topographical  circuit  characteristics,  and  which  corre- 
spond to  each  other,  point  for  point,  until  the  generator 
terminal  voltages  OE^  and  OE^  and  the  generator  currents 
(?/o  and  OIq  are  reached. 

Again,  adding  EJ£''^  IfTo  and  parallel  01^  and  E' E^  = 
If^o  and  90°  ahead  of  (7/^,  gives  the  (nominal)  induced 
E.M.F.  of  the  generator  OE^y  where  Z^  =  r^  — yi*©  =  inter- 
nal impedance  of  the  generator. 

'  JiT  Fig.  33  is  shown  the  circuit  characteristics  for  60° 
lag,  of  a  cable  containing  only  resistance  and  capacity. 

Obviously  by  graphical  construction  the  circuit  character- 
istics appear  more  or  less  as  broken  lines,  due  to  the  neces- 
sity of  using  finite  line  elements,  while  in  reality  when 
calculated  by  the  differential  method  they  are  smooth  curves. 
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37.  As  further  instance  may  be  considered  a  three-phase 
circuit  supplied  over  a  long  distance  transmission  line  of 
distributed  capacity,  self-induction,  resistance,  and  leakage. 

Let,  in  Fig.  3S^  OE^y  OE^  OE^  =  three-phase  E.M.Fs. 
at  receiver  circuit,  equidistant  from  each  other  and  =  E. 

Let  O/p  O/^  (?/,  =  three-phase  currents  in  the  receiver 
circuit  equidistant  from  each  other  and  =  /,  and  making 
with  E  the  phase  angle  w. 

Considering  again  as  in  §  36  the  transmission  line  ele- 
ment by  element,  we  have  in  every  element  an  E.M.F. 
E^E^'  consumed  by  the  resistance  in  phase  with  the  current 
O/j  and  proportional  thereto,  and  an  E.M.F.  E^,  E/'con- 

•INGLE  PHASE  CmOUIT 

eO^'LAO 
CABLE  OF  MSTRtBUTEO 
CAPAaTY  AND  RESMTANCC 


Ff.  33. 

sumed  by  the  reactance  of  the  line  element,  90°  ahead  of 
the  currqnt  O/^,  and  proportional  thereto. 

In  the  same  line  element  we  have  a  current  /^/^  in  phase 
with  the  E.M.F.  OE^,  and  proportional  thereto,  representing 
the  loss  of  energy  current  by  leakage,  dielectric  hysteresis, 
etc.,  and  a  current  /^V/',  90°  ahead  of  the  E.M.F.  ~0E^,  and 
proportional  thereto,  the  charging  current  of  the  line  ele- 
ment as  condenser,  and  in  this  manner  passing  along  the 
line,  element  by  element,  we  ultimately  reach  the  generator 
terminal  voltages  E^^,  E^y  E^^  and  generator  currents  I^^ 
7,^  I^y  over  the  topographical  characteristics  of  E.M.F.  e^^ 
e^  e^  and  of  current  i^,  /j,  /„  as  shown  in  Fig.  3£. 

The  circuit  characteristics  of  current  /  and  of  E.M.F.  e 
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correspond  to  each  other,  point  for  point,  the  one  giving  the 
current  and  the  other  the  E.M.F.  in  the  line  element. 


WITH  OMTMBUTEO 

CAPACITY,   INOUCTANCC 

BCtltTANCC  AND  LCAKAQI 


»  s 


fig.  34. 


Only  the  circuit  characteristics  of  the  first  phase  are 
shown  as  e^  and  t\.  As  seen,  passing  from  the  receiving 
end  towards  the  generator  end  of  the  line,  potential  and 


TRANaimaiON  une 


Fig.  36. 


current  alternately  rise  and  fall,  while  their  phase  angle 
changes  periodically  between  lajx  and  lead. 
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37.  a.  More  markedly  this  is  shown  in  Fig.  34,  the  topo- 
graphic circuit  characteristic  of  one  of  the  lines  with  90° 
lag  in  the  receiver  circuit.  Corresponding  points  of  the 
two  characteristics  e  and  i  are  marked  by  corresponding 
figures  0  to  16,  representing  equidistant  points  of  the  line. 
The  values  of  E.M.F.,  current  and  their  difference  of  phase 
are  plotted  in  Fig.  35  in  rectangular  co-ordinates  with  the 
distance  as  abscissae,  counting  from  the  receiving  circuit 
towards  the  generator.  As  seen  from  Fig.  35,  E.M.F.  and 
current  periodically  but  alternately  rise  and  fall,  a  maximum 
of  one  approximately  coinciding  with  a  minimum  of  the 
other  and  with  a  point  of  zero  phase  displacement. 

The  phase  angle  between  current  and  E.M.F.  changes 
from  90°  lag  to  72°  lead,  44°  lag,  34°  lead,  etc.,  gradually 
decreasing  in  the  amplitude  of  its  variation. 
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CHAPTER   VII. 

ADUTTAlfCE.    CONDUCTAlfCE.   SUBCEPTAlfCE. 

38.  If  in  a  continuous-current  circuit,  a  number  of 
resistances,  r^,  rj,  rg,  .  .  .  are  connected  in  series,  their 
joint  resistance,  R,  is  the  sum  of  the  individual  resistances 
^  =  ri  +  rj  +  ^3  +   .  .  . 

If,  however,  a  number  of  resistances  are  connected  in 
multiple  or  in  parallel,  their  joint  resistance,  Ry  cannot 
be  expressed  in  a  simple  form,  but  is  represented  by  the 
expression :  — 

rx         r^        n 

Hence,  in  the  latter  case  it  is  preferable  to  introduce,  in- 
stead of  the  term  resistance^  its  reciprocal,  or  inverse  value, 
the  term  condnctatice,  g  =\  j  r.  If,  then,  a  number  of  con- 
ductances, ^i,  ^2 »  ^3  >  •  •  •  ^^^  connected  in  parallel,  their 
joint  conductance  is  the  sum  of  the  individual  conductances, 
or  (7  =  ^1  +  ^3  +  ^3  +  .  .  .  When  using  the  term  con- 
ductance, the  joint  conductance  of  a  number  of  series- 
connected  conductances  becomes  similarly  a  complicated 
expression  — 

gl      gt      gt 

Hence  the  term  resistance  is  preferable  in  case  of  series 
connection,  and  the  use  of  the  reciprocal  term  conductame 
in  parallel  connections  ;  therefore, 

The  joint  resistance  of  a  number  of  series -connected  resis- 
tances is  equal  to  the  sum  of  the  itidividual  resistatues  ;  tlu 
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joint  conductance  of  a  number  of  parallel-connected  conduc- 
tances is  equal  to  the  sum  of  the  individual  conductances, 

39.  In  alternating-current  circuits,  instead  of  the  term 
resistance  we  have  the  term  impedance ^  Z  =  r  —j'Xy  with  its 
two  components,  the  resistance^  r,  and  the  reactance,  x,  in  the 
formula  of  Ohm's  law,  E  =  /Z.  The  resistance,  r,  gives 
the  component  of  E.M.F.  in  phase  with  the  current,  or  the 
energy  component  of  the  E.M.F.,  /r;  the  reactance,  -r, 
gives  the  component  of  the  E.M.F.  in  quadrature  with  the 
current,  or  the  wattless  component  of  E.M.F.,  /x;  both 
combined  give  the  total  E.M.F., — 


Since  E.M.Fs.  are  combined  by  adding  their  complex  ex- 
pressions, we  have : 

The  joint  impedance  of  a  number  of  series-connected  impe- 
dances is  the  sum  of  the  individual  impedances,  when  expressed 
in  complex  quantities. 

In  graphical  representation  impedances  have  not  to  be 
added,  but  are  combined  in  their  proper  phase  by  the  law 
of  parallelogram  in  the  same  manner  as  the  E.M.Fs.  corre- 
sponding to  them. 

The  term  impedance  becomes  inconvenient,  however, 
when  dealing  with  parallel-connected  circuits ;  or,  in  other 
words,  when  several  currents  are  produced  by  the  same 
E.M.F.,  such  as  in  cases  where  Ohm's  law  is  expressed  in 
the  form, 

'A- 

It  is  preferable,  then,  to  introduce  the  reciprocal  of 
impedance,  which  may  be  called  the  admittame  of  the 
circuit,  or 

As  the  reciprocal  of  the  complex  quantity,  Z  =  r  — ylr,  the 
admittance  is  a  complex  quantity  also,  or  K  =  ^  -Vjb ; 
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it  consists  of  the  component  g,  which  represents  the  co- 
efficient of  current  in  phase  with  the  E.M.F.,  or  energy 
current,  gE,  in  the  equation  of  Ohm's  law,  — 

and  the  component  b,  which  represents  the  coefficient  of 
current  in  quadrature  with  the  E.M.F.,  or  wattless  com- 
ponent of  current,  bE, 

g  is  called  the  conductance,  and  b  the  susceptance,  of 
the  circuit.  Hence  the  conductance,  gy  is  the  energy  com- 
ponent, and  the  susceptance,  b,  the  wattless  component, 
of  the  admittance,  Y  =^  g  -\-jby  while  the  numerical  value  of 
admittance  is  —  

the  resistance,  r,  is  the  energy  component,  and  the  reactance, 
Xy  the  wattless  component,  of  the  impedance,  Z  =  r  —  jx, 
the  numerical  value  of  impedance  being  — 


40.  As  shown,  the  term  admittance  implies  resolving 
the  current  into  two  components,  in  phase  and  in  quadra- 
ture with  the  E.M.F*.,  or  the  energy  current  and  the  watt- 
less current  ;  while  the  term  impedance  implies  resolving 
the  E.M.F.  into  two  components,  in  phase  and  in  quad- 
rature with  the  current,  or  the  energy  E.M.F.  and  the 
wattless  E.M.F. 

It  must  be  understood,  however,  that  the  conductance 
is  not  the  reciprocal  of  the  resistance,  but  depends  upon 
the  resistance  as  well  as  upon  the  reactance.  Only  when  the 
reactance  x  =  0,  or  in  continuous-current  circuits,  is  the 
conductance  the  reciprocal  of  resistance. 

Again,  only  in  circuits  with  zero  resistance  (r  =  0)  is 
the  susceptance  the  reciprocal  of  reactance ;  otherwise,  the 
susceptance  depends  upon  reactance  and  upon  resistance. 

The  conductance  is  zero  for  two  values  of  the  resistance :  — 

1.)  If  r  =  oc  ,  or  4-  =  Qo  ,  since  in  this  case  no  current 
passes,  and  either  component  of  the  current  =  0. 
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2.)  If  r  =  0,  since  in  this  case  the  current  which  passes 
through  the  circuit  is  in  quadrature  with  the  E.M.F.,  and 
thus  has  no  energy  component. 

Similarly,  the  susceptance,  b,  is  zero  for  two  values  of. 
the  reactance :  — 

1.)    If  j:  =  Qo  ,  or  r  =  Qo  . 

2.)    Ifx=0. 

From  the  definition  of  admittance,  Y  =  g  ->r  jb,  as  the 
reciprocal  of  the  impedance,  Z  =  r  —jx, 

we  have  ^  =  "^ »  o^,  ^  +jb 


Z  r^jx 

or,  multiplying  numerator  and  denominator  on  the  right  side 
by(r+» 

^+7^  =  - ^-^  ; 

^^^        {r-'jx){r^jxy 
hence,  smce 

ir—jx)  (r+jx)  =  r»  +  ^«  =  ^«, 

^  I     -JL  ''        I     •      -^'  r     ,    ,  X 


b^ 


r^  +  x^       z"' 

X  X 


and  conversely 


r^  +  x'        z'' 
*      ^a  +  //2      y 


By  these  equations,  the  conductance  and  susceptance  can 
be  calculated  from  resistance  and  reactance,  and  conversely. 
Multiplying  the  equations  for  g  and  r,  we  get :  — 


hence,  ^y  =  (r*  +  x^  (g"  +  b')  =  l; 

„^  1  1  1  )  the  absolute  value  of 

and,  z       =  -  =  (  . 

J'       V^r2  _|_  //^      )  impedance  ; 
__  1  __         1  )  the  absolute  value  of 


z       -y/^^x^      )  admittance, 
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41.  If,  in  a  circuit,  the  reactance,  -r,  is  constant,  and  the 
resistance,  r,  is  varied  from  r=Otor=oo,the  susceptance, 
by  decreases  from  ^  =  l/.rat  r=0,  to  ^  =  0  at  r=oo; 
while  the  conductance,  ^  =  0  at  r  =  0,  increases,  reaches 
a  maximum  for  r  =  x,  where  ^  =\  j  2r  is  equal  to  the 
susceptance,  or  ^  =  /»,  and  then  decreases  again,  reaching 
^  =  0  at  r  =  oc  . 
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In  Fig.  36.  for  constant  reactance  x  =  .5  ohm,  the  \-ari- 
ation  of  the  conductance,  ^;-,  and  of  the  susceptance,  b^  are 
shown  as  functions  of  the  varying  resistance,  r.  As  shown, 
the  absolute  \*alue  of  admittance,  susceptance,  and  conduc- 
tance are  plotted  in  full  lines,  and  in  dotted  line  the  abso- 
lute \-alue  of  impedance. 
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Obviously,  if  the  resistance,  r,  is  constant,  and  the  reac- 
tance, X,  is  varied,  the  values  of  conductance  and  susceptance 
are  merely  exchanged,  the  conductance  decreasing  steadily 
from  ^^  =  1  /  r  to  0,  and  the  susceptance  passing  from  0  at 
jr  =  0  to  the  maximum,  ^  =  l/2r  =  ^=l/2-r  at;r=r, 
and  to  ^  =  0  at  jr  =  00  . 

The  resistance,  r,  and  the  reactance,  x,  vary  as  functions 
of  the  conductance,  g,  and  the  susceptance,  b,  in  the  same 
manner  as  g  and  b  vary  as  functions  of  r  and  x. 

The  sign  in  the  complex  expression  of  admittance  is 
always  opposite  to  that  of  impedance ;  this  is  obvious,  since 
if  the  current  lags  behind  the  E.M.F.,  the  E.M.F.  leads  the 
current,  and  conversely. 

We  can  thus  express  Ohm's  law  in  the  two  forms  — 

and  therefore  — 

The  joint  impedance  of  a  number  of  series-connected  im- 
pedances is  equal  to  the  sum  of  the  individual  impedances  ; 
the  joint  admittance  of  a  number  of  parallel-connected  admit- 
tances, if  expressed  in  complex  quantities,  is  equal  to  the  sum 
of  the  individual  admittances.  In  diagrammatic  represen- 
tation, combination  by  the  parallelogram  law  takes  the  place 
of  addition  of  the  complex  quantities. 
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CHAPTER   VIII. 

dBcnrrs  coNTAiNiNa  resistance!:,  induotaitci:,  aitd 
CAPACiry. 

42.  Having,  in  the  foregoing,  reestablished  Ohm's  law 
and  Kirchhoff's  laws  as  being  also  the  fundamental  laws 
of  alternating-current  circuits,  when  expressed  in  their  com- 
plex form,  77        7  7  /        V/T 

^  £  =  ZIy  or,  /  =  YE^ 

and  2  ^  =  0  in  a  closed  circuit, 

2/  =  0  at  a  distributing  point, 

where  E,  /,  Z,  K,  are  the  expressions  of  E.M.F.,  current, 
impedance,  and  admittance  in  complex  quantities,  —  these 
values  representing  not  only  the  intensity,  but  also  the  phase, 
of  the  alternating  wave,  —  we  can  now  —  by  application  of 
these  laws,  and  in  the  same  manner  as  with  continuous- 
current  circuits,  keeping  in  mind,  however,  that  E^  /,  Z^  Y\ 
are  complex  quantities  —  calculate  alternating-current  cir- 
cuits and  networks  of  circuits  containing  resistance,  induc- 
tance, and  capacity  in  any  combination,  without  meeting 
with  greater  difficulties  than  when  dealing  with  continuous- 
current  circuits. 

It  is  obviously  not  possible  to  discuss  with  any  com- 
pleteness all  the  infinite  varieties  of  combinations  of  resis- 
tance, inductance,  and  capacity  which  can  be  imagined,  and 
which  may  exist,  in  a  system  or  network  of  circuits ;  there- 
fore only  some  of  the  more  common  or  more  interesting 
combinations  will  here  be  considered. 

1.)    Resistance  in  series  with  a  circuit, 

43.  In    a    constant-potential    system    with    impressed 

E.M.F.,  , 

Eo  =  e,  +/V,  E,  =  vV+7^, 
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let  the  receiving  circuit  of  impedance 


Z  =  r  —jxy  z  =  Va*^  +  x'i 

be  connected  in  series  with  a  resistance,  r^ . 
The  total  impedance  of  the  circuit  is  then 

Z  +  r«  =  r  +  /'y  —jx ; 
hence  the  current  is 

/-=     -^o     =         ^o         =  ^o  (>  +  ^o  +y>). 
and  the  E.M.F.  of  the  receiving  circuit,  becomes 
r  +  r,^jx  (^r  +  rj'  +  x' 

or,  in  absolute  values  we  have  the  following :  — 
Impressed  E.M.F., 

.    current, 


/  = 


V(r  +  r,f+  x'       ^z'  +  2  rr,  +  r,' 
E.M.F.  at  terminals  of  receiver  circuit, 


E  =  F.^J      f^^-^'        _  EqZ      . 

V  (r  +  r,y+x'       V^~+27P7+~^  ' 

difference  of  phase  in  receiver  circuit,  tan  w  =  - ; 
difference  of  phase  in  supply  circuit,  tan  a>o  = 


since  in  general, 

/  u      \  _  in^agiriary  component 
'^  real  component 

a,)    If  X  is  negligible  with  respect  to  r,  as  in  a  non-induc- 
tive receiving  circuit, 

and  the  current  and  E.M.F.  at  receiver  terminals  decrease 
steadily  with  increasing  r^ . 
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b.)  If  r  is  negligible  compared  with  ;r,  as  in  a  wattless 
receiver  circuit, 

or,  for  small  values  of  r^ , 

7=  ^  E  r=s  E    ' 

X 

that  is,  the  current  and  E.M.F.  at  receiver  terminals  remain 
approximately  constant  for  small  values  of  r^ ,  and  then  de- 
crease with  increasing  rapidity. 

44.  In  the  general  equations,  x  appears  in  the  expres- 
sions for  /  and  E  only  as  x^,  so  that  /  and  E  assume  the 
same  value  when  x  is  negative,  as  when  x  is  positive ;  or,  in 
other  words,  series  resistance  acts  upon  a  circuit  with  leading 
current,  or  in  a  condenser  circuit,  in  the  same  way  as  upon  a 
circuit  with  lagging  current,  or  an  inductive  circuit. 

For  a  given  impedance,  -c,  of  the  receiver  circuit,  the  cur- 
rent /,  and  E.M.F.,  E^  are  smaller,  as  r  is  larger ;  that  is, 
the  less  the  difference  of  phase  in  the  receiver  circuit. 

As  an  instance,  in  Fig.  37  is  shown  the  E.M.F.,  £*,  at 
the  receiver  circuit,  for  E^  =  const.  =  100  volts, :;  =  1  ohm  ; 
hence  /  =  E,  and  — 

a,)   r^  =  .2  ohm         (Curve    I.) 
b)    r^  =  .8  ohm         (Curve  II.) 


with  values  of  reactance,  ;r  ==  V;:^  __  /i^  for  abscissae,  from 
.r  =  +  1.0  to  -r  =  —  1.0  ohm. 

As  shown,  /  and  E  are  smallest  for  jr  =  0,  r  =  1.0, 
or  for  the  non-inductive  receiver  circuit,  and  largest  for 
,r  =  i  1.0,  r  =  0,  or  for  the  wattless  circuit,  in  which  latter 
a  series  resistance  causes  but  a  very  small  drop  of  potential. 

Hence  the  control  of  a  circuit  by  series  resistance  de- 
pends upon  the  difference  of  phase  in  the  circuit. 

For  r^  =  .8,  and  .r  =  0,  ;r  =  -f-  .8,  x  =  —  .8,  the  polar 
diagrams  are  shown  in  Figs.  38  to  40. 
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2.)    Reactance  in  series  with  a  circuit. 
45.   In  a  constant  potential  system  of  impressed  E.M.F., 


let  a  reactance,  x^ ,  be  connected  in  series  in  a  receiver  cir- 
cuit of  impedance 

Z  =  r  — jxy  z  =  y/r^  +  x^. 
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Then,  the  total  impedance  of  the  circuit  is 


E,  E„ 


E,.E  E, 


Fig,  38. 

and  the  current  is, 


E, 


!• 


Fig.  39. 


/=: 


^->a      r-^j(x  +  x,)' 

while  the  difference  of  potential  at  the  receiver  terminals 
is. 


£  =  /Z=£. 


-Jl 


V-y(^  +  :c,)" 
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Or,  in  absolute  quantities  :  — 

Current, 

/= E. E^ 


^r'  +  (x  +  x,f      y/z'^-{-2xx.'\-  x^ 
E.M.F.  at  receiver  terminals, 


•'V  ri  +  {x+x,f      ^z-i  +  2xx,  +  xy 


difference  of  phase  in  receiver  circuit, 


tan  ui   =  -  ; 
r 

difference  of  phase  in  supply  circuit, 
tan  ttio  = . 

a.)  If  X  is  small  compared  with  r,  that  is,  if  the  receiver 
circuit  is  non-inductive,  /  and  E  change  very  little  for  small 
values  of  x^ ;  but  if  x  is  large,  that  is,  if  the  receiver  circuit 
is  of  large  reactance,  /  and  E  change  much  with  a  change 

of  ^o- 

b.)  If  X  is  negative,  that  is,  if  the  receiver  circuit  con- 
tains condensers,  synchronous  motors,  or  other  apparatus 
which  produce  leading  currents  —  above  a  certain  value  of 
X  the  denominator  in  the  expression  of  E,  becomes  <  ir,  or 
E  >  E^ ;  that  is,  the  reactance,  x^ ,  raises  the  potential. 

c)  E  =  E^,  or  the  insertion  of  a  series  inductance,  ;r^, 
does  not  affect  the  potential  difference  at  the  receiver  ter- 
minals, if  

^z''  +  2xx,  +  x,'^z', 
or,  x^=  '-2x, 

That  is,  if  the  reactance  which  is  connected  in  series  in 
the  circuit  is  of  opposite  sign,  but  twice  as  large  as  the 
reactance  of  the  receiver  circuit,  the  voltage  is  not  affected, 
but  E  =  Eoi  I ^^  Eo/s,  lixo <  —  2x,  it  raises,  i{Xo>  —  2  r, 
it  lowers,  the  voltage. 

We  see,  then,  that  a  reactance  inserted  in  series  in 
an  alternating-current  circuit  will  lower  the  voltage  at  the 
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receiver  terminals  only  when  of  the  same  sign  as  the  reac- 
tance of  the  receiver  circuit ;  when  of  opposite  sign,  it  will 
lower  the  voltage  if  larger,  raise  the  voltage  if  less,  than 
twice  the  numerical  value  of  the  reactance  of  the  receiver 
circuit. 

d,)    If  j:  =  0,   that    is,   if    the   receiver   circuit    is   non- 
inductive,  the  E.M.F.  at  receiver  terminals  is  : 

Ear  Eo 


E  = 


=...[,_.(^)V|(^)*_+...} 

(  — -=  =  (1  +  x)~^  expanded  by  the  binomial  theorem 

(1  +  ;r)-  =  1  +  «.r  +  *'-^~^  x^  +  •  •  -V 
Therefore,  if  x^  is  small  compared  with  r :  — 

That  is,  the  percentage  drop  of  potential  by  the  insertion 
of  reactance  in  series  in  a  non-inductive  circuit  is,  for  small 


m 


E»     Er, 


Ftg.  40. 


values  of  reactance,  independent  of  the  sign,  but  propor- 
tional to  the  square  of  the  reactance,  or  the  same  whether 
it  be  inductance  or  condensance  reactance. 
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46.  As  an  instance,  in  Fig.  41  the  changes  of  current, 
/,  and  of  E.M.F.  at  receiver  terminals,  E^  at  constant  im- 
pressed E.M.F.,  E^,  are  shown  for  various  conditions  of  a 
receiver  circuit  and  amounts  of  reactance  inserted  in  series. 

Fig.  41  gives  for  various  values  of  reactance,  x^  (if  posi- 
tive, inductance  —  if  negative,  condensance),  the  E.M.Fs., 
E^  at    receiver  terminals,    for  constant  impressed   E.M.F., 
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^^=100  volts,  and   the  following   conditions   of   receiver 
circuit  :  —   _  ^  ^^  ^^  ^  ^    ^  ^       ^  ^^^^^^  J  ^ 

5=1.0,  /•=    .G.  .r=       .8  (Curve  II.) 
s=  1.0,  r=    .0.  .r=  -  .8  (Curve  III.) 

As  seen,  cur\'e  I  is  symmetrical,  and  with  increasing  x^ 
the  voltage  E  remains  first  almost  constant,  and  then  drops 
off  with  increasing  rapidity. 

In  the  inductive  circuit  series  inductance,  or,  in  a  con- 
denser circuit  series  condensance,  causes  the  voltage  to  drop 
off  verj'  much  faster  than  in  a  non-inductive  circuit. 
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Series  inductance  in  a  condenser  circuit,  and  series  con- 
densance  in  an  inductive  circuit,  cause  a  rise  of  potential. 
This  rise  is  a  maximum  for  ;r^  =  ±  .8,  or,  ;r^  =  —  x  (the 
condition  of  resonance),  and  the  E.M.F.  reaches  the  value, 
E  =  167  volts,  or,  E  =  E^zjr,  This  rise  of  potential  by 
series  reactance  continues  up  to  ;r^  =  ±  1.6,  or,  x^=^  —  2;r, 


E. 


Flq,  42. 


where  £"  =  100  volts  again ;  and  for  x^>  1.6  the  voltage 
drops  again. 

At  ;r^  =  ±  .8,  ;r  =  =f  .8,  the  total  impedance  of  the  circuit 
is  r  ^  J  (x  +  x^)  =  r  =z  .6,  x  +  x^  =  0,  and  tan  u>^  =  0  ; 
that  is,  the  current  and  E.M.F.  in  the  supply  circuit  are 
in  phase  with  each  other,  or  the  circuit  is  in  electrical 
resonance. 


Fig.  43. 

Since  a  synchronous  motor  in  the  condition  of  efficient 
working  acts  as  a  condensance,  we  get  the  remarkable  result 
that,  in  synchronous  motor  circuits,  choking  coils,  or  reactive 
coils,  can  be  used  for  raising  the  voltage. 

In  Figs.  42  to  44,  the  polar  diagrams  are  shown  for  the 
conditions  — 

£.  =  100,  X.  =  .6,  jc  =       0  (Fig.  42)  £  =    85.7 

^  =  +  .8  (Fig.  43)  £  =    65.7 

x=  -.H  (Fig.  44)  ^  =  ir,8.1 


-ST     -::  ?\c.  ^'  ':z.^  irrrin-.ir-.--   r  ^2i±  ztx^srziL  £*•  upon 

"r.n  'j,:T:'^^'iz^z   j:  "rT--Hr    &.  n  mn  ""iczsysr  .^  jjjz  i*  shown 

.^   .-.f^   ,  rLtiiicr  -iznr=»n  Z-IL-F .  .T.  =  I  ••»  :  i:c  the  con- 

?-irr    '^rjtr-ir-  mcrriir---    r  =  1  •     tut    x   "nrxics  phase 


^;r,^^;  ;?  =  1.0,  the  current,  /.  in  all  these  diagnims  has 
*.v;    .t';rr.';   va! .':  as   /:. 

/r.  f;:^',.  4*;  and  47,  the  same  cur\-es  are  plotted  as  in 
t  >Z  ^''f  •'•*^'  ^^*  ^i*>-  -^^'^  ^'ith  the  reactance, X,  of  the  receiver 
/  »r/  .,it  ;r-,  ;tbvJ-»v/; ;  and  in  V\g.  47  u-ith  the  resistance,  r,  of 
U.f  U't  *'Vn'.x  Mr^'iit  as  abscissae. 

A-,  wiov/n,  th^:  receiver  voltage,  iT,  is  always  lowest  when 
/^  ;ir»d  r  ;ire  of  the  same  sign,  and  highest  when  they  are 
of  o|/|///.;ite  tvi<;ri. 

'/ }»':  M:;e  of  voltage  due  to  the  balance  of  x^  and  -r  is  a 
ffM/lrMMiri    for  x^  — »  +  1.0,  jr  =  —  1.0,    and  r  =  0,  where 
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^^Mt-n    »    TO    ««    t«    m    m    %    i^It     u     ^    ^    jo    iV   »    tM    io    ^  vq  cih 
fifg.  46.    Variation  of  \f0tiag9  at  Constant  Series  Reactance  with  Phaae  Angie  of 
Receiver  Circuit 


voL-nC 

kHPtllK*  ■ 

n 

\r 

lU 

»Fn 

IH 

It, 

PRE 

3  £ 

F1^ 

inn 

3TJ 
JIT 

NTp 

MT 

r»^ 

n 

ISO 

,f} 

V, 

rivf 

[■s 

Ml, 

£*«i 

.8 

Vlf 

Bo. 

9.  a 

' 

ISO 

tm 

y 

> 

V 

^ 

/ 

L 

^) 

100 

^ 

?^ 

^ 

/ 

/ 

^ 

JZ*- 

.a 

^_ 

^ 

^ 

■^ 

^ 

1/ 

/^ 

y 



^ 

^ 

1-^^ 
^ 

x* 

/ 

/ 

d 

i^ 

^ 

-^ 

'■^l^ 

^ 

^ 

^ 

y 

r-^ 

'^ 

X^i 

3— 

n 

^ 

!^^^ 

■^ 

-^ 

tj^ 

-^ 

^_^ 

- 

z^ 

■i.fi 

^ 

«ii 

^ 

.1-^ 

n 

3 

--^ 

^ 

^" 

QOI 

REA 

:T4 

4C£ 

OF 

SUh 

" 

01  R> 

)U(1 

B 

hi 

^f 

f..  H 

h«    h5    M 

H 

H  ^ 

*-] 

II 

'1  - 

H.I 

-8 

*i 

'S 

-i 

^;  ■ 

-9 

-w 

• 

00^  4A    ¥arltrtlon  of  Voltage  at  Constant  Series  Reactance  witii  Reactance  of 
Receiver  Circuit 


68 


AL  TKKNA  TING-CURRENT  PHENOMENA. 


£"=00;  that  is,  absolute  resonance  takes  place.  Obvi- 
ously, this  condition  cannot  be  completely  reached  in 
practice. 

It  is  interesting  to  note,  from  Fig.  47,  that  the  largest 
part  of  the  drop  of  potential  due  to  inductance,  and  rise  to 
condensance  —  or  conversely  —  takes  place  between  r  =  1.0 
and  r  =  .9 ;    or,  in  other  words,  a  circuit  having  a  power 
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Fig.  47.    Variation  of  Voltage  at  Constant  Series  Reactance  with  Retlstance  of 
Receiver  Circuit 

factor  cos  a>  =  .9,  gives  a  drop  several  times  larger  than  a 
non-inductive  circuit,  and  hence  must  be  considered  as 
an  inductive  circuit. 

3.)  Impedance  in  series  with  a  circuit. 
48.  By  the  use  of  reactance  for  controlling  electric 
circuits,  a  certain  amount  of  resistance  is  also  introduced, 
due  to  the  ohmic  resistance  of  the  conductor  and  the  hys- 
teretic  loss,  which,  as  will  be  seen  hereafter,  can  be  repre- 
sented as  an  effective  resistance. 
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Hence  the  impedance  of  a  reactive  coil  (choking  coil) 
may  be  written  thus  :  — 


where  r^  is  in  general  small  compared  with  x^. 
From  this,  if  the  impressed  E.M.F.  is 

and  the  impedance  of  the  consumer  circuit  is 

h  p 

we  get  the  current,    / " 


and  the  E.M.F.  at  receiver  terminals, 


^  =  ^•^7^^  =  ^. 


Or,  in  absolute  quantities, 
the  current  is, 


V(r  +  r.)-^  +  (^  +  x;)'       V^*^  +  V  +  '^  (rr,  +  ^^o)  ' 
the  E.M.F.  at  receiver  terminals  is, 

j7  ^ ^oS £ol 


V(/-  +  r J*  +  (X  +  x^y        V^^  +  zj'  +  2  (rr,  +  xx;) 
the  difference  of  phase  in  receiver  circuit  is, 

x 


tan 

r 


and  the  difference  of  phase  in  the  supply  circuit  is, 

tan  a>  =r   , 

r  -^  to 

49.  In  this  case,  the  maximum  drop  of  potential  will  not 
take  place  for  either  x  =  0,  as  for  resistance  in  series,  or 
for  r  =  0,  as  for  reactance  in  series,  but  at  an  intermediate 
point.  The  drop  of  voltage  is  a  maximum  ;  that  is,  ^  is  a 
minimum  if  the  denominator  of  E  is  a  maximum  ;  or,  since 
->  -o»  ^ot  ^0  ^^^  constant,  if  rr^  +  .t-.r^  is  a  maximum,  that  is, 
since  x  =  V-c^  —  r\   if   rr,  +  x^  V?  —  r^  is   a   maximum 
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A  function,  f  =  rr^  -\-  x^  V^  —  r^  is  a  maximum  when 
its  differential  coefficient  equals  zero.  For,  plotting  /  as 
curve  with  r  as  abscissa?,  at  the  point  where  /  is  a  maxi- 
mum or  a  minimum,  this  curve  is  for  a  short  distance 
horizontal,  hence  the  tangens-function  of  its  tangent  equals 
zero.  The  tangens-function  of  the  tangent  of  a  curve,  how- 
ever, is  the  ratio  of  the  change  of  ordinates  to  the  change 
of  abscissae,  or  is  the  differential  coefficient  of  the  func- 
tion represented  by  the  curve. 
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Thus  we  have  :  — 


/  =  rr^-i- x^ ^z^  ^f^  =  maximum  or  minimum,  if 
iff 


ifr 


=  0. 


Differentiating,  we  get :  — 

or,  expanded,  — 

r,  V?*  ^  T^  ^  x^r  =  f\x  —  ^^r  =  0, 
or,  r  -J-  jc  =  r^  -^  x<,. 
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That  is,  the  drop  of  potential  is  a  maximum,  if  the  re- 
actance factor,  X JTy  of  the  receiver  circuit  equals  the  reac- 
tance factor,  x^jr^y  of  the  series  impedance. 


Fig,  49, 


.0— ^1 -^E. 


Fig,  60. 


50.  As  an  example,  Fig.  48  shows  the  E.M.F.,  E, 
at  the  receiver  terminals,  at  a  constant  impressed  E.M.F., 
£^  =  100,  a  constant  impedance  of  the  receiver  circuit, 
s  =  1.0,  and  constant  series  impedances, 

2;=    .3-y.4  (Curve  I.) 

Z.  =  1.2— yi.6        (Curve  II.) 

as  functions  of  the  reactance,  x,  of  the  receiver  circuit. 


Fig.  51. 


Figs.   49  to  61  give  the  polar  diagram  for  E^  =  100, 
X  =  .95,  x  =  Q,x  =  -  .95,  and  Z^  =  .3  -j  .4. 
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4.)    Compemation  for   Lagging    Currents    by   Shunted 
Condensance, 

51.  We  have  seen  in  the  latter  paragraphs,  that  in  a 
constant  potential  alternating-current  system,  the  voltage 
at  the  terminals  of  a  receiver  circuit  can  be  varied  by  the 
use  of  a  variable  reactance  in  series  to  the  circuit,  without 
loss  of  energy  except  the  unavoidable  loss  due  to  the 
resistance  and  hysteresis  of  the  reactance ;  and  that,  if 
the  series  reactance  is  very  large  compared  with  the  resis- 
tance of  the  receiver  circuit,  the  current  in  the  receiver 
circuit  becomes  more  or  less  independent  of  the  resis- 
tance,—  that  is,  of   the    power   consumed  in  the  receiver 


Fig,  62. 


circuit,  which  in  this  case  approaches  the  conditions  of  a 
constant  alternating-cxirrent  circuit,  whose  current  is. 

/= -z::rz  ,  or  approximately,  /  =  — "" . 

This  potential  control,  however,  causes  the  current  taken 
from  the  mains  to  lag  greatly  behind  the  E.M.F.,  and 
thereby  requires  a  much  larger  current  than  corresponds 
to  the  power  consumed  in  the  receiver  circuit. 

Since  a  condenser  draws  from  the  mains  a  leading  cur- 
rent, a  condenser  shunted  across  such  a  circuit  with  lagging 
current  will  compensate  for  the  lag,  the  leading  and  the 
lagging  current  combining  to  form  a  resultant  current  more 
or  less  in  phase  with  the  E.M.F.,  and  therefore  propor- 
tional to  the  power  expended. 
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In  a  circuit  shown  diagrammatically  in  Fig.  62,  let  the 
non-inductive  receiver  circuit  of  resistance,  ^  be  connected 
in  series  with  the  inductance,  x^ ,  and  the  whole  shunted  by 
a  condenser  of  condensance,  ^,  entailing  but  a  negligible  loss 
of  energy. 

Then,  if  E^  =  impressed  E.M.F., — 

the  current  in  receiver  circuit  is, 
the  current  in  condenser  circuit  is, 

^'O  J    -^o 

1  —  -r-  J  J\ . 

jc  c 

and  the  total  current  is 

I^  =  I  +  /,  =  E^  \—i—  +  \ 
•.      \  r  —  jx,       JC 

,  m  ab»lut,  terns,  /.  -  E.y^l{^^^+  {-^, -  1)  : 

while  the  E.M.F.  at  receiver  terminals  is, 

E^Ir^E,      ''  .     ,  E=       ^'^ 


or 


52.  The  main  current,  /^,  is  in  phase  with  the  impressed 
E.M.F.,  E^j  or  the  lagging  current  is  completely  balanced, 
or  supplied  by,  the  condensance,  if  the  imaginary  term  in 
the  expression  of  /^  disappears  ;  that  is,  if 


1 


This  gives,  expanded  :         c  =  -^" 

Hence  the  capacity  required  to  compensate  for  the 
lagging  current  produced  by  the  insertion  of  inductance 
in  spries  to  a  non-inductive  circuit  depends  upon  the  resis- 
tance and  the  inductance  of  the  circuit.     x\  being  constant. 
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with  increasing  resistance,  r,  the   condensance  has   to   be 
increased,  or  the  capacity  decreased,  to  keep  the  balance. 

Substituting  <"  =  — 7—-  , 

*^» 

we  get,  as  the  equations  of  the  inductive  circuit  balanced 
by  condensance : — 


j^      Eq      ^  Eq  (r  +  /O  j^ E^ 


"-11    =^  J 


/  

M..r. 

r  1  ~~ 

r'  +  .v 

/•  = 

Kr 

^  +  .r„-' 

£  = 

E.r 

/,=  ^-^o 


/o  = 


r^  +  xr 


E  =  -^=  ; 
'•-y-^o  A^r'  +  V 

and  for  the  power  expended  in  the  receiver  circuit :  — 

/•-  r  =   ^•'^    ^  I  E 
n  +  :r/ 

that  is,  the  main  current  is  proportional  to  the  expenditure 
of  power. 

For  r  =  0  we  have  c  =  x^,  or  the  condition  of  balance. 

Complete  balance  of  the  lagging  component  of  current 
by  shunted  capacity  thus  requires  that  the  condensance,  r, 
be  varied  with  the  resistance,  r;  that  is,  with  the  var)'ing 
load  on  the  receiver  circuit. 

In  Fig.  53  are  shown,  for  a  constant  impressed  E.M.F., 
E^  =  1000  volts,  and  a  constant  series  reactance,  x^  =  100 
ohms,  N'alues  for  the  balanced  circuit  of, 

current  in  receiver  circuit       tC'ur\*e  I.\ 
current  in  condenser  circuit  »Cur\-c  II.). 
current  in  main  circuit  i^Curve  II I. \ 

E.M.F.  at  receiver  terminals  ^Curve  IV.\ 

wth  the  resistance,  r  of  the  receiver  circuit  as  abscissae. 
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GERlCa    REACTANCE    COMSTANT,  Tt- tOO  OHM«. 
VAFtJABLE  HESISTANCE  IN  RECEIVER  CIRCUIT. 
SALAMCED  Q¥  VARVlNa  THE  SHL/hTED  CONDEKeANC£< 

I,    CURRENT  IN  RECEIVER  CIRCUIT. 

It.  CURRENT  IN  CONDCNSeif  CIRCUIT, 
ni,  OURRfHT  \H  MAIN  ClRCJIT, 
IV.  E.M.F.  AT  RECEivCR  CIRCUIT. 
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^9.  5S.    Compensation  of  Lagging  Currenta  tn  RoeoMng  Circuit  by  Variable  Shunted 

Condenaance. 


53.  If,  however,  the  condensance  is  left  unchanged, 
c  =XoBX,  the  no-load  value,  the  circuit  is  balanced  for  r  =  0, 
but  will  be  overbalanced  for  r>0,  and  the  main  current 
will  become  leading. 

We  get  in  this  case  :  — 


c=^  Xo\ 


/= 


V^  +  xj 


/l    —    , 

Xa 


£or 


^o(Xo+J^) 


,     /o  = 


£„r 


£  =  /r  = 


Eor 


r-JXo 


E  = 


Xo  Vr^  +  Xo^ 
Eor 


Vf^  +  X, 


The  difference  of  phase  in  the  main  circuit  is,  — 


tan  u>o  = » 

Xo 


which  is  =  0. 
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when  r  =  0  or  at  no  load,  and  increases  with  increasing 
resistance,  as  the  lead  of  the  current.  At  the  same  time, 
the  current  in  the  receiver  circuit,  /,  is  approximately  con- 
stant for  small  values  of  r,  and  then  gradually  decreases. 


I< 

iKPBETOtO  t  ll.r. 

QOMaT«NTt 

Ecp— IDOO  VOLTS. 

G  £  n  1  £3   n  £AOTiU«C  t    CQNIl  AfrT«  f  •  ^n»  on  ■»« 

ew  U  m  T  £  D  C0»4  D£  N  S  *N  C  £  CO»ltT ANT.    C  -  lOO  OH  U%. 

VAniABLE  A£SI$TAHC£)N  PEC£|ir^n  OinCU|-0 

i.eynnfhT  IN  NECEivEW  cincurT^ 

J|.CU*l«£liT  IN  CO«OENS£R  CmCUIT. 
III.CURMEifT  IN  UAIN  ClRCgiT, 
IV.E.M.f.  AT  WECCIVERCIBCUIT. 
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In  Fig.  o-t  are  shown  the  values  of  /,  /j,  /o,  -C",  in  Cur\'es 
I.,  II.,  III.,  IV.,  similarly  as  in  Fig.  50,  for  E^  =  1000  volts, 
^  =  ;r^  =  100  ohms,  and  r  as  abscissae. 


5.)    Constmii  Potaitial —  Coftstant  Current  Transfonfiatum, 

54.  In  a  constant  potential  circuit  containing  a  large 
and  constant  reactance,  j*^,  and  a  varying  resistance,  r,  the 
current  is  appro.ximately  constant,  and  only  gradually  drops 
off  with  increasing  resistance,  r,  —  that  is,  with  increasing 
load,  —  but  the  current  L\t;s  greatly  behind  the  E.M.F.  This 
Jagging  current  in  the  receiver  circuit  can  be  supplied  by  a 
shunted  condensance.  Leaving,  however,  the  condensance 
constant,  <:  =  jr^,  so  as  to  balance  the  lagging  current  at  no 
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load,  that  is,  at  r  =  0,  it  will  overbalance  with  increasing 
load,  that  is,  with  increasing  r,  and  thus  the  main  current 
will  become  leading,  while  the  receiver  current  decreases 
if  the  impressed  E.M.F.,  E^,  is  kept  constant.  Hence,  to 
keep  the  current  in  the  receiver  circuit  entirely  constant,  the 
impressed  E.M.F.,  E^y  has  to  be  increased  with  increasing 
resistance,  r;  that  is,  with  increasing  lead  of  the  main  cur- 
rent. Since,  as  explained  before,  in  a  circuit  with  leading 
current,  a  seHes  inductance  raises  the  potential,  to  maintain 
the  current  in  the  receiver  circuit  constant  under  all  loads, 
an  inductance,  x^^  inserted  in  the  main  circuit,  as  shown  in 
the  diagram.  Fig.  55,  can  be  used  for  raising  the  potential, 
E^y  with  increasing  load. 


•^ >. 


Let 


Fig.  55. 


be  the  impressed  E.M.F.  of  the  generator,  or  of  the  mains, 
and  let  the  condensance  be  x^  =  x^;  then  — 
Current  in  receiver  circuit, 

r—JXo 
current  in  condenser  circuit, 

Hence,  the  total  current  in  main  line  is 

•       •         •     I  r-jx.       X,  ) 
J*»(r—jx,y 
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with  increasing  resistance,  r,  the   condensance   has   to   l>e 
increased,  or  the  capacity  decreased,  to  keep  the  balance. 


Substituting 


.  =  ':^+^', 


we  get,  as  the  equations  of  the  inductive  circuit   balanced 
by  condensance : — 


/,  = 

A  = 

E.,r 

E  = 

E^r 

/_ 

Eo        . 

Vr--  +  X.* 

/.  = 

Eo-x,    . 
r'  +  V' 

/.= 

Eor     . 

R  = 

Eor 

and  for  the  power  expended  in  the  receiver  circuit :  — 

F'^  r 

/-  +  x: 

that  is,  the  main  current  is  proportional  to  the  expenditure 
of  power. 

For  ;-  =  0  we  have  c  =  x^,  or  the  condition  of  balance. 

Complete  balance  of  the  lagging  component  of  current 
by  shunted  capacity  thus  requires  that  the  condensance,  r, 
be  varied  with  the  resistance,  r ;  that  is,  with  the  varying 
load  on  the  receiver  circuit. 

In  Fig.  53  are  shown,  for  a  constant  impressed  E.M.F., 
TT^  =  1000  volts,  and  a  constant  series  reactance,  x^  =  100 
ohms,  values  for  the  balanced  circuit  of, 

current  in  receiver  circuit       (Curve  I.), 
current  in  condenser  circuit  (Curve  II.), 
current  in  main  circuit  (Curve  III.)» 

E.M.F.  at  receiver  terminals  (Curve  IV.), 

with  the  resistance,  r,  of  the  receiver  circuit  as  abscissae. 


K/iSISTANCE,  INDUCTA.yCE,  CAPACITY. 


lb 


lUPHE: 
SERIES 
VARtAE 

iSEO  E  M.F,  CO'hiSTiPjT,  E 
REACTANCE    CONSTANT 

-iCK>o'voilTa. 

f 

L£  RESISTANCE  IN  RECEIVER  GiRCUtT. 
QED  BY  VAHriNQ  THESHUMTGD  CONDEN&ANC 

1.  CUnnENT  IN  RCGElVCft  CiROUtT, 

II,  CUHR^NT  Ihl  CONDENS£fl  ClftOUtT, 

III,  CUni^ElfT  IN  UArN  CIRCUIT, 
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fig.  S3.    Compensation  of  Lagging  Currents  in  Reealoing  Circuit  bg  Variable  Siutnted 

Condeneance, 


53.  If,  however,  the  condensance  is  left  unchanged, 
c  =  Xf,3t  the  no-load  value,  the  circuit  is  balanced  for  r  =  0, 
but  will  be  overbalanced  for  r>0,  and  the  main  current 
will  become  leading. 

We  get  in  this  case  :  — 


^  =  ^o ; 


/  = 


^« 


—  J^o 


/= 


^o 


V^  +  Xo' 


A 


=  -^^ 


/,  =  /+A=      ^-^^^  .    ,  /,= 


^„r 


£  =  /r  = 


Xo(Xo+jr) 


x„  V  /-^  +  ^o^ 


The  difference  of  phase  in  the  main  circuit  is, — 

r 


tan  fio  =  — 


which  is  =  0. 
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with  increasing  resistance,  r,  the   condensance  has   to   be 
increased,  or  the  capacity  decreased,  to  keep  the  balance. 

/-^  4-jr  ' 
Substituting  c  =  — ' — ^  , 

we  get,  as  the  equations  of  the  inductive  circuit  balanced 
by  condensance : — 


£  = 


r'  +  x^'' 


/_ 

Eo        . 

vv  +  V 

/.  = 

EoXo    . 

/,= 

£  = 

^0^          . 

and  for  the  power  expended  in  the  receiver  circuit :  — 

that  is,  the  main  current  is  proportional  to  the  expenditure 
of  power. 

For  r  =  0  we  have  c  =  ,r^,  or  the  condition  of  balance. 

Complete  balance  of  the  lagging  component  of  current 
by  shunted  capacity  thus  requires  that  the  condensance,  c^ 
be  varied  with  the  resistance,  r ;  that  is,  with  the  varying 
load  on  the  receiver  circuit. 

In  Fig.  53  are  shown,  for  a  constant  impressed  E.M.F., 
Ef,  =  1000  volts,  and  a  constant  series  reactance,  x^  =  100 
ohms,  values  for  the  balanced  circuit  of, 

current  in  receiver  circuit       (Curve  I.), 
current  in  condenser  circuit  (Curve  II.), 
current  in  main  circuit  (Curve  III.), 

E.M.F.  at  receiver  terminals  (Curve  IV.), 

with  the  resistance,  r,  of  the  receiver  circuit  as  abscissae. 
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f/g.  53.    Compentation  of  Lagging  Currents  In  Receiving  Circuit  by  Variable  Shunted 

Condeneance, 

53.  If,  however,  the  condensance  is  left  unchanged, 
c  =  Xf,3t  the  no-load  value,  the  circuit  is  balanced  for  r  =  0, 
but  will  be  overbalanced  for  r>0,  and  the  main  current 
will  become  leading. 

We  get  in  this  case  :  — 
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The  difference  of  phase  in  the  main  circuit  is, — 
tan  Wo  = "  which  is  =  0. 

Xq 
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E.M.F.  at  condenser  terminals. 

Impressed  E.M.F.  at  generator  terminals, 

X'  1 

E^  =  -2-/„ ,  or  proportional  to  the  load  - . 

r  r 

From  the  above  we  have  the  following  deduction  : 

Connecting  two  reactances  of  equal  value,  ;r^,  in  series 
to  a  non-inductive  receiver  circuit  of  variable  resistance,  r, 
and  shunting  across  the  circuit  from  midway  between  the 
inductances  by  a  capacity  of  condensance,  x^  =  ^o,  trans- 
forms a  constant  potential  main  circuit  into  a  constant  cur- 
rent receiver  circuit,  and,  inversely,  transforms  a  constant 
current  main  circuit  into  a  constant  potential  receiver  cir- 
cuit. This  combination  of  inductance  and  capacity  acts  as 
a  transformer,  and  converts  from  constant  potential  to  con- 
stant current  and  inversely,  without  introducing  a  displace- 
ment of  phase  between  current  and  E.M.F. 

It  is  interesting  to  note  here  that  a  short  circuit  in  the 
receiver  circuit  acts  like  a  break  in  the  supply  circuit,  and  a* 
break  in  the  receiver  circuit  acts  like  a  short  circuit  in  the 
supply  circuit. 

As  an  instance,  in  Fig.  56  are  plotted  the  numerical 
values  of  a  transformation  from  constant  potential  of  1,000 
volts  to  constant  current  of  10  amperes. 

Since  E^  =  1,000,  /  =  10,  we  have :  x^  =  100  ;  hence 
the  constants  of  the  circuit  are :  — 

E.  =  1000  volts  ; 

/    =  10  amperes; 

E  =  10  r,  plotted  as  Curve  I.,  with  the  resistances,  r,  as  abscissa:; 

E,  =  1000  v/l  +  f  j^,Y,  plotted  as  Curve  II. ; 


/i   =  lOy  1  +  (t^Y,  plotted  as  Curve  III.- 
/,  =  .1  r,  plotted  as  Curve  IV. 
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56.  In  practice,  the  power  consumed  in  the  main  circuit 
will  be  larger  than  the  power  delivered  to  the  receiver  cir- 
cuit, due  to  the  unavoidable  losses  of  power  in  the  induc- 
tances and  condensances. 
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Let  — 

n  =  2  ohms  =  effective  resistance  of  condensance ; 

r,  =  3  ohms  =  effective  resistance  of  each  of  the  inductances. 

We  then  have  :  — 

Power  consumed  in  condensance,  /i*  rx  =  200  +  .02  r^ ; 
power  consumed  by  first  inductance,  /^  r.  =  300  ; 
power  consumed  by  second  inductance,  /,*/-,  =  .03  r^. 
Hence,  the  total  loss  of  energy  is  5(K)  +  .05  r^ ; 
output  of  system,  /*  r  =  100  r 

input,  500  +  100  r  +  .05  r* ; 

"®"^""^y'  500  +  100r  +  .05^' 

It  follows  that  the  main  current,  /^,  increases  slightly 
by  the  amount  necessary  to  supply  the  losses  of  energy 
in  the  apparatus. 
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This  curve  of  current,  4,  including  losses  in  transforma- 
tion, is  shown  in  dotted  lines  as  Curve  V.  in  Fig.  56  ;  and 
the  efficiency  is  shown  in  broken  line,  as  Curve  VI.  As 
shown,  the  efficiency  is  practically  constant  within  a  wide 
range. 


RESISTANCE  OF  TRANSMISSION  LINES.  83 


CHAPTER   IX. 

BSaSISTANCi:  AND   REACTANCE   OF  TRANSMISSION  UNB8. 

57.  In  alternating-current  circuits,  E.M.F.  is  consumed 
in  the  feeders  of  distributing  networks,  and  in  the  lines  of 
long-distance  transmissions,  not  only  by  the  resistance,  but 
also  by  the  reactance,  of  the  line.  The  E.M.F.  consumed  by 
the  resistance  is  in  phase,  while  the  E.M.F.  consumed  by  the 
reactance  is  in  quadrature,  with  the  current.  Hence  their 
influence  upon  the  E.M.F.  at  the  receiver  circuit  depends 
upon  the  difference  of  phase  between  the  current  and  the 
E.M.F.  in  that  circuit.  As  discussed  before,  the  drop  of 
potential  due  to  the  resistance  is  a  maximum  when  the 
receiver  current  is  in  phase,  a  minimum  when  it  is  in 
quadrature,  with  the  E.M.F.  The  change  of  potential  due 
to  line  reactance  is  small  if  the  current  is  in  phase  with 
the  E.M.F.,  while  a  drop  of  potential  is  produced  with  a 
lagging,  and  a  rise  of  potential  with  a  leading,  current  in 
the  receiver  circuit. 

Thus  the  change  of  potential  due  to  a  line  of  given  re- 
sistance and  inductance  depends  upon  the  ])hase  difference 
in  the  receiver  circuit,  and  can  be  varied  and  controlled 
by  varying  this  phase  difference;  that  is,  by  varying  the 
admittance,  F  =  ^+y^,  of  the  receiver  circuit. 

The  conductance,  g,  of  the  receiver  circuit  depends  upon 
the  consumption  of  power,  —  that  is,  upon  the  load  on  the 
circuit,  —  and  thus  cannot  be  varied  for  the  purpose  of  reg- 
ulation. Its  susceptance,  b,  however,  can  be  changed  by 
shunting  the  circuit  with  a  reactance,  and  will  be  increased 
by  a  shunted  inductance,  and  decreased  by  a  shunted  con- 
densance.     Hence,  for  the  purpose  of   investigation,   the 
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receiver  circuit  can  be  assumed  to  consist  of  two  branches, 
a  conductance,  g,  — the  non-inductive  part  of  the  circuit,  — 
shunted  by  a  susceptance,  b^  which  can  be  varied  without 
expenditure  of  energy.  The  two  components  of  current 
can  thus  be  considered  separately,  the  energy  component  as 
determined  by  the  load  on  the  circuit,  and  the  wattless 
component,  which  can  be  varied  for  the  purpose  of  regu- 
lation. 

Obviously,  in  the  same  way,  the  E.MF.  at  the  receiver 
circuit  may  be  consiJered  as  consisting  of  two  components, 
the  energy  component,  in  phase  with  the  current,  and 
the  wattless  component,  in  quadrature  with  the  current* 
This  will  correspond  to  the  case  of  a  reactance  connected 
in  series  to  the  non-inductive  part  of  the  circuit.  Since  the 
effect  of  either  resolution  into  components  is  the  same  so 
far  as  the  line  is  concerned,  we  need  not  make  any  assump- 
tion as  to  whether  the  wattless  part  of  the  receiver  circuit 
is  in  shunt,  or  in  series,  to  the  energy  part* 

Let^ 
^o  ~  ^0  —  yX  =  impedance  of  the  line;       

y  =  S'  +J^    =  admittance  of  receiver  circuit; 


■^B  =  ^<i  +  /^u '  =  impressed  KM.F*  at  generator  end  of  line  | 
E  *=  ^   -\-J^'   =  KM,F,  at  receiver  end  of  line  ; 


y^   =  4  +74'  =  current  in  the  line  ; 

The  simplest  condition  is  the  non-inductive  circuit, 

1.)    N&H-inductiv€  Receiver  Circuii  Supplied  &ver  an 

Inductive  Lim% 
58.    In  this  case,  the  admittance  of  the  receiver  circuit 
is  Y  =  £^,  since  i  =s  0. 
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We  have  then  — 
current,  I^  =  Eg\ 

impressed  KM.F.,  -ff.  =  i  +  Z.  /,  =  -^  (1  +  Z,g). 

Hence  — 
E.M.F.  at  receiver  circuit, 

£  = if^ = ^2 ; 

current,  /.  =  -^^  =  ,  _,  ^'^    .       • 

Hence,  in  absolute  values  — 
KM.F.  at  receiver  circuit,  E  = ^ • 


E.g 


current,  I^  = 

The  ratio  of  E.M.Fs.  at  receiver  circuit  and  at  genera- 
tor, or  supply  circuit,  is  — 


and  the  power  delivered  in  the  non-inductive  receiver  cir- 
cuit, or 

output,  P^I.E^  -; ^^ — — - . 

As  a  function  of  g^  and  with  a  given  E^^  r^,  and  ;r^,  this 
power  is  a  maximum,  if  — 

dg 
that  is  — 

hence  — 

conductance  of  receiver  circuit  for  maximum  output, 

1     •  1 


gm  — 


Vr^'  +  x^'       «o 


Resistance  of  receiver  circuit,     r,„  =  —  =  «o ; 

gm 
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and,  substituting  this  \n  P  — 

E*^  E^ 

Maximum  output,         P^,  =  tz r  = ^  : 

and  — 

ratio  of  E.M.F.  at  receiver  and  at  generator  end  of  line, 

£  1 


\/'C+^) 


efficiency,  — ^ —  =  — ^ —  . 

That  is,  the  output  which  can  be  transmitted  over  an 
inductive  line  of  resistance,  r^,  and  reactance,  x^,  —  that  is, 
of  impedance,  js^  ,  —  into  a  non-inductive  receiver  circuit,  is 
a  maximum,  if  the  resistance  of  the  receiver  circuit  equals 
the  impedance  of  the  line,  r  =  5"^,  and  is  — 

"       2  (r.  +  z.) 
The  output  is  transmitted  at  the  efficiency  of 


and  with  a  ratio  of  E.M.Fs.  of 

1 


o-m  — 


59.  We  see  from  this,  that  the  maximum  output  which 
can  be  delivered  over  an  inductive  line  is  less  than  the 
output  delivered  over  a  non-inductive  line  of  the  same 
resistance  —  that  is,  which  can  be  delivered  by  continuous 
currents  with  the  same  generator  potential. 

In  Fig.  57  are  shown,  for  the  constants 

E,  =  1000  volts, 

Z,  =  2.5  —  Cy ;  that  is,  r^  =  2.5  ohms,  x„  =  6  ohms,  Zo  =  6.5  ohms, 

with  the  current  /^  as  abscissae,  the  values  — 
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E.M.F.  at  Receiver  Circuit,  TT,  (Curve  I.) ; 

Output  of  Transmission,  J\  (Curve  II.) ; 

Efficiency  of  Transmission,  (Curve  III.). 

The  same  quantities,  E  and  P^  for  a  non-inductive  line  of 
resistance,  r^  =  2.5  ohms,  x^  =  0,  are  shown  in  Curves  IV., 
v.,  and  VI. 
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Fig.  67.    tton-lnduetioe  Receluer  Circuit  Supplied  Over  Induetloe  Line. 


2.)    Maximum  Power  Supplied  over  an  Inductive  Line, 

60.  If  the  receiver  circuit  contains  the  susceptance,  b^ 
in .  addition  to  the  conductance,  g,  its  admittance  can  be 
written  thus:  — 

Then  — 
current,  /^  =  EY-, 

Impressed  E.M.F.,    E,  =  E  +  f^Z^  ^  E  (1  +  VZ;), 
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Hence  — 
E.M.F.  at  receiver  terminals, 

E  =  "*       = 


'         1  +  yZ,       (1  +  r^g  +  x,b)  -  J  {x.g  -r,by 
current, 

J  _     E.Y iA£.±2h . 

••        1  +  FZ.        (1  +  r,g  +  x.b)-  j{x,g  -  r.b)  ' 
or,  in  absolute  values  — 
E.M.F.  at  receiver  circuit, 


E 

£. 

, 

current. 

V(l  + 

r.g  + 

.v,^/+(.v 

,g- 

•  r.bf 

I  ^^s!  ^  +  ^  ■ 

"V  (1  +  r^g  +  x.bY  +  (x^g  -  r^bf 
ratio  of  E.M.Fs.  at  receiver  circuit  and  at  generator  circuit, 

^^^^ 1 . 

^«       V  0  +  r^g  +  X,  bf+ix.g  -  rjf  ' 
and  the  output  in  the  receiver  circuit  is, 

P^E^g^E^^a^g 

61.  a,)  Dependence  of  the  output  upon  the  susceptance  of 
the  receiver  circuit. 

At  a  given  conductance,  g,  of  the  receiver  circuit,  its 
output,  P  =  E^i^g,  is  a  maximum,  if  a^  is  a  maximum ;  that 
is,  when  — 

/=  1  =  a  +  r^g  +  ^v,^)^  +  {x^g  -  r.by 
a* 

is  a  minimum. 

The  condition  necessary  is  — 

,/b      ' 

or,  expanding,     ^^  ^^  ^  ^^^  ^  ^.  ^^  _  ^^  ^^^  _  ^^^^  ^  ^^ 

Hence  — 
Susceptance  of  receiver  circuit, 

or  ^  +  ^^  =  0, 
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that  is,  if  the  sum  of  the  susceptances  of  line  and  of  receiver 
circuit  equals  zero. 

Substituting  this  value,  we  get  — 

ratio  of  KM.Fs.  at  maximum  output. 


^0       «<,  {g  +  go)  ' 
maximum  output, 

j>  _     ^.v     ■ 

current, 

••     1  +  z.  r      1  +  (r.  -  A.)  (^  -  Jb.) 

^ E,_{g^  jK) . 

(1  +  r,g  -  .xj,)  -  j  (/-.  b,  +  x^g)  ' 


•  V  (1  +  r.^  -  x,b,y  +  (r,b,  +  *,^)«' 
and,  expanding, 

phase  difference  in  receiver  circuit, 
tan  01  =  -  = 2  ; 

phase  difference  in  generator  circuit, 

tan^,  =  i  +  iL^  =  M2L=Ji>5. 
r+ro         gof  +  gy^ 

62.    b,)    Dependence  of  the  output  upon  the  conductance 
of  the  receiver  circuit. 

At  a  given  susceptance,  b,  of  the  receiver  circuit,  its 
output,  P  =  E^^gy  is  a  maximum,  if  — 
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that  is,  expanding,  — 

(1  +'-„^  + *.*)*+  (*,^-  r.^)'-  2^(r.+  r.V+*.V)  =  <>; 
or,  expanding, — 

(p  +  Kf  =  f-go^\       g^  Vgo*  +  (*  +  *.)». 
Substituting  this  value  in  the  equation  for  a,  page  8i 
we  get  — 
ratio  of  E.M.Fs., 


a,  = 


''  V2  {^.«  +(/>  +  b,Y + g.y/g.^  +  (b  +  b.Y) 

1        -    _y'       . 

power, 

2(^  +  ^,)      2  {^.  +  V^.»  +  (*  +  *<,)«} 

As  a  function  of  the  susceptance,  ^,  this  power  become 
a  maximum  for  dP^j db  =  0,  that  is,  according  to  §  61,  if — 

Substituting  this  value,  we  get  — 

^=  -K^g  =  go,y-=yo^  hence:    Y==  g  + jb  ^  go  — jK\ 

substituting  this  value,  we  get  — 

ratio  of  E.M.FS.,  a  «  =  -i^iL  =  A.  ; 

power,  /'^  =  —^  ; 

that  is,  the  same  as  with  a  continuous-current  circuit ;  or 
in  other  words,  the  inductance  of  the  line  and  of  the  receive] 
circuit  can  be  perfectly  balanced  in  its  effect  upon  th< 
output. 

63.    As  a  summary,  we  thus  have  : 

The  output   delivered  over  an   inductive  line  of    impe 
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dance,  Z^  =  r^  —j^o  i^^to  a  non-inductive  receiver  circuit,  is 
a  maximum  for  the  resistance,  r  =  ^^,  or  conductance,  g  = 
y^ ,  of  the  receiver  circuit,  or  — 

at  the  ratio  of  potentials, 


vK'+y 


With  a  receiver  circuit  of  constant  susceptance,  d,  the  out- 
put, as  a  function  of  the  conductance,  g,  is  a  maximum  for 
the  conductance,  — 

and  is 

at  the  ratio  of  potentials, 

With  a  receiver  circuit  of  constant  conductance,  ^,  the 
output,  as  a  function  of  the  susceptance,  6,  is  a  maximum 
for  the  susceptance,  ^  =  —  ^o»  and  is 

at  the  ratio  of  potentials, 


7o  (^  +  ^o) 

The  maximum  output  which  can  be  delivered  over  an  in- 
ductive line,  as  a  function  of  the  admittance  or  impedance 
of  the  receiver  circuit,  takes  place  when  Z  =^  r^  +J'^of  or 
y  =  g^—j6^]  that  is,  when  the  resistance  or  conductance 
of  receiver  circuit  and  line  are  equal,  the  reactance  or  sus- 
ceptance of  the  receiver  circuit  and  line  are  equal  but  of 
opposite  sign,  and  is,  P  =  £^^  /  ir^,  or  independent  of  the 
reactances,  but  equal  to  the  output  of  a  continuous-current 


^^M             Circuit  of  equal  line  resistance.    The  ratio  of  potentials  is,  in            ^M 
^^H            this  case,  a^s^/  ^  r^,  while  in  a  continuous-current  circuit            V 
^^H            it  is  equal  to  I,     The  efHciency  is  equal  to  50  per  cent.                     ^t 
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64.    As  an   instance,   in    Pig.  58    are   shown,    for   the 
constants  — 

E^  =  1000  volts,  and           Z^  r^  2.5  —  6/;  that  is,  for 
r^  ^  i\o  ohms,                     jTfl  =  6ohnis,             s^  =  G.5  ohms, 

and  with  the  variable  conductances  as  abscissae,  the  values 
of  the  — 

output,                     in  Curve  L,  Curve  11 L,  and  Curve  V. ; 
raiio  of  potentials,  in  Curve  IL,  Curve  IV.,  and  Curve  VI.; 

Curves  L  and  II,  refer  to  a  non-inductive  receiver                                 ^^| 
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Curves  III.  and  IV.  refer  to  a  receiver  circuit  of 


constant  susceptance 


^=       .142 


Curves  V.  and  VI.  refer  to  a  receiver  circuit  of 


constant  susceptance 


^=-.142; 


Curves  VII.  and  VIII.  refer  to  a  non-inductive  re- 
ceiver circuit  and  non-inductive  line. 

In  Fig.  59,  the  output  is  shown  as  Curve  I.,  and  the 
ratio  of  potentials  as  Curve  II.,  for  the  same  line  constants, 
for  a  constant  conductance,  ^  =  .0592  ohms,  and  for  variable 
susceptances,  ^,  of  the  receiver  circuit. 


_lChO|ica  CNQ  or  U*it  OF  IMPEDANC&  Zt~^  fr  -  M  ,^^ 

AT  GOiN«TAHT  lUPAEAfiCiy  C  H.F,    E^lOOO 


V=rf   ^^  -^  *-i    '  Q — ■  +.1  ■  ^.2"  4-' .3 — i^ 

Fig.  60,    Variation  of  Potential  in  Line  at  Various  Loads. 

8.)   Maximtivi  Efficiency. 

65.  The  output,  for  a  given  conductance,  g,  of  a  receiver 
circuit,  is  a  maximum  if  *  =  —  ^o-  This,  however,  is  gen- 
erally not  the  condition  of  maximum  efficiency. 
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The  loss  of  energy  in  the  line  is  constant  if  the  current 
is  constant ;  the  output  of  the  generator  for  a  given  cur- 
rent and  given  generator  E.M.F.  is  a  maximum  if  the  cur- 
rent is  in  phase  with  the  E.M.F.  at  the  generator  terminals. 
Hence  the  condition  of  maximum  output  at  given  loss,  or 
of  maximum  efficiency,  is  — 

tan  Wo  =  0. 
The  current  is  — 

/-— ^ 

•  '  "  Z  -h  Z, 


The  current  /„,  is  in  phase  with  the  E.M.F.,  E^^  if  its 
quadrature  component  —  that  is,  the  imaginary  term  —  dis- 
appears, or 

X  +  AV,  =  0. 

This,  therefore,  is  the  condition  of  maximum  efficiency, 

.V  =   —  Xo» 

Hence,  the  condition  of  maximum  efficiency  is,  that  the 
reactance  of  the  receiver  circuit  shall  be  equal,  but  of  oppo- 
site sign,  to  the  reactance  of  the  line. 

Substituting  x  =  —  ,r„,  we  have, 
ratio  of  E.M.Fs., 

E  z  Vr»  -h  V 


a  = 


Eo      (r-f-M       (r^ro)  ' 


power,  P  =  E^^ga"  =  ^  -  j—— , 


E.lr_ 


KES/STAXC£    OF   rA^AXSM/SS/OX  LINKS. 


05 


and  dej^ending  upon  the  resistance  only,  and  not  upon  the 
reactance. 

This  power  is  a  maximum  if  g  =  g^,  as  shown  before; 
hence,  substituting  g  =  g^y  r  —  r^ , 

E  * 
maximum  power  at  maximum  efficiency,  -/Vi  =  -j-^ , 

at  a  ratio  of  potentials,        a^  =  — 2__  ^ 
or  the  same  result  as  in  §  62. 


n 

^^ 

m 

r 

rn 

100 

s 

u 

^' 

\ 

-^ 

'^^ 

u 

\ 

/ 

>  OUTFIT  Af  UmVlrtl  IFfltHJ^C* 

N 

k 

nw 

w 

s 

y 

ML  Ctf  tC»E)«1l 

\ 

Am 

/ 

\ 

U 

pi  I* 

*ie* 

t  — 1 

/ 

1 

im 

J 

X 

"^fc. 

1 

IMS 
Ufil 

/ 

s 

N 

J 

u 

z 

X 

N 

/ 

s 

X 

s. 

/ 

vm 

s 

/ 

"V 

s 

}m 

eo 

1«D« 

J 

/ 

\ 

\ 

\m 

^« 

.^ 

J 

' — ^ 

^ 

iL 

i 

^ 

fM 

*/ 

y 

P5 

_ 

IfO 

4$ 

y 

p^ 

■-> 

N 

TOD 

as 

/ 

^ 

L> 

f«; 

4 

^ 

111^ 

w 

10 

J 

/ 

^ 

m 

» 

/ 

r- 

^ 

^-^ 

fit 

Iff 

If 

/ 

^^ 

^ 

^ 

u 

^ 

^ON^UC 

^AN 

=M 

f  R 

iCE 

VCF 

Cl^ 

oat 

ro 

^ 

^1  .01  jM  .^  M  M  Jiff  M 

Fig.  60.    Load  CharacUriatle  of  Tranamiasion  Una. 


In  Fig.  60  are  shown,  for  the  constants  — 
Jto  =  1,000  volts, 
Zo  =2.5  —  0/;    /'o  =  2.5  ohms,  jt^  =  6  ohms,  Zo  =  6.5  ohms, 
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and  with  the  variable  conductances,^,  of  the  receiver  circuit 
as  abscissae,  the  — 

Output  at  maximum  efficiency,     (Curve  I.)  ; 
Volts  at  receiving  end  of  line,      (Curve  II.)  ; 

Efficiency  = ,  (Curve  III.). 

4.)    Control  of  Receiver  Voltage  by  Shunted  Susceptance. 

66.  By  varying  the  susceptance  of  the  receiver  circuit, 
the  potential  at  the  receiver  terminals  is  varied  greatly. 
Therefore,  since  the  susceptance  of  the  receiver  circuit  can 
be  varied  at  will,  it  is  possible,  at  a  constant  generator 
E.M.F.,  to  adjust  the  receiver  susceptance  so  as  to  keep 
the  potential  constant  at  the  receiver  end  of  the  line,  or  to 
vary  it  in  any  desired  manner,  and  independently  of  the 
generator  potential,  within  certain  limits. 

The  ratio  of  E.M.Fs.  is  — 

R  1 


a  = 


^0       V(l  +  r,g  +  x,bf  +  (x,g  -  r, by 

If  at  constant  generator  potential  E^,,  the  receiver  potential 

E  shall  be  constant, 

a  =  constant ; 
hence. 


(1  +  r,g  +  .r,  bf  +  (.v,^  -  r,  bf  =  \ 

a* 


or,  expanding, 


'■•n/f^y 


^  =  -/,,  +  i/f^^\'-(^.+,^„y, 


which  is  the  value  of  the  susceptance,  by  as  a  function  of 
the  receiver  conductance,  —  that  is,  of  the  load,  —  which  is 
required  to  yield  constant  potential,  aE^^  at  the  receiver 
circuit. 

For  increasing  g^  that  is,  for  increasing  load,  a  point  is 
reached,  where,  in  the  expression  — 


b=  -bo  + 


^(^y_(^+^). 
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the  term  under  the  root  becomes  imaginary,  and  it  thus 
becomes  impossible  to  maintain  a  constant  potential,  aE^. 
Therefore,  the  maximum  output  which  can  be  transmitted 
at  potential  ^^o>  is  given  by  the  expression  — 


v^(t)*- 


U  +  ^or  =  0; 


hence  ^  =  —  ^o>  the  susceptance  of  receiver  circuit, 

and     ^  =  —go  +  —  >  the  conductance  of  receiver  circuit ; 

a 

=  a^  eA^-^  -  ^o^ ,  the  output. 

67.    If  tf  =  1,  that  is,  if  the  voltage  at  the  receiver  cir- 
cuit equals  the  generator  potential  — 


g  =yo-go\ 

P=E,^{y,-go). 

If 

a  =  1  when  ^f  =  0,       ^  =  0 

when  ^  >  0,       ^  <  0 ; 

if 

a  >  1  when  ^  =  0,  or  ^  >  0,  *  <  0, 

that  is,  condensance ; 

if 

a  <  1  when  ^  =  0,       *  >  0, 

when^=-^o  +  y/(jy-^»«,       *  =  0; 

when g>  -go  +  v//- Y-  ^o\      ^<^> 

or,  in  other  words,  if  ^  <  1,  the  phase  difference  in  the  main 
line  must  change  from  lag  to  lead  with  increasing  load. 

68.    The  value  of  a  giving  the  maximum  possible  output 
in  a  receiver  circuit,  is  determined  by  dP / da  =  0; 


expanding  :  2  af^  ^  go\ -^  ^0-, 

yo  =  ^  ago  f 
Jo_  ^        1        =  JSL. 
2^0       2V^,       2r/ 


hence,                                   >'o  =  2  ago  > 
and  u  =  J:2_  =  — \ =  Ii 
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the  maximum  output  is  determined  by  — 


g 

a 

and  is, 

F  2 

p ^o 

4  r 

From: 

a=   ^'^  =    ^o   , 
2go       2r/ 

the   line    reactance,   ,r„,   can    be    found,   which    delivers    a 
maximum  output   into  the  receiver  circuit  at  the  ratio  of 
potentials,  a, 
and  Zo  =  2  r^a, 


for  a  =  1, 


^o  =  ^o  V4  ^z-'  —  1 ; 


^o  =  ro^/fi* 


If,  therefore,  the  line  impedance  equals  2  a  times  the  line 
resistance,  the  maximum  output,  P  =  £^/^  r^,  is  trans- 
mitted into  the  receiver  circuit  at  the  ratio  of  potentials,  a. 

If  ^^  =  2  r^,  or  x^  =  r^  V3,  the  maximum  output,  P  = 
E^l^tr^y  can  be  supplied  to  the  receiver  circuit,  without 
change  of  potential  at  the  receiver  terminals. 

Obviously,  in  an  analogous  manner,  the  law  of  variation 
of  the  susceptance  of  the  receiver  circuit  can  be  found  which 
is  required  to  increase  the  receiver  voltage  proportionally  to 
the  load  ;  or,  still  more  generally,  —  to  cause  any  desired 
variation  of  the  potential  at  the  receiver  circuit  indepen- 
dently of  any  variation  of  the  generator  potential,  as,  for  in- 
stance, to  keep  the  potential  of  a  receiver  circuit  constant, 
even  if  the  generator  potential  fluctuates  widely. 

69.  In  Figs.  61,  62,  and  63,  are  shown,  with  the  output, 
P  =  E^ ga^y  as  abscissae,  and  a  constant  impressed  E.M.F., 
E^  =  1,000  volts,  and  a  constant  line  impedance,  Z^  = 
2.5  —  6y,  or,  ;;  =  2.5  ohms,  x^  =  6  ohms,  a  =  6.5  ohms, 
the  following  values  : 


ftirto  OF  RECCivcR  VOLT  Ad  E  TO  sckoch  voLtaoe:  d  -i.q 
LtN£  lh^£0«n(>e:  Z.ia^9«— i^  »-  _    ,__ 
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OT«HTjJ 


IW,  CURRENT  IN  NONSNDUOTIVC  NEQEIVCR  QlRCUIT  W^TMOUT  OOM^iNSATlON 


~m  W~       ^0     '     ^W         So  JO  m  #0 

Fig.  07.    Variation  of  Voltage  Tranamisaion  Unoa. 
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^^H                                                   Flp.  e3.    Variation  of  V&ftan*  Tranmlttiw  Utm,                                       ^^| 

^^H                 Energy  component  of  current,                         gE^    (Curve  I.) ;             ^H 
^^m                 Reactive,  or  wattless  component  of  current,   bE^    (Curve  IL)  ;           ^H 
^^1                  Total  current,                                                        yE,    (Curve  11 L);         ^H 

^^H                for  the  following  conditions :                                                             ^H 

^H                     a  -  to  (Fig.  61}  ;    a^    .7  (Fig.  62)  ;    .i  ^  1.3  (Fig.  63).            ^^ 

^^1                     For  the  non-inductive  receiver  circuit  (in  dotted  lines),       ^^ 
^^H               the  curve  of  E,M.F.,  E,  and  of  the  current,  I  =^g-E,  are            J 
^^1               added  in  the  three  diagrams  for  comparison,  as  Curves  IV.       ^H 

^H                                                                     ^ 

^^H                     As  shown,  the  output  can  be  increased  greatly,  and  the             1 
^^H               potential  at  the  same  time  maintained  constant,  by  the  judi-             1 
^^B               cious  use  of  shunted  reactance,  so  that  a  much  larger  out-             1 
^^m               put  cai)  be  transmitted  over  the  line  at  no  drop,  or  even  at        ^J 
^^1               a  rise,  of  potential                                                                           ^H 
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5.)    Maximum  Rise  of  Potential  at  Receiver  Circuit. 

70.  Since,  under  certain  circumstances,  the  potential  at 
the  receiver  circuit  may  be  higher  than  at  the  generator, 
it  is  of  interest  to  determine  what  is  the  maximum  value  of 
potential,  E,  that  can  be  produced  at  the  receiver  circuit 
with  a  given  generator  potential,  E^, 

The  condition  is  that 

1 
a  =  maximum  or 

that  is. 


a  =  maximum  or  — 7  =  minimum ; 
a^ 


dg  '  db  ' 

substituting, 

^  =  0-  +  r,g+  Xobf  +  (x^g  -  r^b)*, 
a 

and  expanding,  we  get, 

—  a  value  which  is  impossible,  since  neither  r^  nor  g  can  be 
negative.  The  next  possible  value  is  ^  =  0,  —  a  wattless 
circuit. 

Substituting  this  value,  we  get, 

a 
and  by  substituting,  in 

^  +  /^o  =  0  ; 

that  is,  the  sum  of  the  susceptances  =  0,  or  the  condition 
of  resonance  is  present. 
Substituting, 

we  have 


a  = 


J ^  1^=22. 


frogo        ^o      go 
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The  current  in  this  case  is, 

or  the  same  as  if  the  line  resistance  were  short-circuited 
without  any  inductance. 

This  is  the  condition  of  perfect  resonance,  with  current 
and  E.M.F.  in  phase. 
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04.    Efficiency  and  Output  of  Transmission  Ltns. 


71.  As  summary  to  this  chapter,  in  Fig.  64  are  plotted, 
for  a  constant  generator  E.M.F.,  E^  =  1000  volts,  and  a 
line  impedance,  /f^  =  21)  —  6j\  or,  r^  =  2.5  ohms,  jr^  =  6 
ohms,  ^^  =  6.5   ohms  ;   and   with    the   receiver   output  as 
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abscissae  and    the    receiver   voltages   as   ordinates,  cur\'es 
representing  — 

the  condition  of  maximum  output,  (Cur\'e      I.) ; 

the  condition  of  maximum  eificiency,  (Curve    II.)  ; 

the  condition  ^  =  0,  or  a  non-inductive  receiver  cir- 
cuit, (Curve  III.); 

the  condition  ^  =  0,  ^^  =  0,  or  a  non-inductive  line  and  non- 
inductive  receiver  circuit. 

In  conclusion,  it  may  be  remarked  here  that  of  the 
sources  of  susceptance,  or  reactance, 

a  choking  coil  or  reactive  coil  corresponds  to  an  inductance ; 
a  condenser  corresponds  to  a  condensance  ; 

a  polarization  cell  corresponds  to  a  condensance  • 

a  synchronizing  alternator  (motor  or  generator)  corresponds  to 

an  inductance  or  a  condensance,  at  will ; 
an  induction  motor  or  generator  corresponds  to  an  inductance. 

The  choking  coil  and  the  polarization  cell  are  specially 
suited  for  series  reactance,  and  the  condenser  and  syn- 
chronizer for  shunted  susceptance. 
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CHAPTER    X. 

KFFECTIV^  RESISTANCE   AND   KBACTAKCB. 

72.    The  resistance  of  an  electric  circuit  is  determined  :  — 

1.)  By  direct  comparison  with  a  known  resistance  (Wheat- 
stone  bridge  method,  etc.). 

This  method  gives  what  may  be  called  the  true  ohmic 
resistance  of  the  circuit. 

2.)    By  the  ratio  : 

Volts  consumed  in  circuit 
Amperes  in  circuit 

In  an  alternating-current  circuit,  this  method  gives,  not 
the  resistance  of  the  circuit,  but  the  impedance. 


z  =  V  r2  +  x". 
3.)    By  the  ratio : 

—  _Power  consumed  . 
(Current)- 
where,  however,  the  **  power  "  does  not  include  the  work 
done  by  the  circuit,  and  the  counter  E.M.Fs.  representing 
it,  as,  for  instance,  in  the  case  ot  the  counter  E.M.F.  of  a 
motor. 

In  alternating-current  circuits,  this  value  of  resistance  is 
the  energy  coefficient  of  the  E.M.F., 

__  Energy  component  of  E.M.F. 
Total  current 
It  is  called  the  effective  resistance  of  the  circuit,  since  it 
represents  the  effect,  or  power,  expended  by  the  circuit. 
The  energy  coefficient  of  current, 

--  Energy  component  of  current 
^  Total  E.'MrF.  ' 

is  called  the  effective  conductance  of  the  circuit. 
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In  the  same  way,  the  value, 

_  Wattless  component  of  E.M.F. 
Total  current 

is  the  effective  reactance,  and 

,  _  Wattless  component  of  current 
Total  E.M.F. 

is  the  effective  susceptance  of  the  circuit. 

While  the  true  ohmic  resistance  represents  the  expendi- 
ture of  energy  as  heat  inside  of  the  electric  conductor  by  a 
current  of  uniform  density,  the  effective  resistance  repre- 
sents the  total  expenditure  of  energy. 

Since,  in  an  alternating-current  circuit  in  general,  energy 
is  expended  not  only  in  the  conductor,  but  also  outside  of 
it,  through  hysteresis,  secondary  currents,  etc.,  the  effective 
resistance  frequently  differs  from  the  true  ohmic  resistance 
in  such  way  as  to  represent  a  larger  expenditure  of  energy. 

In  dealing  with  alternating-current  circuits,  it  is  necessary, 
therefore,  to  substitute  everywhere  the  values  "effective  re- 
sistance,*' "effective  reactance,"  "effective  conductance," 
and  "  effective  susceptance,"  to  make  the  calculation  appli- 
cable to  general  alternating-current  circuits,  such  as  induc- 
tances, containing  iron,  etc. 

While  the  true  ohmic  resistance  is  a  constant  of  the 
circuit,  depending  only  upon  the  temperature,  but  not  upon 
the  E.M.F.,  etc.,  the  effective  resistance  and  effective  re- 
actance are,  in  general,  not  constants,  but  depend  upon 
the  E.M.F.,  current,  etc.  This  dependence  is  the  cause 
of  most  of  the  difficulties  met  in  dealing  analytically  with 
alternating-current  circuits  containing  iron. 

73.  The  foremost  sources  of  energy  loss  in  alternating- 
current  circuits,  outside  of  the  true  ohmic  resistance  loss, 
are  as  follows : 

1.)    Molecular  friction,  as, 

a.)   Magnetic  hysteresis ; 
b,)   Dielectric  hysteresis. 
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2.)  Primary  electric  currents,  as, 

a.)  Leakage  or  escape  of  current  through  the  insu- 
lation, brush  discharge ;  b)  Eddy  currents  in 
the  conductor  or  unequal  current  distribution. 
3.)  Secondary  or  induced  currents,  as, 

a)  Eddy  or  Foucault  currents  in  surrounding  mag- 
netic materials  ;  b)  Eddy  or  Foucault  currents 
in  surrounding  conducting  materials  ;  r.)   Sec- 
ondary currents  of  mutual  inductance  in  neigh- 
boring circuits. 
4.)    Induced  electric  charges,  electrostatic  influence. 
While  all  these  losses  can  be  included  in  the  terms  effec- 
tive resistance,  etc.,  only  the  magnetic  hysteresis  and  the 
eddy  currents  in  the  iron  will  form  the  subject  of  what  fol- 
lows, since  they  are  the  most  frequent  and  important  sources 
of  energy  loss. 

Magnetic  Hysteresis. 

74.  In  an  alternating-current  circuit  surrounded  by  iron 
or  other  magnetic  material,  energy  is  expended  outside  of 
the  conductor  in  the  iron,  by  a  kind  of  molecular  friction, 
which,  when  the  energy  is  supplied  electrically,  appears  as 
magnetic  hysteresis,  and  is  caused  by  the  cyclic  reversals  of 
magnetic  flux  in  the  iron  in  the  alternating  magnetic  field. 

To  examine  this  phenomenon,  first  a  circuit  may  be  con- 
sidered, of  very  high  inductance,  but  negligible  true  ohmic 
resistance ;  that  is,  a  circuit  entirely  surrounded  by  iron,  as, 
for  instance,  the  primary  circuit  of  an  alternating-current 
transformer  with  open  secondary  circuit. 

The  wave  t^f  current  produces  in  the  iron  an  alternating 
magnetic  flux  which  induces  in  the  electric  circuit  an  E.M.F., 
-  the  counter  l-.M.F.  of  self-induction.  If  the  ohmic  re- 
sistance is  negligible,  that  is,  practically  no  E.M.F.  con- 
sumed by  the  resistance,  all  the  impressed  E.M.F.  must  be 
consunu'd  by  the  counter  1\.M.F.  of  self-induction,  that  is, 
the  coiint«.r  1\.M.!\  i\jiials  the  impressed  E.M.F.  ;  hence,  if 
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the  impressed  E.M.F.  is  a  sine  wave,  the  counter  E.M.F., 
and,  therefore,  the  magnetic  flux  which  induces  the  counter 
E.M.F.  must  follow  a  sine  wave  also.  The  alternating  wave 
of  current  is  not  a  sine  wave  in  this  case,  but  is  distorted 
by  hysteresis.  It  is  possible,  however,  to  plot  the  current 
wave  in  this  case  from  the  hysteretic  cycle  of  magnetic  flux. 
From  the  number  of  turns,  «,  of  the  electric  circuit, 
the  effective  counter  E.M.F.,  E,  and  the  frequency,  A", 
of  the  current,  tha  maximum  magnetic  flux,  *,  is  found 
by  the  formula: 

hence,  -  __      i?10* 

A  maximum  flux,  ^,  and  magnetic  cross-section,  5,  give 
the  maximum  magnetic  induction,  (B  =  *  /  5. 

If  the  magnetic  induction  varies  periodically  between 
+  (B  and  —  (B,  the  M.M.F.  varies  between  the  correspond- 
ing values  -f  IF  and  —  (F,  and  describes  a  looped  curve,  the 
cycle  of  hysteresis. 

If  the  ordinates  are  given  in  lines  of  magnetic  force,  the 
abscissae  in  tens  of  ampere-turns,  then  the  area  of  the  loop 
equals  the  energy  consumed  by  hysteresis  in  ergs  per  cycle. 

From  the  hysteretic  loop  the  instantaneous  value  of 
M.M.F.  is  found,  corresponding  to  an  instantaneous  value 
of  magnetic  flux,  that  is,  of  induced  E.M.F. ;  and  from  the 
M.M.F.,  IF,  in  ampere-turns  per  unit  length  of  magnetic  cir- 
cuit, the  length,  /,  of  the  magnetic  circuit,  and  the  number  of 
turns,  «,  of  the  electric  circuit,  are  found  the  instantaneous 
values  of  current,  /,  corresponding  to  a  M.M.F.,  (F;  that  is, 
magnetic  induction  (B,  and  thus  induced  E.M.F.  e,  as: 

n 

75.  In  Fig.  65,  four  magnetic  cycles  are  plotted,  with 
maximum  values  of  magnetic  inductions,  (B  =  2,000,  6,000, 
10,000,  and  16,000,  and  corresponding  maximum  M.M.Fs., 
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W  =  1.8,  2.8,  4.3,  20,0.     They  show  the  weU-knoi^Ti  hys- 
teretic  loop,  which  beconies  pointed  when  magnetic  satu- 
ration is  approached 

These  ma^etic  cycles  correspond  to  average  good  sheet 
iron  or  sheet  steel,  having  a  hysteretic  coefficient,  i?  =  .0033^ 
and  are  given  with  ampete-turns  per  cm  as  abscissas,  and 
kilo-lines  of  magnetic  force  as  ordinates. 
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In  Figs.  66,  67,  68,  and  69,  the  cur%^e  of  magnetic  in- 
duction as  derived  from  the  induced  li.M.F.  is  a  sine  wave. 
For  the  different  values  of  magnetic  induction  of  this  sine 
curv^e,  the  corresponding  values  of  M.M.F,,  hence  of  currenti 
are  taken  from  Fig.  65,  and  plotted,  giving  thus  the  exciting 
current  required  to  produce  the  sine  wave  of  magnetism  ; 
that  is,  the  wave  of  current  which  a  sine  wave  of  impressed 
E,M.F,  will  send  through  the  circuit. 

• 
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As  shown  in  Figs.  66,  67,  68,  and  69,  these  waves  of 
alternating  current  are  not  sine  waves,  but  are  distorted  by 
the  superposition  of  higher  harmonics,  and  are  complex 
harmonic  waves.  They  reach  their  maximum  value  at  the 
same  time  with  the  maximum  of  magnetism,  that  is,  90° 
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ahead  of  the  maximum  induced  E.M.F.,  and  hence  about 
90**  behind  the  maximum  impressed  E.M.F.,  but  pass  the 
zero  line  considerably  ahead  of  the  zero  value  of  magnet- 
ism, or  42°,  62°,  50°,  and  41  °,  respectively. 

The  general  character  of  these  current  waves  is,  that  the 
maximum  point  of  the  wave  coincides  in  time  with  the  max- 
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imum  point  of  the  sine  wave  of  magnetism  ;  but  the  current 
wave  is  bulged  out  greatly  at  the  rising,  and  hollowed  in  at 
the  decreasing,  side.  With  increasing  magnetization,  the 
maximum  of  the  current  wave  becomes  more  pointed,  as 
shown  by  the  cur\'e  of  Fig.  68,  for  (B  =  10,000  ;  and  at  still 
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hij;luM*  saturation  a  peak  is  formed  at  the  maximum  point, 
as  in  tiu*  cuivo  of  I'ij;.  i>l\  for  OB  =  16,000.  This  is  the  case 
whon  liu*  curve  of  magnetization  reaches  within  the  range  of 
ttiaj;netie  saturation,  since  in  the  proximity  of  saturation  the 
lunent  tu\u  ti\e  maximum  jx>int  of  magnetization  has  to 
liHt*  ai^nonnallv  to  cause  even  a  small  increase  of  magneti- 
zation The  lour  curves,  Fii::s.  t>6,  67,  68,  and  69,  are  not 
dia>\u  to  the  ,s;ime  scale.     The  maximum  x-alues  of  M.M.F., 
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corresp)onding  to  the  maximum  values  of  magnetic  induction, 
(B  =  2,000,  6,000,  10,000,  and  16,000  lines  of  force  per  cm', 
are  $F  =  1.8,  2.8,  4.3,  and  20.0  ampere-turns  per  cm.  In 
the  different  diagrams  these  are  represented  in  the  ratio  of 
8  :  6  :  4  :  1,  in  order  to  bring  the  current  curves  to  approxi- 
mately the  same  height.  The  M.M.F.,  in  C.G.S.  units,  is 
^=4ir/10iF  =  1.257  iF. 

76.  The  distortion  of  the  wave  of  magnetizing  current 
is  as  large  as  shown  here  only  in  an  iron-closed  magnetic 
circuit  expending  energy  by  hysteresis  only,  as  in  an  iron- 
clad transformer  on  open  secondary  circuit.  As  soon  as  the 
circuit  expends  energy  in  any  other  way,  as  in  resistance,  or 
by  mutual  inductance,  or  if  an  air-gap  is  introduced  in  the 
magnetic  circuit,  the  distortion  of  the  current  wave  rapidly 
decreases  and  practically  disappears,  and  the  current  becomes 
more  sinusoidal.  That  is,  while  the  distorting  component 
remains  the  same,  the  sinusoidal  component  of  the  current 
greatly  increases,  and  obscures  the  distortion.  For  example, 
in  Figs.  70  and  71,  two  waves  are  shown,  corresponding  in 
magnetization  to  the  curve  of  Fig.  67,  as  the  one  most 
distorted.  The  curve  in  Fig.  70  is  the  current  wave  of  a 
transformer  at  ^  load.  At  higher  loads  the  distortion  is 
correspondingly  still  less,  except  where  the  magnetic  flux  of 
self-induction,  that  is,  flux  passing  between  primary  and  sec- 
ondary, and  increasing  proportionally  to  the  load,  is  so  large 
ai  to  reach  saturation,  in  which  case  a  distortion  appears 
again  and  increases  with  increasing  load.  The  curve  of  Fig. 
71  is  the  exciting  current  of  a  magnetic  circuit  containing 
an  air-gap  whose  length  equals  :rin  the  length  of  the  magnetic 
circuit.  These  two  curves  are  drawn  to  \  the  size  of  the  cur\'e 
in  Fig.  67.  As  shown,  both  curves  are  practically  sine  waves. 
The  sine  curves  of  magnetic  flux  are  shown  dotted  as  <^. 

77.  The  distorted  wave  of  current  can  be  resolved  into 
two  components  :  A  true  sine  ivave  of  equal  effective  intensity 
and  equal  power  to  the  distorted  zvave,  called  the  equivalent 
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sine  wave,  and  a  wattless  higher  harmonic^  consisting  chiefly 
of  a  term  of  triple  frequency. 

In  Figs.  66  to  71  are  shown,  as  /,  the  equivalent  sine 
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waves  a:u:  ,v>  ;\  :he  dineror.^e  between  the  ecuh-ilent  sine 
\\.i\o  Ar..:  :h.o  rt\v.  vV.st.^rttv.  wavc,  wh.ch  vvn>:<:>  of  wattless 
x\^;v.;.\v\  h-chc:  h,irr.'..  :i:»r>  Tht  ccuvtMlcr.t  <.ne  wave  of 
MM  r.  v^:  o:  v;:rro::t,  :r.  F.^:^  '>,^  t.^  t'i*.  Ie-ai<  the  ma^et- 
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ism  by  34°,  44°,  38°,  and  15°.5,  respectively.  In  Fig.  71 
the  equivalent  sine  wave  almost  coincides  with  the  distorted 
curve,  and  leads  the  magnetism  by  only  9°, 

It  is  interesting  to  note,  that  even  in  the  greatly  dis- 
torted cur\'es  of  Figs.  66  to  68,  the  maximum  value  of  the 
equivalent  sine  wave  is  nearly  the  same  as  the  maximum 
value  .of  the  original  distorted  wave  of  M.M.F.,  so  long  as 
magnetic  saturation  is  not  approached,  being  1.8,  2.9,  and 
4.2,  respectively,  against  1.8,  2.8,  and  4.3,  the  maximum 
values  of  the  distorted  curve.  Since,  by  the  definition,  the 
effective  value  of  the  equivalent  sine  wave  is  the  same  as 
that  of  the  distorted  wave,  it  follows,  that  this  distorted 
wave  of  exciting  current  shares  with  the  sine  wave  the 
feature,  that  the  maximum  value  and  the  effective  value 
have  the  ratio  of  V2  -^  1.  Hence,  below  saturation,  the 
maximum  value  of  the  distorted  curve  can  be  calculated 
from  the  effective  value  —  which  is  given  by  the  reading 
of  an  electro-dynamometer  —  by  using  the  same  ratio  that 
applies  to  a  true  sine  wave,  and  the  magnetic  characteris- 
tic can  thus  'be  determined  by  means  of  alternating  cur- 
rents, with  sufficient  exactness,  by  the  electro-dynamometer 
method,  in  the  range  below  saturation. 

78.  In  Fig.  72  is  shown  the  true  magnetic  character- 
istic of  a  sample  of  good  average  sheet  iron,  as  found  by 
the  method  of  slow  reversals  with  the  magnetometer  ;  for 
comparison  there  is  shown  in  dotted  lines  the  same  char- 
acteristic, as  determined  with  alternating  currents  by  the 
electro-dynamometer,  with  ampere-turns  per  cm  as  ordi- 
nates,  and  magnetic  inductions  as  abscissae.  As  repre- 
sented, the  two  curves  practically  coincide  up  to  a  value  of 
(B  =  13,000  ;  that  is,  up  to  the  highest  inductions  practicable 
in  alternating-current  apparatus.  For  higher  saturations, 
the  curves  rapidly  diverge,  and  the  electro-dynamometer 
curve  shows  comparatively  small  M.M.Fs.  producing  appar- 
ently very  high  magnetizations. 
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The  same  Fig.  72  gives  the  curve  of  hysteretic  loss,  in 
ergs  per  cm^  and  cycle,  as  ordinates,  and  magnetic  induc- 
tions as  abscissae. 
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The  elect r<.v-dynamometcr  methixl  of  determining  the 
ma^etic  characteristic  is  preferable  for  use  with  alter- 
nating-current apparatus,  since  it  is  not  affected  by  the 
phenomenon  of  magnetic  "creeping,"  which,  especially  at 
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low  densities,  may  in  the  magnetometer  tests  bring  the  mag- 
netism very  much  higher,  or  the  M.M.F.  lower,  than  found 
in  practice  in  alternating-current  apparatus. 

So  far  as  current  strength  and  energy  consumption  are 
concerned,  the  distorted  wave  can  be  replaced  by  the  equi- 
valent sine  wave,  and  the  higher  harmonics  neglected. 

All  the  measurements  of  alternating  currents,  with  the 
single  exception  of  instantaneous  readings,  yield  the  equiv- 
alent sine  wave  only,  and  suppress  the  higher  harmonic ; 
since  all  measuring  instruments  give  either  the  mean  square 
of  the  current  wave,  or  the  mean  product  of  instantaneous 
values  of  current  and  E.M.F.,  which,  by  definition,  are  the 
same  in  the  equivalent  sine  wave  as  in  the  distorted  wave. 

Hence,  in  all  practical  applications,  it  is  permissible  to 
neglect  the  higher  harmonic  altogether,  and  replace  the  dis- 
torted wave  by  its  equivalent  sine  wave,  keeping  in  mind, 
however,  the  existence  of  a  higher  harmonic  as  a  possible 
disturbing  factor  which  may  become  noticeable  in  those  cases 
where  the  frequency  of  the  higher  harmonic  is  near  the  fre- 
quency of  resonance  of  the  circuit,  that  is,  in  circuits  con- 
taining capacity  besides  the  inductance. 

79.  The  equivalent  sine  wave  of  exciting  current  leads 
the  sine  wave  of  magnetism  by  an  angle  a,  which  is  called 
the  angle  of  hysteretic  advance  of  phase.  Hence  the  cur- 
rent lags  behind  the  E.M.F  by  ^  90°  —  a,  and  the  power 
is  therefore,     ^  ^  ^^  ^^^  ^^^o  ^  ,)  =  /^  gj^  ^ 

Thus  the  exciting  current,  /,  consists  of  an  energy  compo- 
nent, /  sin  a,  called  the  hysteretic  or  magnetic  energy  currenty 
and  a  wattless  component,  /  cos  a,  which  is  called  the  mag- 
netizing current.  Or,  conversely,  the  E.M.F.  consists  of  an 
energy  component,  J?  sin  a,  the  hysteretic  energy  E.M.F., 
and  a  wattless  component,  E  cos  a,  the  E.M.F.  of  self 
induction. 

Denoting  the  absolute  value  of  the  impedance  of  the 
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circujl,  E  J  l^  hf  s,  —  where  ::  is  deteonined  by  th€  mag- 
aetic  charactertstic  of  the  tnm,  and  the  shape  of  the 
magnetic  and  electric  drcmts,  —  the  impedance  is  repre- 
sented, in  phase  and  mtensit\%  by  the  s>'Tnbolic  expression^ 

Z  —  r  —jx  =  x^nm—jt  cos  m  $ 

and  the  admittance  by, 

y=^  g^^j^  =  -  sin  a  +/-ctmm^jsmm+j^co&tt. 

i  s 

The  quantities.  -♦  r,  j-,  and  j,  ^,  ^,  arc,  ^however,  not 
constants  as  in  the  case  of  the  circuit  without  iron»  but 
depend  upon  the  intensity  of  magnetization,  <^  ~  that  is, 
upon  the  E.M.F.  This  dependence  complicates  the  investi- 
gation of  circuits  containing  iron. 

In  a  dfctiit  entirely  inciosed  by  imn«  a  ts  quite  consider- 
able, ranging  from  30*  to  50*  for  v^ues  below  saturation. 
Hence,  even  with  negligible  tme  ohmic  resistance,  no  great 
lag  can  be  produced  in  irondad  alternating-current  circuits. 

80,  The  loss  of  energy  by  hysteresis  due  to  molecular 
friction  is,  with  sufficient  exactness,  proportional  to  the 
1.6"*  power  of  magnetic  induction  iSk  Hence  it  can  be  ex- 
pressed by  the  formula: 

where  — 

H\  ^  loss  of  energ)^  per  c}xle,  in  ergs  or  (C.G.S.)  units  (=  10 -^ 

Joules)  per  cm*, 
(B  =  maximum  magnetic  induction^  in  lines  of  force  per  cm',  and 
ij  =  the  €Of0id€nt  p/  kysfetisis^ 

This  I  found  to  xsny  in  iron  from  .00124  to  .0055.  As  a 
fair  mean.  .0033  *  can  be  accepted  for  good  average  annealed 
sheet  iron  or  sheet  steel.  In  gray  cast  iron,  ^  averages 
.018 ;  it  varies  from  .0032  to  ,028  in  cast  steel*  according 
to  the  chemical  or  physical  constitution  ;  and  reaches  values 
as  high  as  *08  in  hardened  steel  (tunpten  and  manganese 

*  Av  pf ntm,  Wtlh  the  iTDprovrmcfiis  ia  the  prodtictjair  tiiid  Kl«r(ici«  of  theei  tleel  for 
•)*M<itiiaf  ip|!iit«ltt«,  SXX&  c«&  te  tmt^m^  a  «*iT  iwrtf^v  in  selected  iii*ieri*I  (l!SO). 
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Steel).  Soft  nickel  and  cobalt  have  about  the  same  co- 
efficient of  hysteresis  as  gray  cast  iron  ;  in  magnetite  I 
found  17  =  .023. 

In  the  curves  of  Fig.  62  to  69,  17  =r.  .0033. 

At  the  frequency,  N^  the  loss  of  power  in  the  volume,  V^ 
is,  by  this  formula,  — 

F^riN  r(B^-«  10  -  ^  watts 
^riNy( ± Y'*  10 -^  watts, 


(1)--' 


where  5  is  the  cross-section  of  the  total  magnetic  flux,  *. 

The    maximum    magnetic    flux,   *,    depends   upon   the 
counter  E.M.F.  of  self-induction, 

^=  V2iriV/i<l>10-», 
or  *  =  — z 9 

where  n  =  number  of  turns  of  the  electric  circuit. 

Substituting  this   in   the   value  of  the  power,   Py   and 
canceling,  we  get,  — 

or,  substituting  i;  =  .0033,  we  have  A  =  191.4  ; 


or,  substituting  K=  5Z,  where  Z  =  length  of  magnetic  circuit, 
^_      ^Z10»«       _58,yZ10«^^^^^      Z      . 


2.8^.6^.6^1.6  ^.6,^1.6  5  ••//»••' 

and  p_h%rtE^'^  L  10«  _  191.4  ^  '-^Z 

In  Figs.  73,  74,  and  75,  is  shown  a  curve  of  hysteretic 
loss,  with  the  loss  of  power  as  ordinates,  and 

in  curve  73,  with  the  E.M.F.,  E,  as  abscissae,  for  L  =  6y 
S  =  20,  JV=  100,  and  «  =  100 ; 
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F\q.  73,    Hystermia  Lost  at  Function  of  £.  M.  F. 
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in   curve    74,  with  tho   luiinhri    nl    Imn-i    .r«   .il'"*'' 
Z  =  6,  .V=  IM).  A'       I0(».  .iihI  /        !«"». 

in  cun'e  75,  with  tho  fri*(nu'iM\.  A,  ••!    Hn    •i"'* 

as  abscissae,  for  /.       (>,  //       Inn.  .hmI    /        '"" 

As  shown,  the  hystcivtii-  loss  is  |ii..|h.i  1  i"imI  •"  '  "       '  ^ 
power   of  the   E.M.F.,    invcisdy    |,im|imi  h-'i.  •!    ••' 
power  of  the  number  of  tmns,  ;mmI  111^' •• '^   |.m.|"" 
the  .6*  power  of  fretjiuMuy,  ;mh|  ,,|  .  m.       •  •  '"'" 


81.    If  ^  =  effective  ( ondu,  ui,.  <  .    ''" 

nent  of  a  current  is  /  .  /^  ,,^    ,,„j   h,.    •  f  ' 

a  conductance,  ^,  is  /'  ///       /.-/.. 

Since,  however  : 


,  ..n    iiiii*  'I    "> 


n  A'" 


or 


From  this  we  have  tlw  <.  n         ,,  /!*'>" 


i.« 


.'  ti' 


^^^^^^               The  effective  cmiductmue  due   to   ffutgnctk  kystcresis^^^^ 
^^^^H             proportiotml  to  the  cocfficunt  of  hysteresis^  tj^  and  to  the  length    H 
^^^^1              qf  the  magnetic  citruit^  Z,  and  inverse/j  proportional  to  tin    fl 
^^^H              4^^ power  of  the  E-M.F.^  to  ike  0^  po%ver  of  ike  frequency^ 
^^^^^              dVf  and  of  the  eross*seetion  of  the  magnetic  circuity  S,  and  to    ^ 
^^^^               the  l.G^^  power  of  the  number  of  turns^  n.                                  H 

^^^^1                   Hence,  the  eiTective  hysteretic    conductance    increases 
^^^^B              with    decreasing    K.M.F.|    and    decreases    with    increasing 

^^^^^^ 

1    1 

neuAraoN  betwcch    (^and  £ 
FOR  L-fi,  K=100.  S-2g,M-100. 
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Pfff*  7%.    HyH*r9at9  CiMirfuclMw  as  Functhtt  of  £,M.f.                              ^M 

E3I.F. ;  it  varies,  however,  much  slower  than  the  E,M.F,  H 
so  that,  if  the  hysteretic  conductance  represents  only  a  part  H 
of  the  total   energy  consumption,  it  can,  within  a  limited  H 
range  of  variation  —  as*  for  instance,  in  constant  potential  H 
1                          transformers  —  be   assumed    as    constant   without    serious  H 
error.                                                                                      ,     H 
In  Figs,  76,  77^  and  78,  the  hysteretic  conductance,  g,  Is  ^1 
plotted,  for  L  =  G,£  =  100,  .V-  100,  5  =  20  and  n  =  100, 
respectively,  with  the  conductance,  g,  as  ordinates,  and  with 

?    .          1 
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f/^.  77.     Hysteresis  Conductance  as  Function  of  Cycles. 
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E  as  abscissas  in  Curve  76. 
N  as  abscissae  in  Curve  77. 
n   as  abscissae     in  Curve  78. 

As  shown,  a  variation  in  the  E.M.F.  of  60  per  cent 
causes  a  \^riation  in  g  of  only  14  per  cent,  while  a  varia- 
tion in  N  or  5  by  50  per  cent  causes  a  variation  in  g  of  21 
per  cent. 

If  (R  =  magnetic  reluctance  of  a  circuit,  IF^  =  maximum 
M.M.F.,  /=  effective  current,  since  /V2  =  maximum  cur- 
rent, the  magnetic  flux, 

(R  (R 

Substituting  this  in  the  equation  of  the  counter  E.M.F.  of 
self-induction, 

^=V2x^«*10-», 

we  have  E  =  ; 

(R 

hence,  the  absolute  admittance  of  the  circuit  is 


/        (R10«        u(R 


,  10* 

where  a  — ,  a  constant. 

2wrr 

Therefore,  the  absolute  admittanee,  y,  of  a  circuit  of  neg- 
ligible resistance  is  proportional  to  the  magnetic  reluctance^  (R, 
and  inversely  proportional  to  the  frequcficy^  iV,  and  to  the 
square  of  the  number  of  turns y  n. 

82.  In  a  circuit  containing  iron,  the  reluctance,  (R,  varies 
with  the  magnetization;  that  is,  with  the  E.M.F.  Hence 
the  admittance  of  such  a  circuit  is  not  a  constant,  but  is 
also  variable. 

In  an  ironclad  electric  circuit,  —  that  is,  a  circuit  whose 
magnetic  field  exists  entirely  within  iron,  such  as  the  mag- 
netic  circuit   of  a  well-designeJ   alternating-current  trans- 
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former,—  (R  is  the  reluctance  of  the  iron  circuit.     Hence, 
if   fi  =  permeability,  since  — 

and  g:        Z7^=  i^xac  =  M.M.F., 

4  IT 

^=r5(B  =  ft53C=  magnetic  flux, 

and  cR  = ; 

47r/yiO 

substituting  this  value  in  the  equation  of  the  admittance, 
(RIO*  ,  ZIO*  z 


where 


Zl()»    ^  127Z10^ 


Therefore,  in  an  ironclad  circuit,  the  absolute  admiitamc, 
y^  is  inversely  proportional  to  the  frequcficy,  N,  to  the  penne- 
ability,  ^,  to  the  cross-section,  S,  and  to  the  square  of  the 
number  of  turns,  n  ;  and  directly  proportional  to  the  length 
of  the  magnetic  circuit,  L. 

The  conductance  is         g  =  —  ir-^rr  > 

and  the  admittance,  y  =  -  -- ; 

yv/x 

hence,  the  angle  of  hysteretic  advance  is 

sm  a  =  ^  =  — -srr-  \ 
or,  substituting  for  A  and  z  (p.  117), 

sin  a  =  a — t , 

or,  substituting 

^  =  2»7riV«5(B10-«, 

we  have       sin  a  =  — ^ 


1-24 


ALTERXA  TtXG-CURRENT  PIIEXOMEXA. 


V 


which  is  independent  of  frequency,  number  cf  turns,  and 
shape  and  size  of  the  magneuc  and  electric  circuit* 

Therefore^  in  an  iranciad  inductance,  the  angle  of  hysterctic 
advance,  a,  ikpcnds  upon  the  magnetic  constants,  fertHe ability 
and  coefficient  of  hysicresist  and  upon  tiu  maximum  magnetic 
indueiiou,  bnt  is  entirely  independent  of  the  frequency,  of  the 
shape  and  other  conditions  of  the  magnetic  and  electric  cifxmt ; 
and,  therefore^  all  ironclad  magnetic  circuits  constructed  of  the 
same  quality  of  iron  and  using  the  same  magnetic  density, 
give  the  same  angle  of  hystcretic  advance. 

The  angle  of  hysterctic  adz^ance^  a,  in  a  closed  ci fruit 
transfonner,  depends  upon  the  quality  of  the  iron^  and  upon 
the  magnetic  density  only. 

The  sine  of  the  angle  tf  hysterctic  advance  equals  4  times 
the  product  of  the  permeability  and  coefficient  of  hysteresis, 
divided  by  the  .4^^  poioer  of  the  magnetic  density, 

83.  If  the  magnetic  circuit  is  not  entirely  ironclad, 
and  the  magnetic  structure  contains  air-gaps,  the  total  re- 
luctance is  the  sum  of  the  iron  reluctance  and  of  the  air 
reluctance,  or 


a  =  m^.  +  (R^  J 


hence  the  admittance  is 


Therefore,  in  a  circuit  containing  iron,  the  admittance  is 
the  sum  of  the  admittance  due  to  the  iron  part  of  the  eircuit^ 
ji  =  a  ^1  /  -iV,  and  of  the  admittance  due  to  the  air  part  of  the 
eircuit,  j'^  —  « (51^  /  A\  tf  the  iron  and  the  air  are  in  series  in 
the  magnetic  circuit. 

The  conductance,  g,  represents  the  loss  of  energy  in 
the  iron,  and,  since  air  has  no  magnetic  hysteresis,  is  not 
changed  by  the  introduction  of  an  air-gap.  Hence  the 
angle  of  hysteretic  advance  of  phase  is 

^  -C  JT 

y     ji  +  x^     Xi 


4 

I 
I 


rf 
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and  a  maximum,^//,,  for  the  ironclad  circuit,  but  decreases 
with  increasing  width  of  the  air-gap.  The  introduction  of 
the  air-gap  of  reluctance,  (R^,  decreases  sin  a  in  the  ratio. 


(R,  +  (R« 

In  the  range  of  practical  application,  from  (B  =  2,000  to 
(B  =  12,000,  the  permeability  of  iron  varies  between  900 
and  2,000  approximately,  while  sin  a  in  an  ironclad  circuit 
varies  in  this  range  from  .51  to  .69.     In  air,  /*  =  1. 

If,  consequently,  one  per  cent  of  the  length  of  the  iron 
consists  of  an  air-gap,  the  total  reluctance  only  varies  through 
the  above  range  of  densities  in  the  proportion  of  1^  to  \^^ 
or  about  6  per  cent,  that  is,  remains  practically  constant ; 
while  the  angle  of  hysteretic  advance  varies  from  sin  a  =  .035 
to  sin  a  =  .064.  Thus  g  is  negligible  compared  with  ^,  and 
b  is  practically  equal  to  y. 

Therefore,  in  an  electric  circuit  containing  iron,  but 
forming  an  open  magnetic  circuit  whose  air-gap  is  not  less 
than  yj^y  the  length  of  the  iron,  the  susceptance  is  practi- 
cally constant  and  equal  to  the  admittance,  so  long  as 
saturation  is  not  yet  approached,  or, 

b  =  (^l N,  Qx\x  =  N/^, 
The  angle  of  hysteretic  advance  is  small,  below  4**,  and  the 
hysteretic  conductance  is. 

The  current  wave  is  practically  a  sine  wave. 

As  an  instance,  in  Fig.  71,  Curve  II.,  the  current  curve 
of  a  circuit  is  shown,  containing  an  air-gap  of  only  ,4^  of 
the  length  of  the  iron,  giving  a  current  wave  much  resem- 
bling the  sine  shape,  with  an  hysteretic  advance  of  9°. 

84.    To    determine  the  electric  constants  of   a  circuit 

containing  iron,  we  shall  proceed  in  the  following  way : 

Let  — 

£  =z  counter  E.M.F.  of  self-induction  ; 
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then  from  the  equation, 

vhere, 

X  ^  frequency, 

n  =  number  of  turns, 

we  get  the  magnetism,  *,  and  by  means  of  the  magnetic  cross 
section,  5,  the  maximum  magnetic  induction  :  iB  =  ♦/S. 

From  (B,  we  get,  by  means  of  the  magnetic  characteristic 
of  the  iron,  the  M.M.F.,  =  /*  ampere-tums  per  cm  length, 
where 

4  X 

if  3C  =  M.M.F.  in  C.G.S.  units. 
Hence, 

if   Z,  =  length   of   iron   circuit,  ^^=:  Li  F  ^  ampere-turns    re- 
quired in  the  iron  : 

if  L^  =  length  of  air  circuit,  ^m  =  — — ^ —  =  ampere-turns  re- 
quired in  the  air : 

hence,  5F  =  3F,  -u  iT^  =  total  ampere-tums,  maximum  value, 
and  ^    %  2  =  effective  value.     The  exciting  current  is 


and  the  absolute  admittance. 


If  ;T   is  not  nei:lit:ib!e  as  compared  with  S^.,  this  admit- 
tance, r.  is  variaKc  with  the  E.M.F.,  E. 

It  — 

/'  =  volume  of  iron, 

17  =  coenicient  of  h\-steresis. 

the  loss  of  energy  by  hysteresis  due  to  molecular  magnetic 
friction  is. 

hence  the  hysierotic  cor.ductance  is  ^  =  Jf  £r,  and  \-ari- 
ahlo  with  the  K.M.K.,  /T. 
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The  angle  of  hysteretic  advance  is,  — 
sin  a  =^/ J'; 


the  susceptance,  b  =  yl}^  —  g^\ 

the  effective  resistance,  ^  =  S I y^\ 

and  the  reactance,  x  =  b  / }^. 

85.  As  conclusions,  we  derive  from  this  chapter  the 
following :  — 

1.)  In  an  alternating-current  circuit  surrounded  by  iron, 
the  current  produced  by  a  sine  wave  of  E.M.F.  is  not  a  true 
sine  wave,  but  is  distorted  by  hysteresis,  and  inversely,  a 
sine  wave  of  current  requires  waves  of  magnetism  and 
E.M.F.  diflfering  from  sine  shape. 

2.)  This  distortion  is  excessive  only  with  a  closed  mag- 
netic circuit  transferring  no  energy  into  a  secondary  circuit 
by  mutual  inductance. 

3.)  The  distorted  wave  of  current  can  be  replaced  by 
the  equivalent  sine  wave  —  that  is  a  sine  wave  of  equal  effec- 
tive intensity  and  equal  power  —  and  the  superposed  higher 
harmonic,  consisting  mainly  of  a  term  of  triple  frequency, 
may  be  neglected  except  in  resonating  circuits. 

4.)  Below  saturation,  the  distorted  curve  of  current  and 
its  equivalent  sine  wave  have  approximately  the  same  max- 
imum value. 

5.)  The  angle  of  hysteretic  advance,  —  that  i.s,  the  phase 
difference  between  the  magnetic  flux  and  equivalent  sine 
wave  of  M.M.F.,  —  is  a  maximum  for  the  closed  magnetic 
circuit,  and  depends  there  only  upon  the  magnetic  constants 
of  the  iron,  upon  the  permeability,  /x,  the  coefficient  of  hys- 
teresis, 17,  and  the  maximum  magnetic  induction,  as  shown  in 

the  equation,  ^ 

sin  a  =    -^^  . 

6.)  The  effect  of  hysteresis  can  be  represented  by  an 
admittance,  V  =  £"  -\-jb,  or  an  impedance,  Z  =  r  —jx. 

7.)  The  hysteretic  admittance,  or  impedance,  varies  with 
the  magnetic  induction;  that  is,  with  the  E.M.F.,  etc. 
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8.)    The  hysteretic  conductance,^,  is  proportional  to  the 

coefficient  of  hysteresis,  ie\^  and  to  the  length  of  the  magnetic 

circuit,  Z,  inversely  proportional  to  the  .4*^  power  of  the 

E.M,F,,  E,  to  the  .6^  power  of  frequency,  N^  and  of  the 

cross-section  of  the  magnetic  circuit,  S^  and  to  the  IJJ^** 

power  of  the  number  of  turns  of  the  electric  circuit,  n^  as 

expressed  in  the  equation, 

^      58  17  L  10' 

9.)    The  absolute  value  of  hysteretic  admittance, — 


is  proportional  to  the  magnetic  reluctance :  (R  —  iiR,  +  (R^ , 
and  inversely  proportional  to  the  frequency,  N^  and  to  the 
square  of   the    number  of   turns,   f/,   as  expressed    in    the 


equation, 


J'  = 


(iB,  +  mJ10" 


10.)    In  an  ironclad  circuit,  the  absolute  value  of  admit- 
tance is  proportional  to  the  length  of  the  magnetic  circuit, 
and  invx^rsely  proporttonal  to  cross-section,  5,  frequency,  N^ 
permeability,  /i,  and  square  of  the  number  of  turns,  n^  or 
_  127  ZIP* 

11-)  In  an  open  magnetic  circuit,  the  conductance,  g^  is 
the  same  as  in  a  closed  magnetic  circuit  of  the  same  iron  part. 

12.)  In  an  open  magnetic  circuit,  the  admittance,  j%  is 
practically  constant,  if  the  length  of  the  air-gap  is  at  least 
ti?j  of  the  length  of  the  magnetic  circuit,  and  saturation  be 
not  approached, 

13.)  In  a  closed  magnetic  circuit,  conductance,  suscep- 
tance,  and  admittance  can  be  assumed  as  constant  through 
a  limited  range  only. 

14,)  From  the  shape  and  the  dimensions  of  the  circuits, 
and  the  magnetic  constants  of  the  iron,  all  the  electric  con- 
stants, g^  iff  y\  r,  X,  r,  can  be  calculated. 
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CHAPTER    XI. 
foucauIjT  or  eddy  currents. 

86.  While  magnetic  hysteresis  or  molecular  friction  is 
a  magnetic  phenomenon,  eddy  currents  are  rather  an  elec- 
trical phenomenon.  When  iron  passes  through  a  magnetic 
field,  a  loss  of  energy  is  caused  by  hysteresis,  which  loss^ 
however,  does  not  react  magnetically  upon  the  field.  When 
cutting  an  electric  conductor,  the  magnetic  field  induces  a 
current  therein.  The  M.M.F.  of  this  current  reacts  upon 
and  affects  the  magnetic  field,  more  or  less  ;  consequently, 
an  alternating  magnetic  field  cannot  penetrate  deeply  into  a. 
solid  conductor,  but  a  kind  of  screening  effect  is  produced, 
which  makes  solid  masses  of  iron  unsuitable  for  alternating 
fields,  and  necessitates  the  use  of  laminated  iron  or  iron 
wire  as  the  carrier  of  magnetic  flux. 

Eddy  currents  are  true  electric  currents,  though  flowing 
in  minute  circuits ;  and  they  follow  all  the  laws  of  electric 
circuits. 

Their  E.M.F.  is  proportional  to  the  intensity  of  magneti- 
zation, (B,  and  to  the  frequency,  N. 

Eddy  currents  are  thus  proportional  to  the  magnetization, 
(B,  the  frequency,  N,  and  to  the  electric  conductivity,  y,  of 
the  iron  ;  hence,  can  be  expressed  by 

/=  /3y(BiV: 

The  power  consumed  by  eddy  currents  is  proportional  ta 
their  square,  and  inversely  proportional  to  the  electric  con- 
ductivity, and  can  be  expressed  by 
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or,  since,  (B.V  is  proportional  to  the  induced  E-M-F.,  E^  in 
the  equation 

it  follows  that,  The  loss  of  f&iver  by  eddy  currents  is  proper- 
tiotml  to  the  square  of  the  E.M.F.,  and  proportional  to  tfu 

electric  conductivity  of  the  iron  ;  or. 

Hence,  that  component  of  the  effective  conductance 
which  is  due  to  eddy  currents,  is 

\V 

that  is.  The  equivalent  conductafue  due  to  eddy  currents  in 
the  iron  is  a  cofistant  of  the  magnetic  circuit ;  it  is  indepen- 
dent of  ]i.yi.V .,  frequency,  etc.^  but  proportional  to  the  electric 
conductivity  of  the  iron,  y. 

87.  Eddy  currents,  like  magnetic  hysteresis,  cause  an 
advance  of  phase  of  the  current  by  an  angle  of  cuivance^  p ; 
but,  unlike  hysteresis,  eddy  currents  in  general  do  not  dis- 
tort the  current  wave. 

The  angle  of  advance  of  phase  due  to  eddy  currents  is, 

sin  )3  =  ^ , 
y 

where  y  =  absolute  admittance  of  the  circuit,  g  =  eddy 
current  conductance. 

While  the  equivalent  conductance,  g,  due  to  eddy  cur- 
rents, is  a  constant  of  the  circuit,  and  independent  of 
E.M.F.,  frequency,  etc.,  the  loss  of  power  by  eddy  currents 
is  proportional  to  the  square  of  the  E.M.F.  of  self-induction, 
and  therefore  pro|X)rtional  to  the  square  of  the  frequency 
and  to  the  square  of  the  magnetization. 

Only  the  energy  comjx^nent,  gE,  of  eddy  currents,  is  of 
interest,  since  the  wattless  component  is  identical  with  the 
wattless  com|)onent  of  hysteresis,  discussed  in  a  preceding 
chapici. 
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88.    To  calculate  the  loss  of  power  by  eddy  currents  — 

Let  V  =  volume  of  iron  ; 

(B  =  maximum  magnetic  induction ; 
N  =  frequency ; 

y   =  electric  conductivity  of  iron ; 
€    =  coefficient  of  eddy  currents. 

The  loss  of  energy  per  cm^  in  ergs  per  cycle,  is 

«;  =  c  y  iV  (B^ ; 

hence,  the  total  loss  of  power  by  eddy  currents  is 

^  =  €  y  FiV-*  (B«  10  -  ^  watts, 

and  the  equivalent  conductance  due  to  eddy  currents  is 


g 


where : 


^  W^  lOcy/  ^  .507 cy/ 


£^      2-1^  Sn^ 


Sn^ 


I  =  length  of  magnetic  circuit, 

S  =  section  of  magnetic  circuit, 

n  =  number  of  turns  of  electric  circuit. 

The  coefficient  of  eddy  currents,  c, 
depends  merely  upon  the  shape  of  the 
constituent  parts  of  the  magnetic  cir- 
cuit ;  that  is,  whether  of  iron  plates 
or  wire,  and  the  thickness  of  plates  or 
the  diameter  of  wire,  etc. 

The  two  most  important  cases  are : 

(a).    Laminated  iron. 
(^).    Iron  wire. 

89.    (a).    Laminated  Iron, 
Let,  in  Fig.  79, 

d  =  thickness  of  the  iron  plates ; 
(B  =  maximum  magnetic  induction ; 
N  =  frequency  ; 
y   =  electric  conductivity  of  the  iron. 


f! 


Flq.  70. 
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Then,  if  x  is  the  distance  of  a  zone,  d  x,  from  the  center 
of  the  sheet,  the  conductance  of  a  zone  of  thickness,  dx, 
and  of  one  cm  length  and  width  is  y^x  ;  and  the  magnetic 
flux  cut  by  this  zone  is  (B  x.  Hence,  the  E1M.F.  induced  in 
this  zone  is 

«  ^  =  ^  1'  wX^  K,  in  CG.S.  units. 

This  ELM.F.  produces  the  current : 

i//=  lEydx  =  ^  i'trJi^ffiyxi/x,  in  CG.S.  units, 

provided  the  thickness  of  the  plate  is  negligible  as  compared 
with  the  length,  in  order  that  the  current  may  be  assumed 
as  flowing  parallel  to  the  sheet,  and  in  opposite  directions 
on  opposite  sides  of  the  sheet. 

The  power  consumed  by  the  induced  current  in  this 
zone,  dx,  is 

dP  =  hEd/=  2'M^X^S^  y  X  Vx,  in  CG.S.  units  or  ergs  per  second, 

and,  consequently,  the  total  power  consumed  in  one  cm*  of 
the  sheet  of  thickness,  d,  is 

^  d  ^  d 

hP=C     ^  dP  =  2iT^X^(S^^yC     \vx 

=  ^ — ,  in  CG.S.  units  : 

G 

the  power  consumed  per  cm^  of  iron  is,  therefore, 

/  =  —  =  ^-^'^'7'^^  ^  in  C.G.S.  units  or  erg-seconds, 
d  6 

and  the  energy  consumed  per  cycle  and  per  cm*  of  iron  is 
/i  =  J-  =  — ' ergs. 

The  coefficient  of  eddy  currents  for  laminated  iron  is, 
therefore, 

c  =  .^^  =  1.645  ^«, 
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where  y  is  expressed  in  C.G.S.  units.     Hence,  if  y  is  ex- 
pressed in  practical  units  or  10*"®  C.G.S.  units, 

«  =  !L£__il!_  =  1.645 //no-*. 
6 

Substituting  for  the  conductivity  of  sheet  iron  the  ap- 
proximate value, 

^  '  y  =  10», 

we  get  as  the  coefficient  of  eddy  currents  for  laminated  iron, 

c  =  ^'//«10-*=1.645//M0-*- 
6 

loss  of  energy  per  cm^  and  cycle, 

^  =€  y  iV^(B«  =  -//*  y  iVCB^O -•  =  1.645 //«  y  iV^CBnO -•  ergs 

=  1.645 //»iV(B2 10-*  ergs; 
or,       IV=  cyiV^CB'lO-^  =  1.645 //^iVCB^  10 -"  joules; 

loss  of  power  per  cm^  at  frequency,  iV, 

/  =  NW=:  cyiV^CBMO-^  =  1.645 //W*(B«  10""  watts; 

total  loss  of  power  in  volume,  V, 

/>  =  r/  =  1.645  F//«iV^«(B«10-"  watts. 

As  an  example, 

//=  1  mm  =  .1  cm;  N=  100;  (B  =  5000;   r=  1000  cm«. 

€  =  1,645  X  10-"; 
^=4110  ergs 

=  .000411  joules; 
/  =  .0411  watts; 
P^  41.1  watts. 

90.    (*).  Iron  Wire. 

Let,  in  Fig.  80,  d  = 
diameter  of  a  piece  of 
iron  wire ;  then  if  x  is 
the  radius  of  a  circular 
zone  of  thickness,  ^x, 
and  one  cm  in  length, 
the   conductance    of    this  pig,  so. 
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zone  is,  ydx  ^  2  vx,  and  the  magnetic  flux  inclosed  by  the 
zone  is  3  x-  x. 

Hence,  the  E.M.F.  induced  in  this  zone  is: 

hE  =  M'  X* .VvB  x\  in  CG.S.  units, 

and  the  current  produced  thereby  is. 


'-rx 


=  -^-^^  7  .VvBxi/jr,  in  CG.S.  units. 

The  power  consumed  in  this  zone  is,  therefore, 

dP^  6£JI=ii^yX^^'j^dx,  in  C.G.S.  units 

consequently,  the  total  power  consumed  in  one  cm  length 
of  wire  is 

hP  =  yjlV==  ^yJV^(&^p  x*dx 
=  *^  7  3-*  ^d*,  in  C.G.S.  units. 
Since  the  volume  of  one  cm  length  of  wire  is 


4 


the  power  consumed  in  one  cm^  of  iron  is 

g  z>  _i 

/  =  —^  ~  ui  ^  y^^^J^.  in  CG.S.  units  or  erg-seconds, 
aiul  the  energy  consumed  per  cycle  and  cm'  of  iron  is 
ir  =  ^,  =  ^  y  .Vv»*  d^  ergs. 

I  herctore.  the  aH'rticient  of  eildy  currents  for  iron  wire  is 


U> 


or.  if  y  is  expressal  in  pnicticul  units,  or  10 -*  CG.S.  units, 


4  -  7\/Mo-^  =  .i>i:«/no-'. 
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Substituting  ^  ^  ^^^ 

we  get  as  the  coefficient  of  eddy  currents  for  iron  wire, 

16 
The   loss   of   energy  per  cm^   of   iron,  and   per   cycle 
becomes 

'  16       '^  ^ 

=  . 617 //«iV(BUO-*  ergs, 
=  €yiV(B«  10-^  =  .617  //«iV^(B«10-"  joules; 

loss  of  power  per  cm^  at  frequency,  Ny 

f=  Nh=^  €yN^<S>^10-''  =  .617 //«iV«(B»  10-"  watts; 

total  loss  of  power  in  volume,  V^ 

/>=  F/  =  .617  Vd^N^(Si'  10-"  watts. 

As  an  example, 

^  =  1  mm,  =.1  cm ;  N=  100  ;  <S>^  =  5,000 ;    r=  1000  cm«. 

Then, 

c  =  .617  X  10-", 

W=  1640  ergs  =  .000154  joules, 

/  =  .0154  watts, 

P  =  15.4  watts, 

hence  very  much  less  than  in  sheet  iron  of  equal  thickness, 

91 .    Comparison  of  sheet  iron  and  iron  zvire. 

If 

di  =  thickness  of  lamination  of  sheet  iron,  and 
//j  =  diameter  of  iron  wire, 

the  eddy-coefficient  of  sheet  iron  being  % 

c,  =  ^./,nO-», 
6 

and  the  eddy  coefficient  of  iron  wire 
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the  loss  of  pc*wer  is  eqissu  in  bolh — other  things   being 
cqiaal  —  if  c^  =  cj :  that  is,  if. 

It  foUows  that  the  diameter  of  iron  wire  can  be  1.63 
times,  or,  roughly,  1}  as  large  as  the  thickness  of  laminated 
iron,  to  gi\-e  the  same  loss  of  energy  through  eddy  currents, 
as  shown  in  Fig.  81. 


Pig.  81. 

92.    Deviagiictizing,  or  screening  effect  of  eddy  currents. 

The  formulas  derive:!  for  the  coefficient  of  eddy  cur- 
rents in  laminated  iron  and  in  iron  wire,  hold  only  when 
the  eddy  currents  are  small  enough  to  neglect  their  mag- 
netizing force.  Otherwise  the  phenomenon  becomes  more 
complicated;  the  magnetic  flux  in  the  interior  of  the  lam- 
ina, or  the  wire,  is  not  in  phase  with  the  flux  at  the  sur- 
face, but  lags  behind  it.  The  magnetic  flux  at  the  surface 
is  due  to  the  impressed  M.M.F.,  while  the  flux  in  the  inte- 
rior is  due  to  the  resultant  of  the  impressed  M.M.F.  and  to 
the  M.M.F.  of  eddy  currents  ;  since  the  eddy  currents  lag 
90**  behind  the  flux  producing  them,  their  resultant  with 
the  impressed  M.M.F.,  and  therefore  the  magnetism  in  the 
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interior,  is  made  lagging.  Thus,  progressing  from  the  sur- 
face towards  the  interior,  the  magnetic  flux  gradually  lags 
more  and  more  in  phase,  and  at  the  same  time  decreases 
in  intensity.  While  the  complete  analytical  solution  of  this 
phenomenon  is  beyond  the  scope  of  this  book,  a  determina- 
tion of  the  magnitude  of  this  demagnetization,  or  screening 
effect,  sufficient  to  determine  whether  it  is  negligible,  or 
whether  the  subdivision  of  the  iron  has  to  be  increased 
to  make  it  negligible,  can  be  made  by  calculating  the  maxi- 
mum magnetizing  effect,  which  cannot  be  exceeded  by  the 
eddys. 

Assuming  the  magnetic  density  as  uniform  over  the 
whole  cross-section,  and  therefore  all  the  eddy  currents  in 
phase  with  each  other,  their  total  M.M.F.  represents  the 
maximum  possible  value,  since  by  the  phase  difference  and 
the  lesser  magnetic  density  in  the  center  the  resultant 
M.M.F.  is  reduced. 

In  laminated  iron  of  thickness  d^  the  current  in  a  zone 
of  thickness,  dx  at  distance  x  from  center  of  sheet,  is  : 

dl^  ^2irN(S>jxdx  units  (C.G.S.) 

=  V2  TT  N(S>jxdx  10  -  *  amperes ; 

hence  the  total  current  in  sheet  is 

J^  y  dl^y/'lir  N(S>j  10  -  «J]^  xdx 
.  jVCByV/nO -«  amperes. 


vi:>^ 


8 

Hence,  the  maximum  possible  demagnetizing  ampere-turns 
acting  upon  the  center  of  the  lamina,  are 

/  =  '^^^  N<S>jd^  10  -  8  =  .bryo  N(S>Jd^  10  -  • 

=  .555  iV(B^*10~'  ampere-turns  per  cm. 

Example  :     ^  =  .1  cm,     N=  100,     (S>  =  5,000, 
or  /  =  2.775  ampere-turns  per  cm. 
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93.  In  iron  wire  of  diameter  d,  the  current  in  a  tubular 
zone  of  dx  thickness  and  x  radius  is 

d  1=  —^  X  XQiijx  dx  10  -  •  amperes; 

hence,  the  total  current  is 

=  — ^  TT  N(S>jd*  10  - »  amperes. 
16 

Hence,  the  maximum  possible  demagnetizing  ampere-turns, 
acting  upon  the  center  of  the  wire,  are 

/  =  "1^  N(S>jd^  10  -  *  =  .2775  N(S>Jd'  10  -  • 

=  .2775  N(&  //2 10  -  •  ampere-turns  per  cm. 

For  example,  \{  d  =  .1  cm,  .V=  100,  (B  =  5,000,  then 
/=  1,338  ampere-turns  per  cm;  that  is,  half  as  much  as  in 
a  lamina  of  the  thickness  </. 

94.  Besides  the  eddy,  or  Foucault,  currents  proper,  which 
flow  as  parasitic  circuits  in  the  interior  of  the  iron  lamina 
or  wire,  under  certain  circumstances  eddy  currents  also 
flow  in  larger  orbits  from  lamina  to  lamina  through  the 
whole  magnetic  structure.  Obviously  a  calculation  of  these 
eddy  currents  is  possible  only  in  a  particular  structure. 
They  are  mostly  surface  currents,  due  to  short  circuits 
existing  between  the  laminae  at  the  surface  of  the  magnetic 
structure. 

Furthermore,  eddy  currents  arc  induced  outside  of  the 
maj;nctic  iron  circuit  proper,  by  the  magnetic  stray  field 
cutting  electric  conductors  in  the  neighborhood,  especially 
when  drawn  towards  them  by  iron  masses  behind,  in  elec- 
tric conductors  passing  through  the  iron  of  an  alternating 
field,  etc.  All  these  phenomena  can  be  calculated  only  in 
particular  cases,  and  are  of  less  interest,  since  they  can 
and  shvuild  be  avoided. 
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Eddy  Currents  in  Conductor,  and  Unequal  Current 
Distribution. 

96.  If  the  electric  conductor  has  a  considerable  size,  the 
alternating  magnetic  field,  in  cutting  the  conductor,  may 
set  up  differences  of  potential  between  the  different  parts 
thereof,  thus  giving  rise  to  local  or  eddy  currents  in  the 
copper.  This  phenomenon  can  obviously  be  studied  only 
with  reference  to  a  particular  case,  where  the  shape  of  the 
conductor  and  the  distribution  of  the  magnetic  field  are 
known. 

Only  in  the  case  where  the  magnetic  field  is  produced 
by  the  current  flowing  in  the  conductor  can  a  general  solu- 
tion be  given.  The  alternating  current  in  the  conductor 
produces  a  magnetic  field,  not  only  outside  of  the  conductor, 
but  inside  of  it  also ;  and  the  lines  of  magnetic  force  which 
close  themselves  inside  of  the  conductor  induce  E.M.Fs. 
in  their  interior  only.  Thus  the  counter  E.M.F.  of  self- 
inductance  is  largest  at  the  axis  of  the  conductor,  and  least 
at  its  surface ;  consequently,  the  current  density  at  the 
surface  will  be  larger  than  at  the  axis,  or,  in  extreme  cases, 
the  current  may  not  penetrate  at  all  to  the  center,  or  a 
reversed  current  flow  there.  Hence  it  follows  that  only  the 
exterior  part  of  the  conductor  may  be  used  for  the  conduc- 
tion of  the  current,  thereby  causing  an  increase  of  the 
ohmic  resistance  due  to  unequal  current  distribution. 

The  general  solution  of  this  problem  for  round  conduc- 
tors leads  to  complicated  equations,  and  can  be  found  else- 
where. 

In  practice,  this  phenomenon  is  observed  only  with  very 
high  frequency  currents,  as  lightning  discharges ;  in  power 
distribution  circuits  it  has  to  be  avoided  by  either  keeping 
the  frequency  sufficiently  low,  or  having  a  shape  of  con- 
ductor such  that  unequal  current  distribution  does  not 
take  place,  as  by  using  a  tubular  or  a  flat  conductor,  or 
several  conductors  in  parallel. 


140  ALTERNATING-CURRENT  PHENOMENA, 

96.  It  will,  therefore,  be  sufficient  to  determine  the 
largest  size  of  round  conductor,  or  the  highest  frequency, 
where  this  phenomenon  is  still  negligible. 

In  the  interior  of  the  conductor,  the  current  density 
is  not  only  less  than  at  the  surface,  but  the  current  lags 
behind  the  current  at  the  surface,  due  to  the  increased 
effect  of  self-inductance.  This  lag  of  the  current  causes  the 
magnetic  fluxes  in  the  conductor  to  be  out  of  phase  with 
each  other,  making  their  resultant  less  than  their  sum,  while 
the  lesser  current  density  in  the  center  reduces  the  total 
flux  inside  of  the  conductor.  Thus,  by  assuming,  as  a  basis 
for  calculation,  a  uniform  current  density  and  no  difference 
of  phase  between  the  currents  in  the  different  layers  of  the 
conductor,  the  unequal  distribution  is  found  larger  than  it 
is  in  reality.  Hence  this  assumption  brings  us  on  the  safe 
side,  and  at  the  same  time  simplifies  the  calculation  greatly. 

Let  Fig.  82  represent  a  cross-section  of  a  conductor  of 
radius  R^  and  a  uniform  current  density, 

._     I 

where  /  =  total  current  in  conductor. 


Fig.  82. 

The  magnetic  reluctance  of  a  tubular  zone  of  unit  length 
and  thickness  e/x,  of  radius  x,  is 

2.r7r 
o\  =  — — . 
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The  current  inclosed  by  this  zone  is  I^  =  ix^,  and  there 
fore,  the  M.M.F.  acting  upon  this  zone  is 

$F^  =  4ir  /,/ 10  =  4ir^M?/ 10, 
and  the  magnetic  flux  in  this  zone  is 

</*  =  $Fa:/  (Rx  =  2  icixdx/l^. 
Hence,  the  total  magnetic  flux  inside  the  conductor  is 

*  =  J.^*=ioV."^  =  -i(r  =  io- 

From  this  we  get,  as  the  excess  of  counter  E.M.F.  at  the 
axis  of  the  conductor  over  that  at  the  surface  — 

^E  =  V2ir^*  10-«  =  V2iriV/10  -•,  per  unit  length, 
=  V27rSiV/^10-»; 

and  the  reactivity,  or  specific  reactance  at  the  center  of  the 
conductor,  becomes  k  ==  ^E  /  i  ^  V2  it^NR^  10  -•. 
Let  p  =  resistivity,  or  specific  resistance,  of  the  material  of 
the  conductor. 

We  have  then,     k/p  =  ^ir^Ar/^lO-^ / p; 

and  p/  VFT7» 

the  ratio  of  current  densities  at  center  and  at  periphery. 

For  example,  if,  in  copper,  p  =  1.7  x  10  ~^  and  the 
percentage  decrease  of  current  density  at  center  shall  not 
exceed  5  per  cent,  that  is  — 

p-*-  \/j^-hp^  =  .95  -«- 1, 
we  have,  >t  =  .51  x  lO"'; 

hence       .51  x  10-«  =  '^rr^N/^  10 -^ 
or  JV/T'  =  36.6  ; 

hence,  when  ^r=       125        100        60     25 

i?=      .541       .605       .781     1.21cm. 
Z?  =  2i?=    1.08       1.21       1.56       2.42  cm. 

Hence,  even  at  a  frequency  of  125  cycles,  the  effect  of 
unequal  current  distribution  is  still  negligible  at  one  cm 
diameter  of  the  conductor.  Conductors  of  this  size  are, 
however,  excluded  from  use  at  this  frequency  by  the  exter- 
nal self-induction,  which   is   several  times   larger  than  the 
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resistance.  We  thus  see  that  unequal  current  distribution 
is  usually  negligible  in  practice.  The  above  calculation  was 
made  under  the  assumption  that  the  conductor  consists  of 
unmagnetic  material.  If  this  is  not  the  case,  but  the  con- 
ductor of  iron  of  permeability  fi,  then  ;  d^  =  /i^^  /  (R,  and 
thus  ultimately ;  >&  =  V2  ir^.V/i^lO  -•  and  ;  i&  /  />  =  V2  ir* 
AfiA**  10 ""'/p.  Thus,  for  instance,  for  iron  wire  at 
P  =  10xl0-*,  ft  =  500  it  is,  permitting  5%  diflference 
between  center  and  outside  of  wire ;  k  =  3.2  x  10  ~*  and 
NR'  =  .4G, 
hence  when,  .V=  125      100      60       25 

^  =  .061     .068     .088     .136  cm. 
thus  the  effect  is  noticeable  even  with  relatively  small  iron 

wire. 

Mutual  Inductance, 

97.  When  an  alternating  magnetic  field  of  force  includes 
a  secv>ndar}'  electric  conductor,  it  induces  therein  an  E.M.F. 
which  produces  a  current,  and  thereby  consumes  energy  if 
the  circuit  of  the  secondary-  conductor  is  closed. 

A  particular  case  of  such  induced  secondary  currents 
are  the  eddy  or  Foucault  currents  pre\'iously  discussed. 

Another  important  case  is  the  induction  of  secondary 
E.M.Fs.  in  neighboring  circuits ;  that  is,  the  interference  of 
circuits  rimnini:  parallel  with  each  other. 

In  general,  it  is  preferable  to  consider  this  phenomenon 
of  mutual  inductance  as  not  merely  producing  an  energy 
cvMnjx^ricut  and  a  wattless  component  of  E.M.F.  in  the 
prin^ary  v.vr.ductor.  but  to  consider  explicitly  both  the  sec- 
oTvJ.ary  ar.d  the  ^^riniar}"  circuit,  as  \%"ill  be  done  in  the 
cha;^:cr  or.  the  altorriating-currer.t  transformer. 

Or.!y  in  vra>e>  where  the  ener^'  transferred  into  the 
scvvnd-ir."  vTircu::  j:r.>:i:u:es  a  small  rort  of  the  total  pri- 
mary- ener;^.-.  ds  :n  the  discussion  o:  the  disturbance  caused 
by  :t^?  v:r:u::  U7«:n  a  rorollel  circuit,  ntay  the  enect  on  the 
yr""ary  circuit  re  r 'r.s'.orrc'-i  ar.j..  .;*u>.v  as  m.  tue  jnopter 
V-::   cd-i".    jurrtnts.    :v  the  uttr:dujt:;n   .:   on   eiterrv  coo 
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ponent,  representing  the  loss  of  power,  and  a  wattless 
component,  representing  the  decrease  of  self-inductance. 

Let  — 

;r  =  2irNL  =  reactance  of  main  circuit;  that  is,  L  ■-= 
total  number  of  interlinkages  with  the  main  conductor,  of 
the  lines  of  magnetic  force  produced  by  unit  current  in 
that  conductor  ; 

jTj  =  2irNL^  =  reactance  of  secondary  circuit ;  that  is, 
Zj  =  total  number  of  interlinkages  with  the  secondary 
conductor,  of  the  lines  of  magnetic  force  produced  by  unit 
current  in  that  conductor ; 

Xj^  =  2iriVZ„,  =  mutual  inductance  of  circuits  ;  that  is, 
L^  =  total  number  of  interlinkages  with  the  secondary 
conductor,  of  the  lines  of  magnetic  force  produced  by  unit 
current  in  the  main  conductor,  or  total  number  of  inter- 
linkages with  the  main  conductor  of  the  lines  of  magnetic 
force  produced  by  unit  current  in  the  secondary  conductor. 
Obviously  :  x„^^  <  xxi.* 


*  As  coefficient  of  self-inductance  L,  Z.|,  the  total  flux  surrounding  the  conductor 
is  here  meant.  Usually  in  the  discussion  of  inductive  apparatus,  especially  of  trans- 
formers, that  part  of  the  magnetic  flux  is  denoted  self-inductance  of  the  one  circuit 
which  surrounds  this  circuit,  but  not  the  other  circuit;  that  is.  which  passes  between 
both  circuits.  Hence,  the  total  self-inductance,  L,  is  in  this  ease  equal  to  the  sum  of 
the  self-inductance,  Z.^,  and  the  mutual  inductance,  L^. 

The  object  of  this  distinction  is  to  separate  the  wattless  part,  Zj,  of  the 
total  self-inductance,  /.,  from  that  |iart,  /«/,  which  represents  the  transfer  of 
E.M.K.  into  the  secondary  circuit,  since  the  action  of  these  two  components  is 
essentially  <1iffereiit. 

Thus,  in  alternating-current  transformers  it  is  customary  —  and  will  l>e 
done  later  in  this  lK)ok  —  to  denote  as  the  self-inductance,  /.,  of  each  circuit 
only  that  part  of  the  magnetic  flux  produced  by  the  circuit  which  passes 
between  both  circuits,  and  thus  acts  in  "choking*'  only,  hu{  not  in  transform- 
ing; while  the  flux  surrounding  both  circuits  is  called  mutual  inductance,  or 
useful  magnetic  flux. 

With  this  denotation,  in  transformers  the  mutual  inductance,  /»,,  is  usu- 
ally very  much  greater  than  the  self-inductances,  //,  and  /,',  while,  if  the 
self-inductances,  A  and  /j ,  represent  the  total  flux,  their  product  is  larger 
than  the  square  of  the  mutual  inductance,  /.,„  ;  or 
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Let  Tj  =  resistance  of  secondary  circuit.     Then  the  ira- 
pe-vlance  ol  secondary  circuit  is 

H.M.F.  induced  in  the  secondary  circuit,  £i  ^=jx^Ij 
where  /  =  primary  current.   Hence,  the  secondary  current  is 

and  the  K.M.K.  induced  in  the  primary-  circuit  by  the  secon- 
dary current.  i\  is 


or*  exrvinded. 


Hence,  the  E.M.F.  consumed  thereby 

*^-  =    '   - :_  -.-  j: =. — :_   '   /  =     ^  —  TK-  I 

f    r.-  —  .1.-  •-.-  ^  jr.-  I    . 

.■ro.sTi   s.^~   rr:-".  tr.e  -iimziof   :c    ^^iif-iDractizicit.     Or, 

^S  Vv""..>  -v-^T.-;-: u'  ^^•>:«^eN:5  lt>i  i-5r}-  nrrmt?  can 
>v:  r.'i' SI :.'.-;■.■.  «>  :r«r  i•T•IT-^;^  r.'cr.T^.'otr.:  :c  orumm:^  rein- 
/j;:"7;s:.r'ri    ".:.>  :.-   i'^i*"::/   r.iTr.rcC'i'r:   l;s:..  T*LTT»iiS.  diifjfrmr 
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While  the  laws  of  the  loss  of  energy  by  magnetic  hys- 
teresis are  fairly  well  understood,  and  the  magnitude  of  the 
effect  known,  the  phenomenon  of  dielectric  hysteresis  is 
still  almost  entirely  unknown  as  concerns  its  laws  and  the 
magnitude  of  the  effect. 

It  is  quite  probable  that  the  loss  of  power  in  the  dielec- 
tric in  an  alternating  electrostatic  field  consists  of  two  dis- 
tinctly different  components,  of  which  the  one  is  directly 
proportional  to  the  frequency,  —  atialogous  to  magnetic 
hysteresis,  and  thus  a  constant  loss  of  energy  per  cycle, 
independent  of  the  frequency ;  while  the  other  component 
is  proportional  to  the  square  of  the  frequency,  —  analogous 
to  the  loss  of  power  by  eddy  currents  in  the  iron,  and  thus 
a  loss  of  energy  per  cycle  proportional  to  the  frequency. 

The  existence  of  a  loss  of  power  in  the  dielectric,  pro- 
portional to  the  square  of  the  frequency,  I  observed  some 
time  ago  in  paraffined  paper  in  a  high  electrostatic  field  and 
at  high  frequency,  by  the  electro-dynamometer  method, 
and  other  observers  under  similar  conditions  have  found 
the  same  result. 

Arno  of  Turin  found  at  low  frequencies  and  low  field 
strength  in  a  larger  number  of  dielectrics,  a  loss  of  energy 
per  cycle  independent  of  the  frequency,  but  proportional  to 
the  1.6'**  power  of  the  field  strength,  —  that  is,  following 
the  same  law  as  the  magnetic  hysteresis. 

This  loss,  probably  true  dielectric  static  hysteresis,  was 
observed  under  conditions  such  that  a  loss  proportional  to 
the  square  of  density  and  frequency  must  be  small,  while  at 
high  densities  and  frequencies,  as  in  condensers,  the  true 
dielectric  hysteresis  may  be  entirely  obscured  by  a  viscous 
loss,  represented  by   W-^  =  ciVcB^. 

99.  If  the  loss  of  power  by  electrostatic  hysteresis  is 
proportional  to  the  square  of  the  frequency  and  of  the  field 
intensity, — as  it  probably  nearly  is  under  the  working  con- 


ditions  of  alternating-current  condensers,  —  then  it  is  pro* 
portional  to  the  square  of  the  E,M.F.,  that  is,  the  effective 
conductance,  g,  due  to  diekctric  hysteresis  is  a  constant ; 
and»  since  the  condenser  susceptance,  —  i—  ^',  is  a  constant 
also,  —  unlike  the  magnetic  inductance,  —  the  ratio  of  con- 
ductance and  susceptance,  that  is,  the  angle  of  difference 
of  phase  due  to  dielectric  hysteresis,  is  a  constant,  This  I 
found  proved  by  experiment.  This  would  mean  that  the 
dielectric  hysteretic  admittance  of  a  condenser, 

where ;  g  =  hysteretic  conductance,  ^'  =  hysteretic  suscep- 
tance ;  and  the  dielectric  hysteretic  impedance  of  a  con- 
denser, ™ 

where :  r  =  hysteretic  resistance,  -r,.  =  hysteretic  condens- 
ance ;  and  the  angle  of  dielectric  hysteretic  lag,  tan  a  =  d*  /g 
=  x^  /  r^  arc  constants  of  the  circuit,  independent  of  E.  M .  F. 
and  frequency.  The  E.M.F,  is  obviously  inversely  propor- 
tianal  to  the  frequency. 

The  true  static  dielectric  hysteresis,  observed  by  Amo 
as  proportional  to  the  T6"'  power  of  the  density,  will  enter 
the  admittance  and  the  impedance  as  a  term  variable  and 
dependent  upon  E.M.F.  and  frequency,  in  the  same  manner 
as  discussed  in  the  chapter  on  magnetic  hysteresis. 

To  the  magnetic  hy.'^teresis  corresponds,  in  the  electro- 
static field,  the  static  component  of  dielectric  hysteresis, 
following,  probably,  the  same  law  of  l.C"  power. 

To  the  eddy  currents  in  the  iron  corresponds,  in  the 
electrostatic  field,  the  viscous  component  of  dielectric  hys- 
teresis, following  the  square  law. 

As  a  rule  however,  these  hysteresis  losses  in  the  alter- 
nating electrostatic  field  of  a  condenser  are  very  much 
smaller  than  the  losses  in  an  attematihg  magnetic  fields  so 
that  while  the  latter  exert  a  very  marked  effect  on  the  do- 
sign  of  apparatus,  repreiienting  frequently  the  largest  of  all 
the  losses  of  energy,  the  dielectric  losses  are  so  small  as  to 
be  very  difficult  to  observe. 
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To  the  phenomenon  of  mutual  inductance  corresponds, 
in  the  electrostatic  field,  the  electrostatic  induction,  or  in- 
fluence. 

100.  The  alternating  electrostatic  field  of  force  of  an 
electric  circuit  induces,  in  conductors  within  the  field  of 
force,  electrostatic  charges  by  what  is  called  electrostatic 
influence.  These  charges  are  proportional  to  the  field 
strength ;  that  is,  to  the  E.M.F.  in  the  main  circuit. 

If  a  flow  of  current  is  produced  by  the  induced  charges, 
energy  is  consumed  proportional  to  the  square  of  the  charge ; 
that  is,  to  the  square  of  the  E.M.F. 

These  mduced  charges,  reacting  upon  the  main  conduc- 
tor, influence  therein  charges  of  equal  but  opposite  phase, 
and  hence  lagging  behind  the  main  E.M.F.  by  the  angle 
of  lag  between  induced  charge  and  inducing  field.  They 
require  the  expenditure  of  a  charging  current  in  the  main 
conductor  in  quadrature  with  the  induced  charge  thereon  ; 
that  is,  nearly  in  quadrature  with  the  E.M.F.,  and  hence 
consisting  of  an  energy  component  in  phase  with  the 
E.M.F.  —  representing  the  power  consumed  by  electrostatic 
influence  —  and  a  wattless  component,  which  increases  the 
capacity  of  the  conductor,  or,  in  other  words,  reduces  its 
capacity  reactance,  or  condensance. 

Thus,  the  electrostatic  influence  introduces  an  effective 
conductance,  gy  and  an  effective  susceptance,  by  —  of  the 
same  sign  with  condenser  susceptance,  —  into  the  equations 
of  the  electric  circuit. 

While  theoretically  g  and  b  should  be  constants  of  the 
circuit,  frequently  they  are  very  far  from  such,  due  to 
disruptive  phenomena  beginning  to  appear  at  high  electro- 
static stresses. 

Even  the  capacity  condensance  changes  at  very  high 
potentials  ;  escape  of  electricity  into  the  air  and  over  the 
surfaces  of  the  supporting  insulators  by  brush  discharge  or 
electrostatic  glow  takes  place.     As  far  as  this  electrostatic 
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corona  reaches,  the  space  is  in  electric  connection  with  the 
conductor,  and  thus  the  capacity  of  the  circuit  is  deter- 
mined, not  by  the  surface  of  the  metallic  conductor,  but 
by  the  exterior  surface  of  the  electrostatic  glow  surround- 
ing the  conductor.  This  means  that  with  increasing  po- 
tential, the  capacity  increases  as  soon  as  the  electrostatic 
corona  appears ;  hence,  the  condensance  decreases,  and  at 
the  same  time  an  energy  component  appears,  representing 
the  loss  of  power  in  the  corona. 

This  phenomenon  thus  shows  some  analogy  with  the  de- 
crease of  magnetic  inductance  due  to  saturation. 

At  moderate  potentials,  the  condensance  due  to  capacity 
can  be  considered  as  a  constant,  consisting  of  a  wattless 
component,  the  condensance  proper,  and  an  energy  com- 
ponent, the  dielectric  hysteresis. 

The  condensance  of  a  polarization  cell,  however,  begins 
to  decrease  at  very  low  potentials,  as  soon  as  the  counter 
E.M.F,  of  chemical  dissociation  is  approached. 

The  condensance  of  a  synchronizing  alternator  is  of 
the  nature  of  a  variable  quantity ;  that  is,  the  effective 
reactance  changes  gradually,  according  to  the  relation  of 
impressed  and  of  counter  E.M.F,,  from  inductance  over 
zero  to  condensance. 

Besides  the  phenomena  discussed  in  the  foregoing  as 
terms  of  the  energy  components  and  the  wattless  compo- 
nents of  current  and  of  E.M-F.>  the  electric  leakage  is 
to  be  considered  as  a  further  energy  component ;  that  is, 
the  direct  escape  of  current  from  conductor  to  return  con- 
ductor through  the  surrounding  medium,  due  to  imperfect 
insulating  qualities.  This  leakage  current  represents  an 
effective  conductance,  g,  theoretically  independent  of  the 
E.MF.,  but  in  reality  frequently  increasing  greatly  with  the 
E,M,F„  owing  to  the  decrease  of  the  insulating  strength  of 
the  medium  upon  approaching  the  limits  of  its  disruptive 
strength. 
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101.  In  the  foregoing,  the  phenomena  causing  loss  of 
energy  in  an  alternating-current  circuit  have  been  dis- 
cussed ;  and  it  has  been  shown  that  the  mutual  relation 
between  current  and  E.M.F.  can  be  expressed  by  two  of 
the  four  constants : 

Energy  component  of   E.M.F.,  in  phase  with  current,  and  = 

current  X  effective  resistance,  or  r ; 
wattless  component  of  E.M.F.,  in  quadrature  with  current,  and  = 

current  X  effective  reactance,  or  x ; 
energy   component  of  current,  in  phase  with   E.M.F.,  and  = 

EM.F.  X  effective  conductance,  or^; 
wattless  component  of  current,  in  quadrature  with  EM.F.,  and  = 

EM.F.  X  effective  susceptance,  or  b. 

In  many  cases  the  exact  calculation  of  the  quantities, 
r,  Xy  gy  by  is  not  possible  in  the  present  state  of  the  art. 

In  genera],  r,  Xy  gy  by  are  not  constants  of  the  circuit,  but 
depend  —  besides  upon  the  frequency  —  more  or  less  upon 
E.M.F.,  current,  etc.  Thus,  in  each  particular  case  it  be- 
comes necessary  to  discuss  the  variation  of  r,  Xy  g,  by  or  to 
determine  whether,  and  through  what  range,  they  can  be 
assumed  as  constant. 

In  what  follows,  the  quantities  r,  Xy  g^  by  will  always  be 
considered  as  the  coefficients  of  the  energy  and  wattless 
components  of  current  and  E.M.F.,  —  that  is,  as  the  effec- 
five  quantities,  —  so  that  the  results  are  directly  applicable 
to  the  general  electric  circuit  containing  iron  and  dielectric 
losses. 

Introducing  now,  in  Chapters  VII.  to  IX.,  instead  of 
"  ohmic  resistance,'*  the  term  "  effective  resistance,"  etc., 
as  discussed  in  the  preceding  chapter,  the  results  apply 
also  —  within  the  range  discussed  in  the  preceding  chapter 
—  to  circuits  containing  iron  and  other  materials  producing 
energy  losses  outside  of  the  electric  conductor. 
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CHAPTER    XIL 

POWER,  AND   DOUBLE    FBEUUEKCY    QUANTITIES 
IK  QENEKAIj. 


102,  Graphically  alternating  currents  and  RM.F's 
are  represented  by  vectors,  of  which  the  length  represents 
the  inteasky,  the  direction  the  phase  of  the  alternating 
wave.  The  vectors  generally  issue  from  the  center  of 
co-ordinates. 

In  the  topographical  method,  however,  which  is  more 
convenient  for  complex  networks,  as  inter  J  inked  polyphase 
circuits,  the  alternating  wave  is  represented  by  the  straight 
line  between  two  points,  these  points  representing  the  abso- 
lute values  of  potential  (with  regard  to  any  reference  point 
chosen  as  co-ordinate  center)  and  their  connection  the  dif- 
ference of  potential  in  phase  and  intensity. 

Algebraically  these  vectors  are  represented  by  complex 
quantities.  The  impedance,  admittance,  etc.,  of  the  circuit 
is  a  complex  quantity  also,  in  symbolic  denotation* 

Thus  current,  E.M.F.,  impedance,  and  admittance  are 
related  by  multiplication  and  division  of  complex  quantities 
similar  as  current,  E.M.F.,  resistance,  and  conductance  are 
related  by  Ohms  law  in  direct  current  circuits. 

In  direct  current  circuits,  power  is  the  product  of  cur- 
rent into  E.M,F.     lu  alternatitg  current  circuits,  if 

E  =  ^  \^j^^ 
The  product, 
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is  not  the  power;  that  is,  multiplication  and  division,  which 
are  correct  in  the  inter-relation  of  current,  E.M.F.,  impe- 
dance, do  not  give  a  correct  result  in  the  inter-relation  of 
E.M.F.,  current,  power.  The  reason  is,  that  -ff/ are  vec- 
tors of  the  same  frequency,  and  Z  a  constant  numerical 
factor  which  thus  does  not  change  the  frequency. 

The  power  /*,  however,  is  of  double  frequency  compared 
with  E  and  /,  that  is,  makes  a  complete  wave  for  every 
half  wave  of  E  or  /,  and  thus  cannot  be  represented  by  a 
vector  in  the  same  diagram  with  E  and  /. 

P^  =  E  I  is  a  quantity  of  the  same  frequency  with  E 
and  /,  and  thus  cannot  represent  the  power. 

103.  Since  the  power  is  a  quantity  of  double  frequency 
of  E  and  /,  and  thus  a  phase  angle  at  in  E  and  /  corre- 
sponds to  a  phase  angle  2  co  in  the  power,  it  is  of  interest  to 
investigate  the  product  E  I  formed  by  doubling  the  phase 
angle. 

Algebraically  it  is, 

P=,EI=  (^  -hyO  (/^  -hyV")  = 

Since  y*  =  —  1,  that  is  180°  rotation  for  E  and  /,  for  the 
double  frequency  vector,  P,j^  =  -\-\y  or  360**  rotation,  and 

yx  i=y 
1  xy=  -/ 

That  is,  multiplication  with  j  reverses  the  sign,  since  it 
denotes  a  rotation  by  180°  for  the  power,  corresponding  to 
a  rotation  of  90°  for  E  and  /. 

Hence,  substituting  these  values,  we  have, 

/>=  [EI]  =  (^/*  -f-  ^»/")  +/  (A'*  -  ^/-^i) 

The  symbol  [E  /]  here  denotes  the  transfer  from  the 
frequency  of  E  and  /  to  the  double  frequency  of  P. 
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The  product,  P  —  \E  I\  consists  of  two  components ; 
the  real  component, 

P"^  =  \EIJ  =  (^/i  +  A-") 
and  the  imaginary  component, 

jPo  =>  {Eiy  =y  (^/^  -  ^/n) 
The  component, 

P"^  =  \EIJ  =  (^/i  +  ^/") 
is  the  power  of  the  circuit,  ^  E  I  cos  (E  /) 
The  component, 

PJ  =  [^/y  =  (A*^  -  ^z-") 

is  what  may  be  called  the  "  wattless  power,"  or  the  ix)wer- 
less  or  quadrature  volt-amperes  of  the  circuit,  ^  E  I  sin 
{E  I). 

The  real  component  will  be  distinguished  by  the  index 
1,  the  imaginary  or  wattless  component  by  the  index/. 

By  introducing  this  symbolism,  the  power  of  an  alternat- 
ing circuit  can  be  represented  in  the  same  way  as  in  the 
direct  current  circuit,  as  the  symbolic  product  of  current 
and  E.M.F. 

Just  as  the  symbolic  expression  of  current  and  E.M.F. 
as  complex  quantity  does  not  only  give  the  mere  intensity, 
but  also  the  phase, 

tan  </»  =  -^ 

so  the  double  frequency  vector  product  P  =  [E  /]  denotes 
more  than  the  mere  power,  by  giving  with  its  two  compo- 
nents P^  =  [E  /y  and  PJ  =  [E  ly,  the  true  energy  volt- 
amperes,  and  the  wattless  volt-amperes. 

If 
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then 

/    2  2 

^  =  y  ^  +  ^i 


and 


7=  \ji^  +  i^ 


or 


S  2  22  22  22  2S 

/>*    +7V    =^/l     +^1/"     +^1|1     +^/" 

2  2  2  2 

=  (^  +*")(/■•  +/") 
=  (^/)' 

where  Q  =■  total  volt  amperes  of  circuit.     That  is, 

The  true  power  P^  and  the  wattless  power  P^  are  the  two 
rectangular  components  of  the  total  apparent  power  Q  of  the 
circuit. 

Consequently, 

///  symbolic  representation  as  double  freqvency  vector  pro- 
ducts^ powers  can  be  combined  and  resolved  by  the  parallelo- 
gram of  vectors  just  as  currents  and  E.M.F's  in  graphical 
or  symbolic  representation. 

The  graphical  methods  of  treatment  of  alternating  cur- 
rent phenomena  are  here  extended  to-  include  double  fre- 
quency quantities  as  power,  torque,  etc. 

P^ 

-y  =/  =  cos  CO  =  power  factor. 

PJ 

—  =  ^  =  sin  ft)  =  inductance  factor 

of  the  circuit,  and  the  general  expression  of  power  is, 

=  Q  (cos  w  -hy  sin  w) 

104.     The  introduction  of  the  double  frequency  vector 
product  /'=[£'/]  brings  us  outside  of  the  limits  of  alge- 
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bra,  howe\'er»   and  the  commutative  principle  of  algebra, 
a  X  b  =^  b  Xaj  does  not  apply  any  more,  but  we  have. 


smce 


we  have 


[EI^  unlike  [IE] 


that  is,  the  imaginary'  component  reverses  its  sign  by  the 
interchange  of  factors. 

The  physical  meaning  is,  that  if  the  wattless  power 
[E  ly  is  lagging  with  r^ard  to  E,  it  is  leading  with  regard 
to/. 

The  wattless  component  of  power  is  absent,  or  the  total 
apparent  power  is  true  power,  if 

\£iy  =  (^/»  -  i'i^)  =  0. 
that  is. 


^ 


/ 


or, 

tan  (E)  =  tan  (/), 

that  is,  E  and  /  are  in  phase  or  in  opposition. 

The  true  power  is  absent,  or  the  total  apparent  power 
wattless,  if 

[E/Y  =  {.^i^  +  ^'/"  =  0 

that  is, 

^  -      /" 
or, 

tan  ^  =  —  cot  / 

that  is,  E  and  /  are  in  quadrature, 
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The  wattless  power  is  lagging  (with  regard  to  E  or  lead- 
ing with  regard  to  /)  if, 

and  leading  if, 

The  true  power  is  negative,  that  is,  power  returns,  if. 

We  have, 

[-  ^,  -  /]  =  4-  [^/] 

that  is,  when  representing  the  power  of  a  circuit  or  a  part  of 
a  circuit,  current  and  E.M.F.  must  be  considered  in  their 
proper  relative  phases,  but  their  phase  relation  with  the  re- 
maining part  of  the  circuit  is  immaterial. 
We  have  further 

\Eji^  =  -j  IE,  /]  =  \E.  ly  -y  \E,  /p 
\jE,  /]  =y  \E,  /]  =  -  \E,  ly  4-/  [f  /]* 
\jEji-\  =  \E,  /]  =  [E/Y  +y  [E,  /]J 

105.    If      />  =  [EJ,l       f,  =  [E.A]  .../>„  =  [En/n] 

are  the  symbolic  expressions  of  the  power  of  the  different 
parts  of  a  circuit  or  network  of  circuits,  the  total  power  of 
the  whole  circuit  or  network  of  circuits  is 

>  =  7^,1  4-  /'a'  -f- +  A* 

PJ  =  />  J-  4-  />,; 4-  />„i 

In  other  words,  the  total  power  in  symbolic  expression 
(true  as  well  as  wattless)  of  a  circuit  or  system  is  the  sum 
of  the  powers  of  its  individual  components  in  symbolic 
expression. 

The  first  equation  is  obviously  directly  a  result  from  the 
law  of  conservation  of  energy. 
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One  result  derived  herefrom  is  for  instance : 
If  in  a  generator  supplying  power  to  a  system  the  cur- 
rent is  out  of  phase  with  the  E.M.F.  so  as  to  give  the  watt- 
less power  0,  the  current  can  be  brought  into  phase  with 
the  generator  E.M.F.,  or  the  load  on  the  generator  made 
non-inductive  by  inserting  anywhere  in  the  circuit  an  appa- 
ratus producing  the  wattless  power— Z^;  that  is,  compen- 
sation for  wattless  currents  in  a  system  takes  place  regardless 
of  the  location  of  the  compensating  de vice- 
Obviously  between  the  compensating  device  and  the 
source  of  wattless  currents  to  be  compensated  for,  wattless 
currents  will  flow,  and  for  this  reason  it  may  be  advisable 
to  bring  the  compensator  as  near  as  possible  to  the  circuit 
to  be  compensated* 

106*  Like  power,  torque  in  alternating  apparatus  is  a 
double  frequency  vector  product  also,  of  magnetism  and 
M.MJ\  or  current,  and  thus  can  be  treated  in  the  same 
way. 

In  an  induction  motor,  for  instance,  the  torque  is  the 
product  of  the  magnetic  flux  in  one  direction  into  the  com- 
ponent of  secondary  induced  current  in  phase  with  the 
magnetic  flux  in  time,  but  in  quadrature  position  therewith 
in  s|>ace,  times  the  number  of  turns  of  this  current,  or  since 
the  induced  E.M.F,  is  in  quadrature  and  proportional  to 
the  magnetic  flux  and  the  number  of  turns,  the  torque 
of  the  induction  motor  is  the  product  of  the  induced  E.M:F, 
into  the  component  of  secondary  current  in  quadrature 
therewith  in  time  and  space,  or  the  product  of  the  induced 
current  into  the  component  of  induced  E.M.F.  in  quadra- 
ture therewith  in  time  and  space. 

Thus  if 

^'  =  ^  +>•**  =  induced  E.M.F.  in  one  direction  in 
space. 

/t  =  1^  +y  «"  ==  secondary  current  in  the  quadrature  di- 

rection  in  space, 
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rhe  torque  is 

By  this  equation  the  torque  is  given  in  watts,  the  mean- 
ing bdng  that  T—\Eiy  is  the  power  which  would  be 
exerted  by  the  torque  at  synchronous  speed,  or  the  torque 
in  synchronous  watts. 

The  torque  proper  is  then 

T 

where 

/  =  number  of  pairs  of  poles  of  the  motor. 

In  the  polyphase  induction  motor,  if  /,  =  i^  +ji^  is 
the  secondary  current  in  quadrature  position,  in  space,  to 
E.M.F.  E,. 

The  current  in  the  same  direction  in  space  as  E^  is 
/i  =y/,  =  —  f^  -f-yV^;  thus  the  torque  can  also  be   ex- 
pressed as 
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CHAPTER   XIIL 
hdtbibutkd  cafacrt.  xnNTCTjjrcB.  BXBBuarcB.  ahd 


107.  As  far  as  capacity  has  been  considered  in  the 
foregc»ing;  chapters,  the  assumption  has  been  made  that  the 
condenser  or  other  source  of  negative  reactance  is  shunted 
across  the  circuit  at  a  definite  point.  In  many  cases,  how- 
ever,  the  capacity  is  distributed  over  the  whole  length  of  the 
conductor,  so  that  the  circuit  can  be  considered  as  shunted 
by  an  infinite  number  of  infinitely  small  condensers  infi 
nitely  near  together,  as  diagrammatically  shown  in  Fig.  83. 

I'"'  --  —  TTTTITIS 

In  this  case  the  intensity  as  well  as  phase  of  the  current, 
and  consequently  of  the  counter  E.M.F.  of  inductance  and 
resistance,  \-ary  from  pi^int  to  point :  and  it  is  no  longer 
possible  to  treat  the  circuit  in  the  usual  manner  by  the 
vector  diagram. 

This  phenomenon  is  especially  noticeable  in  long-distance 
lines,  in  underground  cables,  and  to  a  certain  degree  in  the 
high-potential  coils  of  altemating-ciurent  transformers  for 
veiy-  high  voltage.  It  has  the  effect  that  not  only  the 
E.M.Fs.,  but  a]so  the  currents,  at  the  beginning,  end,  and 
different  points  oi  the  conductor,  are  different  in  intensity 
and  in  phase. 

Where  the  capacity  eft'ect  o\  the  line  is  small,  it  may 
with   sufficient   approximation  be  represented  by  one  con- 
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denser  of  the  same  capacity  as  the  line,  shunted  across  the 
line.  Frequently  it  makes  no  difference  either,  whether 
this  condenser  is  considered  as  connected  across  the  line  at 
the  generator  end,  or  at  the  receiver  end,  or  at  the  middle. 

The  best  approximation  is  to  consider  the  line  as  shunted 
at  the  generator  and  at  the  motor  end,  by  two  condensers 
of  \  the  line  capacity  each,  and  in  the  middle  by  a  con- 
denser of  5  the  line  capacity.  This  approximation,  based 
on  Simpson's  rule,  assumes  the  variation  of  the  electric 
quantities  in  the  line  as  parabolic.  If,  how&ver,  the  capacity 
of  the  line  is  considerable,  and  the  condenser  current  is  of 
the  same  magnitude  as  the  main  current,  such  an  approxi- 
mation is  not  permissible,  but  each  line  element  has  to  be 
considered  as  an  infinitely  small  condenser,  and  the  differ- 
ential equations  based  thereon  integrated.  Or  the  pheno- 
mena occurring  in  the  circuit  can  be  investigated  graphically 
by  the  method  given  in  Chapter  VI.  §  37,  by  dividing  the 
circuit  into  a  sufficiently  large  number  of  sections  or  line 
elements,  and  then  passing  from  line  element  to  line  element, 
to  construct  the  topographic  circuit  characteristics. 

108.  It  is  thus  desirable  to  first  investigate  the  limits 
of  applicability  of  the  approximate  representation  of  the  line 
by  one  or  by  three  condensers. 

Assuming,  for  instance,  that  the  line  conductors  are  of 
1  cm.  diameter,  and  at  a  distance  from  each  other  of  50  cm., 
and  that  the  length  of  transmission  is  50  km.,  we  get  the 
capacity  of  the  transmission  line  from  the  formula  — 

C=  1.11  X  10  -•k/--  4  loge  2^// 8  microfarads, 
where 

K  =  dielectric  constant  of  the  surrounding  medium  =  1  in  air ; 

/  =  length  of  conductor  =  5  x  10*  cm. ; 

d  =  distance  of  conductors  from  each  other  =  50  cm. ; 

S  =  diameter  of  conductor  =  1  cm. 

Since  C  =  .3  microfarads, 

the  capacity  reactance  is  ,r  =  1 0*  /  2  ir  NC  ohms. 


ii-ix-    -i:« 
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Denoting,  in  Fig.  84, 

the  E.M.F.,  viz.,  current  in  receiving  circuit  by  E^  /, 

the  KM.F.  at  middle  of  line  by  h  \ 

the  E.M.F.,  viz.,  current  at  generator  by  Eq^Jq-^ 


fig.  a*.    Oapcttltn  Shintil  aerou  HIddIt  of  Un*. 

We  have, 

E'  =E-\-^~J''  I 

/.   =I-jb,E' 

- e\\  \  (^->^)(-?"+>^)  I  (^-y^)(vf+y^) 

•   (.  2  '1 

jbAr-jx)  _         (r-y.r)''(>+y^)> 

2        -^ '         4         r 

or,  expanding, 

h  =  E  {U  +  h(rb  -  xgy\+  j{_{b  -  b,)  -  (rg  Jf  xb)-\-\', 

^.  =  ^  1 1  +  (r  -yx)  {g  ^jb)  -  ^'  (r  -  /*) 

=  ^  1 1  +  (r  -jx)  {g+jb  -ih"^-ih  (r  -jxy 

110.     B.)  Line  capacity  represented  by  three  condensers^ 
in  the  middle  and  at  the  ends  of  the  line. 
Denoting,  in  Fig.  80, 

the  E.M.F.  and  current  in  receiving  circuit  by  E,  I, 
the  E.M.F.  at  middle  of  line  by  E', 
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the  current  on  receiving  side  of  line  by  /', 
the  current  on  generator  side  of  line  by  /", 
the  E.M.F.,  viz.,  current  at  generator  by  £oy  loy 


J 


0 


X 


ir' 


Fig.  85.    Di8tribut9d  Capacity. 

Otherwise  retaining  the  same  denotations  as  in  A.), 
We  have, 

r  =  /-.  jAe 

£'  =  £+  ^--^^/^ 

j-ff  _^  jt zJL£s  JE* 

6 

=  ^{.  +  y.--^-f(.-y.)(.+y.-f)}; 

^.  =  ^  1 1  +  (r  -jx)  [g  +  jb  -  ^^^  -  ^  (r  -jxy 

Jo      -•  /.       -^O  » 

U    • 
/.  =  ^  I  (^  +  y/>  -  Jb,)  -  i^  {r-Jx){zg  +  3/*  -  ^') 


V 


As  will  be  seen,  the  first  terms  in  the  expression  of  E^ 
and  of  /^  are  the  same  in  A.)  and  in  B.). 
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IIL  C)  Complete  investigation  of  distributed  capacity^ 
inductance^  leakage^  and  resistatice. 

In  some  cases,  especially  in  very  long  circuits,  as  in 
lines  conveying  alternating  power  currents  at  high  potential 
over  extremely  long  distances  by  overhead  conductors  or  un- 
derground cables,  or  with  very  feeble  currents  at  extremely 
high  frequency,  such  as  telephone  currents,  the  consideration 
of  the  line  resistance  —  which  consumes  E.M.Fs.  in  phase 
with  the  current  —  and  of  the  line  reactame — which  con- 
sumes E.M.Fs.  in  quadrature  with  the  current  —  is  not 
sufficient  for  the  explanation  of  the  phenomena  taking  place 
in  the  line,  but  several  other  factors  have  to  be  taken  into 
account. 

In  long  lines,  especially  at  high  potentials,  the  electro- 
static capacity  of  the  line  is  sufficient  to  consume  noticeable 
currents.  The  charging  current  of  the  line  condenser  is 
proportional  to  the  difference  of  potential,  and  is  one-fourth 
period  ahead  of  the  E.M.F.  Hence,  it  will  either  increase 
or  decrease  the  main  current,  according  to  the  relative  phase 
of  the  main  current  and  the  E.M.F. 

As  a  consequence,  the  current  will  change  in  intensity 
as  well  as  in  phase,  in  the  line  from  point  to  point ;  and  the 
E.M.Fs.  consumed  by  the  resistance  and  inductance  will 
therefore  also  change  in  phase  and  intensity  from  point 
to  point,  being  dependent  upon  the  current. 

Since  no  insulator  has  an  infinite  resistance,  and  as  at 
high  potentials  not  only  leakage,  but  even  direct  escape  of 
electricity  into  the  air,  takes  place  by  "  silent  discharge,"  we 
have  to  recognize  the  existence  of  a  current  approximately 
proportional  and  in  phase  with  the  E.M.F.  of  the  line. 
This  current  represents  consumption  of  energy,  and  is 
therefore  analogous  to  the  E.M.F.  consumed  by  resistance, 
while  the  condenser  current  and  the  E.M.F.  of  inductance 
are  wattless. 

Furthermore,  the  alternate  current  passing  over  the  line 
induces  in  all  neighboring  conductors  secondary  currents, 
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which  react  upon  the  primary  current,  and  thereby  intro- 
duce E,M,Fs,  of  mutual  iudmimue  into  the  primary  circuit. 
Mutual  inductance  is  neither  in  phase  nor  in  quadrature 
with  the  current,  and  can  therefore  be  resolved  into  an 
energy  compmicni  of  mutual  inductance  in  phase  with  the 
current,  which  acts  as  an  increase  of  resistance,  and  into 
a  wattless  component  in  quadrature  with  the  current,  which 
decreases  the  self-inductance. 

This  mutual  inductance  is  not  always  negligible,  as» 
for  instance,  its  disturbing  influence  in  telephone  circuits 
shows. 

The  alternating  potential  of  the  line  induces,  by  eiectre- 
static  inflneneey  electric  charges  in  neighboring  conductors 
outside  of  the  circuit,  which  retain  corresponding  opposite 
charges  on  the  line  wires.  This  electrostatic  influence  re- 
quires the  expenditure  of  a  current  proportional  to  the 
E.MF^,  and  consisting  of  an  energy  component^  in  phase 
with  the  E.M^F,,  and  a  wattless  component^  in  quadrature 
thereto. 

The  alternating  electromagnetic  field  of  force  set  up  by 
the  line  current  produces  in  some  materials  a  loss  of  energy 
by  magnetic  hysteresis,  or  an  expenditure  of  E*M.F-  in 
phase  with  the  current,  w^hich  acts  as  an  increase  of  re- 
sistance. This  electroinagnetic  hysteretic  loss  may  take 
place  in  the  conductor  proper  if  iron  wires  are  used,  and 
will  then  be  very  serious  at  high  frequencies,  such  as  those 
of  telephone  currents. 

The  effect  of  eddy  c'trrtnts  has  already  been  referred 
to  under  "mutual  inductance/*  of  which  it  is  an  energy 
component. 

The  alternating  electrostatic  field  of  force  expends 
energy  in  dielectrics  by  what  is  called  dielectric  hysteresis. 
In  concentric  cables,  where  the  electrostatic  gradient  in  the 
dielectric  is  comparatively  large,  the  dielectric  hysteresis 
may  at  high  potentials  consume  considerable  amounts  of 
energy.     The  dielectric  hysteresis   appears   in  the  circuit 
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as  consumption  of  a  current,  whose  component  in  phase 
with  the  E.M.F.  is  the  dielccUic  energy  current^  which 
may  be  considered  as  the  power  component  of  the  capacity 
current. 

Besides  this,  there  is  the  increase  of  ohmic  resistance 
due  to  unequal  distribution  of  current^  which,  however,  is 
usually  not  large  enough  to  be  noticeable. 

112.    This  gives,  as  the  most  general  case,  and  per  unit 
length  of  line : 

E.M.Fs.  consumed  in  phase  with  the  current  /,  and  =  r/, 
representing  consumption  of  energy,  and  due  to : 
Resistance^  and  its  increase  by  unequal  current  distri- 
tribution;    to  the   energy  component  of   mutual 
inductance;    to  induced  currents ;    to  the  energy 
component   of   self-inductatue ;    or  to  electromag- 
netic hysteresis. 
E.M.Fs.  consumed  in  quadrature  with  the  current  /,  and 
=  X  I,  wattless,  and  due  to  : 
Self-inductance^  and  Mutual  inductance. 
Currents  consumed  in  phase  zvith   the  E.M,F.^   Ey   and 
=  gE,  representing  consumption  of  energy,  and 
due  to : 
Leakage  through   the   insulating  material,  including 
silent    discharge;    energy    component    of    electro- 
static influeme ;  energy  component  of  capacity,  or 
of  dielectric  hysteresis. 
Currents  consumed  in  quadrature  to  the  E.M.F.,  Ey  and 
=  bEy  being  wattless,  and  due  to  : 
Capacity  and  Electrostatic  influence. 

Hence  we  get  four  constants  :  — 

Effective  resistance,  r, 
Effective  reactance,  Xy 
Effective  conductance,  gy 
Effective  susceptance,  ^  =  —  ^«» 
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per  unit  length  of  line,  which  represent  the  coefficients,  per 
unit  length  of  line,  of 

E.M.F.  consumed  in  phase  with  current; 
E.M.F.  consumed  in  quadrature  with  current; 
Current  consumed  in  phase  with  KM.F. ; 
Current  consumed  in  quadrature  with  E.M.F. 

113.  This  line  we  may  assume  now  as  feeding  into  a 
receiver  circuit  of  any  description,  and  determine  the  current 
and  E.M.F.  at  any  point  of  the  circuit. 

That  is,  an  E.M.F.  and  current  (differing  in  phase  by  any 
desired  angle)  may  be  given  at  the  terminals  of  receiving  cir- 
cuit. To  be  determined  are  the  E.M.F.  and  current  at  any 
point  of  the  line  ;  for  instance,  at  the  generator  terminals. 

Or,  Zx=r^—jxx\ 

the  impedance  of  receiver  circuit,  or  admittance, 

and  E.M.F.,  E^,  at  generator  terminals  are  given.     Current 
and  E.M.F.  at  any  point  of  circuit  to  be  determined,  etc. 

114.  Counting  now  the  distance,  x,  from  a  point,  0,  of 
the  line  which  has  the  E.M.F., 

-^i  =  ^\  •\-J^\^  and  the  current:  Ix  =  i\  -\-  ji't 

and  counting  x  positive  in  the  direction  of  rising  energy, 
and  negative  in  the  direction  of  decreasing  energy,  we  have 
♦:  any  point,  x,  in  the  line  differential,  dx  : 

Leakage  current :  Egdx\ 
Capacity  current :   —  j Ehcd%\ 

hence,  the  total  current  consumed  by  the  line  element,  </x, 
^^  d/=E{g-jb;)dx,  or, 

f^  =  EU-j,.y  (1) 

F  M.F.  consumed  by  resistance,  Irdx\ 
E.M.F.  consumed  by  reactance,    — jlxdx\ 
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hence,  the  total  E.M.F.  consumed  in  the  line  element,  //x,  is 
dE    —I{r—jx)dTfij  or, 


dE  r/  •     \ 

Ihts^  fundamental  differential  equations: 

are  symmetrical  with  respect  to  /  and  E. 
Differentiating  these  equations : 

dU       dE ,         ..V 

d^E       dl  f         .    . 
and  substituting  (1)  and  (2)  in  (3),  we  get : 

the  differential  equations  of  E  and  I. 


(2) 

(1) 
(2) 


(3) 

(4) 
(6) 


115.  These  differential  equations  are  identical,  and  con* 
sequently  I  and  E  are  functions  differing  by  t/ieir  limiting 
conditions  only. 

These  equations,  (4)  and  (5),  are  of  the  form : 


^=w{g-Jb,)(r-jx), 


(6) 


and  are  integrated  by 


where  c  is  the  basis  of   natural  logarithms;  for,  differen- 
tiating this,  we  get, 

d^  7tf 

— -  =  v^at^  =  i^w'j 

dr} 
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licncc,  7''"'  =  U'  —  J l\\Kr  ^  i,x)  : 

heiiLC,  iJw  gDural  inUgral  i>  : 

2x'  =  <rc^*"  —  Z'^-'^,  (8) 

wiicic  a  and  ^  arc  the  two  constants  of  integration; 

Subbtiluting 

V^a-Jl^  (9) 

into  (7;,  wc  have, 

a'J       li'  -^  ^i;r  ■-   W'.  ; 

thciL'toic, 
u'   I-  /i-  -   \  (A-'  f"VK^'ihA^);J  (10) 

suh.slilutin^  <^1>)  into  (S)  : 

-    ./t '^  vcos.Jx        •  >in /ix) -f- /'€"•*  (COS /Jx  4-y  sin  ^x) ; 
..     -^  ^,/t'^   r-     t     "ico.N/ix  —  /(^<i€'**  —  /»€~*M  sin /3x  (12) 

\vhic:i    i>   :ho  ^^.neial   >olution  of  differential  equations  (4) 

a:u:  ...» • 

Pi:k*ieiniat.i:i^    ^;  -;i\cs  : 
/  .1     .■  \     ■-  :■    -•«.   '         -t    •■ '  t  ; 

V'.vv.",  > .1  ."♦>!. .l-.«v iiii,.     ■'»  ; 

V     ■  X  '.  o'^     ■'«.'-       t"""^'*    cos  ^x  —  y 

•<.  t  >.n  px; .  \  13) 

^v:   >.  _.....^       A   .    :   I    Ki  substituting  «13)  in  d). 


.^»    -v     /.li.^. 


(14) 


(14^0 
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we  get, 

1 

/  =     __       \ (y3r€*«  -f  ^€ -")  COS  )Sx  —j(A^^  —  -^c -") 

sin  )8x|  ; 

sin  )8x  \  ; 
where  -^  and  B  are  the  constants  of  integration. 
Transformed,  we  get, 

/= T^  \  ^c"    (cos    Q%  -  /  sin    )3x)  -f  ^c-" 

(cos  )3x  4- /sin  )3x)  > 

E  = —  I  ^€"    (cos   i3x  —  /  sin    ^x)  —  ^c-" 

(cos  )3x  -+-y  sin  )3x)  J 

Thus  the  waves  consist  of  two  components,  one,  with 
factor  -^€*«,  increasing  in  amplitude  toward  the  generator, 
the  other,  with  factor  ^c— **,  decreasing  toward  the  genera- 
tor.    The  latter  may  be  considered  as  a  reflected  wave. 

At  the  point  x  =  0. 

/I  =  ±±A 

ID 

Thus  tn  (cos  w  —j  sin  w)  =  ^ 

A 

and, 

m  =  amplitude. 

!a  =  angle  of  reflection. 

These  are  the  general  integral  equations  of  the  problem. 

116.    If  — 

/.= /j +/■// is  the  current  )      *       •   ^    ^       a  /ik\ 

•*  .  \   at  point,  x  =  0,  (15) 

^i  =  ^,  +  y>/isiheE.M.F.  S 


(16) 
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I>y  KubKtituting  (1-0)  in  (14),  we  get : 

2  //  c=  {(„  /,  +  ^//;  -  (^^,  +  Ke^)-\ 
u  utxl  /i  being  determined  by  equations  (11). 

117.    If  /^  =  A'  —  j X  i.s  the  impedance  of  the  receiver 
circuit,  /:„  =  /•„  +  j  f^  i.s  the  I'-.M.F.  at  dynamo  terminals 
(17),  and  /—  length  of  line,  we  get 
at  X  =  0, 

"^'-•''-        '^  =-  7  =  irr^  izrjl  •' 

A  +  /i  »  —JP 

At  X  -  /.  • 

/;,  -  -      ^      -  {!.-/€•'- ^c--')  cos  i8/->(^c*'+  ^c-*0 
smfi/},  (19) 

I'Aiuations  ^1S>  aiul  {\\^)  dotermino  the  constants ^  and  B, 
\vhioh»  suhstitutcil  in  ^14^,  give  the  final  integral  equations. 

The  length,  x^  —  -  «•  ^  is  a  complete  wave  4ength  (20), 
which  means,  that  in  the  distance  '2w/ p  the  phases  oi  the 
c\Mn|H>nents  v»t  current  ami  K.M.F.  rejxrat,  and  that  in  half 
this  distance*  they  are  iiist  opj^K>site. 

Uci\ve  the  remarkaKc  conditiv>n  exists  that,  in  a  very 
Kniii  lii\c»  a:  viirtercti:  ik>:!.:<  tlic  currents  at  the  same  time 
flow    in  cpi\^>i:o  vi:r\ivtN'rrN,  ,i:u;  the   iC.M.Fs.  are  opix^site. 

U&     I  :»o  c.irrcrctKc  or  i^ia^o,  «,  Ivtwx'x.'n  current.  /.  .ind 
r  ^l  r  .    '*.  .i:   -i:*^     y'v:.   V.  v'l   :he  line*  is  detemiinei  by 
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the  equation, 

D  (cos  w  +  /  sin  u>)  =  —- , 

where  Z^  is  a  constant. 

Hence,  w  varies  from  point  to  point,  oscillating  around  a 
medium  position,  w«,  which  it  approaches  at  infinity. 

This  difference  of  phase,  w«,  towards  which  current  and 
E.M.F.  tend  at  infinity,  is  determined  by  the  expression, 


D  (cos  wx  H-y  sin  u»x)  = 


/f/.. 


or,  substituting  for  E  and  /their  values,  and  since  e~**  =  0, 
and  A  e"  (cos  j8  x  —  y  sin  )3  x),  cancels,  and 

Z>(cosw«  +ysinwx)  =  "  ~  ., 

hence,  tan  Z.^  =  -""^^tf^ .  (21) 

This  angle,  w*,  =  0  ;  that  is,  current  and  E.M.F.  come 
more  and  more  in  phase  with  each  other,  when 
*^c  -  Pg^^-'i  that  is, 
o--^  P  =  g'^  f>,,  or, 

substituting  (10),  gives, 

gx  +  b,r         2gh,    ' 

hence,  expanding,         ^  -^  x  =  g  -^  b^\  (22) 

that  is,  the  ratio  of  resistance  to  inductance  equals  the  ratio 
of  leakage  to  capacity. 

This  angle,  w*,  =  45** ;  that  is,  current  and  E.M.F.  differ 
by  Jth  period,  if  -  a*,  +  Pg  =  ag  +  pb,\  or, 

a  ^  ^r  +  ^  . 

P       i^c+g' 

which  gives :  rg+  xbc  =  0.  (23) 
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^^^^^1                 That  is,  two  of  the  four  line  canstants  must  be  sero;  either 

^^^^^1           ^  and  x^  or  ^  and  b^. 

^^^^^r                The  case  where  ^  =  0  =  x,  that  is  a  line  having  only 

^^f                 resistance  and  distributed  capacity,  but  no  self-induction  is 

^^B                  approximately  realized  in  concentric  or  multiple  conductor 

^^1                  cablesi  and  in  these  the  phase  angl  t  tends  towards  45^  lead 

^^H                 for  infinite  length. 

^^1                       11&    As  an  instance,  in  Fig,  86  a  line  diagram  is  shown, 

^^H                  with    the    distances    from   the   receiver   end    as   abscissae. 

^^1                  llie  diagiaiii  lepreaeuts  one  and  one-hall  complete  waves* 

^^H                  and  gives  total  effective  current,  total  E.M,F„  and  differ- 
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ence  of  phase  between  both  as  function  of  the  distance  from 
receiver  circuit ;  under  the  conditions, 

KM.F.  at  receiving  end,  10,000  volts;  hence,  Ey  =^i  =  10,000; 
current  at  receiving  end,  65  amperes,  with  a  power  factor 
of  .385. 

that  is,  /=  /i+y/i'  =  25  +  60/; 

line  constants  per  unit  length, 

r=l, 

hence, 

a  =  4.95  X  10-^ 

)3  =  28.36xl0"», 

a«  +  /32  =  .829  X  10-«; 


^  =  2  X  10-', 
^,  =  20x  10-*i 


x^  =  Z  =^  =  221.5=^ 

^  =  1.012-1.206/, 
^=    .812+    .794/ 


length  of  line  corresponding  to 
one  complete  period  of  the  wave 
of  propagation. 


These  values,  substituted,  give, 

7=     {c*»  (47.3  cos  /3x  +  27.4  sin  /3x)  -  €-«» 
(22.3  cos  iSx  +  32.6  sin  jSx)} 
+/{€*«  (27.4  cos  )3x  —  47.3  sin  )9x)  +  €-•« 
(32.6  cos  jSx  -  22.3  sin  )9x)}; 
E  =     {e**  (6450  cos  jSx  +  4410  sin  )9x)  +  €-•« 
(3530  cos  iSx  +  4410  sin  /3x)} 
+  /{e**  (4410  cos  /3x  —  6450  sin  )9x)  —  c-" 
(4410  cos  )3x  -  3530  sin  jSx)}; 


tancuoc=-""^-  +  f^=~.073, 


=  -  4.2° 


120.  As  a  further  instance  are  shown  the  characteristic 
curves  of  a  transmission  line  of  the  relative  constants, 

r  :  ;ir  :  ^  :  *  =  8  :  32  :  1.25  X  10  "' :  25  X  10  -*,  and  e 
=  25,000,  /  =  200  at  the  receiving  circuit,  for  the  con- 
ditions, 

a,  non-inductive  load  in  the  receiving  circuit,  Fig.  87. 
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b,  wattless  receiving  circuit  of  90°  lag,  Fig.  88. 

c,  wattless  receiving  circuit  of  90°  lead,  Fig.  89. 
These  curves  are  determined  graphically  by  constructing 

the  topographic  circuit  characteristics  in  polar  coordinates 
as  explained  in  Chapter  VI.,  paragraphs  36  and  37,  and  de- 
riving corresponding  values  of  current,  potential  diflference 
and  phase  angle  therefrom. 

As  seen  from  these  diagrams,  for  wattless  receiving  cir- 
cuit, current  and  E.M.F.  oscillate  in  intensity  inversely  to 
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each  other,  with  an  amplitude  of  oscillation  gradually  de- 
creasing when  passing  from  the  receiving  circuit  towards 
the  generator,  while  the  phase  angle  between  current  and 
E.M.F.  oscillates  between  lag  and  lead  with  decreasing  am- 
plitude. Approximately  maxima  and  minima  of  current  co- 
incide with  minima  and  maxima  of  E.M.F.  and  zero  phase 
angles. 
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For  such  graphical  constructions,  polar  coordinate  paper 
and  two  angles  a  and  I  are  desirable,  the  angle  a  being  the 

X 

angle  between  current  and  change  of  E.M.F.,  tan  a  =  -  =  4, 
and  the  angle  8  the  angle  between  E.M.F.  and  change  of 
current,  tan  8  =  -  =  20  in  above  instance. 
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With  non-inductive  load.  Fig.  87,  these  oscillations  of 
intensity  have  almost  disappeared,  and  only  traces  of  them 
are  noticeable  in  the  fluctuations  of  the  phase  angle  and  the 
relative  values  of  current  and  E.M.F.  along  the  line. 

Towards  the  generator  end  of  the  line,  that  is  towards 
rising  power,  the  curves  can  be  extended  indefinitely,  ap- 
proaching more  and  more  the  conditions  of  non-inductive 
circuit,  towards  decreasing  power,  however,  all  cur\-es  ulti- 
mately reach  the  conditions  of  a  wattless  receiving  circuit, 
as  Figs.  88  and  89,  at  the  point  where  the  total  energ}-  in- 
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put  into  the  line  has  been  consumed  therein,  and  at  this 
point  the  two  curves  for  lead  and  for  lag  join  each  other  as 
shown  in  Fig.  90,  the  one  being  a  prolongation  of  the  other, 
and  the  flow  of  power  in  the  line  reverses.  Thus  in  Fig.  90 
power  flows  from  both  sides  of  the  line  towards  the  point  of 
zero  power  marked  by  0,  where  current  and  E.M.F.  are  in 
quadrature  with  each  other,  the  current  being  leading  with 
regard  to  the  flow  of  power  from  the  left,  and  lagging  with 
regard  to  the  flow  of  power  from  the  right  side  of  the 
diagram. 
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121.     The  following  arc  some  particular  cases : 
A,)    Open  circuit  at  end  of  lines : 
X  =  0 :  /i  =  0. 


hence, 
E 


= ^ ^{(c**  +  c--*)cos/3x  -y(c«*-€-")sin/3x};| 

/  =  — l__^{(c«''  -  €-»'')cos/3x  -y(c««  +  €-««)sin/3x}. 

A)    Z  />ir  grounded  at  end : 

X  =  0 :  -£'1  =  0. 
^  =  (a/,  +  /9/7)  +y(a//  -  fii,)  =  ^ 

^=  — ^ ^{(e*«  —  c-**)cos)3x  -y(c**  +  €-**)sin/3x}; 

^  —  A  * 

7  =  — ^ —  ^{(c*«  +  c-»*)cos/9x  -y(c««  —  €-*«)sin/9x}. 
a  — y/3  * 

C)    Infinitely  long  conductor  : 

Replacing  x  by  —  x,  that  is,  counting  the  distance  posi- 
tive in  the  direction  of  decreasing  energy,  we  have, 

X  =  X   :  /  =  0,  iS"  =  0 ; 
hjnce 

B  =  0, 

and  ^  ^ 1__  ^  ^_,,  ^^^g  ^  ^  +>sin  /S  x)  ; 

7  =  — ?— -  ^€-'*'^(cos/3x  +>sin)9x), 
a  -jP  ' 

revolving  decay  of  the  electric  wave,  that  is  the  reflected 
wave  does  not  exist. 

The  total  impedance  of  the  infinitely  long  conductor  is 
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The  infinitely  long  conductor  acts  like  an  impedance 

g'  +  i^c'      g'^ty 

that  is,  like  a  resistance 

''''  g^  +  tr 

combined  with  a  reactance 

We  thus  get  the  difference  of  phase  between   E.M.F, 
and  current, 

tan  a,  =  --  =  ^^  ,    p/  , 

which  is  constant  at  all  points  of  the  line. 
If  ^  =  0,  ;r  =  0,  we  have, 

hence, 

tanw  =  1,  or, 

that  is,  current  and  E.M.F.  differ  by  Jth  period. 

D.)    Generator  feeding  into  closed  circuit : 
Let  X  =  0  be  the  center  of  cable  ;  then, 

-fi",  =  —  -^-x ;  hence :   -^  =  0  at  x  =  0 ; 

which  equations  are  the  same  as  in  B^  where  the  line  is 
grounded  at  x  =  0. 

£.)    Let  the  length  of  a  line  be  one-quarter  wave  lengthy 
and  assume  the  resistance  r  and  conductance  g  as  negligible 
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compared  with  x  and  b^. 

These  values  substituted  in  (11)  give 

a=0. 

Let  the  E.M.F.  at  the  receiving  end  of  the  line   be 
assumed  zero  vector 

£^  =  ei  =  E.M.F.  and 

/i  =  t\  -{-j't'i  =  current  at  end  of  line     x  =  0 
£o  =  E.M.F.  and 

/q  =  current  at  beginning  of  line 


2/3      2V^ 

Substituting  in  (16)  these  values  of  E^  and  /^  and  also  r  =  0 
=  ^,  we  have 

2A=  -y^s  (;; +y^') -yVi 
2^=->i9(/\+yo+yVi 

From  these  equations  it  follows  that 

which  values,  together  with  the  foregoing  values  of  E^,  /^  r, 
g^  a,  and  /3,  substituted  in  (14)  reduce  these  equations  to 

/=  tt  -^ P\)  cos  V^  X  -yVj  y  —  sin  V^  x 

r^ 

E^e^  cos  ^bcx  x  —  y  (/^  -\-jiO  y  j-  sin  V^  x 
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Then  at     x  = 


2V^ 

Hence  also 

E^  and  /<>  are  both  in  quadrature  ahead  of  e^  and  /^ 

respectively. 

/T 
/j  =  £*o  y  —  =  constant,  if   E^  —  constant.     That  is,  at 

constant  impressed  E.M.F.  E^  the  current  /^  in  the  receiv- 
ing circuit  of  a  line  of  one-quarter  wave  length  is  constant, 
and  inversely  (constant  potential  —  constant  current  trans- 
formation by  inductive  line).  In  this  case,  the  current  /^  at 
the  beginning  of  the  line  is  proportional  to  the  load  e^  at  the 
end  of  the  line. 

If  jfo  =  /r  =  total  reactance, 

h^  =  Ibc  =  total  susceptance  of  line,  then 

Instance ;r  =  4,  *^  =  20  X  10  -»,  E^  =  10,000  V.  Hence 
/  =  65.5,  Xo  =  222,  b^  =  .0111,  /,  =  70.7,  I^  =  .00707  e. 

122.  An  interesting  application  of  this  method  is  the 
determination  of  the  natural  period  of  a  transmission  line ; 
that  is  the  frequency  at  which  such  a  line  discharges  an 
accumulated  charge  of  atmospheric  electricity  (lightning), 
or  oscillates  at  a  sudden  change  of  load,  as  a  break  of  cir 
cuit. 


im 
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The  discbarge  of  a  condenser  through  a  circuit  contain- 
ing self-itiductiori  and  resistance  is  oscillating  (provided  that 
the  resistance  does  not  exceed  a  certain  critical  value  de- 
l>ending  upon  the  capacity  and  the  self-induction).  That  is, 
the  discharge  current  alternates  with  constantly  decreasing 
intensity.  The  frequency  of  this  oscillating  discharge  de* 
pcnds  upon  the  capacity,  C  and  the  self-induction^  Z,  of  the 
circuit,  and  to  a  much  lesser  extent  upon  the  resistance,  so 
that  if  the  resistance  of  the  circuit  is  not  excessive  the  fre- 
quency of  oscillation  can,  by  neglecting  the  resistance,  be 
expressed  with  fair,  or  even  close,  approximation  by  the 
formula  ^ 


An  electric  transmission  line  represents  a  capacity  as  well 
as  a  self-induction  ;  and  thus  when  charged  to  a  certain 
potential^  for  instance,  by  atmospheric  electricity,  as  by  in- 
duct  ion  from  a  thunder-cloud  passing  over  or  near  the  line, 
the  transmission  line  discharges  by  an  oscillating  current. 

Such  a  transmission  line  differs,  however,  from  an  ordi- 
nary condenser,  in  that  with  the  former  the  capacity  and 
the  self-induction  are  distributed  along  the  circuit- 
In  determining  the  frequency  of  the  oscillating  discharge 
of  such  a  transmission  line,  a  sufficiently  close  approximation 
is  obtained  by  neglecting  the  resistance  of  the  line,  which, 
at  the  relatively  high  frequency  of  oscillating  discharges, 
is  small  compared  with  the  reactance.  This  assumption 
means  that  the  dying  out  of  the  discharge  current  through 
the  influence  of  the  resistance  of  the  circuit  is  neglected, 
and  the  current  assumed  as  an  alternating  current  of  ap- 
proximately the  same  frequency  and  the  same  intensity  as 
the  initial  waves  of  the  oscillating  discharge  current.  By 
this  means  the  problem  is  essentially  simplified. 

Let  /  —  total  length  of  a  transmission  line, 
r  ^  resistance  per  unit  length, 
X  =  reactance  per  unit  length  =  2  ir  JVZ, 
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where  L  =  coefficient  of  self-induction  or  inductance  per  unit 
length ; 

g  =  conductance  from  line  to  return  (leakage  and  dis- 
charge into  the  air)  per  unit  length ; 
b  =  capacity  susceptance  per  unit  length  =  2  ir  NC 
where    C  =  capacity  per  unit  length. 

X  =  the  distance  from  the  beginning  of  the  line, 

We  have  then  the  equations : 
The  KM.F., 

_      1       (  (^€"  -  -5c-")   cos   )3x  -y  (^c" 
•  "" S—J^  \      +  -5€-")  sin  /9x 


the  current, 

1       J  (^c"  -h  -^€-")    cos   )3x  -j  (^c" 
•   ""  tt— y/9  I    "  —  ^e-")  sin  /3x 

where, 


(14.) 


(11.) 


a    =  y/r;  j    V(?  -h  /^)  (/^  +  a')  +  (^r  -  /..v)  j 

^  =  V' L>  I   ^^'^^^)  ^'^  -^  ''')  -  (^''  -  ^'^^  j 

c    =  base  of  the  natural  logarithms,  and  A  and  B  integration 
constants. 

Neglecting  the  line  resistance,  r  =  0,  and  the  conduc- 
tance (leakage,  etc.),  g  =  0,  gives, 

a  =  0  ) 

These  values  substituted  in  (14)  give, 

E  =  ^  \{A  -    B)cos  V^TTi  -j'iA-j-  B)  sin   \fbx\  \ 

'  i\  '  '  —        ^^'^-^ 

/  =  -A:r  \{A-\'  B)  COS  ^bx  X  -J  {A  -  -5)  sin  ^bx  x  [ 
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If  the  discharge  takes  place  at  the  point :  ;r  =  0,  that  is, 
if  the  distance  is  counted  from  the  discharge  point  to  the 
end  of  the  line  ;  x  =  /,  hence  : 

At  X  =  0,  i?  =  0, 
Atx  =  /,    7=0. 

Substituting  these  values  in  (25)  gives, 

For  ;r  =  0, 

A  -B  =  0        A=:B 

which  reduces  these  equations  to, 

£  =  — f-  sm  Sox  X 

0 

7=  -^^  cos  "ybx  X 


sfbx 
and  at  X  =  0, 


(26.) 


'    v^ 


(27.) 


At  X  =  /,  7=  0,  thus,  substituted  in  (26), 

cosVAi/=0  (28.) 

hence : 

V^/=(?J^i)Z,^  ==0,1,2,  .  .  .  (29.) 

that  is,  V&r  /  is  an  odd  multiple  of  -y  -     And  at  x  =  /, 

^c  =  ±^  (30.) 

Substituting  in  (29)  the  values, 

x  =  2wNL 
we  have, 

hence, 

2>i  +  1 
^=^^-^4  (31.) 

4/VCZ  ' 
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the  frequency  of  the  oscillating  discharge, 

where  it  =  0,  1,  2.  .  .  . 

That  is,  the  oscillating  discharge  of  a  transmission  line 
of  distributed  capacity  does  not  occur  at  one  definite  fre- 
quency (as  that  of  a  condenser),  but  the  line  can  discharge 
at  any  one  of  an  infinite  number  of  frequencies,  which  are 
the  odd  multiples  of  the  fundamental  discharge  frequency, 

N^  = \=r=  (32.) 

4/VCZ  ^     ^ 

Since 

Co=^  iC  =  total  capacity  of  transmission  line,  ) 

Lo^  iL  =  total  self-inductance  of  transmission  line,  |  ^     '^ 

we  have, 

2^4-1 
iV=  — j=L  the  frequency  of  oscillation,  (34.) 

4  yCoLo 

or  natural  period  of  the  line,  and 

Ni  =  — - — r-  the  fundamental,  (36.) 

4  vCoZo 

or  lowest  natural  period  of  the  line. 

From  (30),  (33),  and  (34),  __ 

^  =  2.^C=(^^4^y/g  (36.) 

and  from  (29), 

VAi  =  <£i^'.  (37.) 

These  substituted  in  (26)  give, 


^=(2THnr.V-c;<'^'" — 2-^1 


(38.) 


The  oscillating  discharge  of  a  line  can  thus  follow  any  of 
the  forms  given  by  making  ^  =  0,  1,  2,  3  ...  in  equation 
(38). 

Reduced  from  symbolic  representation  to  absolute  values 
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by  multiplying  E  with  cos  2w  Nt  and  /  with  sin  ^-^  Nt  and 
omittingy,  and  substituting  ^V  from  equation  (34),  we  have, 

^  4/      ,/z;  ^    .    (2>t+l),x       (2*+l)»      / 

(-'-t+l),r>   q,  2/2  VCoZ„ 

where  ^  is  an  integration  constant,  depending  upon  the 
initial  distribution  of  voltage,  before  the  discharge,  and 
/  =  time  after  discharge. 

123.    The  fundamental  discharge  wave  is  thus,  for  yt  =  0, 

_       4/    iLo    .    .    XX               x/ 
-fi^i  =  —  V/  TT  A  sin  n-r  cos 


^         4/      .  XX       .  x/ 

/i  =  —  ^  cos  7^  sm 


2^CoLo 


(40). 


With  this  wave  the  current  is  a  maximum  at  the  begin- 
ning of  the  line  :  x  =  0,  and  gradually  decreases  to  zero  at 
the  end  of  the  line  :    x  =  /. 

The  voltage  is  zero  at  the  beginning  of  the  line,  and 
rises  to  a  maximum  at  the  end  of  the  line. 

Thus  the  relative  intensities  of  current  and  potential 
along  the  line  are  as  represented  by  Fig.  91,  where  the  cur- 
is  shown  as  /,  the  potential  as  E. 

The  next  higher  discharge  frequency,  for :  k  =  1,  gives  : 


4/       Zrt  3xx  ^irt 

^t  =  o     V  ^  --^  sm     .,    -  cos     . 

,       4/    ,         3xx    .         3x/ 
7.  =  .,  -  ^  cos  - ,.  —  sm  — ; 


k4i.) 
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I  lere  the  current  is  again  a  maximum  at  the  beginning 
of    the  line :    x  =  0,  and  gradually  decreases,  but  reaches 

zero  at  one-third  of  the  line :  x  =  -,  then  increases  again,  in 
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the  opposite  direction,  reaches  a  second  but  opposite  maxi- 

2/ 
mum  at  two-thirds  of  the  line :    x  =  — ,  and  decreases  to 

o 

zero  at  the  end  of  the  line.  There  is  thus  a  nodal  point  of 
current  at  one-third  of  the  line. 

The  E.M.F.  is  zero  at  the  beginning  of  the  line  :    x  =  0, 

rises  to  a  maximum  at  one-third   of   the  line:    x  =  -,  de- 

2/        ^ 
creases  to  zero  at  two-thirds  of  the  line  :    x  =  -^ ,  and  rises 

again  to  a  second  but  opposite  maximum  at  the  end  of  the 
line:  x  = /.  The  E.M.F.  thus  has  a  nodal  point  at  two- 
thirds  of  the  line. 

The  discharge  waves :  ^  =  1,  are  shown  in  Fig.  92, 
those  with  >t  =  2,  with  two  nodal  points,  in  Fig.  93. 

Thus  k  is  the  number  of  nodal  points  or  zero  points  of 
current  and  of  E.M.F.  existing  in  the  line  (not  counting 
zero  points  at  the  ends  of  the  line,  which  of  course  are  not 
nodes). 

In  case  of  a  lightning  discharge  the  capacity  Co  is  the 
capacity  of  the  line  against  ground,  and  thus  has  no  direct 
relation  to  the  capacity  of  the  line  conductor  against  its 
return.     The  same  applies  to  the  inductance  Z^. 

If  //  =  diameter  of  line  conductor, 
D  =  distance  of  conductor  above  ground, 
and  /  =  length  of  conductor, 

the  capacity  is. 


l.llxlO-^/     . 
the  self-inductance, 


(42.) 


The  fundamental  frequency  of  oscillation  is  thus,  by 

substituting  (42)  in  (35), 

1            7.5xl0»  ,,„^ 

A,  =  -. =  ; (4J.) 
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That  is,  the  frequency  of  oscillation  of  a  line  discharging 
to  ground  is  independent  of  the  size  of  line  wire  and  its 
distance  from  the  ground,  and  merely  depends  upon  the 
length  /  of  the  line,  being  inversely  proportional  thereto. 

We  thus  get  the  numerical  values. 

Length  of  line 

10      20      30      40        50     60     80     100  miles. 
=     1.6     3.2      4.8      6.4         8     9.6  12.8  16  x  10«  cm. 

hence  frequency, 

N^  =  4680  2340  1560  1170  937.5  780    585  475  cycles. 

As  seen,  these  frequencies  are  comparatively  low,  and 
especially  with  very  long  lines  almost  approach  alternator 
frequencies. 

The  higher  harmonics  of  the  oscillation  are  the  odd 
multiples  of  these  frequencies. 

Obviously  all  these  waves  of  different  frequencies  repre- 
sented in  equation  (39)  can  occur  simultaneously  in  the 
oscillating  discharge  of  a  transmission  line,  and  in  general 
the  oscillating  discharge  of  a  transmission  line  is  thus  of 
the  form, 

(by  substituting:  a)c  =  <>k\-^ 


Ift  .         3  IT  X 

27 


£  =  —  \  /  —    <  ^1  sm  7J-7  cos  — -h  a*  sm 

3W    ^ 

cos      —:-..=^  -h         .         . 

,      4/(  irx    .  tt/  3  7rx    .  3  ir/ 

y  =  —  <  ^1  cos  rr-.  sm  — , -h  a.  cos  -jr-T-  sm 

^  I    '        ^/       2^ICoLo  ^^        2NCoLo 


(44.) 


where  a^  a^  a^  ,  ,  ,  are  constants  depending  upon  the 
initial  distribution  of  potential  in  the  transmission  line,  at 
the  moment  of  discharge,  or  at  /  =  0,  and  calculated  there- 
from. 
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124.  As  an  instance  the  following  discharge  equation 
of  a  line  charged  to  a  uniform  potential  e  over  its  entire 
length,  and  then  discharging  at  x  =  0,  has  been  calculated. 

The  harmonics  are  determined  up  to  the  11 — that  is,  r^ 

^v  ^v  ^v  ^v  ^w 

These  six  unknown  quantities  require  six  equations,  which 

,  .       ^         .  /    2/    8/  4/  5/   6/ 

are  given  by  assummg  £  =  ^  for  x  =  -,  —  ,—,—,  —  ,  -^-  . 

At  /  =  0,  jE"  =  ^,  equation  (44)  assumes  the  form 

.    llirx 

Substituting  herein  for  x  the  values  : 

gives  six  equations  for  the  determination  of  a^,  a^  . 
These  equations  solved  give, 

E  =  e  (1.26  sin  (i>  cos  ^  -|-  .40  sin  3  cd  cos  3  ^  -|-  .22  sin 
6  o>  cos  5  ^  -h  .12  sin  7  «  cos  7  ^  -f-  .07  sin  9  ci> 
cos  9  «/>  -I-  .02  sin  11  o>  cos  11  «/>) 

I=e i/5 (1.26  cos  o»  sin  «/>  -h  .40  cos  3  «  sin  3  «/>  +  .22 

cos  5  ci>  sin  5  ^  -f-  .12  cos  7  «  sin  7  ^  -f  .07  cos 
9  a>  sin  9  «/>  +  .02  cos  11  o>  sin  11  «/>) 

where, 

WX 

"  =  27 


(45.) 

/     2/ 
6'  -6"'  • 

6/ 
■  •  "6 

(46.) 


(47.) 


2VqZo 

Instance, 

Length  of  line,  /  =  26  miles  =  4x10*  cm. 
Size  of  wire :  No.  000  B.  &  S.  G.,  thus :  //  =  1  cm. 
Height  above  ground :  Z>  =  18  feet  =  550  cm. 
Let  e  =  25,000  volts  =  potential  of  line  in  the  moment  of 
discharge. 
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We  then  have, 

E  =  31,500  sin  «  cos  <^  -|-  lv),000  sin  3  «  cos  3  <^  -h  6600  sin 

5  o>  cos  5  <^  -h  3(MX)  sin  7  co  cos  1  ^  -\-  1750  sin  9  w  cos 

9  <^  4-  600  sin  11  a>  cos  11  <^. 
/=  61.7  cos  a>  sin  <^  -h  11).()  cos  3  a>  sin  3  <^  -|-  10.8  cos  5  «>  sin 

5  ^  -h  r>.y  cos  7  a>  sin  7  <^  -h  3.4  cos  9  «  sin  9  ^  -|-  1.0 

cos  11  ci>  sin  11  <^. 

<o=    .39^10-6 
<^  =  1.18/  10+* 

A  simple  harmonic  oscillation  as  a  line  discharge  would 
require  a  sinoidal  distribution  of  potential  on  the  trans- 
mission line  at  the  instant  of  discharge,  which  is  not  proba- 
ble, so  that  probably  all  lightning  discharges  of  transmission 
lines  or  oscillations  produced  by  sudden  changes  of  circuit 
conditions  are  complex  waves  of  many  harmonics,  which  in 
their  relative  magnitude  depend  upon  the  initial  charge  and 
its  distribution  —  that  is,  in  the  case  of  the  lightning  dis- 
charge, upon  the  atmospheric  electrostatic  field  of  force. 

The  fundamental  frequency  of  the  oscillating  discharge 
of  a  transmission  line  is  relatively  low,  and  of  not  much 
higher  magnitude  than  frequencies  in  commercial  use  in 
alternating  current  circuits.  Obviously,  the  more  nearly 
sinusoidal  the  distribution  of  potential  before  the  discharge, 
the  more  the  low  harmonics  predominate,  while  a  very  un- 
equal distribution  of  potential,  that  is  a  very  rapid  change 
along  the  line,  as  caused  for  instance  by  a  sudden  short 
circuit  rupturing  itself  instantly,  causes  the  higher  harmo- 
nics to  predominate,  which  as  a  rule  are  more  liable  to  cause 
excessive  rises  of  voltage  by  resonance. 

125.  As  has  been  shown,  the  electric  distribution  in  a 
transmission  line  containing  distributed  capacity,  self-induc- 
tion, etc.,  can  be  represented  either  by  a  polar  diagram 
with  the  phase  as  amplitude,  and  the  intensity  as  radius 
vector,  as  in  F'ig.  34,  or  by  a  rectangular  diagram  with  the 


distance  as  abscissae,  and  the  intensity  as  ordinate,  as  in 
Fig.  ^^6  and  in  the  preceding  paragraphs. 

In  the  former  case,  the  consecutive  points  of  the  circuit 
characteristic  refer  to  consecutive  points  along  the  trans- 
mission line,  and  thus  to  give  a  complete  representation  of 
the  phenomenon,  should  not  be  plotted  in  one  plane  but  in 
front  of  each  other  by  their  distance  along  the  transmission 
line.  That  is,  if  0,  1^  2,  etc.,  are  the  polar  vectors  in  Fig. 
34,  corresix»nding  to  equi-distant  points  of  the  transmission 
line,  1  should  be  in  a  plajie  vertically  in  front  of  the  plane 
of  0,  2  by  the  same  distance  in  front  of  1,  etc. 

In  Fig.  35  the  consecutive  points  of  the  circuit  charac- 
teristic represent  vectors  of  different  phase,  and  thus  should 
be  rotated  out  of  the  plane  around  the  zero  axis  by  the 
angles  of  phase  difference,  and  then  give  a  length  view  of 
the  same  space  diagram,  of  which  Fig,  34  gives  a  view  along 
the  axis. 

Thus,  the  electric  distribution  in  a  transmission  line  can 
be  represented  completely  only  by  a  i^pace  diagram^  and  as 
complete  circuit  characteristic  we  get  for  each  of  the  lines 
a  screw  shaped  space  curve,  of  w^hich  the  distance  along  the 
axis  of  the  screw  represents  the  distance  along  the  transmis- 
sion line,  and  the  distance  of  each  point  from  the  axis  rep- 
resents by  its  direction  the  phase,  and  by  its  length  the 
intensity. 

Hence  the  electric  distribution  in  a  transmission  line 
leads  to  a  space  problem  of  which  Figs.  34  and  35  are  par- 
tial \nevvs.  The  single-phase  line  is  represented  by  a  double 
screw,  the  three-phase  line  by  a  triple  screw,  and  the  quarter- 
phase  four-wire  line  by  a  quadruple  screw.  In  the  symbolic 
expression  of  the  electric  distribution  in  the  transmission 
line,  the  reaj  part  of  the  symbolic  equation  represents  a  pro- 
jection on  a  plane  passing  through  the  axis  of  the  screw, 
and  the  imaginary  part  a  projection  on  a  plane  perpendicular 
to  the  first,  and  also  passing  through  the  axis  of  the  screw. 


i 
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CHAPTER    XIV. 

THIS  AIiTBBNATINGK-CnBRKNT   TBANSFOBMEB. 

126.  The  simplest  alternating-current  apparatus  is  the 
transformer.  It  consists  of  a  magnetic  circuit  interlinked 
with  two  electric  circuits,  a  primary  and  a  secondary.  The 
primary  circuit  is  excited  by  an  impressed  E.M.F.,  while  in 
the  secondary  circuit  an  E.M.F.  is  induced.  Thus,  in  the 
primary  circuit  power  is  consumed,  and  in  the  secondary 
a  corresponding  amount  of  power  is  produced. 

Since  the  same  magnetic  circuit  is  interlinked  with  both 
electric  circuits,  the  E.M.F.  induced  per  turn  must  be  the 
same  in  the  secondary  as  in  the  primary  circuit  ;  hence, 
the  primary  induced  E.M.F.  being  approximately  equal  to 
the  impressed  E.M.F.,  the  E.M.Fs.  at  primary  and  at  sec- 
ondary terminals  have  approximately  the  ratio  of  their 
respective  turns.  Since  the  power  produced  in  the  second- 
ary is  approximately  the  same  as  that  consumed  in  the 
primary,  the  primary  and  secondary  currents  are  approxi- 
mately in  inverse  ratio  to  the  turns. 

127.  Besides  the  magnetic  flux  interlinked  with  both 
electric  circuits  —  which  flux,  in  a  closed  magnetic  circuit 
transformer,  has  a  circuit  of  low  reluctance  —  a  magnetic 
cross-flux  passes  between  the  primary  and  secondar}''  coils, 
syrrounding  one  coil  only,  without  being  interlinked  with 
the  other.  This  magnetic  cross-flux  is  proportional  to  the 
current  flowing  in  the  electric  circuit,  or  rather,  the  ampere- 
turns  or  M.M.F.  increase  with  the  increasing  load  on  the 
transformer,  and  constitute  what  is  called  the  self-induc- 
tance of  the  transformer;  while  the  flux  surrounding  both 


lij/  *A  :v*;ii-ii*uv;^iAiii  iiuc^  iiut  uitiucf  it  JMLJF.  Effi  tiSic  second- 
oj  V  ^:u«  viJ;  v4.ii^  i*^  UiU^  Ui  ^i:ti^«tl.  MUHrtStJMwfeiir,  by  causing 
o  'J.iojy  ^-J  »v-Ui<^A  uuc  it  nlc^j-eaw:  Mf  «»st|xit.  It  is  this 
*i'>:-.:-JJ'j^,  ^/vwcvc^,  v;  rtu>.  '^tf  ^'f--iftid«ctaiice,  which  is  uti- 
li/"i  /d;  ::j/cu.^J  ir44^i>i*^uhi:n,  (>/  6«(x-4ire  automatic  regulation, 
)o/  <  <///:»)*i^/l  l^^/wcT;  </r  lor  oifibtant  current,  and  in  this 
i.^;ji;  |.^  i..\.4i^i4*.juli:<l  by  :>e|/arating  primar)'  and  secondar}' 
ii;)i:}  III  (lie  (wiititaiil  |xiteatial  transformer  however,  the 
I'MMMiy  iuol  :)L:iiJU(iuiy  uiiU  are  brought  as  near  together  as 
(jd.v'iilili:,  (11  iivca  iuii:i:»iiL'ihu(l,  to  reduce  the  cross>fiux. 

Ai»  will  lit:  sjcuii  h>  llu*  hclt-iiuhictance  of  a  circuit,  not 
tl^c  Uiial  \U\\  iuihUu  til  by,  and  interlinked  with,  the  circuit 
l;i  iin^U'UiUuiil,  hut  iuily  that  ^usually  small)  part  of  the  thix 
wlUiU  hUiivuiiuU  iMic  ciuuit  without  interlinking  with  the 

l^M*  Mu-  a\cuuum^  magnetic  flux  of  the  magnetic 
V II villi  >»uii\Hiuvhu^  tx»ih  olcctric  circuits  is  produced  by 
i\w  vv»uiiuiu\l  lua^iu'ium^  action  oi  the  primary  and  of  rhe 

I  h \s  Mui^iuUv  'iu\  >.  ,icccniuav:d  by  the  E.M.F.  ot  the 
ii.i.i.^.v^:iu\.  's  '.iic  ■iv*iii..vi  v*i  :uiiis  -inu  by  the  rreaucncv. 


v-L 


>^  :i.,..\.iUL..H    ;ila^ncilC    -'ILX. 


•I.  .    .        "v. -iV  .  >. 


. . .  _    I  ^  -jt—^  "oics; 
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by  the  shape  and  the  magnetic  characteristic  of  the  iron,  in 
the  manner  discussed  in  Chapter  X. 

For  instance,  in  the  closed  magnet  circuit  transformer, 
the  maximum  magnetic  induction  is  (B  =  *  /  5,  where  5 
=  the  cross-section  of  magnetic  circuit. 

129.  To  induce  a  magnetic  density,  (B,  a  M.M.F.  of  3C^ 
ampere-turns  maximum  is  required,  or,  3C„j  /  V2  ampere- 
turns  effective,  per  unit  length  of  the  magnetic  circuit ; 
hence,  for  the  total  magnetic  circuit,  of  length,  /, 

^  =  — ^  am  pare- turns ; 

V2 

or  T        ^         i^m  a 

/  =  -  = ?r  amps,  eft., 

n       ny/2 

where  n  =  number  of  turns. 

At  no  load,  or  open  secondary  circuit,  this  M.M.F.,  IF,  is 
furnished  by  the  exciting  current^  I^ ,  improperly  called  the 
leakage  current^  of  the  transformer ;  that  is,  that  small 
amount  of  primary  current  which  passes  through  the  trans- 
former at  open  secondary  circuit. 

In  a  transformer  with  open  magnetic  circuit,  such  as 
the  "hedgehog"  transformer,  the  M.M.F.,  JF,  is  the  sum 
of  the  M.M.F.  consumed  in  the  iron  and  in  the  air  part  of 
the  magjietic  circuit  (see  Chapter  X.). 

The  energy  of  the  exciting  current  is  the  energy  con- 
sumed by  hysteresis  and  eddy  currents  and  the  small  ohmic 
loss. 

The  exciting  current  is  not  a  sine  wave,  but  is,  at  least 
in  the  closed  magnetic  circuit  transformer,  greatly  distorted 
by  hysteresis,  though  less  so  in  the  open  magnetic  circuit 
transformer.  It  can,  however,  be  represented  by  an  equiv- 
alent sine  wave,  7^^,  of  equal  intensity  and  equal  power  with 
the  distorted  wave,  and  a  wattless  higher  harmonic,  mainly 
of  triple  frequency. 

Since  the  higher  harmonic  is  small  compared  with  the 
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total  ciciririg  current,  otA  the  exciting  current  is  only  a 
small  part  of  the  total  primary-  c:irTer.t,  the  higher  harmonic 
caop  for  most  practical  cases^  be  ncgiected,  and  the  exciting 
current  represented  by  the  eq-ji-.-alent  sine  wave. 

This  ecuiv-alent  sine  wave,  /^ .  leads  the  wave  of  mag- 
netise:. ♦,  by  an  an^Ie,  «,  the  angle  kA  hysteretic  ad\"ance  of 
phase,  and  consists  of  two  cosnpc«nents.  —  the  hysteretic 
ener^-  current-  in  cu^rature  with  the  magnetic  flux,  and 
therefore  in  phase  with  the  induced  ELM.F.  =  /^  sin  a ;  and 
the  magnetizing  current,  in  phase  with  the  magnetic  flux, 
and  therefore  in  cusdnr-ire  with  the  induced  E.M.F.,  and 
so  wattless.  =  /^  cos  «. 

The  exciting  current.  I^ .  is  determined  from  the  shape 
and  magnetic  characteristic  of  the  iron,  and  number  of 
turns :  the  hysteretic  energy-  current  is  — 

T     -^  Fcw^z  cc-nsumcd  in  the  iron 

Induocd  E.M.F. 

IStX    Graphical'.y.  the  '>>.^  diagram  of  M.M.Fs.  ot  a 

transformer  is  constrjcrei  thus : 

# 

i 


g>     £> 


;T* 


■  ^ 


"^t: 


1  ot,  in  l-i<.  04,  .'4*  ^  :ho  ri^.i^^Teiic  f.ux  in  intensity  and 
phaM*  ^loi  ^v^nvcr.ion.v,  ,;>  :r.:vT->i::c?N,  the  effective  values 
aio   UN<\1  !l\i\nij^hv^;::  ,  .;N>;;r.v.r.-    .:>  :  hase  as  the  vertical; 


ALTERNATING-CURRENT  TRANSFORMER.  197 

that  is,  counting  the  time  from  the  moment  where  the 
rising  magnetism  passes  its  zero  value. 

Then  the  resultant  M.M.F.  is  represented  by  the  vector 
(?1F,  leading  (?4>  by  the  angle  JFC^4>  =   a. 

The  induced  E.M.Fs.  have  the  phase  180°,  that  is,  are 
plotted  towards  the  left,  and  represented  by  the  vectors 
^'  and  OEi. 

If,  now,  )8'  =  angle  of  lag  in  the  secondary  circuit,  due 
to  the  total  (internal  and  external)  secondary  reactance,  the 
secondary  current  Z^,  and  hence  the  secondary  M.M.F., 
$Fi=  n^  /j,  will  lag  behind  E^  by  an  angle  )8',  and  have  the 
phase,  180°+^',  represented  by  the  vector  O^^,  Con- 
structing a  parallelogram  of  M.M.F's.,  with  (?JF  as  a  diag- 
onal and  (?iFi  as  one  side,  the  other  side  or  O^^  is  the 
primary  M.M.F.,  in  intensity  and  phase,  and  hence,  dividing 
by  the  number  of  primary  turns,  ;/^,  the  primary  current  is 

To  complete  the  diagram  of  E  M.Fs. ,  we  have  now,  — 
In  the  primary  circuit : 

E.M.F.  consumed  by  resistance  is  ^r^,  in  phase  with  ^,  and 
represented  by  the  vector  OEro ; 

E.M.F.  consumed  by  reactance  is  IoPCq,  90"  ahead  of  lo,  and 
represented  by  the  vector  OExo ; 

E.M.F.  consumed  by  induced  E.M.F.  is  Ef^  equal  and  oppo- 
site to  Eo,  and  represented  by  the  vector  OE, 

Hence,  the  total  primary  impressed  E.M.F.  by  combina- 
tion of  OEr^y  OExq,  and  OE'  by  means  of  the  parallelo- 
gram of  E.M.Fs.  is, 

Eq    =     OEoy 

and  the  difference  of  phase  between  the  primary  impressed 
E.M.F.  and  the  primary  current  is 

Po  =  EoO^O' 

In  the  secondary  circuit : 

Counter  E.M.F.  of  resistance  '\s,I^r^  in  opposition  with  /j, 
and  represented  by  the  vector  OEr^ ; 
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CouQter    E1M.F.  of   naciance  is  /jX,.  9(^  behind   ly.  and 


represented  bj  the  vector  OE^-^. 

Induced  ELM-Fs-  ^  represented  by  the  Tector  OE^, 

Henc^.  the  seconiiry  tgrrinal  voltage,  b\'  combination 
x  0£r^\  CEjtJ  az:i  S£,  bv  zieans  of  the  parallelogram  of 
LM.F5.is  ^,  =  ^, 

and  the  di5er«=:o?  :c  rhise  r^stirer:  the  secondary  terminal 
YK.\*j^e  ani  the  5er:=?±iry  rzrr^z.i  is 

A>  wiZ  he  ««Tr  in  the  rrirLirv  circnir  the  -  components 
A  ::cpre>5e»i  E1M.F.  z^z'iirf.i  ts  overcome  the  counter 
tM.Fs."  w^rtr  .isei  fjr  rTcv-ciecce^  and  in  the  secondary 

circuit  the  -ojcizrer  EliLFi"' 


I 


131  I't  ^K'  v'MixC'ucrtMl  :t  the  tronstonner  diagram,  it 
is  u.NL!a!!\  ;»K-ic'  i>ic  jfC  :•  ':v't  the  secondary  quantities* 
cuffcni  t'».!  !•■  M  I'\  'live:,  '.^ut  :•?  reduce  them  to  corre- 
^|\M)»'v.M^c  wfih  '.  Yc  "iMr!ai\  j'.i'^uit  by  multiplying  by  the 
jii't*  i»i  i»rtM>,  »  v..  /,.  -t't  :k'  -:.isi^n  that  frequently 
:'i.m.iiv    tiiii    .x'v'MUMrN   !•   \1  ;*'^..  jc: .  ire  01  >uch  different 
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magnitude  as  not  to  be  easily  represented  on  the  same 
scale;  or  the  primary  circuit  may  be  reduced  to  the  sec- 
ondary in  the  same  way.  In  either  case,  the  vectors  repre- 
senting the  two  induced  E.M.Fs.  coincide,  or  OE{=^OE^, 


Pig.  96.     Tranafornwr  Diagram  with  60*  Ijag  in  Secondary  Circuit 

Figs.  96  to  107  give  the  polar  diagram  of  a  transformer 
having  the  constants  — 


ro  =  .2  ohms, 
Xo  =  .33  ohms, 
ri  =  .00167  ohms, 
jcx  =  .0025  ohms, 
^o  =  .0100  mhos. 


do    =  .0173  mhos, 
£,'  =  100  volts, 
/j    =  60  amperes, 
a     =10  degrees. 


for  the  conditions  of  secondary  circuit, 


/?/  =  20°  lead  in  Fig.  99. 
50°  lead     **         100. 
80°  lead     '^         J  01. 


^/  =  80°  lag  in  Fig.  96. 

50°  lag  **        96. 

20°  lag  ''        97. 

O,  or  in  phase,  "        98. 

As  shown  with  a  change  of  /?/  the  other  quantities  E^,  /„ 
/o,  etc.,  change  in  intensity  and  direction.  The  loci  de- 
scribed by  them  are  circles,  and  are  shown  in  Fig.  102, 
with  the  point  corresponding  to  non-inductive  load  marked. 
The  part  of  the  locus  corresponding  to  a  lagging  secondary 
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3i  'E.. 

fiq.  97.    Tnuttform^r  Diagram  with  2€r  Lag  in  Sacoa^arg  CirottL 


f 


Fig.  98.    Transformer  Diagram  with  Sacomi/artt  Currtnt  in  PHaaa  un'tM  £.M.F. 


f.tf.  Jtf.     T'^uibfurnntr  Dmtirit'ri   ^ri  J,""  .^-ou    n  Secunoory  Current. 
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fig.  100.    Tnmaformer  Diagram  with  SOT  Ltad  In  Secondarg  Circuit 


Ftg.  101.   Tranafornwr  Diagram  with  80'  Lead  In  Secondary  Circuit 


fig.  102. 
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current  Ls  shown  in  thick  full  lines,  and  the  part  correspond- 
ing to  leading  current  in  thin  full  lines. 

132.  This  diagram  represents  the  condition  of  constant 
secondary  induced  E.M.F.,  ^/,  that  is,  corresponding  to  a 
constant  maximum  magnetic  flux. 

By  changing  all  the  quantities  proportionally  from  the 
diagram  of  Fig.  102,  the  diagrams  for  the  constant  primary 
impressed  E.M.F.  (Fig.  103),  and  for  constant  secondary 
terminal  voltage  (Fig.  104),  are  derived.  In  these  cases, 
the  locus  gives  curves  of  higher  order. 


flq.  108. 


Fig.  105  gives  the  locus  of  the  various  quantities  when 
the  load  is  changed  from  full  load,  /,  =  60  amperes  in  a 
non-inductive  secondary  external  circuit  to  no  load  or  open 
circuit. 

tt.)  Hy  increase  of  secondary  resistance ;  d.)  by  increase 
of  secondary  inductive  reactance;  r.)  by  increase  of  sec- 
ondary capacity  reactance. 

As  shown  in  a.),  the  locus  of  the  secondary  terminal  vol- 
tafjc,  /'.'j,  and  thus  of  It^,  etc.,  are  straight  lines;  and  in 
/'.)  .uid  <).  parts  of  one  and  the  same  circle  a.)  is  shown 
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in  full  lines,  b,)  in  heavy  full  lines,  and  c.)  in  light  full  lines. 
This  diagram  corresponds  to  constant  maximum  magnetic 
flux;  that  is,  to  constant  secondary  induced  E.M.F.  The 
diagrams  representing  constant  primary  impressed  E.M.F. 
and  constant  secondary  terminal  voltage  can  be  derived 
from  the  above  by  proportionality. 


fig.  704. 


133.  It  must  be  understood,  however,  that  for  the  pur- 
pose of  making  the  diagrams  plainer,  by  bringing  the  dif- 
ferent values  to  somewhat  nearer  the  same  magnitude,  the 
constants  chosen  for  these  diagrams  represent,  not  the  mag- 
nitudes found  in  actual  transformers,  but  refer  to  greatly 
exaggerated  internal  losses. 

In  practice,  about  the  following  magnitudes  would  be 
found : 


To  =  .01  ohms ; 
Xo  =  .033  ohms ; 
n  =  .00008  ohms ; 


x^  =  .00026  ohms  ; 
g^  =  .001  ohms  ; 
bo  =  .00173  ohms ; 


that  is,  about  one-tenth  as  large  as  assumed.  Thus  the 
changes  of  the  values  of  E^,  E^y  etc.,  under  the  different 
conditions  will  be  very  much  smaller. 
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Symbolic  MetJwd. 

134.  In  s\inbolic  representation  by  complex  quantities 
the  transformer  problem  appears  as  follows  : 

The  exciting  current,  /^,  of  the  transformer  depends 
upon  the  priman-  E.M.F.,  which  dependance  can  be  rep- 
resented by  an  admittance,  the  "  primary  admittance/' 
}',  =  ^^^ -t-y^^,  of  the  transformer. 


^^i-A' 


E.. 


^;.  TOSl 


The  resistance  and  reactance  of  the  primary  and  the 
seconiiar}-  circuit  are  represented  in  the  impedance  by 

Z,  =  •-.  —.'.V. .         and         Z;  =  r^  —Jj^i- 

Within  the  liinited  range  of  variation  of  the  magnetic 
density  in  a  constant  pc'tential  transformer,  admittance  and 
impecjLnce  can  usually,  anvi  \i-ith  sufncient  exactness,  be 
consiiered  as  constant. 

Let 


=  nun:r-er  c:  rr.man*  mms  :n  series: 
=  nurr.brr  ::  srcrndarv-  mrr-s  in  Series; 


—    -  a«.w-    ^  . 


y.  =.- 


=  rr.:ii.irv-  jcmittacce 


•   >!.F. 
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Zo  =  ro  —jxo  =  primary  impedance 

__  E.M.F.  consumed  in  primary  coil  by  resistance  and  reactance. 
Primary  current 

Zi  =  ri  —jXi  =  secondary  impedance 

_^  E.M.F.  consumed  in  secondary  coil  by  resistance  and  reactance . 
Secondary  current  * 

where  the  reactances,  x^  and  x^ ,  refer  to  the  true  self-induc- 
tance only,  or  to  the  cross-flux  passing  between  primary  and 
secondary  coils ;  that  is,  interlinked  with  one  coil  only. 
Let  also 

V    =^+y^  =  total   admittance   of   secondary  circuit, 

including  the  internal  impedance ; 
JEo  =  primary  impressed  E.M.F. ; 
£ '  =  KM.F.  consumed  by  primary  counter  E.M.F. ; 
Ex  =  secondary  terminal  voltage ; 
E(  =  secondary  induced  E.M.F. ; 
lo    =  primary  current,  total ; 
/oo  =  primary  exciting  current ; 
/i     =  secondary  current. 

Since  the  primary  counter  E.M.F.,  E\  and  the  second- 
ary induced  E.M.F.,  E^\  are  proportional  by  the  ratio  of 

turns,  a, 

E'  =  -  aE,\  (1) 

The  secondary  current  is  : 

/i    =  y^iy  (2) 

consisting  of  an  energy  component,  g'E^,  and  a  reactive 

component,  6  E{, 

To  this  secondary  current  corresponds  the  component  of 

primary  current,  ., 

/;   =zJZl  =  14«.  (3) 

a  o       » 

The  primary  exciting  current  is  — 

/oo=  Y„E'.  (4) 

Hence,  the  total  primary  current  is : 

/<,  =  /.'+  /«,  (5) 


f 

ri/»  .'*  '^  i*'  ori«;iir«#vi  n  hr  secondary  coil  by  the 
p.^^  J/  x^*  \f  ,xM\\\rfn  jfi  rhe  .^emiwlary  cnil  by  the  mag- 
p^,.rAf/^/t^    'n#i  *#vArtrUr7  r«?rminal  voltaj^e  is 

A, -/^;,M     ;r,K}  (7) 

f  h^  ^'  V(  r    ^/»t>Q!»rfKvl  in  the  primary  coil  by  the  inter- 

♦  h/»  <'  Vf  r  M.iiQurhrd  in  the:  primary  coil  by  the  counter 
it  M  f*   \^  I  ' 

tUhfhhnt^,  ll»^  primary  imprc^ncd  E.M.F.  is 


ii^ji      W'.   OiM,  h.tvv, 

i..  hu  t.  V  »'.  M  »•     A..       '^  A.'  \  i  ^  ^.,  n  +  ^4^  J  r       (S^) 

I      'i.i   ;;','u.,  .»i    i lu:    »\:\'>iuiaiv    'hviuvci    h'.M.b\,  irY*  as  pa- 
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From  the  above  we  derive 

Ratio  of  transformation  of  E.M.Fs.  : 

^^-a ^.  (9) 

Ratio  of  transformations  of  currents  : 

From    this   we    get,   at    constant    primary    impressed 
E.M.F., 

Jia  =  constant ; 

secondary  induced  E.M.F., 

^/  =-io 1 ; 

a' 
E.M.F.  induced  per  turn, 

S£ -4 1 . ; 


(11) 


a» 

secondary  terminal  voltage, 

"  1 

1  -  Z,  K 

primary  current, 

/  -    ^' 

y+^'Vo     _^ 

■'        "'i 

+  z„r„  +  ^ 

secondary  current. 

V 

At  constant  secondary  termmal  voltage, 
El  =  const. ; 
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secondary  induced  E.M.F., 

E(    =       ^ 


(12) 


1-ZiK' 
E.M.F.  induced  per  turn, 

IE   =       ^ ^ ; 

//I  1-ZiK' 

primary  impressed  E.M.F., 

primary  current, 

secondary  current, 

A      =       ^i ^^^ . 


136.    Some  interesting  conclusions  can  be  drawn  from 
these  equations. 

1  he  apparent  impedance  of  the  total  transformer  is 

l  +  Z.F„  +  ^ 

/o  ^    -t-  «    >« 


K!^. 


^/  = ^7  +  ^«•  (14) 

n  +  4 

Y 
Substituting  now,   —-  =  Y\  the  total  secondary  admit- 

tance,  reduced  to  the  primary  circuit  by  the  ratio  of  turns, 
it  is 

1-^+  K'  is  the  total  admittance  of  a  divided  circuit  with 
the  exciting  current,  of  admittance  F^,  and  the  secondary 
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current,  of  admittance  Y'  (reduced  to  primary),  as  branches. 
Thus  : 

is  the  impedance  of  this  divided  circuit,  and 

Z,  =:Z/  +  Zo.  (17) 

That  is  : 

The  alternate-current  transformer^  of  primary  admittatice 
Y^ ,  total  secondary  admittance  V,  and  primary  impedance 
Z^ ,  is  equivalent  to,  and  can  be  replaced  by^  a  divided  circuit 
with  the  branches  of  admittajue  Y^ ,  the  excitihg  current^  a?id 
admittance  K'=  K/^,  the  secondary  current ^  fed  over  mains 
of  the  impedajue  Z^y  the  internal  primary  impedance. 

This  is  shown  diagrammatically  in  Fig.  106. 


Qanarator 


e. 


Tr»n»formar 


Y.S 


R«o«ivinf 
Circuit 


1 — "^JFtW-l 

I  2  3y 


L 


o 


Fig.   106, 


137.  Separating  now  the  internal  secondary  impedance 
from  the  external  secondary  impedance,  or  the  impedance  of 
the  consumer  circuit,  it  is 


y   =   Z^+Z', 


where  Z  =  external  secondary  impedance, 


(18) 


(19) 
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Reduced  to  primary  circuit,  it  is 

^Z{^/J.  (20) 

That  is ; 

////  alti'mati'-currcnt  tratisfomur^  of  primary  admittance 
i'o»  trimary  impedance  Z^y  secondary  impedance  Zj,  and 
iu/io  of  turns  a,  can,  xohen  the  secondary  circuit  is  closed  by 
an  impedance  /  (tJie  impedance  of  the  receiver  circuit)^  be 
replaced,  and  is  ct/niva/ent  to  a  circuit  of  impedance  Z'  = 
<«*-^i  fed  over  mains  of  the  impedance  Z^+  Z/,  where  Z{^ 
41  Vp  shunted  by  a  cinuit  of  admittance  K,,  which  latter 
cinuit  bmnches  off  at  the  points  a  —  b^  between  the  impe- 
diiUiCS  /^  ami  Z^s 

"*        1 


^ 


L 


^^ 

£. 

Y-  - 

This  is  r^^^rrrsctttcvi  oiagrji:T:TT*aticj'-y  in  F:^-  107. 

I:  is  oSiou's  th^rct\.>rc.  that  i:  :>^"  tr:L:*<:  rrrier  conLoins 
sev cr  a!  •  voci  V-  *oO'* ♦ :  sc\.x^i>Osi *  %  c :  •  c u : :  ^  :  "X  v  dr-^*  :o  be  co n- 
sivicuv  IS  >iAichvv  orf  -i:  :>c  .xn*:^  k  \  in  diagram 
b".^;    I'C.   j.s  >Ixn\ri   ::*   i:a^ru:!?    F  l:    ^'C^. 

L  *  :  >cf  ci '/r  c  t o i  !o v^  s 

- ^  ■»  .:.  Ti  •  '«t:.  <  A.  '• ' » r  h:  ;* -:.*/o  ".'•«;•.  *  :  . . . :  ndarr  .'-Jti's*  jf 
rHt  : Hit 'Hi:.'  : m:\  ui,:hc:  ^-  ,.'....'.  . '■      ./.-A./  .^-  LiTScrnai 

^kCn*'  •;     :    :::  iLZt.:'  ."i'i.:     '    :    —   *     '^:*u  us,     Vi      "  rnc-'t    -f 
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Q«neraior 


Tp»ntfepm«r 


E. 


R«o«ivInf 
Circuits 


-^Tjctr- 


o 


F/g.   70A 

admittance  Y^,  the  exciting  current,  the  other  branches  of  the 
impedances  Z/+  Z\  Z^"  +  Z^\  .  .  .  Zj'  +  Z',  the  latter 
impedances  being  reduced  to  the  primary  circuit  by  the  ratio 
of  turns,  and  the  whole  divided  circuit  being  fed  by  the 
primary  impressed  E,M,F.  E^,  over  maifis  of  the  impedance 

Consequently,  transformation  of  a  circuit  merely  changes 
all  the  quantities  proportionally,  introduces  in  the  mains  the 
impedance  Z^  +  Z/,  and  a  branch  circuit  between  Z^  and 
Z/,  of  admittance  Y^. 

Thus,  double  transformation  will  be  represented  by  dia- 
gram. Fig.  109. 

Transformer  Transformer 


Receiving 
Cirouii 


w-r-^car WnKCKp — i 

^•1  wi     -  zi 


Fig.  109. 


WUh  thin  th^  iUscus^m  of  the  alternate-current  trans- 
Ivmmn  \nuK  1\y  Kwnuiii^  identicil  with  that  ot  a  divided 
v«v«U  v\^ntsuuut^  u^5itattces  and  reactances. 

Svtvh  ciuntit^i  h^uv  cxpacitty  been  dbcusjsed  in  Chapter 
VIU  V  A»vl  the  tvsutt^it  vtcrtxwl  there  are  now  directly  apca- 
vwNv  U^  thsr  t?;ini;tv>ttt>er.  ^tvutg  the  ^-ariatiun  ami  the  a:n- 
V\^  s^  MX\sKtur\  tctmirul  \v^tJ^^•  retwnance  phenomtsEi*  ere. 

llvysv  tvt  trt:stJUKX\  tt  J^(  ^  S,.  ami  the  transDirmer  cun- 
tUHcv  jui  .KWifv^oI  >icwrtcjxy  ct'il.  constancy  doaed  by  x 
vv*KJlc<t>c<  ^v\t!Ct,wto:  oi  <uch  iiix  that  this*,  jusiiiary  minair. 
^^<<?K:<  >fc*t^  ^K  vXdt^n^  ctrvuit  ^rvts  die  reacramx  —  jt* 
%it>  i  *KHhatviuct*>e  :!<x>7miarv  >rjcuit  Jl  =:  r^  -rve  ^jer  rhe 
yViKiiWHt  H  :*5Uh>ivn*nac*%;it  \iyym  ^jnscmc  pirmat;-  Tuttgniai 
'A^  H>H»>cniic  5s<vvuuai>   currenc;  ami   m^erseiy.  jsr  pzcsrzfnisiy 
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=  -  .zf  1  +  -T^JJ^  +  (r,  -jx;)  {go+jK)\ 
I  jR+r^—jXo  ) 

[  1  +         ^o  -  ^ -^o [.  /        n-JXp       Y^    .    .    .   )    ; 

(       ^  +  To  -  yjfo     \i?  +  '•o  -  y^o/    '  *    )  ' 

or,  expanding,  and  neglecting  terms  of  higher  than  third 
order, 

|?=  -  «  j  1  +  2— 5-^l>?V-  +  2f  »?'^-^''''-     Y  + 


or,  expanded, 
4s 


|e  =  -  «  j  1  +  2  J"^^  +  (r.  -y*.)(^<,  +  JK) I 


Neglecting  terms  of  tertiary  order  also, 
is 


Ratio  of  currents : 

^  =  -  -  {1  +(^0  +  Jh){R  +  r,  -  A,)}; 
or,  expanded. 

Neglecting  terms  of  tertiary  order  also, 

Total  apparent  primary  admittance  : 

7         -«o  ■"   +  ^g  —  y-*» 

R  -\-  r„  —  jxo 
=  {R+  (r,-jXo)  +  iP  (r,-jXo)  Uo+Jbc)}  {1-  (^»  +>*.) 

(^  +  r„-y^,)  +  (^o+>*«)*(^  + To ->*.)'+  .  .  .} 
=  {R  +  2{ro-  jx:)  -  R^  (go  +JK)  -2R  (r,  -  jx„) 

{go+Jl>o)  +  R*Uo-\-jhY}; 
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or, 

Neglecting  terms  of  tertiary  order  also  : 

Angle  of  lag  in  primary  circuit : 
tan  Wp  ■-  -^ ,  hence, 

n 

tun  w^»  = 


i  +  ^7-  -  AV.  -  2r,g,  -  2;r,^,  +  i?«^,«+  ^i*V 
Neglecting  terms  of  tertiary  order  also: 

.  .»  A* 

tan  w^  — » 


13ft  h\  now,  wo  represent  the  external  resistance  of 
the  svwiularv  circuit  ut  tail  load  (^reduced  to  the  primary 
circuit  >  by  A*^ ,  atid  vlcriotc, 

-  *>  ...  .^  _  J..JJ"        iitvruii  rv.>«.:<t:inv'« of  xrxnASx^rmcr _   percentage  inter- 

A^     "         "*  ^    fc.v:«.u.i.  t<si>i.moe  ct  «vvodanr  cirout  ""  ^^  resistance, 

T  *■'  -_,  g   ^  r.jit;^>     i:»:vr.uu  nj.ictaiK;*  oi  truBsAmmir       _  percentage  inter- 

^  fc.  xieraai  r^:«i»taac«  ot  MOMMlary  vorvuit  n:\\  reaCtailCe 

*c»  >  ^  n  ^  ratio  ,:    .  ^         ,    =  percentage  hvsteresis, 

.V   >    ..  .    -r-.r:.    Mt<«vfi/i-.<  ,njr-nt         percentage  Diagnetiz ID g  cur- 

aiKi  i:  ./  -c-^-c^^eTTCs  :hc  !'.\il1  oc  the  tninstonner.  as  fraction 
ot   tull  '.oaui.  'AC  have 

A* 
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and,  1?=P''' 

a 

Substituting  these  values  we  get,  as  the  equations  of  the 
transformer  on  non-inductive  load, 
Ratio  of  RM.Fs.  : 

i-«{l+</(p-yq)} 
or,  eliminating  imaginary  quantities, 

-«{i  +  ^p}. 

Ratio  of  currents  : 

4  _       1  ( 1    I  (h  +  >g)   .  (P  -  yq)(h  +yg) ) 
/,  a\     ^         d         '^  2  ) 

or,  eliminating  imaginary  quantities, 

^1  |l    I    h       ph+qg+g') 

-H'  +  M- 


2K'  AI.TZ.I.XA TZJ^'G-CTFrE^rr  FffRXOMEXA. 


1  ' 


That  iss 

the  s<,\\^'€.ij:^  j^'nrn::,  :s  "ir^. .veT.v-:  .S  :<£  ccmstamls : 
S,  =  s«fvvr.v:ir\-  txtir:ial  ni<:>CJLi:ce  i:  full  load; 

.^.V.'i.x.  .*:.:      ..-  .\    .,  :.'.,£  .:s  ^'J:tc^  J  :^  tke  frimofy 

,;».  1.'.'  >»  ,;.  .x.*j,:  ;  .  '     :.     .:  ..   .  *' .Vi -^jt,  Jr. 
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140.    As  an  instance,  a  transformer  of  the  following 
constants  may  be  given: 

Co    =1,000;  R,=^     IL'O;  q  =  .Or); 

a     =        10;  p    =.02- 


h  =  .02 ; 
g  =  .04. 


Substituting  these  values,  gives  : 

100 


f\  = 


V(l.()()14  +  xri  iif  +  (.0002  +  .00  df 
to  =  .li,y/^1.00U  +  --~y  +  (-^l^-  -  .OOOL'V; 


tan  ii>o  = 


.06./  +  :2i_.0004-il!Hi 
1.5)972  +  .02  ^  +  -^  -  :i^ 


.  t™ 

liforn 

*r. 

} 

A 

1 

U 

u 

1(1 

-1^ 

V 

1 

JSfci 

ndiCK 

VaJfa 

yd 

V 

10 

1 

« 

^ 

r- 

9 

B« 

' 

1. 

/ 

/■ 

9 

% 

^A 

t* 

'I 

\ 

^1 

k^ 

f* 

9    00 

1 

% 

/ 

4   00 

^ 

*  ^ 

4   ^ 

\ 

J 

/ 

>^ 

- 

-J 

^  30 

\ 

/ 

'J^ 

,^^j^'. 

H 

*,^ 

• 

*  £fi 

1   y 

<_ 

1 ^ 

L^--^ 

^ 

giiS- 
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In  diagram  Fig.  110  are  shown,  for  the  values  from 
^/=  0  to  ^=  1.6,  with  the  secondary  current  ij  as  abscis- 
sae, the  values : 

secondary  terminal  voltage,  in  volts, 

secondary  drop  of  voltage,  in  per  cent, 

primary  current,  in  amps, 

excess   of    primary   current    over    proportionality    with 

secondary,  in  per  cent, 
primary  angle  of  lag. 

The  power-factor  of  the  transformer,  cos  %,  is  .46  at 
open  secondary  circuit,  and  is  above  .99  from  25  amperes, 
upwards,  with  a  maximum  of  .995  at  full  load. 
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CHAPTER    XV. 

THB   QBNEBAL    ALTBBNATINa-CUBRBNT   TRAN8FOBMSB    OB 
FBBQUBNCY    CONVBBTBB. 

141.  The  simplest  alternating-current  apparatus  is  the 
alternating-current  transformer.  It  consists  of  a  magnetic 
circuit,  interlinked  with  two  electric  circuits  or  sets  of 
electric  circuits.  The  one,  the  primary  circuit,  is  excited 
by  an  impressed  E.M.F.,  while  in  the  other,  the  secondary 
circuit,  an  E.M.F.  is  induced.  Thus,  in  the  primary  circuit, 
power  is  consumed,  in  the  secondary  circuit  a  correspond- 
ing amount  of  power  produced  ;  or  in  other  words,  power 
is  transferred  through  space,  from  primary  to  secondary 
circuit.  This  transfer  of  power  finds  its  mechanical  equiv- 
alent in  a  repulsive  thrust  acting  between  primary  and 
secondary.  Thus,  if  the  secondary  coil  is  not  held  rigidly 
as  in  the  stationary  transformer,  it  will  be  repelled  and 
move  away  from  the  primary.  This  mechanical  effect  is 
made  use  of  in  the  induction  motor,  which  represents  a 
transformer  whose  secondary  is  mounted  movably  with  re- 
gard to  the  primary  in  such  a  way  that,  while  set  in  rota- 
tion, it  still  remains  in  the  primary  field  of  force.  The 
condition  that  the  secondary  circuit,  while  revolving  with 
regard  to  the  primary,  does  not  leave  the  primary  field  of 
magnetic  force,  requires  that  this  field  is  not  undirectional, 
but  that  an  active  field  exists  in  every  direction.  One  way 
of  producing  such  a  magnetic  field  is  by  exciting  different 
primary  circuits  angularly  displaced  in  space  with  each 
other  by  currents  of  different  phase.  Another  way  is  to 
excite  the  primary  field  in  one  direction  only,  and  get  the 
cross  magnetization,  or  the  angularly  displaced  magnetic 
field,  by  the  reaction  of  the  secondary  current. 
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We  see,  consequently,  that  the  stationan*  transformer 
and  the  induction  motor  are  merely  different  applications 
of  the  same  apparatus,  comprising  a  magnetic  circuit  in- 
terlinked with  two  electric  circuits.  Such  an  apparatus 
cm  properly  be  called  a  ^^etural  alttrmatimg-currcnt  trans- 
fcrmrr"  The  equaiioQS  of  the  stationary'  transformer  and 
th^.>se  of  the  induction  motor  are  merely  specializations  of 
the  general  alternating-current  transformer. equations. 

Oointitative'y  the  main  differences  between  induction 
motor  and  stationary  transformer  are  those  produced  by 
the  air-gap  between  primani-  and  secondary,  which  is  re- 
quired :o  give  the  secondary  mechanical  movability.  This 
air-gap  greatly  increases  the  magnetizing  current  over  that 
in  the  closei  nagr.etic  circuit  transformer,  and  requires 
an  ironclad  construction  of  primary  and  secondary  to  keep 
the  magnetldng  current  within  reasonable  limits.  An  iron- 
clad cor.s:rj:c::on  again  greatly  increases  the  selfnnduction 
of  primary-  and  seconda^^•  circuit.  Thus  the  induction 
motor  is  a  transformer  of  Jrge  magnetiring  current  and 
large  self-induction:  that  is^  comparativelY  large  primar}' 
exciting  susceptance  and  Lirge  reactance. 

The  general  alternating-current  transformer  transforms 
between  electrical  and  mechanical  power,  and  changes  not 
:c'.y  E-i[.Fs.  and  currents^  but  frequencies  also,  and  may 
there: :re  !^  called  a  "frequency  c:nverter."  Ob^TOusIy, 
it  a:>?  may  change  the  number  cf  phases^ 

142^  Besides  the  m-ignet:c  nux  interlinked  with  both 
rrimary  jj-.i  se-c^niary-  electric  circuit,  a  magnetic  cross- 
nux  rj.>>e<  :-  :>.e  transformer  Sef.ve^en  rr:nar>-  and  seo?nd- 
ir..  >.:rr:u-:i:~,:  "le  c*::".  :n'y.  ^-::h  ut  heing  interlinked 
*vith  tre  ."t^.e**.  T''*.i>  m-netic  cr.''>5-!tu.\  is  r*r'.^t>?rtional  to 
the  cuTrr.:  n    .v:~^  i:^  the  e'e-ctrlc  circuit,  ani  constitutes 

seen.  a>  <e!:-:niuc::;~  ::  a  tnrsfrrmer  c:r\:uit.  n:t  the  total 
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which  surrounds  the  one  circuit  without  interlinking  with 
the  other,  and  is  thus  produced  by  the  M.M.F.  of  one 
circuit  only. 

143.  The  mutual  magnetic  flux  of  the  transformer  is 
produced  by  the  resultant  M.M.F.  of  both  electric  circuits. 
It  is  determined  by  the  counter  E.M.F.,  the  number  of 
turns,  and  the  frequency  of  the  electric  circuit,  by  the 
equation  :  ^ 

Where  E  =  eflfective  E.M.F. 

A'=  frequency. 
n   =  number  of  turns. 
*  =  maximum  magnetic  flux. 

The  M.M.F.  producing  this  flu.x,  or  the  resultant  M.M.F. 
of  primary  and  secondary  circuit,  is  determined  by  shape 
and  magnetic  characteristic  of  the  material  composing  the 
magnetic  circuit,  and  by  the  magnetic  induction.  At  open 
secondary  circuit,  this  M.M.F.  is  the  M.M.F.  of  the  primary 
current,  which  in  this  case  is  called  the  exciting  current, 
and  consists  of  an  energy  component,  the  magnetic  energy 
current,  and  a  reactive  component,  the  magnetizing  current. 

144.  In  the  general  alternating-current  transformer, 
where  the  secondary  is  movable  with  regard  to  the  primary, 
the  rate  of  cutting  of  the  secondary  electric  circuit  with  the 
mutual  magnetic  flux  is  different  from  that  of  the  primary. 
Thus,  the  frequencies  of  both  circuits  are  different,  and  the 
induced  E.M.Fs.  are  not  proportional  to  the  number  of 
turns  as  in  the  stationary  transformer,  but  to  the  product 
of  number  of  turns  into  frequency. 

145.  Let,  in  a  general  alternating-current  transformer : 

s  =  ratio  *"^'"^^  frequency,  or  "  slip  "  ; 

,  .-  primary  ^  •' '  r        » 

thus,  it 

^V=  primary  frequency,  or  frequency  of  impressed  E.M.F., 
s  N  =  secondary  frequency  ; 
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and  the  E.M.F.  induced  per  secondar)-  turn  by  the  mutual 
flux  has  to  the  E.M.F.  induced  per  primar}'  turn  the  ratio  s^ 

X  =  0  represents  s\Tichronous  motion  of  the  secondan* ; 

X  <  0  represents  motion  above  synchronism — driven  by  external 

mechanical  power,  as  will  be  seen ; 
X  =  1  represents  standstill : 
X  >  1  represents  backward  motion  of  the  secondar}' 

that  is,  motion  against  the  mechanical  force  acting  between 
primar)'  and  secondar)'  (thus  representing  driving  by  ex- 
ternal mechanical  power). 
Let 

ffo   =  number  of  primary  turns  in  series  per  circuit ; 
ffi   =  number  of  secondar}*  turns  in  series  per  circuit ; 

a    =  -5  =  ratio  of  turns ; 
/r, 

y^  =:g^  +y^o  =  primary  exciting  admittance  per  circuit ; 

where 

^0    =  effective  conductance ; 
Iff,    =  susceptance  ; 

Zq  =  r^  —Jxq  =  internal  primary  self-inductive  impedance 
per  circuit, 
where 

r^    =  effective  resistance  of  primar)'  circuit  ; 
.r^   =  reactance  of  primary  circuit ; 

Z,i  =  rj  —  j'xi  =  internal  secondary'  self-inductive  impedance 
per  circuit  at  standstill,  or  for  j  =  1, 
where 

r,    =  effective  resistance  of  secondary'  coil ; 
Xi   =  reactance  of  secondary  coil  at  standstill,  or  full  fre- 
quency, s  =  1. 

Since  the  reactance  is  proportional  to  the  frequency,  at 

the  slip  Sy  or  the  secondary  frequency  s  X,  the  secondary 

impedance  is : 

^  Z,  =  r,-jsx,, 

Let  the  secondary  circuit  be  closed  by  an  external  re- 
sistance r,  and  an  external  reactance,  and  denote  the  latter 
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by  X  at  frequency  N,  then  at  frequency  s  Ny  or  slip  j,  it 
will  be  =  j^,  and  thus : 

Z  »  r  —jsx  =  external  secondary  impedance.* 
Let 
£o  =  primary  impressed  F^M.F.  per  circuit, 
£ '  =  E.M.F.  consumed  by  primary  counter  E.M.F., 
Ex  =  secondary  terminal  E.M.F., 
E(  =  secondary  induced  E.M.F., 
i      =  E.M.F.  induced  per  turn  by  the  mutual  magnetic  flux, 

at  full  frequency  A^, 
Iq    =  primary  current, 
If^  =  primary  exciting  current, 
Ii    =  secondary  current. 

It  is  then  : 

Secondary  induced  E.M.F. 

Total  secondary  impedance 

Z^  +  Z  =  {f\  +  r)  -yV  (xi  +  x) ; 

hence,  secondary  current 

J  __      £\       _. ^»i^ . 

•'       Z,  +  Z       {r,-\-r)^js{x,  +  xy 

Secondary  terminal  voltage 

E\  =  jRi  —  ■'\Zi  =  j\Z 


*  This  applies  to  the  case  where  the  secondary  contains  inductive  reac- 
tance only  ;  or,  rather,  that  kind  of  reactance  which  is  proportional  to  .the  fre- 
quency. In  a  condenser  the  reactance  is  inversely  proportional  to  the  frequency, 
in  a  synchronous  motor  under  circumstances  independent  of  the  frequency. 
Thus,  in  general,  we  have  to  set,  x  =  r'  -f  x"  -f  j-'",  where  x'  is  that  part  of 
the  reactance  which  is  proportional  to  the  frequency,  x"  that  part  of  the  reac- 
tance independent  of  the  frequency,  and  ;r'"  that  part  of  the  reactance  which 
is  inversely  proportional  to  the  frequency ;  and  have  thus,  at  slip  j,  or  frequency 
sN,  the  external  secondary  reactance  sx'  -f  a''  -f-  - — . 
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E.M.F.  consumed  by  primary  counter  E.M.F. 
hence,  primarj'  exciting  current : 

Component  of  primar)*  current  corresponding  to  second 
ary  current  /j :  /'  =  _  ^ 


hence,  total  primar}-  current, 

/a  =  /oo  +  // 

Primary  impressed  E.M.F., 

=  -  -o^  j  1  -f-  -L  r,-/.r,  +(r.-/.r.H^-.+y3.)  | 

(  </*  irj  -^  r»— /j<.Vi-:-.r)  J 

We  get  thus,  as  the 
Equiit:cns  cf  */u'  Utrurjil  AJrtmarin^-Currt'nf  Traiufortner : 

Of  ratio  oi  turns,  a  ;  and  ratit^  of  frequencies,  j;  with  the 
E.M.F.  incuceu  per  turn  at  full  frequency,  c",  as  parameter, 
the  values  : 

Primar}-  impressed  E-M.F.. 

E,. K,c  i  1— L '^^i^ ^^,v,_yx,)(^,+y^.^  j  . 


r—  /XX 


Sccv^ncAr}*  terminal  vo*.:ai:e. 
E,  =  .,,.  i  1 -IsiJU^ )  =  ,,v. 

IMman-  current, 

/•  =-^«*^l-, '- ^^i±LL\. 
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/i  = 


Secondary  current, 


(n  +  r)  -Js^xi-Vx) 


Therefrom,  we  get ; 
Ratio  of  currents, 


•^  =  -  ^  j  1  +  y  Uo+>^o)[(n  +  r)  -;>(x,+.v)]  j 
Ratio  of  EM.Fs., 


^0  


E, 


1  +  47-:r-'r^w'' _i_  ^+(^»-/^.K^o+yA)' 


n  -yj^'i 


Total  apparent  primary  impedance, 


Z,  =  f?  =  i^"  {(n  +  r)  -js{x,  +  ;r)} 


1+-^, 


^0  -y>Vo 


^^(n  +  ^)+yV(>vi+A-) 


+  ^''o-AoV^o+y^o) 


where 


in  the  general  secondary  circuit  as  discussed  in  foot-note, 
page  221. 

Substituting  in  these  equations : 

.=  1, 
gives  the 

General  Equations  of  the  Stationary  Alternating-Current 
Transformer : 

(  a^Z^-\-  Z  ) 

''       '   \       z,  +  z]         z,  +  z 

I  rt«  (Z,  +  Z) 
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I    =      *i^ 

j'l ^^ ^  z  y\ 

.  ^x  -  ^  J 

/*  I       1  ^.ri;iZ,-rZ;     J 

Substituting  in  the  ccuati«;»RS  ff  the  general  alternating- 
current  transformer, 

Z  =  i». 
gives  the 

Gi'fSx^ra^  JiS3i<7::^KS  .  f  :',t  InJucti^yn  Motor: 


7.  =  -^-^  - 


-'^1"  A-^-'A»  j 


•  -  I       -•  f  -  %  ■  •    »     N     1 


r,-/A^        I 


Kor.iTT.ir.i:  r.:"or  ::  :he  jrt-r.eri'  i.':err.i.r:n^<T:TTent  trans- 


>■  ,    ^  *"-  -  -----..._. 
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+  {r^g„  +  *o  ^)1  +  J  \-^t  (*  ''o  (■*■>  +  *)  -• *o  (n  +  '■)) 

Neglecting  the  exciting  current,  or  rather  considering 
it  as  a  separate  and  independent  shunt  circuit  outside  of 
the  transformer,  as  can  approximately  be  done,  and  assum- 
ing the  primary  impedance  reduced  to  the  secondary  circuit 
as  equal  to  the  secondary  impedance, 

n  =  0, 

Substituting  this  in  the  equations  of  the  general  trans* 
former,  we  get, 

^,=  -  «,^  j  1  +  jL  [r,(r,  +  r)  +  J^i(jri  + ^)] 

^k  ) 

^k 


146.   The  true  power  is,  in  symbolic  representation  (see 


Chapter  XII.) :  ' 
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denoting. 


gives: 

SecondaiT  output  of  the  transformer 

P^  =  'E^,  /,?  =  I  tailor  =  srw. 
\   -t  } 

Internal  loss  in  secondary  circuit. 

Total  seoondaij  poirer. 

/•i  r-  P}  =  f  ^^^  '.  r  ^  r;.  =  / «T  (r  +  rO- 

Internal  loss  in  primair  circuit. 
Total  electrical  output,  plus  loss. 

Total  e'ectrical  input  of  primarr, 

P,  =  'E,I,J  =  /  ,'^ Y  r  -^  '^i  ^  '"-^^  =  a-  C''  +  n  +  xr,> 

*    "  v  -^  / 

Hence,  mecbanica]  output  of  transformer, 

P=^  P^  ^  P'  =  li'  .1  —  s)  (r  +  r^X 
Ratio, 

rrhanK-a"  oxirrnr:  _  P  i-  —  X  speed 

'  ~~  J^i  -  /\'  "~        J        ~    .lip    • 


mrcr 


147.    Thus, 

In  a  i::enera-  a!:ematir.i:  tran>iormer  of  ratio  of  turns,  a, 
and  ratio  of  ireciiei^cies.  /.  r.e^'.ectini;  exciting  current,  it  is : 


Electrical  irpu:  :r.  pr:in,in\ 

':-  '  -  -  j^* . -1-3 -r  j:;* 


/  7;  -  -    r-  «;_♦-,  «:_  jrrj'N 
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Mechanical  output, 

{n^-ry  +  s'ix.  +  xy^ 

Electrical  output  of  secondary, 

r,  __  j'  n^  ^  r 

Losses  in  transformer, 


(n  +  z-)^  +  «r*  (^1  +  xy 

Of  these  quantities,  P^  and  Pj  are  always  positive ;  P^ 
and  /*  can  be  positive  or  negative,  according  to  the  value 
of  s.  Thus  the  apparatus  can  either  produce  mechanical 
power,  acting  as  a  motor,  or  consume  mechanical  power; 
and  it  can  either  consume  electrical  power  or  produce 
electrical  power,  as  a  generator. 

148.   At 

J  ==  0,  synchronism,  T^q  =  0,  /*  =  0,  /j  =  0. 
At     0  <  J  <  1,  between  synchronism  and  standstill. 

P^ ,  P  and  P^  are  positive ;  that  is,  the  apparatus  con- 
sumes electrical  power  P^  in  the  primary,  and  produces 
mechanical  power  P  and  electrical  power  P^  +  P^  in  the 
secondary,  which  is  partly,  P^y  consumed  by  the  internal 
secondary  resistance,  partly,  P^ ,  available  at  the  secondary 
terminals. 

In  this  case  it  is : 

P^  +  ^/ 


P  1  -j' 

that  is,  of  the  electrical  power  consumed  in  the  primar)' 
circuit,  P^y  a  part  P^  is  consumed  by  the  internal  pri- 
mary resistance,  the  remainder  transmitted  to  the  secon- 
dary, and  divides  between  electrical  power,  P^  +  P^y  and 
mechanical  power,  P^  in  the  proportion  of  the  slip,  or  drop 
below  synchronism,  j,  to  the  speed :  1  —  j. 
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In  this  range,  the  apparatus  is  a  motor. 

At  J  >  1 ;  or,  backwards  driving, 

/^  <  0,  or  negative  ;  that  is,  the  apparatus  requires  mechanical 
power  for  driving. 

It  is  then  :  P^  -  T'o'  -  Px  <  Pi ', 

that  is :  the  secondarj'  electrical  power  is  produced  partly 
by  the  primary  electrical  power,  partly  by  the  mechanical 
power,  and  the  apparatus  acts  simultaneously  as  trans- 
former and  as  alternating-current  generator,  with  the  sec 
ondary  as  armature. 

The  ratio  of  mechanical  input  to  electrical  input  is  the 
ratio  of  speed  to  synchronism. 

In  this  case,  the  secondary  frequency  is  higher  than  the 
primary. 

At  s  <  Oy  beyond  synchronism, 

/^  <  0 ;  that  is,  the  apparatus  has  to  be  driven  by  mechanical 

power. 
/q  <  0 ;    that  is,  the  primary  circuit  produces  electrical  power 

from  the  mechanical  input. 

At  r+r,  +  sr,  =0,    or,    ^  <  -  ^l±-^» ; 

the  electrical  power  produced  in  the  primary  becomes  less 
than  required  to  cover  the  losses  of  power,  and  Pq  becomes 
positive  again. 
\\*e  have  thus : 

consumes  mechanical  and  primary  electric  power;  produces 
secondary  electric  power. 

'  -  ^^^  <s<0 

consumes  mechanical,  and  ]^roduces  electrical  power  in 
primar)'  and  in  secondary  circuit. 

0<s<l 
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consumes  primary  electric  power,  and  produces  mechanical 
and  secondary  electrical  power. 

1  <^ 

consumes  mechanical  and  primary  electrical  power;  pro- 
duces secondary  electrical  power. 
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149.    As  an  instance,  in  Fig.  Ill  are  plotted,  with  the 
slip  s  as  abscissae,  the  values  of : 

Secondary  electrical  output  as  Curve      I. ; 


Total  internal  loss 
Mechanical  output 
Primary  electrical  input 

for  the  values : 

«i^  =  100.0 ; 
n    =       .1; 


as  Curve  II. ; 
as  Curve  III. ; 
as  C'urve  IV.  ; 

r     =         .4; 
X    =        .3; 
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hence,                          ^        16,000  j« 
•^  1  = 


P.'  +  P^'  = 


8.000  j» 


^        4,000j-:- lo  4- j^ 
-^0   = ; z, ; 

/>    =  INMXK)  J  g  —  j) 


150.  Since  the  most  common  practical  application  of 
the  general  alternating  current  transformer  is  that  of  fre- 
quency converter,  that  is  to  change  from  one  frequency  to 
another*  either  with  or  without  change  of  the  number  of 
{:4utse:«s  the  following  characteristic  curves  of  this  apparatus 
are  of  great  interest. 

1.  The  reiirulation  curve :  that  is*  the  change  of  second- 
ary terminal  witage  as  functx^n  «  the  kod  at  constant  im- 
pnKsed  priraarj"  voltage. 

i  The  vvxnpounding  curv^e :  that  is  the  change  of  pri- 
raarik*  iniprt^scs^  \\>I:jL*:e  reviuired  to  maintain  constant  scc- 
oaviAr\-  terr.::r-.il  w't.^:^. 

In  :h:>  vM>e  :he  :-:rrx^s?ev:  :re^;uency  and  the  speed  arc 
cvvi>C-vn:.  i^^:  vvr.>>x.:v"^:*y  the  secoodiiy  trequerLcy.  Gen- 
erju*>  rh'^  rnxusrr.y  o:::v\*r:er  ->  u:$ed  t^  ciiar:^  fr»jm  a  low 

cvv^^^>^  jL"c    b>  t>-i:r,    i^-^-c    riijiK'-r-iri.  rhat  is,,  i^ainst  its 

5>  >f'ryi;v-v.    .-:cre-Jt;^i  ::    :":e    rrjTiiry  rriiT-zk  wtLicfi    by 
ov^:<\V':,i:vr.  C';r::7«;r:<u.:;:rs  iljc   ::c  tie  lLti:^jL^  current  of 

si*C  *  ^"  *  I  -  ^ ' ,  »^  ■  .* ,"  ■    .'','  J  r "  '^  rt '  *■ 

J'.  —  "   -•   ..    —    '*,"■•:/.    -i^'  :     :.^:..:f"t;     jnTeJazce    per 
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Zo  =  r^  — y^o  =  internal  self  inductive  impedance  per 
primary  circuit  at  the  primary  frequency. 

a  =  ratio  of  secondary  to  primary  turns  per  circuit. 

d  =  ratio  of  number  of  secondary  to  number  of  primary 
circuits. 

c  =  ratio  of  secondary  to  primary  frequencies. 

Let, 

^  =  induced  E.M.F.  per  secondary  circuit  a  secondary 
frequency. 

Z  =  r  ^jx  =  external  impedance  per  secondary  circuit 
at  secondary  frequency,  that  is  load  on  secondary  system, 
where  j:  =  0  for  noninductive  lead. 

We  then  have, 

total  secondary  impedance, 

secondary  current, 
where, 


secondary  terminal  voltage, 

E^  =  I^  Z  =  e 


Z^Z, 

=  ^  (r  -jx)  (^i  -|->a)  =  e  (b^  -^  jb^ 
where, 

^1  =  (/'^i  +  xa^  bn  =  (r<7,  —  xa^ 

primary  induced  E.M.F.  per  circuit, 

ac 
primary  load  current  per  circuit, 

I^  =  abl^  =  abe  {ciy^  -\-  ;a^ 
primary  exciting  current  per  circuit, 


wicre. 


=  .      ^    ^  •»£. 


1       ■  -r 


=  ,\ 

v-v 

*— 4' 

=  -\ 

v~V 
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primary  electrical  input, 

U  -  L^(/oJ ^«  +  ^,1 

primary  apparent  input,  voltamperes, 

Go  =  ^</o 

Substituting  thus  different  values  for  the  secondary  in- 
ternal impedance  Z  gives  the  regulation  curve  of  the  fre- 
quency converter. 
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Such  a  curve,  taken  from  tests  of  a  200  KW  frequency 
converter  changing  from  6300  volts  25  cycles  three-phase, 
to  2500  volts  62.5  cycles  quarter-phase,  is  given  in  Fig. 
112. 
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CHAPTER    XVI. 

INDUCTION  MOTOR. 

151.  A  specialization  of  the  general  alternating-current 
transformer  is  the  induction  motor.  It  differs  from  the 
stationary  alternating-current  transformer,  which  is  also  a 
specialization  of  the  general  transformer,  in  so  far  as  in  the 
stationary  transformer  only  the  transfer  of  electrical  energy 
from  primary  to  secondary  is  used,  but  not  the  mechanical 
force  acting  between  the  two,  and  therefore  primary  and 
secondary  coils  are  held  rigidly  in  position  with  regard  to 
each  other.  In  the  induction  motor,  only  the  mechanical 
force  between  primary  and  secondary  is  used,  but  not  the 
transfer  of  electrical  energy,  and  thus  the  secondary  circuits 
closed  upon  themselves.  Transformer  and  induction  motor 
thus  are  the  two  limiting  cases  of  the  general  alternating- 
current  transformer.  Hence  the  induction  motor  consists 
of  a  magnetic  circuit  interlinked  with  two  electric  circuits  or 
sets  of  circuits,  the  primary  and  the  secondary  circuit,  which 
are  movable  with  regard  to  each  other.  In  general  a  num- 
ber of  primary  and  a  number  of  secondary  circuits  are  used, 
angularly  displaced  around  the  periphery  of  the  motor,  and 
containing  E.M.F^s.  displaced  in  phase  by  the  same  angle. 
This  multi-circuit  arrangement  has  the  object  always  to 
retain  secondary  circuits  in  inductive  relation  to  primary 
circuits  and  vice  versa,  in  spite  of  their  relative  motion. 

The  result  of  the  relative  motion  between  primary  and 
secondary  is,  that  the  E.M.Fs.  induced  in  the  secondary  or 
the  motor  armature  are  not  of  the  same  frequency  as  the 
E.M.Fs.  impressed  upon  the  primary,  but  of  a  frequency 
which   is  the  difference  between  the  impressed  frequency 
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anfl  the  frequency  of  rotation^  or  equal  to  the  "  slip,"  that  is, 
the  fliffercnce  between  synchronism  and  speed  (in  C}xles). 
Hence,  if 

M  =  frequency  of  main  or  primary'  ELM.F., 

and  f  =  percentage  :>lip: 

f-V  =  frequency  of  armature  or  secondary  E.M.F., 

an^l  {\  —  i;  A'=  frequenc)-  of  rotation  of  armature. 

In  its  reaction  upon  the  primarj*  circuit,  however,  the 
armature  current  is  of  the  same  frequenc)'  as  the  primary 
current,  since  it  is  carried  around  mechanically,  >rith  a  fre- 
quency equal  to  the  difference  between  its  own  frequency 
and  that  of  the  primar)-.  Or  rather,  since  the  reaction  of 
the  secondary  on  the  primar\-  must  be  of  primary^  frequency 
—  whatever  the  speed  of  rotation — the  secondary  frequenc)' 
is  al\%*ays  such  as  to  give  at  the  existing  speed  of  rotation  a 
reaction  of  primary  frequency. 

162.  Let  the  primar)-  system  consist  of /^^  equal  circuits, 
di*»pl:i«  id  anfjulary  in  sjxicc  by  1  //.  < •!  a  period,  that  is, 
1  //*,  '"t  the  width  of  two  p.les,  and  excited  by/^  E.M.Fs. 
ilispbu-rl  in  pha>e  by  1 //..  «»t  a  peri.<l:  that  is,  in  other 
w.-rfN.  let  the  nel<l  circuits  consist  ^A  a  symmetrical /^-phase 
s\Nrcrn.  AnaI«n;ously.  let  the  armature  or  secondary  circuits 
iiin-i-.:  .if  a  s\mmetrical /.-phase  s\sterr.. 

le: 

•r        :  •::'.  Nr  "t  rrim.ir)'  :i:rr.s  per  circu::  or  phase; 
^.  -.  •:".'.  St  '^f  M:0'r.».:.ir)-  turriS  per  circuit  or  phase; 

•        "'    '    r  :.i:-.  ^  .  !  :  M:  print  a  r^-  turr.s  to  t.^tdl  secondar}'  turns 

v; . . .       .-.,..   .......  -^^^ .      -   sv\   -* , •  -I • '.   V  - : '.  :  <  /. " .:  r.i: mber  of 

■    '■•  ■  ^..      •••I".   .:-:;■■:<,:•:  :"x-  :••..  ::■   "  :::  :  t  —  as 

•••    •*■.    >•:■■   "x'\   •.'■:."< ^-    ■    vs   v:-:;:v*-.    .".><^"::.iL  it  is 

......  ....^.•.   .  .  ...,:.    ^-  ,"  <^o  ".-.i"    .:v.-*':  :  ,<  :.  :^o  primary 
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if  E(  =  secondary  E.M.F.  per  circuit,  E^  =  aE( 

=  secondary  E.M.F.  per  circuit  reduced  to  primary  system; 

if  I(   =  secondary  current  per  circuit,  /j    =  -^- 

=  secondary  current  per  circuit  reduced  to  primary  system ; 
if  r(    =  secondary  resistance  per  circuit,  r^  ^  (^  r( 

=  secondary  resistance  per  circuit  reduced  to  primary  system ; 
if  x(   =  secondary  reactance  per  circuit,  x^  =  a^  x\ 

=  S'xondary  reactance  per  circuit  reduced  to  primary  system ; 
if  2fi'    =  secondary  impedance  per  circuit,  z^    =rt^/, 

=  secondary  impedance  per  circuit  reduced  to  primary  system ; 

that  is,  the  number  of  secondary  circuits  and  of  turns  per 
secondary  circuit  is  assumed  the  same  as  in  the  primary 
system. 

In  the  following  discussion,  as  secondar)'  quantities,  the 
values  reduced  to  the  primar}'  system  shall  be  exclusively 
used,  so  that,  to  derive  the  true  secondary  values,  these 
quantities  have  to  be  reduced  backwards  again  by  the  factor 

fhPi ' 
153.    Let 

4>  =  total  maximum  flux  of  the  magnetic  field  per  motor  pole, 

We  then  have 

E  =  'sf2'7rnN^10~^  =  effective   E.M.F.  induced  by  the  mag- 
netic field  per  primary  circuit. 

Counting  the  time  from  the  moment  where  the  rising 
magnetic  flux  of  mutual  induction  *  (flux  interlinked  with 
both  electric  circuits,  primary  and  secondary)  passes  through 
zero,  in  complex  quantities,  the  magnetic  flux  is  denoted  by 

*  =y<i>, 

and  the  primary  induced  E.M.F., 

E  =  —  ^; 
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where 

e^  yJ^wnN^lO"^  may  be  considered  as  the  "Active  E.M.F. 
of  the  motor,"  or  '•  Counter  E.M.F." 

Since  the  secondary  frequenc)'  \s  s  N^  the  secondary  in- 
duced E.M.F.  (reduced  to  primary  system)  is  -^i  =  —  se. 
Let 

I^  =  exciting  current,  or  current  passing  through  the  motor,  per 
primary  circuit,  when  doing  no  work  (at  synchronism), 

and 

Y^g  -\-jb  =  orimary  admittance  per  circuit  =  —  . 

We  thus  have, 

^^  =  magnetic  energy  current,  ^^  =  loss  of  power  oy  hysteresis 
(and  eddy  currents)  per  primary  coil. 

Hence 

pog^  =  total  loss  of  energy  oy  hysteresis  and  eddys, 
as  calculated  according  to  Chapter  X. 
be  =  magnetizing  current,  and 
n^be  =  effective  M.M.F.  per  primary  circuit; 

hence  ^/lo^^  =  total  effective  M.M.F. ; 
and 

— **-  n^be  =  total  maximum  M.M.F.,  as  resultant  of  the  M.M.Fs. 
^-  of  the  /o-phases,  combined  by  the  parallelogram  of 

M.M.Fs.* 

If   tR  =  reluctance  of  magnetic  circuit  per  pole,  as  dis- 
cussed in  Chapter  X.,  it  is 

•  Complfie  dinciiwion  hereof,  see  Chapter  XXV. 
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Thus,  from  the  hysteretic  loss,  and  the  reluctance,  the 
constants,  g  and  by  and  thus  the  admittance,  Fare  derived. 

Let  To    =  resistance  per  primary  circuit ; 
^^0    =  reactance  per  primary  circuit ; 

thus, 

Zq  =  Tq  — /jto  =  impedance  per  primary  circuit; 

Tj  =  resistance  per  secondary  circuit  reduced  to  pri- 
mary system ; 

^1  =  reactance  per  secondary  circuit  reduced  to  primary 
system,  at  full  frequency,  N\ 

hence, 

jjijj  =  reactance  per  secondary  circuit  at  slip  s\ 
and 

Zj   =  r^  ^  jsx^  =  secondary  internal  impedance. 

154.  We  now  have, 
Primary  induced  E.M.F., 

Secondary  induced  KM.F., 
^j  =  —  se. 

Hence, 
Secondary  current 

I  I     —    7^  —   — 


Component  of   primary  current,  corresponding  thereto,  or 
primary  load  current, 

Primary  exciting  current, 

fo  =^eY=^£{g-\-Jb)\  hence, 
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Total  primary  current, 

KM.F.  consumed  by  primary  impedance, 

=  '('•'' -^■^«)|. 7=77^.  ■'^^■'^■'^!' 

E.M.F.  required  to  overcome  the  primary  induced  KM.F., 
—  £  =  ^ ; 
hence, 

Primary  terminal  voltage, 

We  get  thus,  in  an  induction  motor,  at  slip  s  and  active 
E.M.F.  e, 

Primary  terminal  voltage, 

Primary  current, 

or,  in  complex  expression, 
Primar}'  terminal  voltage, 

^0  =  ^1  i+^f'  +  ^o^^j; 

Primary  current, 
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To  eliminate  e,  we  divide,  and  get, 

Primar)'  current,  at  slip  j,  and  impressed  E.M.F.,  E^ ; 

or. 

Neglecting,    in    the    denominator,   the    small    quantity 
Z^Zj  V,  it  is 


/=V^:^^i^o 


=  (-^  "*-  ^1^  +  -^-^1  ^)  +/  (n  ^  -  -^-^1^)  ^ 

or,  expanded, 

Hence,   displacement    of    phase    between   current   and 
E.M.F., 

t  n  ^  =  ^  ^"^^  "*"'^^'^  "^  ^^^^  ^^^  ^^^  "^  ^^'^  "*"  '^•^'  ^"^^  "*"  "^^^  ~  ^^^'^ 

Neglecting  the  exciting  current,  I^  altogether,  that  is, 
setting  r=  0, 
We  have 

•     (^i  +  ^'-of +  ^(^o  +  V 

""  (Tx  +  -^^u)  -  /^  (-^0  -H  x^  ' 
tan  a>„  = . 
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165.  In  graphic  representation,  the  induction  motor  dia- 
gram appears  as  follows :  — 

Denoting  the  magnetism  by  the  vertical  vector  O^  in 
Fig.  114,  the  M.M.F.  in  ampere-turns  per  circuit  is  repre- 
sented by  vector  OF^  leading  the  magnetism  O^  by  the 
angle  of  hysteretic  advance  a.  The  E.M.F.  induced  in  the 
secondary  is  proportional  to  the  slip  Sy  and  represented  by 
OEy^  at  the  amplitude  of  180**.  Dividing  OE^  by  a  in  the 
proportion  of  r^  -«-  sx^y  and  connecting  a  with  the  middle  b 
of  the  upper  arc  of  the  circle  OE^y  this  line  intersects  the 
lower  arc  of  the  circle  at  the  point  /j  r^  Thus,  Ol^r^  is  the 
E.M.F.  consumed  by  the  secondary  resistance,  and  01^^^ 
equal  and  parallel  to  -£"1/1^1  is  the  E.M.F.  consumed  by  the 
secondary  reactance.  The  angle,  Efil^r^  =  wi  is  the  angle 
of  secondary  lag. 


The  secondary  M.M.F.  OG^  is  in  the  direction  of  the 
vector  01{i\.  Completing  the  parallelogram  of  M.M.Fs. 
with  OF  as  diagonal  and  OG^  as  one  side,  gives  the  primary 
M.M.F.  OG  as  other  side.  The  primary  current  and  the 
E.M.F.  consumed  by  the  primary  resistance,  represented  by 
Olr^  is  in  line  with  OG^  the  E.M.F.  consumed  by  the  pri- 
mary reactance  90°  ahead  of  OG,  and  represented  by  OIx^ 
and   their  resultant   OIz^  is  the  E.M.F.  consumed  by  the 
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primary  impedance.  ,The  E.M.F.  induced  in  the  primary 
circuit  is  0E\  and  the  E.M.F.  required  to  overcome  this 
counter  E.M.F.  is  OE  equal  and  opposite  to  OEK  Com- 
bining OE  with  OIz^  gives  the  primary  terminal  voltage 
represented  by  vector  OE^  and  the  angle  of  primary  lag, 
EfiG  =  oio. 


P\g,  116. 


156.  Thus  far  the  diagram  is  essentially  the  same  as 
the  diagram  of  the  stationary  alternating-current  trans- 
former. Regarding  dependence  upon  the  slip  of  the  motor, 
the  locus  of  the  different  quantities  for  different  values  of 
the  slip  s  is  determined  thus, 
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Let  E^^sE 

Assume  in  opposition  to  (9  *,  a  point  Ay  such  that 
O A  -i-  I^r^=  E^-^  /i J^i,  then 
OA  =  ^-4 i  =  -^ =  -^  E  =  constant. 

That  is,  /^r^  lies  on  a  half-circle  with  OA  =  —  E'  as 
diameter.  * 

That  means  G^  lies  on  a  half-circle  ^^  in  Fig.  115  with 
OC  as  diameter.  In  consequence  hereof,  G^  lies  on  half- 
circle  g^  with  FB  equal  and  parallel  to  OC  as  diameter. 

Thus  //'o  lies  on  a  half-circle  with  DH  as  diameter,  which 
circle  is  perspective  to  the  circle  FB,  and  /r^  l^^s  on  a  half- 
circle  with  /A^  as  diameter,  and  /xr^  on  a  half-circle  with  LN 
as  diameter,  which  circle  is  derived  by  the  combination  of 
the  circles  Ir^  and  Ix^. 

The  primary  terminal  voltage  E^  lies  thus  on  a  half- 
circle  Cq  equal  to  the  half-circle  Is^  and  having  to  point 
E  the  same  relative  position  as  the  half-circle  h^  has  to 
point  0. 

This  diagram  corresponds  to  constant  intensity  of  the 
maximum  magnetism,  O^.  If  the  primary  impressed  volt- 
age Eq  is  kept  constant,  the  circle  e^  of  the  primary  im- 
pressed voltage  changes  to  an  arc  with  O  as  center,  and  all 
the  corresponding  points  of  the  other  circles  have  to  be 
reduced  in  accordance  herewith,  thus  giving  as  locus  of  the 
other  quantities  curves  of  higher  order  which  most  con- 
veniently are  constructed  point  for  point  by  reduction  from 
the  circle  of  the  loci  in  Fig.  115. 

Tot'quc  and  Power. 

157.  The  torque  developed  per  pole  by  an  electric  motor 
equals  the  product  of  effective  magnetism,  */  V2,  times  ef- 
fective armature  M.M.F.,  F /  V2,  times  the  sine  of  the 
angle  between  both, 
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r  =  -=[;-   sin  (*/^). 

If  «,  =  number  of  turns,  /^  =. current,  per  circuit,  with 
/,-armature  circuits,  the  total  maximum  current  polarization, 
or  M.M.F.  of  the  armature,  is 

Hence  the  torque  per  pole, 

2  V2 

If  ^  =  the  number  of  poles  of  the  motor,  the  total  torque 
of  the  motor  is, 

7'=?^^i^'sin(*/0. 

The  secondary  induced  E.M.F.,  E^,  lags  90°  behind  the 
inducing  magnetism,  hence  reaches  a  maximum  displaced  in 
space  by  90*^  from  the  position  of  maximum  magnetization. 
Thus,  if  the  secondary  current,  /j,  lags  behind  its  E.M.F., 
E^,  by  angle,  «,,  the  space  displacement  between  armature 
current  and  field  magnetism  is 

hence  sin  (*  I{)  =  cos  wj 

We  have,  however, 

cos  (1)1  = 


es 


e=:  V2ir/;i<I>iV10-«, 

thus,  n,^  =  -— — -; 

vJttJV 

substituting  these  values  in  the  equation  of  the  torque,  it  is 


T= 


^irN(r^^  ^s'x^y 
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or,  in  practical  (C.G.S.)  iinits» 

is  the  Torque  cf  tfu  Induction  Motor, 

At  the  slip  Sy  the  frequenc)'  X^  and  the  number  of  poles 
q^  the  linear  spetA  at  unit  radius  is 

hence  the  output  of  the  motor, 
CNTy  substituted, 

is  the  Power  of  the  Indnctum  Motor. 

158.  We  can  arrive  at  the  same  results  in  a  di£Ferent 
way: 

B>-  the  counter  E.M.F.  e  of  the  primary  circuit  with 
current  I  =  I^^-i- 1^  the  power  is  consumed,  e I  =^  el^  +  r/,. 
The  power  e  I^  is  that  consumed  by  the  primar\'  hysteresis 
and  eddvs.  The  power  e  I^  disappears  in  the  primary-  circuit 
by  being  transmitted  to  the  secondarj-  system. 

Thus  the  total  p»nver  impressed  upon  the  secondary 
system,  per  circuit,  is 

/\  =  <r/. 

Of  this  power  a  part,  E.  /,.  is  a^nsumed  in  the  seoxidary 
circuit  by  resistance.     The  remainder. 

disappears  as  electrical  p*Aver  altogether :  hence,  by  the  law 
of  conservation  "t    er.erj^y,  must   reappear  as  some  other 
form  of  enerj,-}-,  in  this  case  as  mechanical  power,  or  as  the 
output  of  the  m* 'tor  ►ir.c'ucinj^  friction*. 
Thus  the  n:cv:haru^a'  :ut::u: 

/    =  /  .  -  £.  . 
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Substituting, 

se 


it  IS 


^1  = 


^,^^s(l^s) 


hence,  since  the  imaginary  part  has  no  meaning  as  power, 

^   -    r^^  +  i^o:,^    ' 
and  the  total  power  of  the  motor, 

ri'  +  s-Xi* 
At  the  linear  sp)eed, 

at  unit  radius  the  torque  is 

In  the  foregoing,  we  found 

or,  approximately, 

Z' 


^0  =  ^1+^' 
or,  e  = 


expanded,  e^  E,,  . — ; *^—l.^-^^ — — ^^ ; 

or,  eliminating  imaginary  quantities, 


,^p  4  / i^i  _ir_'*i 
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Substituting  this  value  in  the  equations  of  torque  and  of 

power,  they  become, 


torque,  T  = 


4  ir.V)  (r,  + /V  +  i«CJC,  +  J^r 


power,  r=  —  ^^-  -,^— . ; ^ . 

Afaximum   Torque, 

159.      The  torque  of  the  induction  motor  is  a  maximum 
for  that  value  of  slip  s,  where 

or.  since         T=  ^^■"•^«'*' 


exixinded,  this  gives, 

-  ''C  +  V  4-  (.vi  -f  .r,;)=  =  0, 


or,  St  = 


Substituting  this  in  the  equation  of  torque,  we  get  the 
value  of  maximum  torque, 

j^^  ^ 'f/\^ ^ 

That  i>,  independent  c»f  the  secondary  resistance,  r^. 
The  j><)wer  c«.»rresp«)nding  hereto  is,  by  substitution  of  Sg 
in  I\ 


y  t  = 


This  power  is  not  the  maximum  output  of  the  motor, 
but  already  hel«>w  the  maximum  output.  The  maximum 
output  is  found  at  a  lesser  slip,  or  higher  speed,  while  at 
the  maximum  torque  pi.)int  the  «»«uput  is  already  on  the 
decrease,  due  to  the  decrease  oi  speeil. 
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With  increasing  slip,  or  decreasing  speed,  the  torque  of 
the  induction  motor  increases ;  or  inversely,  with  increasing 
load,  the  speed  of  the  motor  decreases,  and  thereby  the 
torque  increases,  so  as  to  carry  the  load  down  to  the  slip  j^ 
corresponding  to  the  maximum  torque.  At  this  point  of 
load  and  slip  the  torque  begins  to  decrease  again ;  that  is, 
as  soon  as  with  increasing  load,  and  thus  increasing  slip, 
the  motor  passes  the  maximum  torque  point  j„  it  **  falls  out 
of  step,"  and  comes  to  a  standstill. 

Inversely,  the  torque  of  the  motor,  when  starting  from 
rest,  will  increase  >\ith  increasing  speed,  until  the  maximum 
torque  point  is  reached.  From  there  towards  synchronism 
the  torque  decreases  again. 

In  consequence  hereof,  the  part  of  the  torque-speed 
curve  below  the  maximum  torque  point  is  in  general  un- 
stable, and  can  be  observed  only  by  loading  the  motor 
with  an  apparatus,  whose  countertorque  increases  with  the 
speed  faster  than  the  torque  of  the  induction  motor. 

In  general,  the  maximum  torque  point,  j,,  is  between 
synchronism  and  standstill,  rather  nearer  to  synchronism. 
Only  in  motors  of  very  large  armature  resistance,  that  is 
low  efficiency,  J/  >  1,  that  is,  the  maximum  torque  falls 
below  standstill,  and  the  torque  constantly  increases  from 
synchronism  down  to  standstill. 

It  is  evident  that  the  position  of  the  maximum  torque 
point,  Si  can  be  varied  by  varying  the  resistance  of  the 
secondary  circuit,  or  the  motor  armature.  Since  the  slip 
of  the  maximum  torque  point,  j,,  is  directly  proportional  to 
the  armature  resistance,  rj,  it  follows  that  very  constant 
speed  and  high  efficiency  will  bring  the  maximum  torque 
point  near  synchronism,  and  give  small  starting  torque, 
while  good  starting  torque  means  a  maximum  torque  point 
at  low  speed ;  that  is,  a  motor  with  poor  speed  regulation 
and  low  efficiency. 

Thus,  to  combine  high  efficiency  and  close  speed  regula- 
tion with  large  starting  torque,  the  armature  resistance  has 
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to  be  varied  during  the  operation  of  the  motor,  and  the 
motor  started  with  high  armature  resistance,  and  with  in- 
creasing speed  this  armature  resistance  cut  out  as  far  as 
possible. 

160.   If  J,  =  l, 


it  is  ri  =  V^^-R^H-^- 

In  this  case  the  motor  starts  with  maximum  torque,  and 
when  overloaded  does  not  drop  out  of  step,  but  gradually 
slows  down  more  and  more,  until  it  comes  to  rest. 

If,  st>\, 

then  ri  >  Vro»  4-  (^i  -h  x^\ 

In  this  case,  the  maximum  torque  point  is  reached  only 
by  driving  the  motor  backwards,  as  countertorque. 

As  seen  above,  the  maximum  torque  T^  is  entirely  in- 
dependent of  the  armature  resistance,  and  likewise  is  the 
current  corresponding  thereto,  independent  of  the  armature 
resistance.  Only  the  speed  of  the  motor  depends  upon  the 
armature  resistance. 

Hence  the  insertion  of  resistance  into  the  motor  arma- 
ture does  not  change  the  maximum  torque,  and  the  current 
corresponding  thereto,  but  merely  lowers  the  speed  at  which 
the  maximum  torque  is  reached. 

The  effect  of  resistance  inserted  into  the  induction  motor 
is  merely  to  consume  the  E.M.F.,  which  otherwise  would 
find  its  mechanical  equivalent  in  an  increased  speed,  analo- 
gous as  resistance  in  the  armature  circuit  of  a  continuous- 
current  shunt  motor. 

Further  discussion  on  the  effect  of  armature  resistance 
is  found  under  "  Starting  Torque." 

Maximum  Power. 

161.  The  power  of  an  induction  motor  is  a  maximum 
for  that  slip,  Sp,  where 


or,  since  -P  = 
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expanded,  this  gives 


^1  +  Vt^TRT+X^T^' 

substituted  in  P,  we  get  the  maximum  power, 


^P  = 


2  S(ri  +  ro)  -h  V(ri  +  ro/  +  (x,  +  Vl 


This  result  has  a  simple  physical  meaning  :  (r^  -^-r^)  =  r 
is  the  total  resistance  of  the  motor,  primary  plus  secondary 
(the  latter  reduced  to  the  primary),  (jr^  4-  x^)  is  the  total 
reactance,  and  thus  Vr,  H-  r^Y  H-  {x^  +  x^y  =  ^  is  the  total 
impedance  of  the  motor.     Hence 

is  the  maximum  output  of  the  induction  motor,  at  the  slip, 

The  same  value  has  been  derived  in  Chapter  IX.,  as  the 
maximum  power  which  can  be  transmitted  into  a  non- 
inductive  receiver  circuit  over  a  line  of  resistance  r,  and 
impedance  r,  or  as  the  maximum  output  of  a  generator,  or 
of  a  stationary  transformer.     Hence  : 

T/ie  maxitntifn  output  of  an  induction  motor  is  expressed 
by  the  safne  formula  as  the  maximum  output  of  a  generator^ 
or  of  a  stationary  transformer,  or  the  maximum  output  which 
can  be  tratismitted  over  an  inductive  line  into  a  non-inductive 
receiver  circuit. 

The  torque  corresponding  to  the  maximum  output  P^  is, 

^qp^E^{r,_^J) 
^       ^irNz^r^zy 
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This  is   not  the  maximum  torque ;  but    the  maximum 
torque,  T^,  takes  place  at  a  lower  speed,  that  is,  greater  slip. 


St    = 


Since, 


that  is,  St  >  j^ 

It  is  ob\ious  from  these  equations,  that,  to  reach  as  large 
an  output  as  possible,  rand  z  should  be  as  small  as  ix)ssible  ; 
that  is,  the  resistances  r^  +  r^  and  the  impedances,  r, 
and  thus  the  reactances,  x,  +  x^  should  be  smalL  Since 
r,  +  r^  is  usually  small  compared  ^Tth  x,  +  x^  it  follows,  that 
the  problem  of  induction  motor  design  consists  in  con- 
structing the  motor  so  as  to  give  the  minimum  possible 
reactances,  x^  4-  x^ 

Starting  Torque. 

162.  In  the  moment  of  starting  an  inductioD  motor, 
the  slip  is 

hence,  starting  current, 

^  ^    1  +  yr^-fx^Kg-^Jb^ ^ 

or.  cx^vindcvi.  with  the  rejection  of   the  last  term   in  the 
denvHiunator.  as  insignificant. 

ar.vi.  vhsf'^LivX^ier.c  v^c  yr^jise.  -t  ar^ie  -/t  la^. 

.  t.  --  .t.,^  ^  ;•    '."-.  —  ','  --  X-  ".r.  ^  r,^    —  r    ^^_z,  -_  x^  r/ 

Ur  4*,,  =  .  :  ,         .        -  * . 

-.   -  '.    ^^  '.   '. ,  —  .1.    I.  —  .t,     ^:    -,x^  — x,•^ 
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N^lecting  the  exciting  current,  g^O  =  b,  these  equa- 
tions assume  the  fomi, 


or,  eliminating  imaginar)'  quantities, 
/  = 


-^.1  ^0 


and  tan  wo  =  ^— — - . 

''i  +  ro 

That  means,  that  in  starting  the  induction  motor  without 
additional  resistance  in  the  armature  circuit,  —  in  which  case 
x^  H-  Xo  is  large  compared  with  r^  H-  r^,  and  the  total  impe- 
dance, -cr,  small,  —  the  motor  takes  excessive  and  greatly 
lagging  currents. 

The  starting  torque  is 


4irN    2»* 


That  is,  the  starting  torque  is  proportional  to  the 
armature  resistance,  and  inversely  proportional  to  the  square 
of  the  total  impedance  of  the  motor. 

It  is  obvious  thus,  that,  to  secure  large  starting  torque, 
the  impedance  should  be  as  small,  and  the  armature  resis- 
tance as  large,  as  possible.  The  former  condition  is  the 
condition  of  large  maximum  output  and  good  efficiency 
and  speed  regulation  ;  the  latter  condition,  however,  means 
inefficiency  and  poor  regulation,  and  thus  cannot  properly 
be  fulfilled  by  the  internal  resistance  of  the  motor,  but  only 
by  an  additional  resistance  which  is  short-circuited  while 
the  motor  is  in  operation. 
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Since,  necessarily, 

we  have,  T.  ^-^^^^ 

and  since  the  starting  current  is,  approximately, 

we  have,  TJ  <^^i^,/. 

would  be  the  theoretical  torque  developed  at  100  per  cent 
efficiency  and  power  factor,  by  E.M.F.,  E^^  and  current,  /, 
at  synchronous  speed. 

Thus,  7;  <  T^ 

and  the  ratio  between  the  starting  torque  T^y  and  the  theo- 
retical maximum  torque,  T^,  gives  a  means  to  judge  the 
perfection  of  a  motor  regarding  its  starting  torque. 

This  ratio,  T^^/  ^oo»  exceeds  .9  in  the  best  motors. 

Substituting  I  —  E^/  z\\\  the  equation  of  starting  torque, 
it  assumes  the  form. 

Since  4  tt  N /  q  =  synchronous  speed,  it  is  : 

The  starting  torque  of  the  induction  motor  is  equal  to  the 
resistance  loss  in  the  motor  armature^  divided  by  the  synchro- 
nous speed. 

The  armature  resistance  which  gives  maximum  starting 
torque  is 

rt'r, 
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or  since.  ^-^^  (n  +  r.)*  +  (x.  +  *.)« ' 


expanded,  this  gives,. 


the  same  value  as  derived  in  the  paragraph  on  "  maximum 
torque." 

Thus,  adding  to  the  internal  armature  resistance,  r/  in 
starting  the  additional  resistance, 


makes  the  motor  start  with  maximum  torque,  while  with  in- 
creasing speed  the  torque  constantly  decreases,  and  reaches 
zero  at  synchronism.  Under  these  conditions,  the  induc- 
tion motor  behaves  similarly  to  the  continuous-current  series 
motor,  varying  in  the  speed  with  the  load,  the  difference 
being,  however,  that  the  induction  motor  approaches  a 
definite  speed  at  no  load,  while  with  the  series  motor  the 
speed  indefinitely  increases  with  decreasing  load. 

The  additional  armature  resistance,  r/',  required  to  give 
a  certain  starting  torque,  if  found  from  the  'equation  of 
starting  torque : 

Denoting  the  internal  armature  resistance  by  r/,  the  total 
armature  resistance  is  r^  =  r/  4-  r/'. 

and  thus,      ^  _  gp^  E^  r/  -f  r(' 

-'0  — 


hence, 


This  gives  two  values,  one  above,  the  other  below,  the 
maximum  torque  point. 


^Jij  r,*r,ii4'  \\t^  z*jar,y.  t.  ajci.  ;c  tJit  r>x,  wc  get  a  larger 
larvaa:  u'-   rt^jsiim:*!.  l   «rr>^l    nrrtsi:   rs  smarting,  but  the 

^^'ujjut'a^  tilt  ij*55rir-*:  ap-  m^  re^  z  smaller  resistance, 
i  la-^rt  ir,iL— _xi4'  irur-^trui.  ioti  mTi  iDcreasmg  speed  the 
V,rvut  frs:   i:i'^*2i5*t:*i.   r^gtrag*-  £  naiximiim,  and  then  de- 

'J^itrtf*:  t»',  p.»nr-f  i:rrt:«n>cic  to  the  two  p(Mnts  of  the 
t»p*3tr:*-t  rvjt    r:r~»^     c   tb*:  ncDCtxro   motor,  in   Fig.   116, 

lij*:  K=3ilrrr  -»il:je  .c  r.'  mill  ghe  fairly  good  speed  regu- 
h^.yjri.  aTjC  tb'-it  n  ktiiSlI  mcitcfl-s.  wliere  the  comparatively 
hr'si't  *-rjtn:zt^  c-jrTer.t  k  r»o  cireciioii.  the  permanent  arma- 
t'jre  reb.:stij>ce  niay  be  ci>:*en  t'.-  represent  this  \'alue. 

Tl>t  iarger  ^^ue  o4  r."  allows  to  start  with  minimum 
c-urrent,  but  requires  ciittin^  oiit  c»i  the  resistance  after  the 
ittart,  to  secure  ¥»peed  reguiati->n  and  efficiency. 

Sjfu/jrt>nism, 

163.  At  synchronism,  s  =  0.  we  have, 

or,  

that  is,  power  and  torque  are  zero.  Hence,  the  induction 
motor  can  never  reach  complete  synchronism,  but  must 
slip  sufficiently  to  give  the  torque  consumed  by  friction. 

Running  near  Synchronism. 

164.  When  running  near  synchronism,  at  a  slip  s  above 
the  maximum  output  point,  where  s  is  small,  from  .02  to 
.0")  at  full  load,  the  equations  can  be  simplified  by  neglect- 
in^^  terms  with  s,  as  of  higher  order. 
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We  then  have,  current, 
or,  eliminating  imaginary  quantities, 


9 

/  = 

=  y/^+^)V^^.; 

angle 

of  lag, 
tan 

«o  = 

_s'{x,+x,)+r^b  _^ 

'-  +  > 

r,b 

sri  +  r*g 

f  + 

rig 

P  = 

7-= 

or,  inversely. 

s  = 
s  = 

_4,riVr,7' 

that  is, 

Near  sychronisniy  the  slip^  s,  of  an  induction  mot  or y  or 
its  drop  in  speedy  is  proportional  to  the  amtature  resistance^ 
r^  and  to  the  power^  P,  or  torque^  T. 

Example. 

165.  As  an  instance  are  shown,  in  Fig.  116,  character- 
istic curves  of  a  20  horse-power  three-phase  induction  motor, 
of  900  revolutions  synchronous  speed,  8  poles,  frequency 
of  60  cycles. 

The  impressed  E.M.F.  is  110  volts  between  lines,  and 
the  motor  star  connected,  hence  the  E.M.F.  impressed  per 
circuit : 

^  =  63.6;  or  ^0  =  63.5. 

V3 
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The  constants  of  the  motor  are : 

Primary  admittance.  >'  =  .1  +  .4  yl 
Primary  impedance,  Z  =  .03  —  .09  j. 
Secondary  impedance,  Z^  =  .02  —  .085/1 

In  Fig.  116  is  shown,  with  the  qieed  in  per  cent  of 
synchronism,  as  abscissa^  the  t(»rque  in  kOogrammetres, 
as  ordinates,  in  drawn  lines,  fc^-  the  \alues  of  armature 
resistance: 


^? 


"^ 


T^TTJ- 


r,  =  .02 

r,  =  .IS 
r,  =  .75 


Fj^  77&    fijEiMtf  CiianMetgrMies  of 


short  circuit  of  armature,  full  speed. 

.025  ohms  additional  resistauoe. 

.lf>  ohms  additional,  maadmum  starting  torque. 

.73  ohms  additional,  same  stardng  torque  as  Tj  =  .04o. 


On  the  same  Fii;-ure  is  sho'wn  the  current  per  line,  in 
dotted  lines,  "with  the  venicils  or  torque  as  abscissae,  and 
the  horizontals  (^r  anipcres  as  ordinates.  To  tfte  same 
torque  al\va\s  Ci>ncsponds  the  same  current,  no  matter 
what  the  spoCv:  Nc. 
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On  Fig.  117  is  shown,  with  the  current  input  per  line  as 
abscissae,  the  torque  in  kilogrammetres  and  the  output  in 
horse-power  as  ordinates  in  drawn  lines,  and  the  speed  and 
the  magnetism,  in  per  cent  of  their  synchronous  values,  as 
ordinates  in  dotted  lines,  for  the  armature  resistance  r^  =  .02 
or  short  circuit. 
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f/g.  117.    Current  CharaottrisUct  of  tnduotton  Motor, 

In  Fig.  118  is  shown,  with  the  speed,  in  per  cent  of 
synchronism,  as  abscissae,  the  torque  in  drawn  line,  and 
the  output  in  dotted  line,  for  the  value  of  armature  resist- 
ance r,  =  .045,  for  the  whole  range  of  speed  from  120  per 
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cent  backwards  speed  to  220  per  cent  beyond  srachronisin, 
showing  the  two  majdma,  the  motor  maximiini  at  j  =  .25^ 
and  the  generator  maximum  at  x  =  —  .25. 

166.     As  seen  in  the  preceding,  the  induction  motor  is 
characterized  by  the  tbi'ee  complex  imaginary  constants, 

y^  ==  g^  +jhf^  the  primary  exciting  admittancet 
Z^  —  r^  —Jx^  the  primary  self-inductive  impedance,  and 
Z^  =  r^  — /I'l*  the  secondary  self4nd active  impedance, 
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reduced  to  the  primary  by  the  ratio  of  secondary  to  pri- 
mary turns. 

From  these  constants  and  the  impressed  E,M.F.  r^,  the 
motor  can  be  calculated  as  follows : 

Let, 

^  =  counter  E.MF.  of  motor,  that  is  E.M.F,  induced  in 
the  primary  by  the  mutual  magnetic  flux. 

At  the  slip  J  the  E=M,F.  induced  in  the  secondary  cir- 
cuit is,  j^ 
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Thus  the  secondary  current, 


where, 

<7,  = 


The  primary  exciting  current  is, 

thus,  the  total  primary  current, 

/,  =  ^i  +  ^  =  ^  (^  +  A) 
where, 

^1  =  ^1  +  ^0,  ^2  =  ^2  +  K 

The  E.M.F.  consumed  by  the  primary  impedance  is, 
JS^  =  /oZo  =  ^  (ro  ->o)  (^  -HA) 

the  primary  counter  E.M.F.  is  r,  thus  the  primary  impressed 

E.M.F., 

J?o  =  ^  4-  ^  =  <?  (^1  +  A) 

where, 

^1  =  1  -h  V^i  -h  ^A  ^2  =  ''A  —  -Vi 

or,  absolute, 

^0  =  ^  Vri»  +  ^2* 
hence. 


^  = 


This  value  substituted  gives, 
Secondary  current, 

Primary  current, 
Impressed  E.M.F., 


'VP,»  +  r,* 
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Thus  torque,  in   sxiichronous  watts  (that  is,  the  watts 
output  the  torque  would  produce  at  synchnmous  speed), 

hence,  the  torque  in  absolute  units, 

where  .V=  frequenc}'. 

The  power  output  is  tc»rque  times  speed,  thus : 

The  power  input  is, 

r,  =  \ej:_  =  :ej;}  ^j  iej:^  =  />,^  ^jp,^ 

The  Yoltampere  input. 
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apparent  torque  efficiency,* 
T  a. 


167.  Most  instructive  in  showing  the  behavior  of  an 
induction  motor  are  the  load  curves  and  the  speed  curves. 

The  load  curves  are  curves  giving,  with  the  power  out- 
put as  abscissae,  the  current  imput,  speed,  torque,  power 
factor,  efficiency,  and  apparent  efficiency,  as  ordinates. 

The  speed  curves  give,  with  the  speed  as  abscissae,  the 
torque,  current  input,  power  factor,  torque  efficiency,  and 
apparent  torque  efficiency,  as  ordinates. 

The  load  curves  characterize  the  motor  especially  at  its 
normal  running  speeds  near  synchronism,  the  speed  curves 
over  the  whole  range  of  speed. 

In  Fig.  119  are  shown  the  load  curves,  and  in  Fig.  120 
the  speed  curves  of  a  motor  of  the  constants, 

i;  =  .01  -h  .ly 
Zo=.l    -.3y 

z,  =  .i  -..3y 

INDUCTION  GENERATOR. 

168.  In  the  foregoing,  the  range  of  speed  from  J  =  1, 
standstill,  to  j  =  0,  synchronism,  has  been  discussed.  In 
this  range  the  motor  does  mechanical  work. 

It  consumes  mechanical  power,  that  is,  acts  as  generator 
or  as  brake  outside  of  this  range. 

For,  J  >  1,  backwards  driving,  P  becomes  negative, 
representing  consumption  of  power,  while  T  remains  posi- 
tive ;  hence,  since  the  direction  of  rotation  has  changed, 
represents  consumption  of  power  also.  All  this  power  is 
consumed  in  the  motor,  which  thus  acts  as  brake. 

For,  J  <  0,  or  negative,  P  and  T  become  negative,  and 
the  machine  becomes  an  electric  generator,  converting  me- 
chanical into  electric  energy. 

*  That  is  the  ratio  of  actual  torque  to  torque  which  would  be  produced  if  there  were 
neither  losses  of  energy  nor  phase  displacement  in  the  motor,  at  the  same  voltampere  input. 
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^^^^             The  calculation  of  the  induction  generator  at  constant         ^| 
^V               frequency,  that  is,  at  a  speed  increasing  with  the  load  by  the         ^| 

negative  slip,  ^,»  is  the  same  as  that  of  the  induction  motar        ^| 
'                    except  that  jj  has  negative  values,  and  the  load  cur\  es  for        ^| 

the  machine  shown  as  motor  in  Fig,  119  are  shown  in  Fig.         ^| 
1                   121  for  negative  slip  s^  as  induction  generator                              ^| 
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Again,  a  maximum  torque  point  and  a  maximum  outpu 
oint  are  found,  and  the  torque  and  power  increase   frofi 
ero  at  synchronism  up  to  a  maximum  point,  and  then  d« 
rease  again,  while  the  current  constantly  increases* 
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169.  The  induction  generator  differs  essentially  from 
the  ordinary-  sj-nchrxmous  alternator  in  so  far  as  the  induc- 
tion generator  has  a  definite  power  factor,  while  the  s}ii- 
chronous  alternator  has  not.  That  is,  in  the  synchronous 
alternator  the  phase  relation  between  current  and  terminal 
voltage  entirely  depends  upon  the  condition  of  the  external 
circuit.  The  induction  generatcH*,  however,  can  operate 
only  if  the  phase  relation  of  current  and  ELM.F.,  that  is,  the 
power  fartor  required  by  the  external  circuit,  exactly  coin- 
cides with  the  internal  power  factor  of  the  induction  gen- 
erator. This  requires  that  the  power  factor  either  of  the 
external  circuit  or  of  the  induction  generator  varies  with 
the  voltage,  so  as  to  permit  the  generator  and  the  external 
circuit  to  adjust  themselves  to  equality  of  power  factor. 

Beyond  magnetic  saturation  the  power  factor  decreases ; 
that  is,  the  lead  of  current  increases  in  the  induction  ma- 
chine. Thus,  when  connected  to  an  es^emal  circuit  of  con- 
stant power  factor  the  induction  generator  will  either  not 
generate  ai  alj,  if  its  }x>wer  factor  is  lower  than  that  erf  the 
exiemoi  circuit,  or,  if  its  p*ower  factor  is  higher  than  that  of 
the  enema!  circuit,  the  voltage  will  rise  until  by  magnetic 
saturatjor.  i:^  the  ir.iucti.^n  generator  its  power  factor  has 
fallen  to  equality  \i-ith  thjit  of  the  external  circuit.  This, 
however,  requires  mapietic  saturation  in  the  induction  gen- 
erator, which  is  ob;ectior*aMe,  cue  to  excessive  hysteresis 
losses  ir  the  j^temati^i:  r.e'd. 

To  or^erate  be:ow  saturation, —  th-at  is,  at  constant  inter- 
nal power  faotv^r, —  the  induction  generator  lequires  an  exter- 
nal circuit  T\-:th  'eadin^:  current,  whose  power  factor  x^aries 
with  the  voltage,  as  a  circuit  containing  s\-nchrcinous  motors 
or  synchronous  converters.  In  such  a  circuit,  the  voltage 
of  the  induct: 'n  generator  ren^.ains  ;ust  as  n^uch  below  the 
counter  E  MP  of  the  s\t:  chronous  r.'jotor  as  necessar\'  to 
^Ive  the  recuired  !ead:n^  exciting  current  of  the  induction 
i:ener:.t.  r,  ar..:  the  svnchron.^^us  n:;tor  can  thus  to  a  ct 
extent  he  cal>i  the  exciter  of  the  induction  generator. 
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When  operating  self -exciting,  that  is  shunt-wound,  con- 
verters from  the  induction  generator,  below  saturation  of 
both  the  converter  and  the  induction  generator,  the  condi- 
tions are  unstable  also,  and  the  voltage  of  one  of  the  two 
machines  must  rise  beyond  saturation  of  its  magnetic  field. 

When  operating  in  parallel  with  synchronous  alternat- 
ing generators,  the  induction  generator  obviously  takes  its 
leading  exciting  current  from  the  synchronous  alternator, 
which  thus  carries  a  lagging  wattless  current. 

170.  To  generate  constant  frequency,  the  speed  of  the 
induction  generator  must  increase  with  the  load.  Inversely, 
when  driven  at  constant  speed,  with  increasing  load  on  the 
induction  generator,  the  frequency  of  the  current  generated 
thereby  decreases.  Thus,  when  calculating  the  character- 
istic curves  of  the  constant  speed  induction  generator,  due 
regard  has  to  be  taken  of  the  decrease  of  frequency  with 
increase  of  load,  or  what  may  be  called  the  slip  of  fre- 
quency, s. 

Let  in  an  induction  generator, 

J^  =  ^0  "H  JK  =  primary  exciting  admittance, 

Zo  =  To  — /vq  =  primary  self-inductive  impedance, 

Zi  =  r^  —Jxi  =  secondary  self-inductive  impedance, 

reduced  to  primary,  all  these  quantities  being  reduced  to 
the  frequency  of  synchronism  with  the  speed  of  the  ma- 
chine, N. 

Let  e  =  induced  E.M.F.,  reduced  to  full  frequency. 

s  =  slip  of  frequency,  thus  :  (1-j)  N=  frequency  gener- 
ated by  machine. 

We  then  have 

Secondary  induced  E.M.F. 

se 
thus,  secondary  current, 

A  = —  =  ^  (''i  -H>t) 
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where, 

pdinary  exciting  cjirent, 
thus,  total  priniarj-  current. 

/i  = /:  -  <M  =  '  7:  -  J^i> 

where;. 

•S  =  -J-  -  r,  ^1  =  *i  -t-  /■• 

priiniiy  ~pecince  vii'ijL^e, 

primar}-  induced  E.M.F^ 

thu5s.  pdiTi^i  terrsinsi  vcoi^ 

mhere, 

her.  re,  ab^rOute, 


^1 


Thus. 


>ec*^n.::an-  rurrcr.!. 


riirriAn  ourrer.t, 
V7\t:\k\-\  tc:-r/.r..\;  A\-.':r.ve. 


^,    n.  —  T.7j.  ■  ^,s  ^  a,s 


-^i  =  'i  \  Vi^T^ 
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Torque  and  mechanical  power  input, 

r= />,  =  [./.]•  = -^ 

Electrical  output, 

=  ^-,  j  (V.  +  V.)  +y  (V.  -  V,)  j 
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Voltampere  output, 


^0       ^2      I      ^2 


Efficiency, 


power  factor, 


cos£  =  ^  =  ^*''^  +  *'  +  *'^' 


Co      V(V  +  V)(^i'  +  ^.») 
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or, 

In  Fig.  122  is  plotted  the  load  characteristic  of  a  con- 
stant speed  induction  generator,  at  constant  terminal  vol- 
^gc  ^o  =  110,  and  the  constants, 

Ko  =  .01  +  \j 

Zo  =  .l    -.3> 

Z,  =  .l    -.3y 

171.  As  instance  may  be  considered  a  power  trans- 
mission from  an  induction  generator  of  constants  I^,  Z^, 
Z^y  over  a  line  of  impedance  Z  ^  r—jx,  into  a  synchron- 
ous motor  of  synchronous  impedance  Z^  =  f\  —jx^,  operat- 
ing at  constant  field  excitation. 

Let,  c^  =  counter  E.M.F.  or  nominal  induced  E.M.F.  of 
synchronous  motor  at  full  frequency ;  that  is,  frequency  of 
synchronism  with  the  speed  of  the  induction  generator. 
By  the  preceding  paragraph  the  primary  current  of  the 
induction  generator  was, 

primar}'  terminal  voltage, 

thus,  terminal  voltage  at  synchronous  motor  terminals, 
^o'  =  ^0  —  /i^''— /[l  — -^l-^) 

where, 

•A  =  *i  -  '•/i  -yl-s^ ,v/,         ./,  =  ^^1  -  j) .r,^j  -  rA 

Counter  E.M.F.  of  synchronous  motor. 

^,  =  ^;-^,v'^s-y[i-^]^ 

where, 

/;  =  J,  -  r^\  -  ^1  -  ,A.xv%        /,  =  ^1  -x)j:/j  -  rA 
or  .ibsolulc. 


since,  however, 
we  have, 
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Thus, 

Current,  __  e^(\  —  s)  (di  -hj^^ 

Terminal  voltage  at  induction  generator, 
/r  ^^s(^  —  ^)  (^i  -f  >i>) 

Terminal  voltage  at  synchronous  motor, 

^a(i  —  s)  (t/^  -\-jW.) 
-^-0  = ; — 

and  herefrom  in  the  usual  way  the  efficiencies,  power  fac- 
tor, etc.  are  derived. 

When  operated  from  an  induction  generator,  a  syn- 
chronous motor  gives  a  load  characteristic  very  similar  to 
that  of  an  induction  motor  operated  from  a  synchronous 
generator,  but  in  the  former  case  the  current  is  leading,  in 
the  latter  lagging. 

In  either  case,  the  speed  gradually  falls  off  with  increas- 
ing load  (in  the  synchronous  motor,  due  to  the  falling  off 
of  the  frequency  of  the  induction  generator),  up  to  a  maxi- 
mum output  point,  where  the  motor  drops  out  of  step  and 
comes  to  standstill. 

Such  a  load  characteristic  of  the  induction  generator  in 
Fig.  1-1,  feeding  a  synchronous  motor  of  counter  E.M.F. 
^0=1-")  volts  (at  full  frequency)  and  synchronous  impe- 
dance /f„  =  .04  —  (ly,  over  a  line  of  negligible  impedance 
is  shown  in  Fig.  123. 

CONCATENATION.  OR  TANDEM  CONTROL  OP  INDUCTION 
MOTORS. 

172.  If  of  two  induction  motors  the  secondary  of  the 
first  motor  is  connected  to  the  primary'  of  the  second  motor, 
the  second  machine  operates  as  motor  with  the  K.M.F.  and 
freijuency  impressal  upon  it  by  the  secondarj'  of  the  first 
machine,  which  acts  as  general  alternating-current  trans- 
former, converting  a  part   of  the  primary  impressed  jx)wer 
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into  secondary  electrical  power  for  the  supply  of  the  second 
machine,  and  a  part  into  mechanical  work. 

The  frequency  of  the  secondary  E.M.F.  of  the  first  motor, 
and  thus  the  frequency  impressed  upon  the  second  motor,  is 
the  frequency  of  slip  below  complete  synchronism,  s.  The 
frequency  of  the  secondary  induced  E.M.F.  of  the  second 
motor  is  the  difference  between  its  impressed  frequency, 
J,  and  its  speed  ;  thus,  if  both  motors  are  connected  together 
mechanically  to  turn  at  the  same  speed,  1  —  J,  the  secondary 
frequency  of  the  second  motor  is  2  .y  —  1,  hence  equal  to 
zero  at  J  =  .5.  That  is,  the  second  motor  reaches  its  syn- 
chronism at  half  speed.  At  this  speed  its  torque  becomes 
equal  to  zero,  the  energy  current  flowing  into  it,  and  conse- 
quently the  energy  component  of  the  secondary  current  of 
the  first  motor,  and  thus  the  torque  of  the  first  motor  be- 
comes equal  to  zero  also,  when  neglecting  the  hysteresis 
energy  current  of  the  second  motor.  That  is,  a  system  of 
cr)ncatenated  motors  with  short-circuited  secondary  of  the 
second  motor  approaches  half  synchronism,  in  the  same 
manner  as  the  ordinary  induction  motor  approaches  syn- 
chronism. With  increasing  load,  its  slip  below  half  syn- 
chronism increases. 

More  generally,  any  pair  of  induction  motors  connected 
in  concatenation  divide  the  speed  so  that  the  sum  of  their 
two  respective  speeds  approaches  synchronism  at  no  load  ; 
or,  still  more  generally,  any  number  of  concatenated  motors 
run  at  such  speeds  that  the  sum  of  the  speeds  approaches 
synchronism  at  no  load. 

With  mechanical  connection  between  the  two  motors, 
concatenation  thus  offers  a  means  to  operate  a  pair  of 
induction  motors  at  full  efficiency  at  half  speed  in  tandem, 
as  well  as  at  full  speed  in  parallel,  and  thus  gives  the  same 
advantage  as  the  series-parallel  control  of  the  continuous- 
current  motor. 

In  starting,  a  concatenated  system  is  controlled  by  re- 
sistance in  the  armature  of  the  second  motor. 
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Since,  with  increasing  speed,  the  frequency  impressed 
upon  the  second  motor  decreases  proportionally  to  the  de- 
cr^se  of  voltage,  when  neglecting  internal  losses  in  the 
first  motor,  the  magnetic  density  of  the  second  motor  re- 
mains practically  constant,  and  thus  its  torque  the  same  as 
when  operated  at  full  voltage  and  full  frequency  under  the 
same  conditions. 

At  half  synchronism  the  torque  of  the  concatenated 
couple  becomes  zero,  and  above  half  synchronism  the  sec- 
ond motor  runs  beyond  its  impressed  frequency ;  that  is, 
becomes  generator.  In  this  case,  due  to  the  reversal  of 
current  in  the  secondary  of  the  first  motor,  its  torque 
becomes  negative  also,  that  is  the  concatenated  couple 
becomes  induction  generator  above  half  synchronism.  At 
about  two-thirds  synchronism,  with  low  resistance  armature, 
the  torque  of  the  couple  becomes  zero  again,  and  once  more 
positive  between  about  two- thirds  synchronism  and  full  syn- 
chronism, and  negative  once  more  beyond  full  synchronism. 
With  high  resistance  in  the  secondary^  of  the  second  motor, 
the  second  range  of  positive  torque,  below  full  synchronism, 
disappears,  more  or  less. 


173,  The  calculation  of  a  concatenated  couple  of  in- 
duction motors  is  as  follows, 

Let 

N—  frequency  of  main  circuit, 

s  =  slip  of  the  first  motor  from  synchronism. 

the  frequency  induced  in  the  secondary  of  the  first  motor 
and  thus  impressed  upon  the  primary  of  the  second  motor 
is,  s  iY. 

The  speed  of  the  first  motor  is  (1  — s)  A^  thus  the  slip 
of  the  second  motor,  or  the  frequency  induced  in  its  sec- 
ondary, is 

sj\r-  (l^s}^r^  {2s-l)M 
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Let 

e  =  counter  E.M.F.  induced  in  the  secondary  of  the  sec- 
ond  motor,  reduced  to  full  frequency. 

Zq  =  r^  —jXq  =  primary  self -inductive  impedance. 

Z^  =  r^  —jx^  =  secondary  self-inductance  impedance. 

F  =  ^  -{-j'd  =  primary  exciting  admittance  of  each  mo- 
tor, all  reduced  to  full  frequency  and  to  the  primary  by  the 
ratio  of  turns. 

We  then  have. 
Second  motor, 
secondary  induced  E.M.F., 

e(2s^l) 
secondary  current, 

where, 

{2s-l)r,                               (2s-iyx, 
-  —  df-  = 


primary  exciting  current, 

thus,  total  primary  current, 

A  =  A  +  {o  =  ^  (^  +  A) 
where, 

^  =  ^1  +  ^  i^5  =  df,  +  ^ 

primary  induced  E.M.F., 

primary  impedance  voltage, 

A  (^0  -j'^Xo) 
thus,  primary  impressed  E.M.F., 

^j  =  j^  -f  A  {n  ->-^o)  =  ^ (^1  +  A) 
where. 

First  motor, 
secondary  current, 

A^^ipi-^-J^) 
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secondary  induced  E.M.F., 

where, 

primary  induced  E.M.F., 


where, 


f4=~=^(/l+7/,) 


primary  exciting  current, 

total  primary  current, 

where, 

^i  =  ^1  +^/i  -  ^/a  <^'^i  =  ^2  +^  +  ^1 

primary  impedance  voltage, 

thus,  primary  impressed  E.M.F., 

^0  =  f  4  +  /  (''o  ->o)  =  ^  (>^'i  +  A) 
where, 

or,  absolute, 
and, 


V//r  +  /v 

Substituting  now  tliis  value  of  <-  in  the  preceding  gives 
the  values  of  the  currents  and  K.M.F/s  in  the  different 
circuits  of  the  motor  series. 

•  At  J  =  0  ibese  terms  /i  and/i  become  indefinite,  and  thus  at  and  very  near  synchronism 
h.»vc  to  be  derived  by  substituting  the  complete  expressions  for  /",  and  /j. 
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In  the  second  motor,  the  torque  is, 

hence,  its  power  output, 

Z',  =  (1  -  s)  7J  =  (1  -  s)  ^a. 
The  power  input  is, 

hence,  the  efficiency, 

^  ^  (1  -  j)  e'a^  ^  {l-s)a, 

the  power  factor, 

PI  ^  \_E,Q_  ^  cA  -f  cA_ 

etc. 

In  the  first  motor, 
the  torque  is, 

=  ^  (/A  +/A) 
the  power  output, 

I\  =T,(l-s) 

=  ^  (1  -  ^)  (/.,..  +/A) 
the  power  input, 

Thus,  the  efficiency, 

p*         _     n-  s)  (/A  +/A) 

the  power  factor  of  the  whole  system, 


E,r     M(/,,^  +//./Hi-r+^.') 
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the  power  factor  ot  the  Crs:  cxotor. 


the  total  efficiency  c :  the  system, 
etc. 


174.  As  install  ce  sltc  ^ven  in  Fig.  124,  the  cur\-es  of 
total  torque,  of  torcje  of  ihe  second  motor,  and  of  current, 
for  the  range  of  s':r  from  j  =  —  1 -i  to  j  =  —  .7  for  a  pair 
of  induction  motors  in  concatenation,  of  the  constants : 

r  =  Z  =  .1  -  ..V 

}•=  ."1  -  .1/. 

As  seen.  tV.ere  are  :\x\->  r:ir.ces  of  positive  torque  for  the 
whole  syster.1.  rr.e  be.:w  halt  sx-nchronism.  and  one  from 
alvMit  t\vo-th:r.'.>   :;   iS.\    sxT.chronism,  and  two  ranges  of 
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negative  torque,  or  generator  action  of  the  motor,  from  half 
to  two-third  synchronism,  and  above  full  synchronism. 

With  higher  resistance  in  the  secondary  of  the  second 
motor,  the  second  range  of  positive  torque  of  the  system 
disappears  more  or  less,  and  the  torque  curves  become  as 
shown  in  Fig.  125. 
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f /g.  126.    Concatenation  of  Induction  Motors.    Speed  Curoee. 

Z  =  .l  — .3/       K=.oi-i-.iy 


SINGLE-PHASE  INDUCTION  MOTOR. 

175.  The  magnetic  circuit  of  the  induction  motor  at  or 
near  synchronism  consists  of  two  magnetic  fluxes  super- 
imposed upon  each  other  in  quadrature,  in  time,  and  in 
position.  In  the  polyphase  motor  these  fluxes  are  produced 
by  E.M.Fs.  displaced  in  phase.  In  the  monocyclic  motor 
one  of  the  fluxes  is  due  to  the  primary  energy  circuit,  the 
other  to  the  primary  exciting  circuit.     In  the  single-phase 
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motor  the  one  flux  is  produced  by  the  primary  circuit,  the 
other  by  the  currents  induced  in  the  secondary  or  armature, 
which  are  carded  into  quadrature  position  by  the  rotation 
of  the  armature.  In  consequence  thereof,  while  in  all  these 
motors  the  magnetic  distribution  is  the  same  at  or  near  syn- 
chronism, and  can  be  represented  by  a  rotating  field  of 
uniform  intensity  and  uniform  velocity,  it  remains  such  in 
poh-phase  and  monoc\*clic  motors ;  but  in  the  single-phase 
motor,  \iTth  increasing  slip,  —  that  is,  decreasing  speed,  — 
the  quadrature  field  decreases,  since  the  induced  armature 
currents  are  not  carried  to  complete  quadrattu'e  position  ; 
and  thus  only  a  component  ax-ailable  for  producing  the 
quadrature  flux.  Hence,  approximately,  the  quadrature  flux 
of  a  single-phase  motor  can  be  considered  as  proportional  to 
its  speed  :  that  is,  it  is  zero  at  standstill. 

Since  the  torque  of  the  motor  is  proportional  to  the 
product  of  secondar}-  current  times  magnetic  flux  in  quad- 
rature, it  follows  that  the  torque  of  the  single-phase  motor 
is  equal  to  that  of  the  same  motor  under  the  same  condition 
of  t^>eration  c«i  a  po'\-phase  circuit,  multiplied  mith  the 
>]>eed  ;  hence  equal  :o  zero  a:  standstill 

Thi:>,  whi>  s:n^'e-ph-ise  iTiCiiction  motors  are  quite  sat- 
isfav^or)  at  or  near  >\T.chromsm,  their  torque  decreases 
prv^jv^r,:  na'Iy  to  the  speed,  and  bea:»mes  zero  at  standstill. 
Th.it  is,  :he>  are  n^^t  self-starting,  but  sc«ne  starting  device 
has  to  be  u>ov:. 

Suvh  a  st.irtinc  vievioe  may  either  be  mechanical  or  elec- 
i rival  Al!  the  e^vtr.v^al  starting:  devices  essentially  consist 
in  :!r.pres>:r,:  ;:p,^r.  the  ntotor  at  standstill  a  magnetic  quad- 
raiuro  nu\  This  n-iay  he  rrcviticed  either  by  some  outside 
K  M  F,  a>  :n  the  m.^ncvwrMc  starting  de\-ice.  or  by  displa- 
o::\i;  the  o.r.  u.ts  v^t  two  v^r  more  primary  coils  from  each 
o:ho:,  or.hor  h\  mutt:al  irolu.ti.n  between  the  coils,  —  that 
i!s  b\  ;:sr^,^  vV.e  a<  soo.v^iarv  to  the  other.  — or  by  imp>e- 
v!  .!N\ s  o:   x.TtvVov.:   :N:uota-^v^e   taotors  connected  with  the 
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176.  The  starting-devices  of  the  single-phase  induc- 
tion motor  by  producing  a  quadrature  magnetic  flux  can  be 
subdivided  into  three  classes  : 

1.  Phase-Splitting  Devices.  Two  or  more  primary 
circuits  are  used,  displaced  in  position  from  each  other,  and 
either  in  series  or  in  shunt  with  each  other,  or  in  any  other 
way  related,  as  by  transformation.  The  impedances  of 
these  circuits  are  made  different  from  each  other  as  much 
as  possible,  to  produce  a  phase  displacement  between  them. 
This  can  be  done  either  by  inserting  external  impedances 
into  the  circuits,  as  a  condenser  and  a  reactive  coil,  or  by 
making  the  internal  impedances  of  the  motor  circuits  differ- 
ent, as  by  making  one  coil  of  high  and  the  other  of  low 
resistance. 

2.  Inductive  Devices.  The  different  primary  circuits 
of  the  motor  are  inductively  related  to  each  other  in  such  a 
way  as  to  produce  a  phase  displacement  between  them. 
The  inductive  relation  can  be  outside  of  the  motor  or  inside, 
by  having  the  one  coil  induced  by  the  other ;  and  in  this 
latter  case  the  current  in  the  induced  coil  may  be  made 
leading,  accelerating  coil,  or  lagging,  shading  coil. 

3.  Monocyclic  Devices.  External  to  the  hiotor  an 
essentially  wattless  E.M.F.  is  produced  in  quadrature  with 
the  main  E.M.F.  and  impressed  upon  the  motor,  either 
directly  or  after  combination  with  the  single-phase  main 
E.M.F.  Such  wattless  quadrature  E.M.F.  can  be  produced 
by  the  common  connection  of  two  impedances  of  different 
power  factor,  as  an  inductance  and  a  resistance,  or  an  in- 
ductance and  a  condensance  connected  in  series  across  the 
mains. 

The  investigation  of  these  starting-devices  offers  a  very 
instructive  application  of  the  symbolic  method  of  investiga- 
tion of  alternating-current  phenomena,  and  a  study  thereof 
is  thus  recommended  to  the  reader.* 

*  See  paper  on  the  Single-phase  Induction  Motor,  A.I.E  E.  Transactions,  1898. 
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Yn.  As  a  rule,  no  spccml  motors  are  built  for  single- 
phase  operation,  but  polyphase  motors  used  in  single-phase 
circuits,  since  for  starting  the  polyphase  primary  winding  is 
required,  the  single  primarj-  coil  motor  ob\TOusly  not  allow- 
ing the  application  of  phase-displacing  devices  for  produ- 
cing the  starting  quadrature  flux. 

Since  at  or  near  sj-nchronism,  at  the  same  impressed 
K.M.F.  —  that  is,  the  same  magnetic  density  —  the  total 
voltamperes  excitation  of  the  single-phase  induction  motor 
must  be  the  same  as  of  the  same  motor  on  polyphase  circuit, 
it  follows  that  by  operating  a  quarter-phase  motor  from 
single-phase  circuit  on  one  primary  coil,  its  primary  excit- 
ing admittance  is  doubled.  Operating  a  three-phase  motor 
single-phase  on  one  circuit  its  primary  exciting  admittance 
is  trebled.  The  self-inductive  primary  impedance  is  the 
same  single-phase  as  polyphase,  but  the  secondary  impe- 
dance reduced  to  the  primary  is  lowered,  since  in  single- 
phase  operation  all  secondary  circuits  correspond  to  the 
one  primary  circuit  used.  Thus  the  secondary  impedance 
in  a  quarter-phase  motor  running  singlephase  is  reduced  to 
one-half,  in  a  three-phase  motor  running  single-phase  re- 
duced to  one-third.  In  consequence  thereof  the  slip  of 
speed  in  a  single-phase  induction  motor  is  usually  less  than 
in  a  polyphase  motor ;  but  the  exciting  current  is  consider- 
ably Greater,  and  thus  the  power  factor  and  the  efficiency 
are  lower. 

The  preceding  considerations  ob^TOusIy  apply  only  when 
runninii  s^^  near  synchronism  that  the  ma^etic  field  of  the 
sini::Ie-phase  m^^tor  can  be  assumed  as  uniform,  that  is  the 
cross  nia^rrretizinj:  tiux  produced  by  the  armature  as  equal 
to  the  main  mac^.etic  r!ux. 

When  invest: eating  the  actior.  of  :he  sinirle-phase  motor 
at  Unvor  si^eeus  ano  at  stands: il!.  t^o  :a'!i:i^  otF  of  the  mag- 
netic o/aadrature  t^.u\  vroduced  l\\  t*^o  arr-.ature  current,  the 
cha:\^o  of  sec\v:dary  i::r.xv!a:;oo.  ar./.  ^\hv':o  a  starting  device 
is  u<od  t>.o  offoct  of  the  -^M^-xtiv  r.old  rrv.\iuced  by  the 
stattiMiT  device,  have  to  be  cv"rside*^e>a 
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The  exciting  current  of  the  single-phase  motor  consists 
of  the  primary  exciting  current  or  current  producing  the 
main  magnetic  flux,  and  represented  by  a  constant  admit- 
tance Y^,  the  primary  exciting  admittance  of  the  motor,  and 
the  secondary  exciting  current,  that  is  that  component  of 
primary  current  corresponding  to  the  secondary  current 
which  gives  the  excitation  for  the  quadrature  magnetic  flux. 
This  latter  magnetic  flux  is  equal  to  the  main  magnetic  flux 
*o  at  synchronism,  and  falls  off  with  decreasing  speed  to 
zero  at  standstill,  if  no  starting  device  is  used  or  to  *i  =  t^^ 
at  standstill  if  by  a  starting  device  a  quadrature  magnetic 
flux  is  impressed  upon  the  motor,  and  at  standstill  /  =  ratio 
of  quadrature  or  starting  magnetic  flux  to  main  magnetic 
flux. 

Thus  the  secondary  exciting  current  can  be  represented 
by  an  admittance  Y^  which  changes  from  equality  with  the 
primary  exciting  admittance  Y^  at  synchronism,  to  Y^  =  0, 
respectively  to  1^  ==  /  Y^  at  standstill.  Assuming  thus  that 
the  starting  device  is  such  that  its  action  is  not  impaired  by 
the  change  of  speed,  at  slip  s  the  secondary  exciting  admit- 
tance can  be  represented  by  : 

J7  =  [1  -  (1  -  /)  X]  Y^ 

The  secondary  impedance  of  the  motor  at  synchronism 
is  the  joint  impedance  of  all  the  secondary  circuits,  since  all 
secondary  circuits  correspond  to  the  same  primary  circuit, 

Z      ,  Z      . 

hence  =  -^  with  a  three-phase  secondary,  and  =  -^  with  a 

two-phase  secondary  with  impedance  Z^  per  circuit. 

At  standstill,  however,  the  secondary  circuits  correspond 
to  the  primary  circuit  only  with  their  projection  in  the  direc- 
tion of  the  primary  flux,  and  thus  as  resultant  only  one-half 
of  the  secondary  circuits  are  effective,  so  that  the  secondary 
impedance  at  standstill  is  equal  to  2  Zj  /  3  with  a  three-phase, 
and  equal  to  Zj  with  a  two-phase  secondary.  Thus  the 
effective  secondary  impedance  of   the  single-phase   motor 
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changes  with  the  speed  and  can  at  the  slip  s  be  represented 

by  Z^  =  ^^ ^ — -  in  a  three-phase  motor,  and  Z^  = zy — ^ 

in  a  two-phase  motor,  with  the  impedance  Z^  per  secondary 
circuit. 

In  the  single-phase  motor  without  starting  device,  due  to 
the  falling  off  of  the  quadrature  flux,  the  torque  at  slip  j  is: 

T  =  a^^  (1  -  s) 

In  a  single-phase  motor  with  a  starting  device  which  at 
standstill  produces  a  ratio  of  magnetic  fluxes  /,  the  torque  at 
standstill  is  ; 

where   T^  =  total  torque  of   the  same  motor  on  polyphase 
circuit. 

T 
Thus  denoting  the  value  — ^  =  v 

the  single-phase  motor  torque  at  standstill  is : 

and  the  single-phase  motor  torque  at  slip  s  is : 
T  =  a^e"  [1  -  (1  -  V)  j] 

178.  In  the  single-phase  motor  considerably  more 
advantage  is  gained  by  compensating  for  the  wattless  mag- 
netizing component  of  current  by  capacity  than  in  the 
polyphase  motor,  where  this  wattless  current  is  relatively 
small.  The  use  of  shunted  capacity,  however,  has  the  dis- 
advantage of  requiring  a  wave  of  impressed  E.M.F.  very 
close  to  sine  shape ;  since  even  with  a  moderate  variation 
from  sine  shape  the  wattless  charging  current  of  the  con- 
denser of  higher  frequency  may  lower  the  power  factor 
more  than  the  compensation  for  the  wattless  component  of 
the  fundamental  wave  raises  it,  as  will  be  seen  in  the  chap- 
ter on  General  Alternating  Current  Waves. 

Thus  the  most  satisfactory  application  of  the  condenser 
in  the  single-phase  motor  is  not  in  shunt  to  the    primary 
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circuit,  but  in  a  tertiary  circuit ;  that  is,  in  a  circuit  stationary 
with  regard  to  the  primary  impressed  circuit,  but  induced 
by  the  revolving  secondary  circuit. 

In  this  case  the  condenser  is  supplied  with  an  E.M.F. 
transformed  twice,  from  primary  to  secondary,  and  from 
secondary  to  tertiary,  through  multitooth  structures  in  a 
uniformly  revolving  field,  and  thus  a  very  close  approxi- 
mation to  sine  wave  produced  at  the  condenser,  irrespective 
of  the  wave  shape  of  primary  impressed  E.M.F. 

With  the  condenser  connected  into  a  tertiary  circuit  of 
a  single-phase  induction  motor,  the  wattless  magnetizing 
current  of  the  motor  is  supplied  by  the  condenser  in  a 
separate  circuit,  and  the  primary  coil  carries  the  energy  cur- 
rent only,  and  thus  the  efficiency  ot  the  motor  is  essentially 
increased. 

The  tertiary  circuit  may  be  at  right  angles  to  the  pri- 
mary, or  under  any  other  angle.  Usually  it  is  applied  on  an 
angle  of  60°,  so  as  to  secure  a  mutual  induction  between 
tertiary  and  primary  for  starting,  which  produces  in  start- 
ing in  the  condenser  a  leading  current,  and  gives  the  quad- 
rature magnetic  flux  required. 

179.  The  most  convenient  way  to  secure  this  arrange- 
ment is  the  use  of  a  three-phase  motor  which  with  two  of 
its  terminals  1-2,  is  connected  to  the  single-phase  mains, 
and  with  terminals  1  and  3  to  a  condenser. 

Let  1 0  =  g^  -^jl\  =  primary  exciting  admittance  of  the 
motor  per  delta  circuit. 

Z^  =  r^  — /I'o  =  primary  self-inductive  impedance  per 
delta  circuit. 

Zj  =  Tj  —jx\  —  secondary  self-inductive  impedance  per 
delta  circuit  reduced  to  primary. 

Let 

Jg  =^r^  —  jh^  =  admittance  of   the  condenser  connected 
between  terminals  1  and  3. 
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If  then,  as  single-phase  motor, 

/  =  ratio  of   auxiliary  quadrature  flux  to  mam  flux  in 

starting, 

h  =  ratio   of   E.M.F.   induced   in  condenser  circuit  to 
E.M.F.  induced  in  main  circuit  in  starting, 
_  starting  torque 
~  a^^  in  starting  ' 

It  is  single-phase 

Y}  =  1.5  J^  =  1.5  (^0  H-y-^o)  =  primary   exciting    admit- 
tance, 
Y^  =  1.5  Ko  [1  -  (1  -  /)  s-\ 

=  1.5  (^0  -f-y<^o)  [i  —  (1  —  0  ^  =  secondary  exciting 
admittance  at  slip  s, 

„.       2  Zn       2  (ro  —  7Xt!)  .  ,  i. .    ,      . 

Z^  =  -^  =  =  pnmary    self-mductive    impe- 

dance. 

Zji  =  ^i-±i^  Zi  =  ^4^  (''i  -^-^i)  =  secondary    self- 

inductive  impedance. 

2  Z       2  (r  —  jx^ 
Z^  =  -s-°  =  r.  =  tertiary    self-inductive    impe- 

O  o 

dance  of  motor. 
Thus, 

Y^  =  =  total  admittance  of  tertiary  circuit. 

Since  the  E.M.F.  induced  in  the  tertiary  circuit  decreases 
from  e  at  synchronism  to  he  at  standstill,  the  effective  ter- 
tiary admittance  or  admittance  reduced  to  an  induced  E.M.F. 
e  is  at  slip  s 

yi  =  [1  _  (1  _  ;&)  ,]  K, 

Let  then, 

<f  =  counter  E.M.F.  of  primary  circuit, 
s  =  slip. 
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We  have, 
secondary  load  current 

secondary  exciting  current 

/,»  =  ey\^  =  1.6 *Fo  [1  -  (1  -  /)  s] 
secondary  condenser  current 

thus,  total  secondary  current 

/^  =  /,  +  A'  -h  /4 
primary  exciting  current 

thus,  total  primary  current 


/o  =  /^  -h  /o' 

'  =A^A-tA' 

+  ^' 

=  ^  (^  ^jA) 

primary  impressed  E.M.F. 

E^  =  e^-Z^I^ 

=  ^  (^1  +yir,) 

thus,  main  counter  E.M.F. 

• 

or, 

^-  '" 

■        ex  +  A 

and,  absolute 

.-         '» 

V.,'  +  r,» 

hence,  primary 

current 

*       ^1  +  A 
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voltampere  input. 


power  input 
torque  at  slip  s 


<2.  =  <»/. 


Pi,  =  W^  =  <f< 


^I*  +  ^.' 


7*=  r»  [1  -  (1  -  V)  i] 

-  '''"vji-a-^')'] 


^1*  +  4 
and,  power  output 

P=  ra  -s) 

and  herefrom  in  the  usual  manner  the  efficiency,  apparent 
efficiency,  torque  efficiency,  apparent  torque  efficiency,  and 
power  factor. 

The  derivation  o'^  the  constants  /,  //,  v,  which  have  to  be 
determined  before  calculating  the  motor,  is  as  follows : 

Let    e^  =  single-phase  impressed  E.M.F., 

Y  =  total  stationar)-  admittance  of  motor  per  delta  cir- 
cuit, 
E^  =  E.M.F.  at  condenser  terminals  in  starting. 

In  the  circuit  between  the  single-phase  mains  from  ter- 
minal 1  over  terminal  3  to  2,  the  admittances  }'-f-  \\,  and  }', 
are  connected  in  series,  and  have  the  respective  E.M.Fs.  F^ 
and  Cq  —  E^.     It  is  thus, 

since  with  the  same  current  passing  through  both  circuits, 
the  impressed  E.M.Fs.  are  inverse  proportional  to  the  re- 
spective admittances. 

Thus, 

£z  =  2T^^^;  =  '0  (/'i  4-y//,) 
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and  quadrature  E.M.F. 

hence 
thus 

h  =  V//?T">V 

Since  in  the  three-phase   E.M.F.  triangle,  the  altitude 

corresponding  to  the  quadrature  magnetic  flux  =  — ^ ,  and 

the  quadrature  and  main  fluxes  are  equal,  in  the  single-phase 
motor  the  ratio  of  quadrature  to  main  flux  is 

'>  h 
/  =  !lf»  =  1.155  >4, 

V3 

From  /,  V  is  derived  as  shown  in  the  preceding. 

For  further  discussion  on  the  Theory  and  Calculation  of 
the  Single-phase  Induction  Motor,  see  American  Institute 
Electrical  Engineers  Transactions,  January,  1900. 

SYNCHRONOUS  INDUCTION  MOTOR. 

180.  The  induction  motor  discussed  in  the  foregoing 
consists  of  one  or  a  number  of  primary  circuits  acting  upon 
a  movable  armature  which  comprises  a  number  of  closed 
secondary  circuits  displaced  from  each  other  in  space  so  as 
to  offer  a  resultant  circuit  in  any  direction.  In  consequence 
thereof  the  motor  can  be  considered  as  a  transformer,  having 
to  each  primary  circuit  a  corresponding  secondary  circuit, 
—  a  secondary  coil,  moving  out  of  the  field  of  the  primary 
coil,  being  replaced  by  another  secondary  coil  moving  into 
the  field. 

In  such  a  motor  the  torque  is  zero  at  synchronism,  posi- 
tive below,  and  negative  above,  synchronism. 

If,  however,  the  movable  armature  contains  one  closed 
circuit  only,  it  offers  a  closed  secondary  circuit  only  in  the 
direction  of  the  axis  of  the  armature  coil,  but  no  secondary 
circuit  at  right  angles  therewith.     That  is,  with  the  rotation 
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of  the  armature  the  secondary  circuit,  corresponding  to  a 
primary  circuit,  varies  from  short  circuit  at  coincidence  of 
the  axis  of  the  armature  coil  with  the  axis  of  the  primar)' 
coil,  to  open  circuit  in  quadrature  therewith,  with  the 
periodicity  of  the  armature  speed.  That  is,  the  apparent 
admittance  of  the  primary  circuit  varies  periodically  from 
open-circuit  admittance  to  the  short-circuited  transfortner 
admittance. 

At  synchronism  such  a  motor  represents  an  electric  cir- 
ciiit  of  an  admittance  varying  ^^lth  twice  the  periodicity  of 
the  primary  frequency,  since  twice  per  period  the  axis  of  the 
armature  coil  and  that  of  the  primary  coil  coincide.  A  vary- 
ing admittance  is  obviously  identical  in  effect  with  a  varj'ing 
reluctance,  which  will  be  discussed  in  the  chapter  on  reac- 
tion machines.  That  is,  the  induction  motor  with  one 
closed  armature  circuit  is,  at  synchronism,  nothing  but  a 
reaction  machine,  and  consequently  gives  zero  torque  at 
synchronism  if  the  maxima  and  minima  of  the  peri<xiically 
varying  admittance  coincide  with  the  maximum  and  zero 
values  of  the  primary  circuit,  but  gives  a  definite  torque  if 
they  are  displaced  therefrom.  This  torque  may  be  positive 
or  negative  according  to  the  phase  displacement  between 
admittance  and  primary  circuit  ;  that  is,  the  lag  or  lead 
of  the  maximum  admittance  with  regard  to  the  primary 
maximum.  Hence  an  induction  motor  with  single-armature 
circuit  at  synchronism  acts  either  as  motor  or  as  alternat- 
ing-current generator  according  to  the  relative  position  of 
the  armature  circuit  to  the  primary  circuit.  Thus  it  can  be 
called  a  synchronous  induction  motor  or  synchronous  in- 
duction generator,  since  it  is  an  induction  machine  giving 
torque  at  synchronism. 

Power  factor  and  apparent  efficiency  of  the  synchron- 
ous induction  motor  as  reaction  machine  are  ver}'  low% 
Hence  it  is  of  practical  application  only  in  cases  where  a 
small  amount  of  power  is  required  at  s)Tichronous  rotation, 
and  continuous  current  for  field  excitation  is  not  available. 


INDUCTION  MOTOR.  293 

The  current  induced  in  the  armature  of  the  synchronous 
induction  motor  is  of  double  the  frequency  impressed  upon 
the  primary. 

Below  and  above  synchronism  the  ordinary  induction 
motor,  or  induction  generator,  torque  is  superimposed  upon 
the  synchronous  induction  machine  torque.  Since  with  the 
frequency  of  slip  the  relative  position  of  primary  and  of 
secondary  coil  changes,  the  synchronous  induction  machine 
torque  alternates  periodically  with  the  frequency  of  slip. 
That  is,  upon  the  constant  positive  or  negative  torque  be- 
low or  above  synchronism  an  alternating  torque  of  the  fre- 
quency of  slip  is  superimposed,  and  thus  the  resultant 
torque  pulsating  with  a  positive  mean  value  below,  a  nega- 
tive mean  value  above,  synchronism. 

When  started  from  rest,  a  synchronous  induction  motor 
will  accelerate  like  an  ordinary  single-phase  induction  mo- 
tor, but  not  only  approach  synchronism,  as  the  latter  does, 
but  run  up  to  complete  synchronism  under  load.  When 
approaching  synchronism  it  makes  definite  beats  with  the 
frequency  of  slip,  which  disappear  when  synchronism  is 
reached. 

THE  HYSTERESIS  MOTOR. 

181.  In  a  revolving  magnetic  field,  a  circular  iron  disk, 
or  iron  cylinder  of  uniform  magnetic  reluctance  in  the 
direction  of  the  revolving  field,  is  set  in  rotation,  even  if 
subdivided  so  as  to  preclude  the  induction  of  eddy  currents. 
This  rotation  is  due  to  the  effect  of  hysteresis  of  the  revolv- 
ing disks  or  cyclinder,  and  such  a  motor  may  thus  be  called 
a  hysteresis  motor. 

Let  /  be  the  iron  disk  exposed  to  a  rotating  magnetic 
field  or  resultant  M.M.F.  The  axis  of  resultant  magneti- 
zation in  the  disk  /  does  not  coincide  with  the  axis  of  the 
rotating  field,  but  lags  behind  the  latter,  thus  producing  a 
couple.  That  is,  the  component  of  magnetism  in  a  direction 
of  the  rotating  disk,  /,  ahead  of  the  axis  of  rotating  M.M.F., 
is  rising,  thus  below,  and  in  a  direction  behind  the  axis 
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of  rotating  M.M.F.  decreasing;  that  is,  above  proportion- 
ality with  the  M.M.F.,  in  consequence  of  the  lag  of  magnet- 
ism in  the  hysteresis  loop,  and  thus  the  axis  of  resultant 
magnetism  in  the  iron  disk,  /,  does  not  coincide  with  the 
axis  of  rotating  M.M.F.,  but  is  shifted  backwards  by  an 
angle,  a,  which  is  the  angle  of  hysteretic  lead  in  Chapter 
X.,  §  79. 

The  induced  magnetism  gives  with  the  resultant  M.M.F. 
a  mechanical  couple,  — 


where 


7*=  m  F^  sin  ot, 

F—  resultant  M.M.F., 

*  =  resultant  magnetism, 

a  =  angle  of  hysteretic  advance  of  phase, 

w  =  a  constant 

The  apparent  or  volt  ampere  input  of  the  motor  is,  — 
Q^m  F^. 

Thus  the  apparent  torque  efficiency,  — 

T 

^  =  sin  a, 

and  the  power  of  the  motor  is,  — 

Z'  =  (1  -  j)  r=  (1  -  x)  w y^<^  sin  a, 

where 

5  =  slip  as  fraction  of  synchronism. 

The  apparent  efficiency  is,  — 

.  =(1  -  j)  sma. 

Since  in  a  magnetic  circuit  containing  an  air  gap  the 
angle  a  is  extremely  small,  a  few  degrees  only,  it  follows 
that  the  apparent  efficiency  of  the  hysteresis  motor  is  ex- 
tremely low,  the  motor  consequently  unsuitable  for  produ- 
cinor  larger  amounts  of  mechanical  work. 
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From  the  equation  of  torque  it  follows,  however,  that  at 
constant  impressed  E.M.F.,  or  current, —  that  is,  constant 
/%  —  the  torque  is  constant  and  independent  of  the  speed  ; 
and  therefore  such  a  motor  arrangement  is  suitable,  and 
occasionally  used  as  alternating-current  meter. 

The  same  result  can  be  reached  from  a  different  point 
of  view.  In  such  a  magnetic  system,  comprising  a  mov- 
able iron  disk,  /,  of  uniform  magnetic  reluctance  in  a 
revolving  field,  the  magnetic  reluctance  —  and  thus  the  dis- 
tribution of  magnetism  —  is  obviously  independent  of  the 
speed,  and  consequently  the  current  and  energy  expenditure 
of  the  impressed  M.M.F.  independent  of  the  speed  also.  If, 
now,  — 

V  =  volume  of  iron  of  the  movable  part, 
B  =  magnetic  densit)% 
and  17  =  coefficient  of  hysteresis, 

the  energy  expended  by  hysteresis  in  the  movable  disk,  /,  is 
per  cycle,  — 

hence,  if  iV=  frequency,  the  energy  supplied  by  the  M.M.F. 

to   the   rotating   iron   disk    in  the  hysteretic   loop  of   the 

M.M.F.  is,  — 

F^  =  NVriB^\ 

At  the  slip,  s  Ny  that  is,  the  speed  (1  —  s)  JV,  the  energy 
expended  by  hysteresis  in  the  rotating  disk  is,  however,  — 

Hence,  in  the  transfer  from  the  stationary  to  the  revolv- 
ing member  the  magnetic  energy,  — 

r=  7^0  -  ^1  =  (1  -  ^)  I^yy)B^^ 

has  disappeared,  and   thus   reappears   as  mechanical  work, 
and  the  torque  is,  — 

that  is,  independent  of  the  speed. 
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Since,  as  seen  in  Chapter  X.,  sin  a  is  the  ratio  of  the 
energy  of  the  hysteretic  loop  to  the  total  apparent  energy, 
in  voltampere,  of  the  magnetic  cycle,  it  follows  that  the 
apparent  efficiency  of  such  a  motor  can  never  exceed  the 
value  (1  —  5)  sin  a,  or  a  fraction  of  the  primary  hysteretic 
energy. 

The  primary  hysteretic  energy  of  an  induction  motor,  as 
represented  by  its  conductance,  g^  being  a  part  of  the  loss 
in  the  motor,  and  thus  a  very  small  part  of  its  output  only, 
it  follows  that  the  output  of  a  hysteresis  motor  is  a  very 
small  fraction  only  of  the  output  which  the  same  magnetic 
structure  could  give  with  secondary  short-circuited  winding, 
as  regular  induction  motor. 

As  secondary  effect,  however,  the  rotary  effort  of  the 
magnetic  structure  as  hysteresis  motor  appears  more  or  less 
in  all  induction  motors,  although  usually  it  is  so  small  as  to 
be  neglected. 

If  in  the  hysteresis  motor  the  rotary  iron  structure  has 
not  uniform  reluctance  in  all  directions  —  but  is,  for  in- 
stance, bar-shaped  or  shuttle-shaped  —  on  the  hysteresis 
motor  effect  is  superimposed  the  effect  of  varying  magnetic 
reluctance,  which  tends  to  accelerate  the  motor  to  syn- 
chronism, and  maintain  it  therein,  as  shall  be  more  fully 
investigated  under  **  Reaction  Machine  "  in  Chapter  XX. 
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CHAPTER    XVII. 

AIiTERNATING-OnRRiarr   GENERATOB. 

182.  In  the  alternating-current  generator,  E.M.F.  is 
induced  in  the  armature  conductors  by  their  relative  motion 
through  a  constant  or  approximately  constant  magnetic 
field. 

When  yielding  current,  two  distinctly  different  M.M.Fs. 
are  acting  upon  the  alternator  armature  —  the  M.M.F.  of 
the  field  due  to  the  field-exciting  spools,  and  the  M.M.F. 
of  the  armature  current.  The  former  is  constant,  or  approx- 
imately so,  while  the  latter  is  alternating,  and  in  synchro- 
nous motion  relatively  to  the  former ;  hence,  fixed  in  space 
relative  to  the  field  M.M.F.,  or  uni-directional,  but  pulsating 
in  a  single-phase  alternator.  In  the  polyphase  alternator, 
when  evenly  loaded  or  balanced,  the  resultant  M.M.F.  of 
the  armature  current  is  more  or  less  constant. 

The  K.M.F.  induced  in  the  armature  is  due  to  the  mag- 
netic flux  passing  through  and  interlinked  with  the  arma- 
ture conductors.  This  flux  is  produced  by  the  resultant  of 
both  M.M.Fs.,  that  of  the  field,  and  that  of  the  armature. 

On  open  circuit,  the  M.M.F.  of  the  armature  is  zero,  and 
the  E.M.F.  of  the  armature  is  due  to  the  M.M.F.  of  the 
field  coils  only.  In  this  case  the  E.M.F.  is,  in  general,  a 
maximum  at  the  moment  when  the  armature  coil  faces  the 
position  midway  between  adjacent  field  coils,  as  shown  in 
Fig.  126,  and  thus  incloses  no  magnetism.  The  E.M.F. 
wave  in  this  case  is,  in  general,  symmetrical. 

An  exception  from  this  statement  may  take  place  only 
in  those  types  of  alternators  where  the  magnetic  reluctance 
of  the  armature  is  different  in  different  directions ;  thereby, 
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during  the  synchronous  rotation  of  the  armature,  a  pulsa- 
tion of  the  magnetic  flux  passing  through  it  is  produced 
This  pulsation  of  the  magnetic  flux  induces  E.M.F.  in  the 
field  sptK^ls,  and  thereby  makes  the  field  current  pulsating 
also.     Thus,  we  have,  in  this  case,  even  on  open  circuit,  no 
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rotation  through  a  constant  magnetic  field,  but  rotation 
through  a  pulsating  field,  which  makes  the  E.M.F.  wave 
unsymmetricwd,  and  shifts  the  maximum  point  fr^^m  its  the- 
oretical position  midway  between  the  field  poles.  Fn  gen- 
eral this  secondary  reaction  can  be  neglected,  and  the  field 
M.M.  F.  be  iss;rrx«.:  .i<  constant. 

T'.Tc  rc'.ic'vc  ;^«  >ir'iMi  't  the  irmature  M.M.  F  'A'ith  re- 
spect L«;  :!ie  rieiii  M  M.  F.  aepends  upon  the  piiase  rela- 
tion cvsr:n:^  :n  the  eicctnc  circuit.  Thus.  M  there  is  no 
vji>f.«  Lice  men:  .'L  ;Miase  ':et'veen  current  x\\k\  E.M.  F..  the 
curre!ic  reaches  :c>  'iiaxinuim  at  the  same  momenc  as  the 
K.M.F.  .  -M.  in  tiie  yi-^ic^oii  ?c  the  armature  >h<)\vn  :n  Fig. 
ti»».  Miidwav  "jcrvee!!  the  leid  poles.  In  this  cu>e  the  aiTna- 
t  ire  cuE'C'ic  te'u:>-  -le'rher  :  •  'nagnet'^ie  :ht  iemu^'ictMe  the 
nc'ii,  vtc  -Tie'C-'  iisc-M"^  c  .  that  is»  :ema:j:net\:c^  'he  t-ail- 
■ni;  :'*''C  j-'i'ie'  :.  '.\\y\  'TKi^'ietves  the  'eiidini;-^  ie  :-iner. 
\  ;-M':;«.  »  •  le  '  c  ;i  i;:\,  i:u:  "he'v-n  r  'le  --i^uitant 
I*'  ^I.**^  >•'!  ■  I  x'^  N.ic-::  '  •■"•  <  :-:^e  ntI'  \he':  ^.'W:  •T^.;:;net:c 
jC'J-^.vx-^   :  -:  ^-  ''e  ."    ""   — [  ii  .:'!  w   ^  \:s:   "le  ■■•^^    •:     :e'"^:t" 
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density  at  the  trailing-pole  corner.  Since  the  internal  self- 
inductance  of  the  alternator  itself  causes  a  certain  lag  of 
the  current  behind  the  induced  E.M.F.,  this  condition  of  no 
displacement  can  exist  only  in  a  circuit  with  external  nega- 
tive reactance,  as  capacity,  etc. 

If  the  armature  current  lags,  it  reaches  the  maximum 
later  than  the  E.M.F.  ;  that  is,  in  a  position  where  the 
armature  coil  partly  faces  the  following-field  pole,  as  shown 
in  diagram  in  Fig.  127.     Since  the  armature  current  flows 


f/g.  ^2^, 


in  opposite  direction  to  the  current  in  the  following-field 
pole  (in  a  generator),  the  armature  in  this  case  will  tend  to 
demagnetize  the  field. 

If,  however,  the  armature  current  leads, — that  is,  reaches 
its  maximum  while  the  armature  coil  still  partly  faces  the 


Flq,  128, 


preceding-field  pole,  as  shown  in  diagram  Fig.  128, — it  tends 
to  magnetize  this  field  coil,  since  the  armature  current  flows 
in  the  same  direction  with  the  exciting  current  of  the  pre- 
ceding-field spools. 


SOO  AL  TEXJi'A  T:.\G-CCJ:K£Ji'r  FHEXOMESA. 

Thus,  with  a  leading  current,  the  annature  reaction  of 
the  alternator  strengthens  the  field,  and  thereby,  at  con- 
stant-nciJ  excitation,  increases  the  voltage ;  with  lagging 
current  it  weakens  the  field,  and  thereby  decreases  the  vol- 
tage in  a  generator.  Obxiously,  the  opposite  holds  for  a 
synchi\^ni>us  motor,  in  whkh  the  annature  current  flkwrs  in 
the  opjx>>Jte  direction  :  and  thus  a  lagging  current  tends  to 
magTieiire,  a  leading  current  to  demagnetize,  the  fidd. 

183"  The  E.M-F.  inii:cr\i  in  the  armature  In*  the  ^^ 
su!tai::  ni-4;r.e::c  nu\.  rrjviuced  by  the  nesuliant  M.M.F.  of 
the  fieli  ar.i  vi  :he  ^m-:ure,  is  rsx  the  teiminil  voltage 

ir.iusX\i  ELM.F.  ani  :he  EIM.F.  cf  seLi-ixioctance  azi  the 
E.M.F.  rerrtfs;r!:::ir,i:  :he  er.erir»-  j.^sS  ry  resistance  in  the 

current  r.:t  .r/.y  ::  r»:>es  .r  assifcs  the  ne-I«i  M,M.F.  in  cre- 

r.e::.-  £,i.\  in  2  Ic-il   cirju::  inr.niin  the  amnirzre.  which 
tt'-Lx  i'.>es  n.t  tM^<>  thr.c^h  the  neii  sro.uSw  iz»I  is  caZei  the 


F  M  ? 


:  _;^.  :.:-  Z  M  r 
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inductance  will  be  more  than  90°  behind  the  induced  E.M.F., 
and  therefore  in  partial  opposition,  and  will  tend  to  reduce 
the  terminal  voltage.  On  the  other  hand,  if  the  armature 
current  leads,  the  E.M.F.  of  self-inductance  will  be  less 
than  90°  behind  the  induced  E.M.F.,  or  in  partial  conjunc- 
tion therewith,  and  increase  the  terminal  voltage.  This 
means  that  the  E.M.F.  of  self -inductance  increases  the  ter- 
minal voltage  with  a  leading,  and  decreases  it  with  a  lagging 
current,  or,  in  other  words,  acts  in  the  same  manner  as  the 
armature  reaction.  For  this  reason  both  actions  can  be 
combined  in  one,  and  represented  by  what  is  called  the  syn- 
chronous reactame  of  the  alternator.  In  the  following,  we 
shall  represent  the  total  reaction  of  the  armature  of  the 
alternator  by  the  one  term,  synchronous  reactance.  While 
this  is  not  exact,  as  stated  above,  since  the  reactance  should 
be  resolved  into  the  magnetic  reaction  due  to  the  magnet- 
izing action  of  the  armature  current,  and  the  electric  reac- 
tion due  to  the  self-induction  of  the  armature  current,  it  is 
in  general  sufficiently  near  for  practical  purposes,  and  well 
suited  to  explain  the  phenomena  taking  place  under  the 
various  conditions  of  load.  This  synchronous  reactance,  Xy 
is  frequently  not  constant,  but  is  pulsating,  owing  to  the 
synchronously  v^ing  reluctance  of  the  armature  magnetic 
circuit,  and  the  field  magnetic  circuit ;  it  may,  however,  be 
considered  in  what  follows  as  constant ;  that  is,  the  E.M.Fs. 
induced  thereby  may  be  represented  by  their  equivalent  erne 
waves.  A  specific  discussion  of  the  distortions  of  the  wave 
shape  due  to  the  pulsation  of  the  synchronous  reactance  is 
found  in  Chapter  XX.  The  synchronous  reactance,  Xy  is 
not  a  true  reactance  in  the  ordinary  sense  of  the  word,  but 
an  equivalent  or  effective  reactance.  Sometimes  the  total 
effects  taking  place  in  the  alternator  armature,  are  repre- 
sented by  a  magnetic  reaction,  ne<2:lecting  the  self-inductance 
altogether,  or  rather  replacing  it  by  an  increase  of  the  arma- 
ture reaction  or  armature  M.M.F.  to  such  a  value  as  to  in- 
clude the  self-inductance.  This  assumption  is  mostly  made 
in  the  preliminary  designs  of  alternators. 
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184.  Let  Eo  =  induced  E.M.F.  of  the  alternator,  or  the 
E.M.F.  induced  in  the  armature  coils  by  their  rotation 
through  the  constant  magnetic  field  produced  by  the  cur- 
rent in  the  field  spools,  or  the  open  circuit  voltage,  more 
properly  called  the  "nominal  induced  E.M.F.,"  since  in 
reality  it  does  not  exist,  as  before  stated. 


Then  ^^  =  V2«-«iVi«/10-«; 

where 

n    =  total  number  of  turns  in  series  on  the  armature, 

N  =  frequency, 

M  =  total  magnetic  flux  per  field  pole. 

Let  x^  =  synchronous  reactance, 

r^  =  internal  resistance  of  alternator; 
then  Zo  =  r^  —jx^=  internal  impedance. 

If  the  circuit  of  the  alternator  is  closed  by  the  external 
impedance, 

the  current  is 

E,  E, 


7  = 


•         Z,+  Z       {r,+  r)-j{x,  +  xy 

or,  j_  Eo . 

V(r;+7)M->o  +  ^)*' 
and,  terminal  voltage^ 

or, 


E 

4 

rf  +  {xo  +  xf 

1 

/r 

1    o  ''<)''  ~r  ^0  ^'    j 
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or,  expanded  in  a  series, 

(.        r^r^-  XqX  ,  2  {r^r  -\-  XqX)  —  {TpX  ■\-  Xpr)  ^  \ 

^-^oy-     ^2_,_^2    •+■  2(r^  +  x')  ±---|. 

As  shown,  the  terminal  voltage  varies  with  the  condi- 
tions of  the  external  circuit. 

185.    As  an  instance,  in   Figs.   129-184,  at   constant 
induced  E.M.F., 

^,  =  2500; 
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Fig.  129.    Field  Characteristic  of  Alternator  on  Non- Inductive  Load. 

and  the  values  of  the  internal  impedance, 
Zo  =  ro  —JXo  =  1  —  10/ 
With  the  current  /  as  abscissae,  the  terminal  voltages  E 
as  ordinates  in  drawn  line,  and  the  kilowatts  output,  =  /^  r, 
in  dotted  lines,  the  kilovolt-amperes  output,  =  /  £,  in  dash- 


sw 


Ar^TERyATIXG'^ZCSaBXT  PHEJy'OJi^EJ^A, 


fiotrerl  lines,  we  have,  for  rhe  ^Eowin^  cnnditioiis  of  gtm  "^f 

circuit : 

In  Fi^.  I2!>.  ocn-dnductive  external  circait*  x  =  0. 

In  Fig.  130.  inductive  external  drcuic  of  die  caiu&iaix.  '-/x 
=  -f-  .75,  with  a  power  factor,  .6. 

In  Fig.  131,  inductive  external  circuit,  of  the  ccHiditioii.  r  =  t>. 
with  a  power  factor,  0. 

In  Fig.  132,  external  circuit  with  leading  <  Liiri"tir  of  the  condi- 
tion, r  /  X  =  —  .75.  with  a  power  factor.  .6. 

In  Fig.  133.  external  circuit  with  leading  current,  dt  the  concfir 
rion,  r  =  0.  with  a  power  ^ctor.  0. 

In  Fig,  134,  all  the  volt-ampere  curves  are  shown  together  as 
complete  ellipses,  giving  also  the  negative  or  s^nchroDous 
motor  part  of  the  curves. 


FEf*JJ  Ci^AfUCT  ERISTIC 
_ErggOQ  ZTjHig;.  4  --7S  ^  gO^  P^^ 


~«^      If'      *&      m     im     !»     J*^?     "^     5*^     *■>     »    ail    MiSiiipfc 

f/(f.  yjO.    f/tW  Characteristic  of  Alternator,  at  00^  Power-factor  on  Inductive  Load. 

.Snrh  a  curve  is  called  a  field  characteristic. 

y\s  shown,  the  MM. I',  curve  at  non-inductive  load  is 
nearly  horizontal  at  open  circuit,  nearly  vertical  at  short 
circuit,  and   is  similar  to  an   arc  of  an  ellipse. 
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With  reactive  load  the  curves  are  more  nearly  straight 
lines. 

The  voltage  drops  on  inductive,  rises  on  capacity  load. 

The  output  increases  from  zero  at  open  circuit  to  a  maxi- 
mum, and  then  decreases  again  to  zero  at  short  circuit. 
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Fig.  134.    Field  Characterlatic  of  Alternator. 

186.  The  dependence  of  the  terminal  voltage,  E,  upon 
the  phase  relation  of  the  external  circuit  is  shown  in  Fig. 
135,  which  gives,  at  impressed  E.M.F., 

^p  =  2,500  volts, 
for  the  currents, 

/=  50,  100,  ir)0,  200,  250  amperes, 

the  terminal  voltages,  £,  as  ordinates,  with  the  inductance 
factor  of  the  external  circuit. 


as  abscissae. 


V?-*  +  x^ ' 


187.    If  the  internal  impedance  is  negligible  compared 
with  the  external  impedance,  then,  approximately, 


yr  = 


Eo^/r'+x^ 


^(r,  +  ry+(xo  +  xy 


=  £ol 
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that  is,  an  alternator  with  small  internal  resistance  and  syn- 
chronous reactance  tends  to  regulate  for  constant  terminal 
voltage. 

Every  alternator  does  this  near  open  circuit,  especially 
on  non-inductive  load. 

Even  if  the  synchronous  reactance,  x^y  is  not  quite  neg- 
ligible, this  regulation  takes  place,  to  a  certain  extent,  on 
non-inductive  circuit,  since  for 


^  =  0,   E  = 


si 


1  +  2-^  +  ii. 
r        r* 


and  thus  the  expression  of  the  terminal  voltage,  E,  contains 
the  synchronous  reactance,  jr^,  only  as  a  term  of  second 
order  in  the  denomitiator. 

On  inductive  circuit,  however,  x^  appears  in  the  denom- 
inator as  a  term  of  first  order,  and  therefore  constant  poten- 
tial regulation  does  not  take  place  as  well. 
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With  a  non-inductive  external  circuit,  if  the  synchronous 
reactance,  jr^,  of  the  alternator  is  very  large  compared  with 
the  external  resistance,  r, 

current  /=  — ^  ^       =  ^, 


'•vR^'  ' 


approximately,  or  constant ;  or,  if  the  external  circuit  con- 
tains the  reactance,  ;r. 


/= 


^0  1  ^0 


•^0  +  ^^  /      .    Ir^A-r^       ^0  +  ^' 


v^-(^:)- 


approximately,  or  constant. 

The  terminal  voltage  of  a  non-inductive  circuit  is 

approximately,  or  proportional  to  the  external  resistance. 
In  an  inductive  circuit, 

approximately,  or  proportional  to  the  external  impedance. 

188.  That  is,  on  a  non-inductive  external  circuit,  an 
alternator  with  very  low  synchronous  reactance  regulates 
for  constant  terminal  voltage,  as  a  constant-potential  ma- 
chine ;  an  alternator  with  a  very  high  synchronous  reac- 
tance regulates  for  a  terminal  voltage  proportional  to  the 
external  resistance,  as  a  constant-current  machine. 

Thus,  every  alternator  acts  as  a  constant-potential  ma- 
chine near  open  circuit,  and  as  a  constant-current  machine 
near  short  circuit.  Between  these  conditions,  there  is  a 
range  where  the  alternator  regulates  approximately  as  a 
constant  power  machine,  that  is  current  and  E.M.F.  vary 
in  inverse  proportion,  as  between  130  and  200  amperes  in 
Fig.  129. 

The  modern  alternators  are  generally  more  or  less  ma- 
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chines  of  the  first  class  ;  the  old  alternators,  as  built  by 
JablockkofF,  Gramme,  etc.,  were  machines  of  the  second 
class,  used  for  arc  lighting,  where  constant-current  regula- 
tion is  an  advantage. 

Obviously,  large  external  reactances  cause  the  same  reg- 
ulation for  constant  current  independently  of  the  resistance, 
r,  as  a  large  internal  reactance,  x^. 

On  non-inductive  circuit,  if 


/  = 


^0 


E^r 


V(r+roy^  + V' 


^oV 


the  output  is  P  =  fE  = ^^ 

and 


dP  _     V  -  r^  +  ^o'      17 


hence,  if  x^  =  V^"^^S 


then  ^  =  ^• 

ar 

That  is,  the  power  is  a  maximum,  and 
E= ^ 


and  J  _  ____Ep 

Therefore,  with  an  external  resistance  equal  to  the  inter- 
nal impedance,  or,  r  =  s^  =  ^^Tq^  +  Xq^,  the  output  of  an 
alternator  is  a  maximum,  and  near  this  point  it  regulates 
for  constant  output ;  that  is,  an  increase  of  current  causes 
a  proportional  decrease  of  terminal  voltage,  and  inversely. 

The  field  characteristic  of  the  alternator  shows  this 
effect  plainly. 
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CHAPTER    XVIII. 

SYNCHBONESINa   AIjTEBKATOBS. 

189.  All  alternators,  when  brought  to  synchronism  with 
each  other,  will  operate  in  parallel  more  or  less  satisfactorily. 
This  is  due  to  the  reversibility  of  the  alternating-current 
machine  ;  that  is,  its  ability  to  operate  as  synchronous  motor. 
In  consequence  thereof,  if  the  driving  power  of  one  of  sev- 
eral parallel-operating  generators  is  withdrawn,  this  gene- 
rator will  keep  revolving  in  synchronism  as  a  synchronous 
motor ;  and  the  power  with  which  it  tends  to  remain  in 
synchronism  is  the  maximum  power  which  it  can  furnish 
as  synchronous  motor  under  the  conditions  of  running. 

190.  The  principal  and  foremost  condition  of  parallel 
operation  of  alternators  is  equality  of  frequency ;  that  is, 
the  transmission  of  power  from  the  prime  movers  to  the 
alternators  must  be  such  as  to  allow  them  to  run  at  the 
same  frequency  without  slippage  or  excessive  strains  on 
the  belts  or  transmission  devices. 

Rigid  mechanical  connection  of  the  alternators  cannot  be 
considered  as  synchronizing ;  since  it  allows  no  flexibility  or 
phase  adjustment  between  the  alternators,  but  makes  them 
essentially  one  machine.  If  connected  in  parallel,  a  differ- 
ence in  the  field  excitation,  and  thus  the  induced  E.M.P\  of 
the  machines,  must  cause  large  cross-current ;  since  it  cannot 
be  taken  care  of  by  phase  adjustment  of  the  machines. 

Thus  rigid  mechanical  connection  is  not  desirable  for 
parallel  operation  of  alternators. 

191.  The  second  important  condition  of  parallel  opera- 
tion is  uniformity  of  speed ;  that  is,  constancy  of  frequency. 
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If,  for  instance,  two  alternators  are  driven  by  independent 
single-cylinder  engines,  and  the  cranks  of  the  engines  hap- 
pen to  be  crossed,  the  one  engine  will  poll,  while  the  at  her 
is  near  the  dead-point,  and  conversely.  Consequently,  alter- 
nately the  one  alternator  will  tend  to  speed  up  and  the 
other,  slow  down,  then  the  other  speed  up  and  the  first 
slow  down.  This  effect,  if  not  taken  care  of  by  fly-wheel 
capacity,  causes  a  **  hunting  "  or  pumping  action ;  that  is,  a 
fluctuation  of  the  lights  w^ith  the  period  of  the  engine  revo- 
lution, due  to  the  alternating  transfer  of  the  load  from  one 
engine  to  the  other,  which  may  even  become  so  excessive 
as  to  throw  the  machines  out  of  step,  especially  when  by  an 
approximate  coincidence  of  the  period  of  engine  impulses 
(or  a  multiple  thereof),  with  the  natural  period  of  oscillation 
of  the  revolving  structure,  the  effect  is  made  cumulative. 
This  difliculty  as  a  rule  does  not  exist  with  turbine  or  water- 
wheel  driving. 


192.  In  synchronizing  alternators,  we  have  to  distin- 
guish the  phenomena  taking  place  when  throwing  the  ma- 
chines in  parallel  or  out  of  parallel,  and  the  phenomena 
when  running  in  synchronism* 

When  connecting  alternators  in  parallel,  they  are  first 
brought  approximately  to  the  same  frequency  and  same 
voltage ;  and  then,  at  the  moment  of  approximate  equality 
of  phase,  as  shown  by  a  phase-lamp  or  other  device,  they 
are  thrown  in  parallel. 

Equality  of  voltage  is  much  less  important  with  modem 
alternators  than  equality  of  frequency,  and  equality  of  phase 
is  usually  of  importance  only  in  avoiding  an  instantaneous 
flickering  of  the  lights  on  the  system.  When  two  alter- 
nators are  thrown  together,  currents  pass  between  the 
machines,  which  accelerate  the  one  and  retard  the  other 
machine  until  equal  frequency  and  proper  •phase  relation 
are  reached. 

With  modern  ironclad  alternators,  this  interchange  o£ 
mechanical    power   is   usually,   even  without   very  careful 
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adjustment  before  synchronizing,  sufficiently  limited  not 
to  endanger  the  machines  mechanically  ;  since  the  cross- 
currents, and  thus  the  interchange  of  power,  are  limited 
by  self-induction  and  armature  reaction. 

In  machines  of  very  low  armature  reaction,  that  is, 
machines  of  "very  good  constant  potential  regulation," 
much  greater  care  has  to  be  exerted  in  the  adjustment 
to  equality  of  frequency,  voltage,  and  phase,  or  the  inter- 
change of  current  may  become  so  large  as  to  destroy  the 
machine  by  the  mechanical  shock ;  and  sometimes  the 
machines  are  so  sensitive  in  this  respect  that  it  is  prefer- 
able not  to  operate  them  in  parallel.  The  same  applies 
in  getting  out  of  step. 

193.  When  running  in  synchronism,  nearly  all  types 
of  machines  will  operate  satisfactorily ;  a  medium  amount 
of  armature  reaction  is  preferable,  however,  such  as  is  given 
by  modern  alternators — not  too  high  to  reduce  the 
synchronizing  power  too  much,  nor  too  low  to  make  the 
machine  unsafe  in  case  of  accident,  such  as  falling  out  of 
step,  etc. 

If  the  armature  reaction  is  very  low,  an  accident,  —  such 
as  a  short  circuit,  falling  out  of  step,  opening  of  the  field 
circuit,  etc.,  —  may  destroy  the  machine.  If  the  armature 
reaction  is  very  high,  the  driving-power  has  to  be  adjusted 
very  carefully  to  constancy  ;  since  the  synchronizing  power 
of  the  alternators  is  too  weak  to  hold  them  in  step,  and 
carry  them  over  irregularities  of  the  driving-power. 

194.  Series  operation  of  alternators  is  possible  only  by 
rigid  mechanical  connection,  or  by  some  means  whereby 
the  machines,  with  regard  to  their  synchronizing  power, 
act  essentially  in  parallel ;  as,  for  instance,  by  the  arrange- 
ment shown  in  Fig.  120,  where  the  two  alternators,  A^y  A.^, 
are  connected  in  series,  but  interlinked  by  the  two  coils 
of  a  large  transformer,   7",  of  which  the  one  is  connected 
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across  the  terminals  of  one  alternator,  and  the  other  across 
the  tenninals  of  the  other  alternator  in  such  a  way  that, 
when  operating  in  series,  the  cofls  of  the  transformer  will 


luL 


UUJUU 


0^\ 


be  without  current.  In  this  case,  by  interchange  of  power 
through  the  transformers,  the  series  connection  will  be 
maintained  stable. 

195.    In  two  parallel  operating  alternators,  as  shown  in 
Fig.  loT.  let  the  voltage  at  the  common  bus  bars  be  assumed 


25   rerc    lir.e.    or   rex   ja:> 


:i   .:.:r.:L-:i:e<    :f    the  comp!^ 


SYNCHRONIZING  ALTERNATORS.  315 

e    =  difference  of  potential  at  the  common  bus  bars  of 

the  two  alternators, 
Z  =  r  —  jx  =  impedance  of  external  circuit, 
K  =  ^  +y^  =  admittance  of  external  circuit ; 

hence,  the  current  in  external  circuit  is 

r-jx 
Let 

£i  =  ^1  —-j^i  =  at  (cos  w,  —  y  sin  w,)  =  induced  E  M.F.  of  first 
machine ; 

£^  =  ^2  —  y^/  =  a^  (cos<tf2  —/sin  clSj)  =  induced  E-iVf.F.  of  sec- 
ond machine ; 

/i   =  t'l  +ji\  =  current  of  first  machine ; 

/,   =  /j  +y/V  =  current  of  second  machine  ; 

Zi  =  ri  —j'xi  =  internal  impedance,  and  Vi  =  gi  +  Jb^  =  inter- 
nal admittance,  of  first  machine  ; 

Za  =  ra  —  jx^  =  internal  impedance,  and  \\  =^a  +yAi  =  intei- 
nal  admittance,  of  second  machine. 

Then, 

^1  =  ^  -f-  /iZi ,  or  ex  —J^\  =  (^  +  An  +  h'xx)  —j'O'iXi  —  tx  r^) ; 
Tso  =  ^  +  /3Z2,  or  f^  —jeJ=^  (^•  -f-  /jr,  +  i^ x^  — > ('a^a  —  ^a'^a) ; 
J    =  A  +  /a ,  or  eg  +jeb  =  (A  +  /,)  +>  (//  +  /,'). 

This  gives  the  equations  — 

ex   =e+txrx  + /'I'^i ; 
<^a    =^+  'a^a  +  'V-^a; 
ex   =  i\xx  —  /iVi; 
^'a'  =  fi-r.  —  /2V2; 
^A"^  =  A   +  /a  ; 
eb  =  iV  +  iV\ 

or  eight  equations  with  nine  variables:  e^,  e^',  e^,  e^y  t\,  ij', 

^2»    ^2  »   ^' 
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Combining  these  equations  by  twos, 

^a'-a  +  «V^a  =  ^r^  +  Uit\ 
substituted  in 

h  +  /'a  =  eg, 
we  have 

^1^1  +  O'^.  +  ^^^''a  +  ^a'^2  =  ^(^1  +^a  +^)  ; 
and  analogously, 

''i^  —  ^i'a'i  +  ''2^2  —  ^iVa  =  ^  (^1   +  ^a  +  ^)  ; 
dividing, 

^L+jrjL±^  ^  <'i;fi  +  ^i^2  +  ^/^  +  ^a'^a  . 
I'  +  /'i  +  ^2       f\  l\  +  ^2  ^2  —  ^/^"i  —  ^z  gt ' 
substituting 

^  ^  V  cos  a  <»,    =  ^,  cos  a>i  e^  =^  a^  COS  o»| 

b  =^  V  sin  a         r/  =  <^i  sin  wi         ^j'  =  a^  sin  o^ 
gives 

^l±^.i_+/2  ^  (i\  7i  COS  (tt,  -;  ^i)  +a^ViCOS  (aa  —  cI^Q 
^  +  ^1  +  ^'2       ^'i  7'i  sin  (tti  —  d»i)  +  <72^a  sin  (02  —  wj) 

as  the  equation  between  the  phase  displacement  angles  «| 
and  cu^  in  parallel  operation. 

The  power  supplied  to  the  external  circuit  is 


A> 


of  which  that  supplied  by  the  first  machine  is, 

/i  =  ^h ; 
by  the  second  machine, 

/o  =  ci\ . 

The  total  electrical  work  done  by  both  machines  is, 

/'  =  />, +  /^,, 

of  which  that  done  by  the  first  machine  is, 

^\  =  ^1  h  —  c(  H  ; 
by  the  second  machine, 
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The  difference  of  output  of  the  two  machines  is, 

denoting 

<tfi  +  <tfa  _.  ^  ^x  —  <tfa  _  g 

A//A8  may  be  called  the  synchronizing  power  of  the 
machines,  or  the  power  which  is  transferred  from  one  ma- 
chine to  the  other  by  a  change  of  the  relative  phase  angle. 

196.    Special  Case.  —  Two  equal  alternators  of  equal 

excitation, 

ai  =  a%  =^  a 

Z,\  =■  Z,^  =■  Zq  . 

Substituting  this  in  the  eight  initial  equations,  these 
assume  the  form,  — 

^1   =^  +  /i^o  +i\^^o 

Ci   =  /,  jtq  —  /i  ro 

^a   =  'a  -^0  —  'a  'o  • 

^g^ii  +'a 

eb  =  //  +  /V 

e,^  +  er  =  e^-]re^^^a\ 

Combining  these  equations  by  twos, 

substituting  e^  ^  a  cos  wj 

^'J'  =  a  sin  a»i 
^3  =  rtr  cos  wj 
^j'  =  <7  sin  <tf2> 

we  have      ^  (cos  ^y  +  cos  wj)  =  ^  (2  +  r^^  +  ^^  ^) 
<j  (sin  wi  +  sin  wj)  =  e  (x^  —  r^li)  ; 

expanding  and  substituting  — 

a>i  4-  0)4 

* 2—' 
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or  a  cos  c  cos  8  =  eil  +  !jfc§l±^\ 

a  sin  €  cos  8  =  e^-^^  ^  ^o^  ; 

hence  tan  c  =  ^  '^^^'^'^  ^  ^^ =  constant. 

2  +  r^g  +  A'o/^ 


That  is  a»i  +  to>a  =  constant; 

and         cos  ( 

a  y  y 

/7  cos  8 


5  ^  ^^/777^Z±iZy77£^ZE^; 


at  no-phase  displacement  between  the  alternators,  or. 


a  =  ^'  ^  ^«  =  0 ; 

2 


we  have    ^  = 


From  the  eight  initial  equations  we  get,  by  combina- 
tion   ,  X  /     O  «N 

^1^0  +  ^1  ^0  =  ^  (''o  +  ■^)  +  'i  (''o*  +  ^oV 

subtracted  and  expanded  — 

h  —  h-  yj-^ , 

or,  since 

fi  —  e^  =  a  (cos  a>,  —  cos  oij)  =  —  2  a^  sin  c  sin  8 
^/  —  ei  •=  a  (sin  oii  —  sin  oij)  =       2  a  cos  e  sin  8 ; 

we  have 

2  a  sin  3  r  •      1 

/i  —  /2  = ^ —  {^0  cos  t  —  r^  sin  <) 

=  2  ^/ Jo  sin  8  cos  (c  +  a), 
where 

tan  a  =  ^  . 
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The  difference  of  output  of  the  two  alternators  is 

hence,  substituting, 

A  /  = {ao  cos  c  —  ;  0  sin  c  } ; 

So" 

substituting, 

^cos8 


j(\ + ^uA'^+-^o^y4,  Avo^-^'o^y; 


sin  c  = 


cos  €  =  . 


2.7^sin  ScosS  j  .ro(l  +  ^-^\  -  ^o  (^^^^^^f^)  j  . 
^»sin2«-[.Vo+^| 


we  have, 

A/ 

expanding, 

or 


A/  =  - 


■o'  {1  +  '-o^  +  *■»*+  V^'"}    ' 


Hence,  the  transfer  of  power  between  the  alternators, 
A  />,  is  a  maximum,  if  8  =  45°  ;  or  a,  —  a,  =  90° ;  that  is, 
when  the  alternators  are  in  quadrature. 
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The   synchronizing  power,   t^ p  j  t^h^  is  a  maximum   if 
8=0;  that  is,  the  alternators  are  in  phase  with  each  other. 

197.   As  an  instance,  curves  may  be  plotted 
for, 

a   =2500, 

with  the  angle  8  =»  ^^  "7  ^^  as  abscissae,  giving 

the  value  of  terminal  voltage,  e ; 

the  value  of  current  in  the  external  circuit,  i^ey\ 

the  value  of  interchange  of   current  between  the  alternators, 

the  value  of  interchange  of  power  between  the  alternators,  A  p 
the  value  of  synchronizing  power,  — ^- . 
For  the  condition  of  external  circuit, 


^=0, 

b=  0, 

r  =  0, 

.05, 

0, 

.05, 

.08, 

0, 

.08, 

.03, 

+  .04, 

.05. 

.03, 

-.04, 

.05. 
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CHAPTER   XIX. 

BTNCHBONOUS  MOTOR. 

198.  In  the  chapter  on  synchronizing  alternators  we 
have  seen  that  when  an  alternator  running  in  synchronism 
is  connected  with  a  system  of  given  E.M.F.,  the  work  done 
by  the  alternator  can  be  either  positive  or  negative.  In 
the  latter  case  the  alternator  consumes  electrical,  and 
consequently  produces  mechanical,  power ;  that  is,  runs 
as  a  synchronous  motor,  so  that  the  investigation  of  the 
synchronous  motor  is  already  contained  essentially  in  the 
equations  of  parallel-running  alternators. 

Since  in  the  foregoing  we  have  made  use  mostly  of 
the  symbolic  method,  we  may  in  the  following,  as  an 
instance  of  the  graphical  method,  treat  the  action  of  the 
synchronous  motor  diagrammatically. 

Let  an  alternator  of  the  K.M.F.,  E^,  be  connected  as 
synchronous  motor  with  a  supply  circuit  of  E.M.F.,  E^^ 
by  a  circuit  of  the  impedance  Z. 

If  E^  is  the  E.M.F.  impressed  upon  the  motor  termi- 
nals, Z  is  the  impedance  of  the  motor  of  induced  E.M.F*,, 
E^,  If  E^  is  the  E.M.F.  at  the  generator  terminals,  Z  is 
the  impedance  of  motor  and  line,  including  transformers 
and  other  intermediate  apparatus.  If  E^  is  the  induced 
E.M.F.  of  the  generator,  Z  is  the  sum  of  the  impedances 
of  motor,  line,  and  generator,  and  thus  we  have  the  prob- 
lem, generator  of  induced  E.M.F.  E^,  and  motor  of  induced 
E.M.F.  E^ ;  or,  more  general,  two  alternators  of  induced 
E.M.Fs.,  E^,  /fj,  connected  together  into  a  circuit  of  total 
impedance,  Z. 

Since  in  this  case  several  E.M.Fs.  are  acting  in  circuit 
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with  the  same  current,  it  is  convenient  to  use  the  current, 
/,  as  zero  line  01  of  the  polar  diagram.     Fig.  138. 

If  I  z=  i  =  current,  and  Z  =  impedance,  r  =  effective 
resistance,  x  =  effective  reactance,  and  s  =  Vr^  -|-  x^  = 
absolute  value  of  impedance,  then  the  E.M.F.  consumed 
by  the  resistance  is  E„  =  ri,  and  in  phase  with  the  cur- 
rent, hence  represented  by  vector  0E„ ;  and  the  E.M.F. 
consumed  by  the  reactance  is  E^  =  xi^  and  90°  ahead  of 
the  current,  hence  the  E.M.F.  consumed  by  the  impedance 
is  ^  =  y/{E„f  +  (E^f,  or  =  /  Vr^  +  x^  =  tz,  and  ahead  of 
the  current  by  the  angle  8,  where  tan  B  =  x/  r. 

We  have  now  acting  in  circuit  the  E.M.Fs.,  E,  E^y  E^', 
or  E^  and  E  are  components  of  Eq\  that  is,  E^  is  the 
diagonal  of  a  parallelogram,  with  E^  and  E  as  sides. 

Since  the  E.M.Fs.  ^,,  E^,  Ey  are  represented  in  the 
diagram,  Fig.  138,  by  the  vectors  OE^y  OE^y  OEy  to  get 
the  parallelogram  of  E^y  E^y  Ey  we  draw  arcs  of  circles 
around  0  with  E^ ,  and  around  E  with  E^ .  Their  point  of 
intersection  gives  the  impressed  E.M.F.,  OE^  =  E^y  and 
completing  the  parallelogram  OE  E^  E^  we  get,  OE^  =  E^ , 
the  induced  E.M.F.  of  the  motor. 

^y^  10 Eq  is  the  difference  of  phase  between  current  and  im- 
pressed E.M.F.,  or  induced  E.M.F.  of  the  generator. 

.^  10 Ey  is  the  difference  of  phase  between  current  and  in- 
duced E.M.F.  of  the  motor. 

And  the  power  is  the  current  /times  the  projection  of  the  E.M.F. 
upon  the  current,  or  the  zero  line  01, 


Hence,  dropping  perpendiculars,  E^E^  and  E^E^y  from 
E^  and  E^  upon  01  y  it  is  — 

p^  =  iX  OE}  =  power  supplied  by  induced  E.M.F.  of  gen- 
erator. 

r^  =  i  X  OE}  =s=  electric  potver  transformed  in  mechanical 
]iower  by  the  motor. 

P  z=  i  X  OILx  =  power  consumed  in  the  circuit  by  effective 
resistance. 
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Obviously  P^  =  P^^  P, 

Since  the  circles  drawn  with  E^  and  E^  around  O  and  E 
respectively  intersect  twice,  two  diagrams  exist.  In  gen- 
eral, in  one  of  these  diagrams  shown  in  Fig.  138  in  drawn 


F\q.  73«. 

lines,  current  and  E.M.F.  are  in  the  same  direction,  repre- 
senting mechanical  work  done  by  the  machine  as  motor. 
In  the  other,  shown  in  dotted  lines,  current  and  E.M.F.  are 
in  opposite  direction,  representing  mechanical  work  con- 
sumed by  the  machine  as  generator. 

Under  certain  conditions,  however,  E^  is  in  the  same,  E^ 
in  opposite  direction,  with  the  current ;  that  is,  both  ma- 
chines are  generators. 


199.    It  is  seen  that  in  these  diagrams  the  E.M.Fs.  are 
considered  from  the  point  of  view  of  the  motor ;  that  is, 
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work  done  as  syndironocis  motor  is  considered  as  poskhrc, 
work  done  as  generator  is  negatives  In  the  cfaapter  on  syn- 
chronizing generators  we  took  the  opposite  liew,  from  the 
generator  side. 

In  a  singie  unit-power  transmission,  that  is,  one  generator 
supplying  one  sj-nchronous  motor  o%-er  a  line,  the  E.M.F. 
consumed  by  the  impedance,  E  ==  OE^  Figs.  139  to  141,  con- 
sists of  three  components ;  the  E.M.F.  OE^  =  £^,  consumed 


Fig.   139. 


by  the  impedance  of  the  motor,  the  E.M.F.  E^  E^  =  E^ 
coiisumcci  by  the  impedance  of  the  line,  and  the  E.M.F. 
yfg  li  ~  l'\  consumed  by  the  impedance  of  the  generator. 
1  lencc,  dividing  the  opposite  side  of  the  parallelogram  E^E^y 
in  I  he  same  way,  we  have:  OE^  =  E^=  induced  E.M.F.  of 
the  motor,  Oli,,  =^  E.^  =  E.M.F*.  at  motor  terminals  or  at 
end  of  line,  OE.^  =  E^  =  I^.M.F.  at  generator  terminals, 
or  at  beginning  of  line.  OEq  =  Eq  =  induced  E.M.F.  of 
generator. 
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The  phase  relation  of  the  current  with  the  E.M.Fs.  E^^ 
Eq,  depends  upon  the  current  strength  and  the  E.M.Fs.  E^ 
and  Ef,, 


200.  Figs.  139  to  141  show  several  such  diagrams  for 
different  values  of  E^,  but  the  same  value  of  /  and  E^. 
The  motor  diagram  being  given  in  drawn  line,  the  genera- 
tor diagram  in  dotted  line. 


Fig.  140, 

As  seen,  for  small  values  of  E^  the  potential  drops  in 
the  alternator  and  in  the  line.  For  the  value  of  E^  =  E^ 
the  potential  rises  in  the  generator,  drops  in  the  line,  and 
rises  again  in  the  motor.  For  larger  values  of  /i'j,  the 
potential  rises  in  the  alternator  as  well  as  in  the  line,  so 
that  the  highest  potential  is  the  induced  E.M.F.  of  the 
motor,  the  lowest  potential  the  induced  E.M.F.  of  the  gen- 
erator. 
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It  is  of  interest  now  to  investigate  how  the  values  of 
these  quantities  change  with  a  change  of  the  constants. 


¥\g,  141. 

291.   A.  —  Cons f ant  hnpressed  E.M,F,  E^,  constant  current 
strength  I  =  /,  variable  viotot  excitation  E^.      (Fig.  142.) 

If  the  current  is  constant,  =  /';  OEy  the  E.M.F.  con- 
sumed by  the  impedance,  and  therefore  point  E^  are  con- 
stant. Since  the  intensity,  but  not  the  phase  of  E^  is 
constant,  E^  lies  on  a  circle  e^  with  E^  as  radius.  From 
the  parallcloi^ram,  OE  E^  E^  follows,  since  E^E^  parallel 
and  =  OR,  that  E^  lies  on  a  circle  r^  congruent  to  the  circle 
e^,  but  with  /f , ,  the  imao^e  of  Ey  as  center  :  OE^  =  OE, 

We  can  construct  now  the  variation  of  the  diagram  with 
the  variation  of  E^  ;  in  the  parallelogram  OE  Eq  E^,  O  and 
E  arc  fixed,  and  E^  and  E^  move  on  the  circles  e^^  e^  so  that 
E^^  /Tj  is  parallel  to  OE, 
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The  smallest  value  of  E^  consistent  with  current  strength 
/  is  Olj  =  ^1,  01  =  £"().  In  this  case  the  power  of  the 
motor  is  01  ^^  x  /,  hence  already  considerable.  Increasing 
Ey  to  02i,  03i,  etc.,  the  impressed  E.M.Fs.  move  to  02,  03, 
etc.,  the  power  is  /  x  02, ^  /  x  03/,  etc.,  increases    first, 


Fig.  142. 


reaches  the  maximum  at  the  point  3,,  3,  the  most  extreme 
point  at  the  right,  with  the  impressed  E.M.F.  in  phase  with 
the  current,  and  then  decreases  again,  while  the  induced 
E.M.F.  of  the  motor  E^  increases  and  becomes  =  E^  at 
4i,  4.  At  5i,  5,  the  power  becomes  zero,  and  further  on 
negative ;  that  is,  the  motor  has  changed  to  a  dynamo,  and 
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proHiires  electricril  eTiercr\%  vhile  the  impressed  E.M.F.  E^ 
>ti]l  furnishes  elertrical  enerjs^'.  that  is,  Iwth  machines  as 
::(ener^<rors  r'eeri  into  "he  line,  imtil  at  ^^ ,  t>,  the  power  of  the 
impre<5<!efi  R.  \r  F.  /:-,  heromes  zero,  ami  further  on  power 
'V*2^in»5  vi  tlow  'virk  :  that  is.  :he  motor  is  changed  to  a  ;^en- 
eratrir  ind  *he  ^en«^rit^»r  :o  a  motor,  and  \vc  are  on  the 
;(enerator  -ifie  )t  he  iiajrram.  At  7^,  7,  the  maximum  value 
ot  /:  .  ^onsi'^t-r-nt  .vith  'he  current  /,  has  been  reached,  and 
passiniGf  <VxA  further  'he  PIM.F.  E^  decreases  again,  while 
the  power  >itill  incn^ases  ;ip  to  the  maximum  at  8^,  .'^,  and 
then  decreases  .^cr^in,  hut  still  E^  remaining  generator.  E^ 
motor,  nntil  at  11-.  11.  the  power  ot  iT^  becomes  zero;  that 
is,  R,^  changes  again  to  a  generator,  and  both  machines  are 
;:(enerators,  up  to  1  i,  12,  where  the  power  of  E^  is  zero,  E^ 
changes  from  generator  to  motor,  and  we  come  again  to 
the  motor  ^ir(e  of  the  diagram,  and  while  Ey^  still  decreases, 
the  power  of  the  motor  increases  until  Ij.  1,  is  reached. 

\\ox\ce^  there  are  two  regions,  for  very  large  Ey^  from 
r>  to  f>,  and  for  vcrv  ^mnll  /:,  from  11  to  12,  where  both 
marhines  are  generators  ;  otherwise  the  one  is  generator, 
the  other  m<')t''»r. 

For  rsXw.xW  vainer  of  /T;  the  current  is  lagging,  begins, 
how^-\'rT.  at  2  to  Icarl  the  jnrluccd  Pl.M.F.  of  the  motor  £"i, 
at  ''\  tlif'  indiK<^'d  K. M.F.  of  the  generator  E,^. 

ft  i^  of  IntfT^^'st  \(>  note  that  at  the  smallest  possible 
vahie  ^'f  /',.  1,,  the  [>r)\ver  is  already  considerable.  Hence, 
tlx'  ?notor  ( ,\\\  nm  nnrier  these  conditions  only  at  a  certain 
load.  If  this  lo.id  is  thrown  off,  the  motor  cannot  run  with 
tJH'  sarn<'  ( inacnt,  hut  the  current  must  increase.  We  have 
hcFf  the  (inioim  (onfhtjon  that  loading  the  motor  reduces, 
iird'».Hli?j^  in< abases,  the  (  nrrent  within  the  range  between 
1  a.id  1:! 

I  hr  (n?i(|iti(in  <»f  nia\i?iinni  output  is  '>,  current  in  phase 
with  iin|»i('';s('d  I  MI*.  Since  at  constant  current  the  loss 
\^  I  •Militant,  thi^  iv;  at  tin*  same  time  the  condition  of  max- 
inmin  i  Mii  it m  \      n..  di^|>la(  lanent  of  phase  of  the  impressed 
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E.M.F.,  or  self-induction  of  the  circuit  compensated  by  the 
effect  of  the  lead  of  the  motor  current.  This  condition  of 
maiimum  efficiency  of  a  circuit  we  have  found  already  in 
the  Chapter  on  Inductance  and  Capacity. 

202.       B.     E^  and  E^  constant^  I  variable. 

Obviously  E^  lies  again  on  the  circle  e^  with  E^  as  radius 
and  O  as  center. 


Fig.  143. 


E  lies  on  a  straight  line  r,  passing  through  the  origin. 

Since  in  the  parallelogram  OE  Eq  E^,  EEq  =  E^,  we 
derive  Eq  by  laying  a  line  EEq  =■  Ey  from  any  point  E 
in  the  circle  e^,  and  complete  the  parallelogram. 

All  these  lines  EE^  envelop  a  certain  curve  ^i,  which 
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can  be  considered  as  the  characteristic  curve  of  this  prob- 
lem, just  as  circle  e^  in  the  former  problem. 

These  curves  are  drawn  in  Figs.  148,  144,  145,  for  the 
three  cases :  1st,  E^^  E^\  2d,  E^<  E^\  3d,  Ei>Eq. 

In  the  first   case,   E^  =  Eq  (Fig.  127),  we  see  that  at 


Fig.  144. 


very  small  current,  that  is  very  small  OE,  the  current  / 
leads  the  impressed  E.M.F.  Eq  by  an  angle  EqO/  =  w^. 
This  lead  decreases  with  increasing  current,  becomes  zero, 
and  afterwards  for  larger  current,  the  current  lags.  Taking 
now  any  pair  of  corresponding  points  E,  E^,  and  producing 
EE^  until  it  intersects  ^, ,  in  ^,,  we  have  ^^  /f,  OE  =  00°, 
E^  =  E^y  thus :  OE^  =  EE^^=OE^^  =  ^o^»  i  ^^^^  ^^»  -^^i  = 
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2^Q.  That  means  the  characteristic  curve  e^  is  the  enve- 
lope of  lines  EE^^oi  constant  lengths  2^^,  sliding  between 
the  legs  of  the  right  angle  E^  0E\  hence,  it  is  the  sextic 
hypocyloid  osculating  circle  r^,  which  has  the  general  equa- 
tion, with  Cy  Ci  as  axes  of  coordinates  : 

In  the  next  case,  E^^  <  Eq  (Fig.  144)  we  see  first,  that 
the  current  can   never  become  zero  like  in  the  first  case. 


Fig.  146. 

E^  =  Eq,  but  has  a  minimum  value  corresponding  to  the 

E   —  E 

minimum  value  of  0E<^\  //=     "^     — ^,  and  a  maximum 

-£"   +  jE*!  ^ 

value  :  /,"  =  — 5 .    Furthermore,  the  current  can  never 

*  s 

lead  the  impressed  E.M.F.  E^y  but  always  lags.     The  mini- 
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mura  lag  is  at  the  point  H.    The  locus  r^,  as  envelope  of  the 
lines  EE^,  is  a  finite  sextic  curve,  shown  in  Fig.  144. 

If  E^<  Eq,  at  small  E^  —  E<^,  H  can  be  above  the  zero 
line,  and  a  range  of  leading  current  exist  between  two  ranges 
of  lagging  current. 

In  the  case  E^  >  Eq  (Fig.  145)  the  current  cannot  equal 
zero  either,  but  begins  at  a  finite  value  €{,  corresponding 

E   —  E 

to  the  minimum  value  of  OEq  :  //  =  — '— ;: — —,     At  this 

value  however,  the  alternator  E^  is  still  generator  and 
changes  to  a  motor,  its  power  passing  through  zero,  at  the 
jx)int  corresponding  to  the  vertical  tangent,  onto  ^j,  with 
a  very  large  lead  of  the  impressed  E.M.F.  against  the  cur- 
rent.    At  If  the  lead  changes  to  lag. 

The  minimum  and  maximum  value  of  current  in  the 
three  conditions  are  given  by : 


Minim  Mm : 

Maxtmmm: 

1st.   /=0, 

s 

1\I.   /_^.-^.. 

z 

3d.    /  _  ^t  -  ^»  ^ 

J -^o  "^  ^l 

Since  the  current  passing  over  the  line  at  E^  =  (?,  that 
is.  when  the  motor  stands  still,  is  I,^  =  E,^  j,  we  see  that 
ia  such  a  synchronous  mocor-plant,  when  running  at  s\ti- 
chiouisin.  the  current  cm  rise  far  bey»>nd  the  \-aIue  it  has 
at  sMadstill  of  the  motor,  to  twice  this  \-aIue  at  1.  some- 
w  h.u  loss  at  -.  but  more  at  o. 

"i\:.  t ;  vi  \  •'.-   '", • '  ,;.V  .- -.  ^,'t:s.       F : ^.  14*^. 

S;-cc  \\c  ha\c  scv::  :ha:  :-:;?  :u:ru:  i:  a  ^ve-  c^irre-: 
N**o\;:  \  :  \;:  :<,  ^  ^^'-c.  !  ^>>v  is  a  naxi-iun:.  jj-.i  :heref:re 
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the  efficiency  a  maximum,  when  the  current  is  in  phase 
with  the  induced  E.M.F.  E^  of  the  generator,  we  have  as 
the  locus  of  E^  the  point  E^  (Fig.  146),  and  when  E  with 
increasing  current  varies  on  ^,  Ey^  must  vary  on  the  straight 
line  Cy  parallel  to  e. 

Hence,  at  no-load  or  zero  current,  Ex  =  E^^  decreases 
with  increasing  load,  reaches  a  minimum  at  OE^  perpen- 
dicular to  ^1,  and  then  increases  again,  reaches  once  more 


Ex  =  E^  at  E^y  and  then  increases  beyond  E^ .  The  cur- 
rent is  always  ahead  of  the  induced  E.M.F.  E^  of  the  motor, 
and  by  its  lead  compensates  for  the  self-induction  of  the 
system,  making  the  total  circuit  non-inductive. 

The  power  is  a  maximum  at  E^,  where  OE^  =  E^E^  = 
1/2  X  OE^ ,  and  is  then  ==  /  x  Eo  1^-  Hence,  since  OE^  = 
Ir  =  E^l  2,I=E^I2r  and  P  =  E^j^r,  hence  =  the  maxi- 
mum  power  which,  over  a  non-inductive  line  of  resistance  r 
can  be  transmitted,  at  60  per  cent,  efficiency,  into  a  non- 
inductive  circuit. 
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In  this  case, 


In  general  it  is,  taken  from  the  diagram,  at  the  condi- 
tion of  maximum  efficiency  : 


Comparing  these  results  with  those  in  Chapter  IX.  on 
Self-iniluction  and  Capacity,  we  see  that  the  condition  of 
maximum  efficiency  of  the  sjmchronous  motor  system  is 
the  same  as  in  a  system  containing  only  inductance  and 
capacity,  the  lead  of  the  current  against  the  induced  E.M.F. 
Ex  here  acting  in  the  same  way  as  the  condenser  capacity 
in  Chapter  IX. 


Fig.    147. 


204. 


D.    E..  =  constant :   P  =^  constant. 


It  the  power  ot  a  svTichnmous  mot(^r  remains  constant, 
we  have  (Fig.  147)  /  x  OE^^  =  constant,  or,  since  C^^"^  = 
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0E>  X  0£i'  =  0£^  X 


EUt,'  = 


/r,    /  =  OE^jr,    and: 
constant. 

Hence  we  get  the  diagram  for  any  value  of  the  current 
/,  at  constant  power  P^ ,  by  making  OE^  =  /r,  E^E^^  =  P^  j  I 
erecting  in  E^  a  perpendicular,  which  gives  two  points  of 
intersection  with  circle  c^y  E^y  one  leading,  the  other  lagging. 
Hence,  at  a  given  impressed  E.M.F.  E^y  the  same  power  Pi 


E, 


I 


1250  7 

nOO/lMO  81/16.T 

1480  88 

1060/1810  2/25 


2120 
2170 


87.5 


£«=  1000 

P=I000 

46  <  E^2200 

1<l<49 


Fig.  148. 


can  be  transmitted  by  the  same  current  /  with  two  different 
induced  E.M.Fs.  E^  of  the  motor;  one,  OEi  =  EEq  small, 
corresponding  to  a  lagging  current ;  and  the  other,  OE^  = 
EEq  large,  corresponding  to  a  leading  current.  The  former 
is  shown  in  dotted  lines,  the  latter  in  drawn  lines,  in  the 
diagram,  Fig.  147. 

Hence  a  synchronous  motor  can  work  with  a  given  out- 
put, at  the  same  current  with  two  different  counter  E.M.Fs. 


£W 
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lu  vrj<:  of  lix:  catM:b  ibt:  curreni  j*  ksidim:.  it  tie 


In  Figit.  1 4*5  to  IGl  are  tbowu  ciagramE.  pring  tbc  poina 

/;    «  K..M  f.  <jofivufj:A*:d  by  ijupedaaot- 
/j''  »  h-M-i*.  toi*bUJBDe.d  bv  rtbifc-taxict. 


14Si  ZTJI 

123B  »§     W 
HMD  IflBi    «  r^ 


E,  1000 

P    6000 

340'  E,  1920 

7'  1-43 


Fig.  140. 


The?  counter  K.M.F.  of  the  motor,  ^,,  is  C^^*!,  equal  and 
parallel  Z:/'/,,*  J>i»t  »*>t  shown  in  the  diagrams,  to  avoid 
coinplication. 

I'hc  four  (lia^ran)s  correspond  to  the  values  of  power, 
or  motor  output, 

12,000  watts,  and  give  : 

1  <  /  <  49  Fig.  132. 

7  <  /  <  43  Fig.  1.33. 

ll.S  </<38.2  Fig.  134. 

20     <  /  <  30  Fig.  ir>3. 
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Fig,  150, 
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f/g.  161. 


As  seen,  the  permissible  value  of  counter  E.M.F.  Ei  and 
of  current  /,  becomes  narrower  with  increasing  output. 
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In  the  diagrams,  different  points  of  E^  are  marked  with 
1,  2,  3  .  .  .,  when  corresponding  to  leading  current,  with 
2^,  3^  .  .  . ,  when  corresponding  to  lagging  current. 

The  values  of  counter  E.M.F.  E^  and  of  current  /  are 
noted  on  the  diagrams,  opposite  to  the  corresponding  points 

In  this  condition  it  is  interesting  to  plot  the  current  as 
function  of  the  induced  E.M.F.  E^  of  the  motor,  for  con- 
stant power  P^.  Such  curves  are  given  in  Fig.  155  and 
explained  in  the  following  on  page  345. 

205.  While  the  graphic  method  is  very  convenient  to 
get  a  clear  insight  into  the  interdependence  of  the  different 
quantities,  for  numerical  calculation  it  is  preferable  to  ex- 
press the  diagrams  analytically. 

For  this  purpose. 


Let  z  =  Vr^  +  .v'^  =  impedance  of  the  circuit  of  (equivalent) 
resistance  r  and  (equivalent)  reactance  x  =^2  7rJVZ,  containing 
the  impressed  E.M.F.  t^*  and  the  counter  E.M.F.  ei  of  the  syn- 
chronous motor;  that  is,  the  E.M  F.  induced  in  the  motor  arma- 
ture "by  its  rotation  through  the  (resultant)  magnetic  field. 

Let  /  =  current  in  the  circuit  (effective  values). 

The  mechanical  power  delivered  by  the  synchronous 
motor  (including  friction  and  core  loss)  is  the  electric 
power  consumed  by  the  C. E.M.F.  c^;  hence  — 

/  =  />iCOS(/i,d'i),  (1) 

thus,  — 

cos  (t\ ,  <f  i)  =  4- 


sin  (/\  t\) 


/'-(t)'j 


(2) 


•  If  <',)  =  E.M.F.  at  motor  terminals,  z  =  internal  impedance  of  the 
motor;  if  <ro  =  terminal  voltage  of  the  generator,  c  =  total  impedance  of  line 
and  motor;  if  ^-^  =  E.M.F.  of  generator,  that  is,  E.M.F.  induced  in  generator 
armature  by  its  rotation  through  the  magnetic  field,  z  includes  the  generator 
impedance  also. 
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The  displacement  of  phase  between  current  i  and  E.M.F. 
e  =  s  i  consumed  by  the  impedance  ::  is  : 

cos  (/>)  =  - 
sin  (tf)  = 

Since  the  three  E.M.Fs.  acting  in  the  closed  circuit : 

^0  =  E.M.F.  of  generator, 

ei  =  C.E.M.F.  of  synchronous  motor, 

^  =21=  E.M.F.  consumed  by  impedance, 

form  a  triangle,  that  is,  e^  and  e  are  components  of  e^,  it  is 

(Fig.  152)  : 

e,'  =  ^,'  +  e^  +  2ef,cosQ',f),  (4) 


hence,      cos  (., ,  e)  =  t^-f  >_^L  =  ^j^^^^^^ZI^^ ,  (5) 

since,  however,  by  diagram  : 

cos  (c*! ,  t)  =  cos  (/,  e  —  /,  ei) 

=  cos  (/,  f)  cos  (/,  ^i)  +  sin  (/,  ^)  sin  (/,  <fi)       (6) 

substitution  of  (2),  (8)  and  (">)  in  (0)  gives,  after  some  trans- 
position : 


e^^  -  c,^  -  z'-  /  -  -2r/>  =  2x  V/ V^*  -/^,  (7) 

the  Fundamental  Equation  of  the  Synchronous  Motor ^  relat- 
ing impressed  E.M.F.,  e^\  C.E.M.F.,  e^\  current  /;  power, 
/,  and  resistance,  r ;  reactance,  x ;  impedance  z. 

This  equation  shows  that,  at  given  impressed  E.M.F.  r^, 
and  given  impedance  z  =  Vr*^  -f  jr^,  three  variables  are  left, 
Cy  h  A  of  w^hich  two  are  independent.  Hence,  at  given  e^ 
and  Zy  the  current  /  is  not  determined  by  the  load  /  only, 
but  also  by  the  excitation,  and  thus  the  same  current  /  can 
represent  widely  different  loads  /,  according  to  the  excita- 
tion ;  and  with  the  same  load,  the  current  /  can  be  varied 
in  a  wide  range,  by  varying  the  field  excitation  e^. 

The  meaning  of  equation  (7)  is  made  more  perspicuous 
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by  some  transformations,  which  separate  e^  and  ^  as  func- 
tion of  /  and  of  an  angular  parameter  ^. 
Substituting  in  (7)  the  new  coordinates : 


a  =  _ 


V2  J 


(8) 


we  get 


V-aV5-2r/  =  2fy'^!HZr^;  (9) 


substituting  again,        ^^«  =  a 

r  =  €Z 
hence, 


•^xic'^^—xsri 


Fig.  162. 


Fig,  163. 


we  get 


^  _  a  V2  -  c  /^  =  V(l  -t^)(}>a''-2p^^d%  (11) 

and,  squared, 

substituting 

ySVl  -€''  =  7/',, 
gives,  after  some  transposition, 

'''  +  «'•'  =  ^-^-iF^  a{a-2i  b),  (14) 


(13) 
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hence,  if  /-- ; — -— 

R^J^^Z^^^llhl^  (15) 

'^  ^^  z/»  +  a/^  =  ^  (16) 

the  equation  of  a  circle  with  radius  R. 

Substituting  now  backwards,  we  get,  with  some  trans- 
positions : 

{r«  {e,^  +  ^i^  -  ^  (e,^  -  2  r/)}»  +  {rx  (^  -  zU^)Y  = 

:t«^V(^o"-4r/)  ^17) 

the  Fundamental  Equation  of  the  Synchrotious  Motor  in  a 
modified  form. 

The  separation  of  ex  and  /  can  be  effected  by  the  intro- 
duction of  a  parameter  ^  by  the  equations : 


^  (^i»  -  ^»  / «)  -  ;^  (^o'  -2rp)^xze,  ^e^-^rp  cos  *  j 

rx  (e^  —  z^i^  =xze^  -y/e^^  —  4  r/  sin  ^  )     ^     ^ 

These  equations  (18),  transposed,  give 
'.  -  y/i  I  ^  (.','-  2  rf)+  ^'/f  cos  *  +  sin  ♦^  VV=i;?  } 


The  parameter  </>  has  no  direct  physical  meaning,  appar- 
ently. 

These  equations  (19)  and  (20),  by  giving  the  values  of 
^,  and  i  as  functions  of  /  and  the  parameter  </>  enable  us 
to  construct  the  Power  Characteristics  of  the  Synchronous 
Motor ^  as  the  curves  relating  e^  and  /,  for  a  given  power  /, 
by  attributing  to  </>  all  different  values. 
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Since  the  variables  v  and  ri'  in  the  equation  of  the  circle 
(16)  are  quadratic  functions  of  r,  and  /,  the  Power  Charac- 
teristics of  the  Syfte/tronoiis  Motor  are  Quartic  Curves. 

They  represent  the  action  of  the  synchronous  motor 
under  all  conditions  of  load  and  excitation,  as  an  element 
of  power  transmission  even  including  the  line,  etc. 

Before  discussing  further  these  Power  Characteristics, 
some  special  conditions  may  be  considered 

^06.  A.     Maximum   Output. 

Since  the  expression   of  e^  and  /   [equations  (19)  and 

(20)]   contain    the   square   root,    ^ e^  —  \rpy  it  is  ob\ious 

that  the  maximum  value  of  /  corresponds  to  the  moment 

where  this  square  root  disappears  by  passing  from  real  to 

imaginary ;  that  is, 

c^^  -  4  r/  =  0, 

p^'-l  .  (21) 

4/- 

This  is  the  same  value  which  represents  the  maximum 
ix)wer  transmissible  by  E.M.F.,  e^y  over  a  non-inductive  line 
of  resistance,  ;-;  or,  more  generally,  the  maximum  power 
which  can  be  transmitted  over  a  line  of  impedance, 

into  any  circuit,  shunted  by  a  condenser  of  suitable  capacity. 
Substituting  (21)  in  (19)  and  (20),  we  get, 


-H 


/   = 

=  -  -  i 

(22) 

and  the  di: 

sph 

icemcnt  of 

phase  in 

the 

synchronous 

motor. 

cos 

('.,/■)  = 

i  i\ 

hence. 

' '  I 

tan 

Ov^)  = 

.V 

> 

(23) 
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that  is,  the  angle  of  internal  displacement  in  the  synchron- 
ous motor  is  equal,  but  opposite  to,  the  angle  of  displace- 
ment of  line  impedance, 

(^i»  0  =  -  (^»  0» 

=  -  ip.  r\  (24) 

and  consequently, 

(^0,  0=0;  (25) 

that  is,  the  current,  /,  is  in  phase  with  the  impressed 
E.M.F.,  €,, 

If  2  <  2  r,  <?!  <  ^'o;  that  is,  motor  E.M.F.  <  generator  E.M.F. 
If  3  =  2  r,  ^1  =  ^o;  that  is,  motor  E.M.F.  =  generator  E.M.F. 
If  5  >  2  /-,   ^1  >  ^o;  that  is,  motor  E.M.F.  >  generator  E.M.F. 

In  either  case,  the  current  in  the  synchronous  motor  is 
leading. 

207.  B.     Running  Light,  /  =  0. 

When  running  light,  or  for  /  =  0,  we  get,  by  substitut- 
ing in  (19)  and  (20), 


^i=^^y/||l+^cos<^  +  ^sin</>J 

/•  V  2  ( 


1  +  -  cos  <^  —  -  sin  <^  [• 

z  z  ) 


(26) 


Obviously  this  condition  cannot  well  be  fulfilled,  since/ 
must  at  least  equal  the  power  consumed  by  friction,  etc.; 
and  thus  the  true  no-load  cur\'e  merely  approaches  the  curve 
^  =  0,  being,  however,  rounded  off,  where  curve  (26)  gives 
sharp  corners. 

Substituting  /  =  0  into  equation  (7)  gives,  after  squar- 
ing and  transposing, 

^,4  -f.  e^*  +  zU'  -  2  ^j^c^^  -  2  z^i^^o^  +  2  r^iW  -  2  jc^/V  =  0.  (27) 

This  quartic  equation  can  be  resolved  into  the  product 
of  two  quadratic  equations, 

V-f  cV«-.o'  +  2.v/W=0.>  .28) 
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which  are  the  equations  of  two  ellipses,  the  one  the  image 
of  the  other,  both  inclined  with  their  axes. 

The  minimum  value  of  C.E.M.F.,  ^-j,  is  ^'i  =  0  at  /  ■=  ^^  p) 

The  minimum  value  of  current,  i^  is  /  «  0  at  ^i  ""  ^b  •       (^) 
The  maximum  \-alue  of  E.M.F.,  ^i,  is  given  by  Equation  (28), 

by  the  condition, 

dl  Jj     dfx 

hence, 

/=^a  — ,     ^i  =  =f^-  (31) 

rzr 

The  maximum  value  of  current,  /,  is  given  by  equation 

/•-^^     .,=  =f^.^-  (32) 

If,  as  abscissae,  /-,,  and  as  ordinates,  jj;/,  are  chosen,  the 
axis  of  these  ellipses  pass  through  the  points  of  maximum 
power  given  by  equation  (22). 

It  is  obN-ious  thus,  that  in  the  V-shaped  cur\'es  of  syn- 
chronous motors  running  light,  the  two  sides  of  the  curves 
are  not  straight  lines,  as  usually  assumed,  but  arcs  of  ellipses, 
the  one  of  concave,  the  other  of  convex,  curvature. 

These  two  ellipses  are  shown  in  Fig.  164,  and  divide  the 
whole  space  into  six  parts  —  the  two  parts -^  and  A\  whose 
areas  contain  the  quartic  cur\es  (19)  (20)  of  synchronous 
motor,  the  two  parts  B  and  B\  whose  areas  contain  the 
quartic  curves  of  generator,  and  the  interior  space  C  and 
exterior  space  Z>,  whose  points  do  not  represent  any  actual 
condition  of  the  alternator  circuit,  but  make  r^  i  imaginarj'. 

A  and  A'  and  the  same  B  and  B\  are  identical  condi- 
tions of  the  alternator  circuit,  differing  merely  by  a  simul- 
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taneous  reversal  of  current  and  E.M.F. ;  that  is,  differing 
by  the  time  of  a  half  period. 

Each  of  the  spaces  A  and  B  contains  one  point  of  equa- 
tion (22),  representing  the  condition  of  maximum  output 
of  generator,  viz.,  synchronous  motor. 


208.    C.    Minimum  Current  at  Given  Power. 

The  condition  of  minimum  current,  iy  at  given  power,  /, 
is  determined  by  the  absence  of  a  phase  displacement  at  the 
impressed  E.M.F.  c^y 

(^0,0=0. 
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This  gives  from  diagram  Fig.  153, 

^,«  =  ^*  +  /*^-2/^r,  (33) 

or,  transposed. 


/'i  =  -V  <r-^  —  irs'  ^  i*j^.  j34k 

This  qiiadratic  ciine  passes  through  the  point  of  zero 
current  and  zero  power, 

through  the  point  ctf  maxiroum  power  f22i, 

2r  "        Ir 

and  through  the  point  of  maximum  current  and  zero  power. 


_^i 


e^  ^aX 


r 


^:=-^.      .  (35) 


and  divides  each  of  the  quartic  curves  or  power  character- 
istics into  two  sections,  one  with  leading,  the  other  with 
lagging,  current,  which  sections  are  separated  by  the  two 
points  of  equation  34,  the  one  corresponding  to  minimum, 
the  other  to  maximum,  current. 

It  is  interesting  to  note  that  at  the  latter  point  the 
current  can  be  many  times  larger  than  the  current  which 
would  pass  through  the  motor  while  at  rest,  which  latter 
current  is, 

while  at  no-load,  the  current  can  reach  the  maximum  value, 

/  =  ^\  i3o^ 

r 

the  same  value  as  would  exist  in  a  non-inductive  circuit  of 
the  same  resistance. 

The  minimum  value  at  C.E.M. F.  t\.  at  which  coincidence 


SYNCHRONOUS  AfOTVR.  347 

of  phase  (^q,  /)  =  0,  can  still  be  reached,  is  determined  from 
equation  (34)  by, 

as 

i  =  <fo-2    <fi  =  <'o--  (37) 

z  z 

The  curve  of  no-displacement,  or  of  minimum  current,  is 
shown  in  Figs.  138  and  139  in  dotted  lines.* 


209.      D,    Maximum  Displacement  of  Phase. 

(e^^  i)  =  maximum. 

At  a  given  power/  the  input  is, 

A  =/  +  i^^  =  ^i>i cos  (<'o,  0 ;  (38) 

hence, 

cos(^o>  0  =  -^ +/'''.  (39) 

At  a  given  power/,  this  value,  as  function  of  the  current 
/',  is  a  maximum  when 

this  gives, 

/  =  'Vj  (40) 

or, 

'■=Vf  (41) 

That   is,   the  displacement   of  phase,  lead  or  lag,  is  a 

maximum,  when  the  power  of  the  motor  equals  the  power 
t 

♦  It  is  interesting  to  note  that  the  equation  (34)  is  similar  to  the  value, 
^1=  v'(^'(^  —  /r)^  —  /'-^JT^,  which  represents  the  output  transmitted  over  an 
inductive  line  of  impedance,  z  =  y/T'^  +  -«''  into  a  non-inductive  circuit. 

Equation  (34)  is  identical  with  the  equation  giving  the  maximum  voltage, 
^j ,  at  current,  /,  which  can  l>e  produced  by  shunting  the  receiving  circuit  with  a 
condenser;   that  is,  the  condition  of  **  complete  resonance  '*  of  the  line,  Zs= 

vr^+Tr^,  with  current,  *.  Hence,  referring  to  equation  (36),  fi  ^  f^",  is 
the  maximum  resonance  voltage  of  the  line,  reached  when  closed  by  a  con- 
denser of  reactance,  —  jr. 
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consumed  by  the  resistance ;  that  is,  at  the  electrical  effi- 
ciency of  50  per  cent. 

Substituting  (40)  in  equation  (7)  gives,  after  squaring 


and  transposing,  the  Ouartic  Equation  of   Maximum   Dis- 
placement, 

{z^-  +  3  r^  =  0.  (42) 

The  curve  of  maximum  displacement  is  shown  in  dash- 
dotted  lines  in  Figs.  154  and  155.     It  passes  through  the 
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point  of  zero  current  —  as  singular  or  nodal  point  —  and 
through  the  point  of  maximum  power,  where  the  maximum 
displacement  is  zero,  and  it  intersects  the  curve  of  zero 
displacement. 

210.  E.    Constant  Counter  E,M,R 
At  constant  C.E.M.F.,  ^i  =  constant, 

the  current  at  no-load  is  not  a  minimum,  and  is  lagging. 
With  increasing  load,  the  lag  decreases,  reaches  a  mini- 
mum, and  then  increases  again,  until  the  motor  falls  out  of 
step,  without  ever  coming  into  coincidence  of  phase. 

If  ^oyl -^<^i<^o, 

the  current  is  lagging  at  no  load ;  with  increasing  load  the 
lag  decreases,  the  current  comes  into  coincidence  of  phase 
with  e^y  then  becomes  leading,  reaches  a  maximum  lead; 
then  the  lead  decreases  again,  the  current  comes  again  into 
coincidence  of  phase,  and  becomes  lagging,  until  the  motor 
falls  out  of  step. 

If  CQ<e^y  the  current  is  leading  at  no  load,  and  the 
lead  first  increases,  reaches  a  maximum,  then  decreases ; 
and  whether  the  current  ever  comes  into  coincidence  of 
phase,  and  then  becomes  lagging,  or  whether  the  motor 
falls  out  of  step  while  the  current  is  still  leading,  depends, 
whether  the  C.E.M.F.  at  the  point  of  maximum  output  is 

211.  F.    Numerical  Instance, 

Figs.  154  and  155  show  the  characteristics  of  a  100- 
kilowatt  motor,  supplied  from  a  2500-volt  generator  over  a 
distance  of  5  miles,  the  line  consisting  of  two  wires.  No. 
2  B.  &  S.G.,  18  inches  apart. 
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In  this  case  we  have, 

^0=  2500  volts  constant  at  generator  terminals;' 
r  =      10  ohms,  including  line  and  motor ; 
jc  =      20  ohms,  including  line  and  motor ; 
hence  z  =     22.36  ohms. 

Substituting  these  values,  we  get. 


(43) 


2500*  -  V  -  500  / «  -  20/  =  40  V/*4r,*  ^f         (7) 
{^i«  +  500  /«  -  31.25  X  10*  +  100/}*  +  ^^^  -  1000  /« •  = 

7.8125  X  10»*  -  5  +  10»/.  HT) 

^j  =  5590  tl9» 

Vi  {(1  -3.2  X  10-«/)  +  (.894  cos^+  .447sin  *)  VT-6.4  x  Vr^\ 
i  =  559  (20) 

Vj{(l-3.2xU>-*/>-h(-^Wcos^-.447sin*)Vr-6.4xlO-V}- 

Maximum  output, 

/  =  156.25  kilowatts  (21 . 

at  €x  =  2,795  volts     ) 

/  r=  125  amperes  ) 


^22, 


Running  light. 


i^  -u  54X>  /  -  -  6.25  X  10*  =f  ^>  '>i  =  0 


4«)/Vi  =  0  ) 
-  lOO  /*      \ 


(28) 


c-i  =  'Jt*  /  i  \  6.25  X  1«>^ 

A:  :h^  minimum  value  of  CRM.F.  e^  =  0  is  /  =  112  (29» 
A:  :lu*  minimum  value  of  current,  i  =  <>  is  ^i  =  25<^i0  i3iM 
A:  :h^  mxximum  \-aIue  of  CE-M.F-  e^  =  559»)  is  /  =  223l5  <31i 
A:  :he  msximum  value  of  current     x  =    25* >  is ^i  =  5000  (32; 

Curv^^  ot  lero  disrlviceraent  of  rhase^ 


~  *(^ 


\   1V^>  -  -•  -  ^  4  /-  i%X . 


M/^-:**.  "  C  bV^'  K  rcint  ,"t  this  curve. 
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Fig.  154  gives  the  two  ellipses  of  zero  power,  in  drawn 
lines,  with  the  curves  of  zero  displacement  in  dotted,  the 
curves  of  maximum  displacement  in  dash-dotted  lines,  and 
the  points  of  maximum  power  as  crosses. 

Fig.  156  gives  the  motor-power  characteristics,  for, 

/  =  K)  kilowatts. 
/  =  50  kilowatts. 
/  =  100  kilowatts. 
/  =  150  kilowatts. 
/  =  156.25  kilowatts. 

together  with  the  curves  of  zero  displacement,  and  of  maxi- 
mum displacement. 

212.  G.    Discussion  of  Results, 

The  characteristic  curves  of  the  synchronous  motor,  as 
shown  in  Fig.  155,  have  been  observed  frequently,  with 
their  essential  features,  the  V-shaped  curve  of  no  load,  with 
the  point  rounded  off  and  the  two  legs  slightly  curved,  the 
one  concave,  the  other  convex ;  the  increased  rounding  off 
and  contraction  of  the  curves  with  increasing  load ;  and 
the  gradual  shifting  of  the  point  of  minimum  current  with 
increasing  load,  first  towards  lower,  then  towards  higher, 
values  of  C.E.M.F.  e^. 

The  upper  parts  of  the  cur\'es,  however,  I  have  never 
been  able  to  obser\'e  experimentally,  and  consider  it  as 
probable  that  they  correspond  to  a  condition  of  synchro- 
nous motor-running,  which  is  unstable.  The  experimental 
observations  usually  extend  about  over  that  part  of  the 
curves  of  Fig.  155  which  is  reproduced  in  Fig.  156,  and  in 
trying  to  extend  the  curves  further  to  either  side,  the  motor 
is  thrown  out  of  synchronism. 

It  must  be  understood,  however,  that  these  power  char- 
acteristics of  the  synchronous  motor  in  Fig.  155  can  be  con- 
sidered as  approximations  only,  since  a  number  of  assump- 
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tlouH  are  made  which  are  not,  or  only  partly,  fulfilled  in 
prrtclioo.     The  foremost  of  these  are: 

1,  It  is  ussumeti  that  e^  can  be  varied  unrestrictedly, 
while  iu  reality  the  iK>ssible  increase  of  e^^  is  limited  by 
mu^notio  s;Uuration,  Thus  in  Fig.  155,  at  an  impressed 
l\,NLR»  f^  ^  i/>00  volts,  ^1  rises  up  to  5,590  volts,  which 
may  \^r  n\ay  mn  he  beyond  that  which  can  be  produced 
l\v  the  n\otor,  but  certainly  is  beyond  that  which  can  be 
K\M>stanTl\  ^4;i\x^n  by  the  motor. 


^^   t^ 


.v.%       ,       -.       ^       ■    ^       '    -^ 


>v    •.'    n.     .     ^><>    t*ri   ~-Tx;   s:rin::i  n. 
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self-induction,  that  is,  the  E.M.F.  induced  in  the  armature 
conductor  by  the  current  flowing  therein  and  armature 
reaction,  or  the  variation  of  the  C.E.M.F.  of  the  motor 
by  the  change  of  the  resultant  field,  due  to  the  superposi- 
tion of  the  M.M.F.  of  the  armature  current  upon  the  field 
excitation ;  that  is,  it  is  the  **  synchronous  reactance." 

3.  These  curves  in  Fig.  155  represent  the  conditions 
of  constant  electric  power  of  the  motor,  thus  including  the 
mechanical  and  the  magnetic  friction  (core  loss).  While 
the  mechanical  friction  can  be  considered  as  approximately 
constant,  the  magnetic  friction  is  not,  but  increases  with 
the  magnetic  induction  ;  that  is,  with  e^ ,  and  the  same  holds 
for  the  power  consumed  for  field  excitation. 

Hence  the  useful  mechanical  output  of  the  motor  will 
on  the  same  curve,  /  =  const.,  be  larger  at  points  of  lower 
C.E.M.F.,  ^1,  than  at  points  of  higher  e^\  and  if  the  curves 
are  plotted  for  constant  useful  mechanical  output,  the  whole 
system  of  curves  will  be  shifted  somewhat  towards  lower 
values  of  e^'y  hence  the  points  of  maximum  output  of  the 
motor  correspond  to  a  lower  E.M.F.  also. 

It  is  obvious  ttiat  the  true  mechanical  power-character- 
istics of  the  synchronous  motor  can  be  determined  only 
in  the  case  of  the  particular  conditions  of  the  installation 
under  consideration. 


7MZJSrj£, 


^jtr^  ' :.'    "     -.i .-'..'- —  rjiz    i-   -Tiotars  :a  arnica 

.,.^*     '--.—       '     -r*'.--;     -.-.r:    urnnmre    >ver  brushes 

—  .  ';'.  -"•"'-"■•-'i.        .^mirrkr.r  —  --jiTe    been    buiit   ot 

'--      .■.:      .1  -  r     ■..  r    :  .'irid    my    rxrensive    appii- 

-'  '  •  -  ^:  :''T^  :     '  --.rr    ■'.rjrrrTonr.'    -r  the  induction 

;•"•  '".'.-       .  r-,r.      ..;t:  *.    'i-.c    .uaence  -it   commu- 

.  '•  v'  .:.#:,  M.r,  -r  immutator  motcrs  are  the 
.■■■,•.:■",'■.     v.^o'-    -.'.r:     r— -r,     'lotMr.   jjid  :he  shuat  motor. 

.*F.r";r>rr).v   motor. 

/<I4.     I  ;K'    rr^i'jUh.n    motor   is   an    induction   motor  or 

!:if  l'.r:ri/f-  ;.i/,N  f- .  *  M-it  .^.  t  mntor  in  which  the  main 
''i!;'f,»  ••'.)*'•>  s  '\i*'  .>rjn;tr.'  mt'mbcr  or  field  only,  while 
.!.  "i'  .'•',,»..!,,-'  :iirnPMT.  or  .'innatiire,  a  current  is  in- 
'I'l' '■'!.  »?>'!  '.\\n:  'iir  ictio'i  is  fine  to  the  repulsive  thrust 
!•' '  "  '  n   ^]\f\n^ '-']  <  iiri'i-nt  .iivl   inducinj^  magnetism. 

A:  »it'/I  nrwl'-r  llw:  iiraclinj^  of  induction  motors,  a 
fiHihij.I'-  «i?<iiit  .nrn.'iliirt!  is  n^qiiired  for  the  purpose  of 
li  I  Ml  •  ilviy;  ;/•(  fMifhiry  rir<  nits  in  inductive  relation  to 
Mm  i'mumfv  mm  lilt  .Iiirin,;;  t lu^  rotation.  If  with  a  single- 
<   'il    li.  M.    fli.-;f    s«w  MiKl.nv    (iriuits    are    constantly   closed 

•  •I' "•  '  )•- m  ;•  Iv.-;  IS  III  tlu'  inrhutinn  motor,  the  primar\' 
1  ••  till  xviM  dmI  cKcit  .1  fotMrv  effcH't  upon  the  armature 
^v^nl      It    ir,f.   mum*  ill   h,ill   of  the  armature  coils  the  cur- 

•  "'  '  ",  In.  .1  s,.  ,^  to  i'jve  a  rotary  ctTort  in  the  one 
«••'■'•'•••.    oil    Ml    tl»r  otiu'i    hall    the  current  is  induced  to 
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give  a  rotary  effort   in  the   opposite  direction,   as  shown 
by  the  arrows  in  Fig.  157. 

In  the  induction  motor  a  second  magnetic  field  is  used 
to  act  upon  the  currents  induced  by  the  first,  or  inducing 
magnetic  field,  and  thereby  cause  a  rotation.  That  means 
the  motor  consists  of  a  primary  electric  circuit,  inducing 


Ftq.  167, 


in  the  armature  the  secondary  currents,  and  a  primary 
magnetizing  circuit  producing  the  magnetism  to  act  upon 
the  secondary  currents. 

In  the  polyphase  induction  motor  both  functions  of  the 
primary  circuit  are  usually  combined  in  the  same  coils  ;  that 
is,  each  primary  coil  induces  secondary  currents,  and  pro- 
duces magnetic  flux  acting  upon  secondary  currents  induced 
by  another  primary  coil.  «^ 
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215.  In  the  repulsion  motor  the  difficulty  due  to  the 
equal  and  opposite  rotary  efforts,  caused  by  the  induced 
armature  currents  when  acted  upon  by  the  inducing  mag- 
netic field,  is  overcome  by  having  the  armature  coils  closed 
upon  themselves,  either  on  short  circuit  or  through  resist- 
ance, only  in  that  position  where  the  induced  currents  give 


Fig.  158. 


a  rotary  effort  in  the  desired  direction,  while  the  armature 
coils  are  open-circuited  in  the  position  where  the  rotary 
effort  of  the  induced  currents  would  be  in  opposition  to 
the  desired  rotation.  This  requires  means  to  open  or  close 
the  circuit  of  the  armature  coils  and  thereby  introduces  the 
commutator. 

Thus  the  general  construction  of  a  repulsion  motor  is 
as  shown  in  Figs.  158  and  159  diagrammatically  as  bipolar 
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motor.  The  field  is  a  single-phase  alternating  field  F,  the 
armature  shown  diagram  mat  ically  as  ring  wound  A  consists 
of  a  number  of  coils  connected  to  a  segmental  commutator 
Cy  in  general  in  the  same  way  as  in  continuous-current  ma- 
chines. Brushes  standing  under  an  angle  of  about  45**  with 
the  direction  of  the  magnetic  field,  short-circuit  either  a 


Fig.  169. 


part  of  the  armature  coils  as  shown  in  Fig.  158,  or  the 
whole  armature  by  a  connection  from  brush  to  brush  as 
shown  in  Fig.  159. 

The  former  arrangement  has  the  disadvantage  of  using  a 
part  of  the  armature  coils  only.  The  second  arrangement 
has  the  disadvantage  that,  in  the  passage  of  the  brush  from 
segment  to  segment,  individual  armature  coils  are  short- 
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circuited,  and  thereby  give  a  torque  in  opposite  direction  to 
the  torque  developed  by  the  main  induced  current  flowing 
through  the  whole  armature  from  brush  to  brush. 

216.  Thus  the  repulsion  motor  consists  of  a  primary 
electric  circuit,  a  magnetic  circuit  interlinked  therewith, 
and  a  secondary  circuit  closed  upon  itself  and  displaced  in 


fiq.  160. 

space  by  45°  —  in  a  bipolar  motor  —  from  the  direction  of 
the  ma,i;nctic  Hux,  as  shown  diagrammatically  in  F"ig.  160. 

This  secondary  circuit,  while  set  in  motion,  still  remains 
in  the  same  position  of  4")^  displacement,  with  the  magnetic 
flux,  or  rather,  what  is  theoretically  the  same,  when  moving 
out  of  this  position,  is  replaced  by  other  secondary  circuits 
entering  this  position  of  45°  displacement. 

Fur  simplicity,  in  the  following  all  the  secondary  quan- 
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tities,  as  E.M.F.,  current,  resistance,  reactance,  etc.,  are 
assumed  as  reduced  to  the  primary  circuit  by  the  ratio  of 
turns,  in  the  same  way  as  done  in  the  chapter  on  Induction 
Motors. 

217.    Let 

*  =  maximum  magnetic  flux  per  field  pole ; 

€   =  effective  E.M.F.  induced  thereby  in  the  field  turns;  thus, 

where         n  =  number  of  turns,  JV=  frequency, 

thus,  *  =  -— 

The  instantaneous  value  of  magnetism  is 

<f}  =  *  sin  )3 ; 

and  the  flux  interlinked  with  the  armature  circuit 

<^i  =  *  sin  )3  sin  X ; 

when  X  is  the  angle  between  the  plane  of  the  armature  coil 
and  the  direction  of  the  magnetic  flux.    (Usually  about  45*^.) 
The  E.M.F.  induced  in  the  armature  circuit,  of  n  turns, 
(as  reduced  to  primary  circuit),  is  thus, 

^  =  _  «  ^  10-8,   ^  ^„^^  sin  p  sin  X  10-^ 
at  at 

=  —  /I*  I  sin  X  cos  )3  -^  4-  sin  )3  cos  X-^  |  lO"®. 

If  iV=  frequency  in  cycles  per  second,  -A^  =  frequency 

of  rotation  or  speed  in  cycles  per  second,  and  k  =  N^/  N 

speed  , 

=  - — we  have 

frequency 

at  at 

thus,    ^1  =  —  2ienN^  [sin  X  cos  )3  -f  >&  cos  X  sin  p\  10~*, 

or,  smce  *  = 


\l2irnN 
e^=^  e  V2  {sin  X  cos  P  '\-  k  cos  X  sin  P\. 
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218.    Introducing  now  complex  quantities,  and  counting 
the  time  from  the  zero  value  of  rising  magnetism,  the  mag- 
netism is  represented  by      y*, 
the  primary  induced  E.M.F.,  ^  =  —  ^, 
the  secondary  induced  E.M.F.,  ifj  =  —  ^  jsin  X  -^rjh  cos  \\\ 
hence,  if 

Zj  =  r^  —jx^=  secondary  impedance  reduced  to  primary  circuit, 
Z  =  r  —j'x  =  primary  impedance, 
Y  =^  g  —  jb   =  exciting  admittance, 

we  have, 

J                    ^       -       E^              sin  X  -^rjk  cos  X 
secondary  current,    /j  =  _ *  =  —  ^ rL— , 

primary  exciting  current,  /^  =  ^  F  =  ^  (^  "*"y^)> 
hence,  total  primary  current, 

r         r  r  \         .       z    .       ^in  X  -f/^  COS  X 

Primary  impressed  E.M.F.,  Eq=  —  E  -{-  IZ\ 
=  ^  j  1  -h  (sin  X  -f  jk  COS  X)  ^^  " -^^^  -h  (g-  4-y^)  (r-A)  j 
Neglecting  in  £"0  the  last  term,  as  of  higher  order, 
Eq  —  c\  1  -h  sin  X  -\-  jk  cos  X 


or,  eliminating  imaginary  quantities. 


_  ^  V(  rj  +  r  sin  X  -h  ^.v  cos  X)^  -h  {x^  -f-  ^  sin  X  —  >6r  cos  X)* 

The  power  consumed  by  the  component  of  primary 
counter  E.M.F.,  whose  flux  is  interlinked  with  the  secondary 
e  sin  A,  is, 

^,       r     .     X    r-i/       ^  sin  X  (r,  sin  X  —  kx.  cos  X) 
^  =  [^  sm  X  /]   = ^.2  .  ^2 ' 

the  power  consumed  by  the  secondary  resistance  is, 
r^/'i^sinU-f-X-^cosU) 

y>.  =  /,V,  = --^-^:^, . 

hence  the  difference,  or  the  mechanical  power  developed  by 

the  motor  armature, 
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and  substituting  for  Cy 

^  e}k  cos  X  (jTi  sin  X  -f-  ''i>^  cos  X) 

""  (f\^  r  sin  X  4-  kx  cos  X)'  H-  (x^  -f  J^  sin  X  —  ^r  cos  X)' ' 

and  the  torque  in  synchronous  watts, 

rp_P  _  ^0  cos  X  (a-j  sin  X  -f-  ^1^  cos  X) 

"~  >t  ~  (/-J  -h  r  sin  X  -f-  kx  cos  X)*  -H  (^i  +  ^  sin  X  —  ^r  cos  X)' 
or         r=  V2  TTiVlO-*  [/i*  sin  X  /»  cos  X]'  =  [e^/^  cos  xy 
__  <f*  cos  X  (xj  sin  X  -f  /"i^  cos  X) 

The  stationary  torque  is,  ^  =  0, 

_^  g^Xy^  sin  X  cos  X 

°  ""  (''i  +  '-sin  X)«  -H  (^1  +  ^sin  X)»' 

and  neglecting  the  primary  impedance,  r  =  0  =  ;r, 

_  ^0*^1  sin  X  cos  X  _  ^o'-^i  sin'  X 
'  "    ~n»  +  X,'        -  2(^«T^' 

which  is  a  maximum  at  X  =  45°. 
At  speed  ^,  neglecting  r  =  0  =  ^, 

_  ^o'  cos  X  C^Ci  sin  X  -h  rik  cos  X) 
r?  +"V 

which  is  a  maximum  for  — —  =  0,  which  gives, 

cot  2X  =  '"'- .     For  >^  =  0,  X  =  4r>°;  for  >&  =  oo  ,  X  =  0. 

that  is,  in  the  repulsion  motor,  with  increasing  speed,  the 
angle  of  secondary  closed  circuit,  X,  has  to  be  reduced  to 
get  maximum  torque. 

219.    At  X  =  45°  we  have, 


(r^  V2  -h  r  -h  kxf  -h  (.vi  VL>  -h  X  -  krf 
and  the  power, 

(/-i  V2  -h  r  -h  kxf-\-{x^  V2  4-  A-  -  >^r)«' 
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jp 

this  is  a  maximum,  at  constant  k  =  -to®,  for  -— -  =  0,  which 

,      x-hx,V2 
gives,  k  = ^- 

X 

At  A  =  0  we  have, 


e^r^k 


(r,  -f  kxf  -f  (a-,  -  krf 
that  is,  r  =  0  at  /•  =  0,  or,  the  motor  is  not  self-starting. 


when  A  =  0. 


r  = 


<^/i-|-^.r/-H(.Vi-^r/ 


dP 


which  is  a  maximum  at  con§itant  X  =  0  for,  -— -  =  0,  which 
gives, 

n^  +  .vi' 


k  =  --^ 


rx^  ~  jrr. 
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Fig.  ye?.    M9pmlsi0m  Motor. 


As  an  instance  is  shown,  in  Fie  1^1.  the  power  output 
as  orciinates,  with  the  speeil  k  =  .\',  /  .\'  as  abscissae,  of  a 
repulsion  motor  of  the  constants. 


giving;  the  jKnver, 


r  = 


r  =     .1  r,  =     .tf5 

.X  =  L\«»  .V,  =  l.n 

10,00* »    .m'  ^  1.41  c  —  .o.-*  -^• 
.171^  -J-c-  -^    :>.14  -  .I.e.- 


COMMUTATOR  MOTORS, 


363 


SERIES  MOTOR.   SHUNT  MOTOR. 

220.  If,  in  a  continuous-current  motor,  series  motor  as 
well  as  shunt  motor,  the  current  is  reversed,  the  direction 
of  rotation  remains  the  same,  since  field  magnetism  and 
armature  current  have  reversed  their  sign,  and  their  prod- 


Fiq,  162.    Series  Motor. 


uct,  the  torque,  thus  maintained  the  same  sign.  There- 
fore such  a  motor,  when  supplied  by  an  alternating  current, 
will  operate  also,  provided  that  the  reversals  in  field  and 
in  armature  take  place  simultaneously.  In  the  series  motor 
this  is  necessarily  the  case,  the  same  current  passing  through 
field  and  through  armature. 

With  an  alternating  current  in  the  field,  obviously  the 
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magnetic  circuit  has  to  be  laminated  to  exclude  eddy  cur- 
rents. 

Let,  in  a  series  motors  Fig.  146, 

4>    =  effective  magnetism  per  pole, 

n     =s  number  of  field  turns  per  pole  in  series, 

«!    =  number  of  armature  turns  in  series  between  brushes, 

/    =  number  of  poles, 

(R    =  magnetic  reluctance  of  field  circuit,* 

(Ri  =  magnetic  reluctance  of  armature  circuit,t 

4>i  =  effective  magnetic  flux  produced  by  armature  current 
(cross  magnetization)  per  pole, 

r  =  resistance  of  field  (effective  resistance,  including  hys- 
teresis), 

ri  =  resistance  of  armature  (effective  resistance,  including  hys- 
teresis), 

N  =  frequency  of  alternations, 

N^  =  speed  in  cycles  per  second. 

It  is  then, 

E.M.F.  induced  in    armature   conductors   by  their  rotation 
through  the  magnetic  field  (counter  E.M.I',  of  motor). 

E    =  4//ii\';<I>10-'' 

E.M.F.  of  self-induction  of  field, 

E'  =  2  7r///^V<I>10-», 

E.M.F.  of  self-induction  of  armature, 

E;  =  2  7r//i^V<I>ilO-S 

E.M.F.  consumed  by  resistance, 

Er    =    (r  -f   n)  /, 

where 

/  =  current  passing  through  motor,  in  amperes  effective. 

Further,  it  is  : 
Field  magnetism  :  4>  =  «  710^  /  (R 

•  That  is,  the  main  magnetic  circuit  of  the  motor. 

t  That  is,  the  magnetic  circuit  of  the  cross  magnetization,  produced  by  the  armature 
reaction. 
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Armature  magnetism : 
*i   ==  -^~^ —  • 

Substituting  these  values, 

E    = * — *— ; 

^,  _  2  Trpft'NI , 

•^    — "Zi         » 

(R 

^r  =  (r  +  r.)  /. 

Thus  the  impressed  E.M.F., 


)r,  since 

^  =  2  ?r  JV^—  =  reactance  of  field ; 

(R 


V^, 


JT,  =  2  IT iV— i-  =  reactance  of  armature ; 


-£„  = 


and 


I    =■ 


^(l^  +  .^,)V4.^(^  +  gJ 


^0 


v/(^^+-+ny +(-+*.)* 


^« 


v(r/^f^+'-+'-o'+^-^+*'^' 


866  AL  TERN  A  TING-CURRENT  PHENOMENA. 

221.   The  power  output  at  armature  shaft  is, 
F=^  EI 


-    —      — -  XJLq 


\Tr  pn  N  J 

The  displacement  of  phase  between  current  and  E.M.F. 


tan  0)  = i 


E  +  Er 

\  (R         (R 


2-W4^V'^;) 


^  +  •^1 


A7  '  '        ' 


Neglecting,  as  approximation,  the  resistances  r  +  #*!,  it  is. 

X 

tan  u)  = 


2    /ij   JV^ 
It  pH   iV 


J72 

P  =    tlSL 


V  pn  N 
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hence  a  maximum  for, 

It  pn  N 
TV,  jr 

V  pn 
substituting  this  in  tan  w,  it  is  : 

tan  to  =  1,         or,         w  =  45®. 

222.    Instance  of  such  an  alternating-curren*"  motor, 

E^  =  100         N^m         p^2. 

r  =  .03  rj  =  .12 

a:  =  .9  JT,  =  .6 

«  =  10  Wj  =  48 

Special  provisions  were  made  to  keep  the  armature  re- 
actance a  minimum,  and  overcome  the  distortion  of  the 
field  by  the  armature  M.M.F.,  by  means  of  a  coil  closely 
surrounding  the  armature  and  excited  by  a  current  of  equal 
phase  but  opposite  direction  with  the  armature  current 
(Kickemeyer).  Thereby  it  was  possible  to  operate  a  two- 
circuit,  96-turn  armature  in  a  bipolar  field  of  20  turns,  at 
a  ratio  of 

arm«iture  ampere-turns  <>  j 

field  ampere-turns 

It  is  in  this  case, 

100 


/  = 


V(.023/Vi-h.l5)*-'+  1.96 
p^ 230^1 


(.023  Nx  +  .15)2  +  1.96 

1.4  .  .   ,   „„ 

or,  cos  w  =  — - —  '  — 

02.'}  N,  +  .If)  V(:023  N^  +  .15)«  +  1.% 


,      -«                1.4                          .                 .023  A^, +  .15 
tan  u)  = '^•'    f*^^  "»  ='• — 
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In  Fig.  163  are  given,  with  the  speed  N^  as  abscissae, 
the  values  of  current  /,  power  Py  and  power  factor  cos  « 
of  this  motor. 
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Fig.  163.    Series  Motor. 

223.  The  shunt  motor  with  laminated  field  will  not 
operate  satisfactorily  in  an  alternating-current  circuit.  It 
will  start  with  good  torque,  since  in  starting  the  current  in 
armature,  as  well  as  in  field,  are  greatly  lagging,  and  thus 
approximately  in  phase  with  each  other.  With  increasing 
speed,  however,  the  armature  current  should  come  more 
into  phase  with  the  impressed  I-^.M.F.,  to  represent  power. 
Since,  however,  the  field  current,  and  thus  the  field  mag 
netism,  lag  nearly  90"",  the  indued  IC.M.F.  of  the  armature 
rotation  will  lag  nearly  90^,  and  thus  not  represent  power. 
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Hence,  to  make  a  shunt  motor  work  on  alternating-cur- 
rent circuits,  the  magnetism  of  the  field  should  be  approxi- 
mately in  phase  with  the  impressed  E.M.F.,  that  is,  the  field 
reactance  negligible.  Since  the  self-induction  of  the  field  is 
far  in  excess  to  its  resistance,  this  requires  the  insertion  of 
negative  reactance,  or  capacity,  in  the  field. 

If  the  self-induction  of  the  field  circuit  is  balanced  by 
capacity,  the  motor  will  operate,  provided  that  the  armature 
reactance  is  low,  and  that  in  starting  sufficient  resistance 
is  inserted  in  the  armature  circuit  to  keep  the  armature 
current  approximately  in  phase  with  the  E.M.F.  Under 
these  conditions  the  equations  of  the  motor  will  be  similar 
to  those  of  the  series  motor. 

However,  such  motors  have  not  been  introduced,  due  to 
the  difficulty  of  maintaining  the  balance  between  capacity 
and  self-induction  in  the  field  circuit,  which  depends  upon 
the  square  of  the  frequency,  and  thus  is  disturbed  by  the 
least  change  of  frequency. 

The  main  objection  to  both  series  and  shunt  motors  is 
the  destructive  sparking  at  the  commutator  due  to  the  in- 
duction of  secondary  currents  in  those  armature  coils  which 
pass  under  the  brushes.  As  seen  in  Fig.  162,  with  the 
normal  position  of  brushes  midway  between  the  field  poles, 
the  armature  coil  which  passes  under  the  brush  incloses  the 
total  magnetic  flux.  Thus,  in  this  moment  no  E.M.F.  is 
induced  in  the  armature  coil  due  to  its  rotation,  but  the 
E.M.F.  induced  by  the  alternation  of  the  magnetic  flux 
has  a  maximum  at  this  moment,  and  the  coil,  when  short- 
circuited  by  the  brush,  acts  as  a  short-circuited  secondary 
to  the  field  coils  as  primary  ;  that  is,  an  excessive  current 
flows  through  this  armature  coil,  which  either  destroys  it, 
or  at  least  causes  vicious  sparking  when  interrupted  by  the 
motion  of  the  armature. 

To  overcome  this  difficulty  various  arrangements  have 
been  proposed,  but  have  not  found  an  application. 
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224.  Compared  with  the  sjuchronous  motor  which  has 
practically  no  lagging  currents,  and  the  induction  motor 
which  reaches  very  high  power  factors,  the  power  factor  of 
the  series  motor  is  low,  as  seen  from  Fig.  163,  which  repre- 
sents about  the  best  possible  design  of  such  motors. 

In  the  alternating-series  motor,  as  well  as  in  the  shunt 
motor,  no  position  of  an  armature  coil  exists  wherein  the 
coil  is  dead;  but  in  every  position  E.M.F.  is  induced  in  the 
armature  coil :  in  the  position  parallel  with  the  field  flux  an 
E.M.F.  in  phase  with  the  current,  in  the  position  at  right 
angles  with  the  field  flux  an  E.M.F.  in  quadrature  with  the 
current,    intermediate    E.M.Fs.    in    intermediate    positions. 
At  the  speed  ir.\'   2  the  two  induced  E.M.Fs.  in  phase  and 
in  quadrature  with  the  current  are  equal,  and  the  armature 
coils  are  the  seat  of  a  complete  system  of  symmetrical  and 
balanced  polyphase  E.M.Fs.     Thus,  by  means  of  stationary 
brushes,  from  such  a  commutator  polyphase  currents  could 
be  derived. 
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CHAPTER    XXI. 

REACTION  MACHINES. 

225.  In  the  chapters  on  Alternating-Current  Genera- 
tors and  on  Induction  Motors,  the  assumption  has  been 
made  that  the  reactance  x  of  the  machine  is  a  constant. 
While  this  is  more  or  less  approximately  the  case  in  many 
alternators,  in  others,  especially  in  machines  of  large  arma- 
ture reaction,  the  reactance  x  is  variable,  and  is  different  in 
the  different  positions  of  the  armature  coils  in  the  magnetic 
circuit.  This  variation  of  the  reactance  causes  phenomena 
which  do  not  find  their  explanation  by  the  theoretical  cal- 
culations made  under  the  assumption  of  constant  reactance. 

It  is  known  that  synchronous  motors  of  large  and 
variable  reactance  keep  in  synchronism,  and  are  able  to 
do  a  considerable  amount  of  work,  and  even  carry  under 
circumstances  full  load,  if  the  field-exciting  circuit  is 
broken,  and  thereby  the  counter  E.M.F.  Ey^  reduced  to 
zero,  and  sometimes  even  if  the  field  circuit  is  reversed 
and  the  counter  E.M.F.  E^  made  negative. 

Inversely,  under  certain  conditions  of  load,  the  current 
and  the  E.M.F.  of  a  generator  do  not  disappear  if  the  gene- 
rator field  is  broken,  or  even  reversed  to  a  small  negative 
value,  in  which  latter  case  the  current  flows  against  the 
E.M.F.  E^  of  the  generator. 

Furthermore,  a  shuttle  armature  without  any  winding 
will  in  an  alternating  magnetic  field  revolve  when  once 
brought  up  to  synchronism,  and  do  considerable  work  as 
a  motor. 

These  phenomena  are  not  due  to  remanent  magnetism 
nor  to  the  magnetizing  effect  of  Foucault  currents,  because 
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There  the  effect  of  magnetic  hysteresis  was  found  to  distort 
the  current  wave  in  such  a  way  that  the  equivalent  sine 
wave,  that  is,  the  sine  wave  of  equal  effective  strength  and 
equal  power  with  the  distorted  wave,  is  in  advance  of  the 
wave  of  magnetism  by  what  is  called  the  angle  of  hysteretic 
advance  of  phase  a.  Since  the  E.M.F.  induced  by  the 
magnetism,  or  counter  E.M.F.  of  self-induction,  lags  90° 
behind  the  magnetism,  it  lags  90  +  a  behind  the  current ; 
that  is,  the  self-induction  in  a  circuit  containing  iron  is  not 
in  quadrature  with  the  current  and  thereby  wattless,  but 
lags  more  than  90°  and  thereby  consumes  power,  so  that 
the  reactance  has  to  be  represented  by  ^  =  //  — yV,  where 
//  is  what  has  been  called  the  "  effective  hysteretic  resis- 
tance." 

A  similar  phenomenon  takes  place  in  alternators  of  vari- 
able reactance,  or  what  is  the  same,  variable  magnetic 
reluctance. 

226.  Obviously,  if  the  reactance  or  reluctance  is  vari- 
able, it  will  perform  a  complete  cycle  during  the  time  the 
armature  coil  moves  from  one  field  pole  to  the  next  field 
pole,  that  is,  during  one-half  wave  of  the  main  current. 
That  is,  in  other  words,  the  reluctance  and  reactance  vary 
with  twice  the  frequency  of  the  alternating  main  current. 
Such  a  case  is  shown  in  Figs.  164  and  165.  The  impressed 
E.M.F.,  and  thus  at  negligible  resistance,  the  counter  E.M.F., 
is  represented  by  the  sine  wave  E,  thus  the  magnetism  pro- 
duced thereby  is  a  sine  wave  *,  90^  ahead  of  E,  The 
reactance  is  represented  by  the  sine  wave  X,  varying  with 
the  double  frequency  of  E^  and  shown  in  Fig.  164  to  reach 
the  maximum  value  during  the  rise  of  magnetism,  in  Fig. 
165  during  the  decrease  of  magnetism.  The  current  /  re- 
quired to  produce  the  magnetism  ^  is  found  from  4>  and  x 
in  combination  with  the  cycle  of  molecular  magnetic  friction 
of  the  material,  and  the  power  P  is  the  product  IE  As 
seen  in  Fig.  164,  the  positive  jmrt  of  P  is  larger  than  the 
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negative  part ;  that  is,  the  machine  produces  electrical  energy 
as  generator.  In  Fig.  165  the  negative  part  of  P  is  larger 
than  the  positive ;  that  is,  the  machine  consumes  electrical 
energy  and  produces  mechanical  energy  as  synchronous 
motor.  In  Figs.  166  and  167  are  given  the  two  hysteretic 
cycles  or  looped  curves  4>,  /  under  the  two  conditions.  They 
show  that,  due  to  the  variation  of  reactance  ;r,  in  the  first 
case  the  hysteretic  cycle  has  been  overturned  so  as  to 
represent    not    consumption,    but   production    of   electrical 
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Fig.  199.    Hysteretic  Loop  of  Reaction  Machine. 


energy,  while  in  the  second  case  the  hysteretic  cycle  has 
been  widened,  representing  not  only  the  electrical  energy 
consumed  by  molecular  magnetic  friction,  but  also  the  me- 
chanical output. 


229.  It  is  evident  that  the  variation  of  reluctance  must 
be  symmetrical  with  regard  to  the  field  poles  ;  that  is,  that 
the  two  extreme  values  of  reluctance,  maximum  and  mini- 
mum, will  take  place  at  the  moment  where  the  armature 
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current  wave  also.  Hence  the  equivalent  sine  wave  of 
magnetism  is  of  equal  phase  with  the  current  wave ;  that 
is,  the  E.M.F.  of  self-induction  lags  90®  behind  the  cur- 
rent, or  is  wattless. 

Thus  at  no-phase  displacement,  and  at  90°  phase  dis- 
placement, a  reaction  machine  can  neither  produce  electri- 
cal power  nor  mechanical  power. 

230.  If,  however,  the  current  wave  differs  in  phase 
from  the  wave  of  E.M.F.  by  less  than  90**,  but  more  than 
zero  degrees,  it  is  unsymmetrical  with  regard  to  the 
reluctance  wave,  and  the  reluctance  will  be  higher  for  ris- 
ing current  than  for  decreasing  current,  or  it  will  be 
higher  for  decreasing  than  for  rising  current,  according 
to  the  phase  relation  of  current  with  regard  to  induced 
E.M.F.,  E^, 

In  the  first  case,  if  the  reluctance  is  higher  for  rising, 
lower  for  decreasing,  current,  the  magnetism,  which  is  pro- 
portional to  current  divided  by  reluctance,  is  higher  for 
decreasing  than  for  rising  current ;  that  is,  its  equivalent 
sine  wave  lags  behind  the  sine  wave  of  current,  and  the 
E.M.F.  or  self-induction  will  lag  more  than  90®  behind  the 
current ;  that  is,  it  will  consume  electrical  power,  and 
thereby  deliver  mechanical  power,  and  do  work  as  syn- 
chronous motor. 

In  the  second  case,  if  the  reluctance  is  lower  for  rising, 
and  higher  for  decreasing,  current,  the  magnetism  is  higher 
for  rising  than  for  decreasing  current,  or  the  equivalent  sine 
wave  of  magnetism  leads  the  sine  wave  of  the  current,  and 
the  counter  E.M.F.  at  self-induction  lags  less  than  90°  be- 
hind the  current ;  that  is,  yields  electric  power  as  generator, 
and  thereby  consumes  mechanical  power. 

In  the  first  case  the  reactance  will  be  represented  by 
X  —  h  —  jxy  similar  as  in  the  case  of  hysteresis ;  while  in 
the  second  case  the  reactance  will  be  represented  by 
Jf  =  ^  h-^jx. 
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23L  The  influence  of  the  periodical  variation  of  reac- 
tance will  obviously  depend  upon  the  nature  of  the  variation, 
that  is,  upon  the  shape  of  the  reactance  curve.  Since, 
however,  no  matter  what  shape  the  wave  has,  it  can  always 
be  dissolved  in  a  series  of  sine  waves  of  double  frequency, 
and  its  higher  harmonics,  in  first  approximation  the  assump- 
tion can  be  made  that  the  reactance  or  the  reluctance  vary 
with  double  frequency  of  the  main  current  ;  that  is,  are 
represented  in  the  form, 

X  ^  a  -\-  b  cos  2  j8. 

Let  the  inductance,  or  the  coefficient  of  self-induction, 
be  represented  by  — 

Z  =  /  +  <^  cos  2  /3 
=  /(I  +  y  cos  2  p) 

where        y  =  amplitude  of  variation  of  inductance. 

Let 

(o  =  angle  of  lag  of  zero  value  of  current  behind  maximum  value 
of  inductance  Z. 

It  is  then,  assuming  the  current  as  sine  wave,  or  repla- 
cing it  by  the  equivalent  sine  wave  of  effective  intensity  /, 

Current,  ^ 

/=/v'2sin  (/J-ui). 

The  magnetism  produced  by  this  current  is, 

Li 


n 


where  ;/  =  number  of  turns. 
Hence,  substituted, 


4»  =  ^-^'J^^  sin  ()3  -  Ji)  (1 -f  y  cos  2 /3), 


or,  expanded. 


^^UJxA  I  (\  -  ^\cosJisin^  — /"!  +  ^^  sin  w  cos /3  | 
when  neglecting  the  term  of  triple  frequency,  as  wattless. 
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Thus  the  E.M.F.  induced  by  this  magnetism  is, 

/// 

hence,  expanded  — 

^  =  -  2 IT  AV/ V2  j/^1  -  ^  cos  w  cos)8  +  /"l  +  ^^  sin  w  sin  j8 1 

and  the  effective  value  of  E.M.F., 


=  2  IT  NllJ\  +  -^'  -  y  cos  2  Ji. 
Hence,  the  apparent  power,  or  the  voltamperes  — 


*2,7rNI^\  +  -j'  -  y  COS  2ai 

The  instantaneous  value  of  power  is 
=  _  4  IT  A^ 


VV/^sin  ()3  -  w)  I  /^l  -  y\ cos  w  cos  )8  + 
[  1  +  .^  )  sin  ft)  sin  )3  I  . 

and,  expanded  — 

/=-2irA//^|/'l  +3J^sin2ft)sin«)8-/'l-^^ 

sin  2  0)  cos»  )3  +  sin  2  )8  /'  cos  2  oi  -  ^^\  1 
Integrated,  the  effective  value  of  power  is 

/'=  -irA//2ysin2ai; 
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hence,  negative,  that  is,  the  machine  consumes  electrical, 
and  produces  mechanical,  power,  as  synchronous  motor,  if 
w  >  0 ;  that  is,  with  lagging  current;  positive,  that  is,  the 
machine  produces  electrical,  and  consumes  mechanical, 
power,  as  generator,  if  w  >  0 ;  that  is,  with  leading  current. 
The  power  factor  is 

V.  _  ^  __ y  sin  2  u» 


24/1  -lX  _  ycos2u>; 


hence,  a  maximum,  if. 


or,  expanded, 


The  power,  P,  is  a  maximum  at  given  current,  /,  if 
sin  2  CO  =  1 ; 


that  is, 

at  given  E.M.F.,  E^  the  power  is 

p ^^y  sin  2  to 


^irNlll  +):!_yC0s2ai\ 


hence,  a  maximum  at         ^  ^ 

^=0; 

or,  expanded,  , 

232.    We  have  thus,  at  impressed  E.M.F.,  E,  and  negli^ 
gible  resistance,  if  we  denote  the  mean  value  of  reactance. 

Current 

7= ^ 


'  i  / 1  +  ^  —  y  cos  2  w. 
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Voltamperes, 


y  COS  2  i 


Power, 

p ^  y  sin  2  tti 


9 


'>xfl  +    ^-  yCOs2ai\ 

Power  factor, 

y.  /  T?   r\  y  sin  2  u> 

/  =   cos  (By  I)    = 


'  i/l  +  -J^  -  y  cos  2  <S 
Maximum  power  at 

cos  2 «  =  — y^ —  . 

Maximum  power  factor  at 

cos25  =  i  +  |±iv8T? 

CO  >  0  :  synchronous  motor,  with  lagging  current, 
w  <  0  :  generator,  with  leading  current. 

As  an  instance  is  shown  in  Fig.  168,  with  angle  «  as 
abscissae,  the  values  of  current,  power,  and  power  factor, 
for  the  constants,  — 

£=  110 

^  =  3 

y    =.8 

hence,  j 41       


7^  = 


/=cos(^,/)  = 


Vl.45  —  cos  2  (u 

-2017  sin  2u» 
1.45  —  cos  2  (u 

.447  sin  2  (a 


Vl.45  —  cos  2  w 


As  seen  from  Fig.  152,  the  power  factor  /  of  such  a 
machine  is  very  low  —  does  not  exceed  40  per  cent  in  this 
instance. 
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CHAPTER    XXII. 

DI8TOBTION   OF   WAVE-SHAFE   AND   ITS   CAUBBS. 

233.  In  the  preceding  chapters  we  have  considered 
the  alternating  currents  and  alternating  E.M.Fs.  as  sine 
waves  or  as  replaced  by  their  equivalent  sine  waves. 

While  this  is  sufficiently  exact  in  most  cases,  under 
certain  circumstances  the  deviation  of  the  wave  from  sine 
shape  becomes  of  importance,  and  with  certain  distortions 
it  may  not  be  possible  to  replace  the  distorted  wave  by  an 
equivalent  sine  wave,  since  the  angle  of  phase  displacement 
of  the  equivalent  sine  wave  becomes  indefinite.  Thus  it 
becomes  desirable  to  investigate  the  distortion  of  the  wave, 
its  causes  and  its  effects. 

Since,  as  stated  before,  any  alternating  wave  can  be 
represented  by  a  series  of  sine  functions  of  odd  orders,  the 
investigation  of  distortion  of  wave-shape  resolves  itself  in 
the  investigation  of  the  higher  harmonics  of  the  alternating 
wave. 

In  general  we  have  to  distinguish  between  higher  har- 
monics of  E.M.F.  and  higher  harmonics  of  current.  Both 
depend  upon  each  other  in  so  far  as  with  a  sine  wave  of 
impressed  E.M.F.  a  distorting  effect  will  cause  distortion 
of  the  current  wave,  while  with  a  sine  wave  of  current 
passing  through  the  circuit,  a  distorting  effect  will  cause 
higher  harmonics  of  E.M.F. 

234.  In  a  conductor  revolving  with  uniform  velocity 
through  a  uniform  and  constant  magnetic  field,  a  sine  wave 
of  E.M.F.  is  induced.  In  a  circuit  with  constant  resistance 
and  constant  reactance,  this  sine  wave  of  E.M.F.  produces 
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a  sine  wave  of  current.  Thus  distortion  of  the  wave-shape 
or  higher  harmonics  may  be  due  to :  lack  of  uniformity  of 
the  velocity  of  the  revolving  conductor ;  lack  of  uniformity 
or  pulsation  of  the  magnetic  field  ;  pulsation  of  the  resis- 
tance ;  or  pulsation  of  the  reactance. 

The  first  two  cases,  lack  of  uniformity  of  the  rotation  or 
of  the  magnetic  field,  cause  higher  harmonics  of  E.M.F.  at 
open  circuit.  The  last,  pulsation  of  resistance  and  reac- 
tance, causes  higher  harmonics  only  with  a  current  flowing 
in  the  circuit,  that  is,  under  load. 

Lack  of  uniformity  of  the  rotation  is  of  no  practical  in- 
terest as  cause  of  distortion,  since  in  alternators,  due  to 
mechanical  momentum,  the  speed  is  always  very  nearly 
uniform  during  the  period. 

Thus  as  causes  of  higher  harmonics  remain : 

1st.  Lack  of  uniformity  and  pulsation  of  the  magnetic 
field,  causing  a  distortion  of  the  induced  E.M.F.  at  open 
circuit  as  well  as  under  load. 

2d.  Pulsation  of  the  reactance,  causing  higher  harmonics 
under  load. 

3d.  Pulsation  of  the  resistance,  causing  higher  harmonics 
under  load  also. 

Taking  up  the  different  causes  of  higher  harmonics  we 
have :  — 

Lack  of  Unifonnity  and  Pulsation  of  the  Magnetic  Pieid. 

235.  Since  most  of  the  alternating-current  generators 
contain  definite  and  sharply  defined  field  poles  covering  in 
different  types  different  proportions  of  the  pitch,  in  general 
the  magnetic  flux  interlinked  with  the  armature  coil  will 
not  vary  as  simply  sine  wave,  of  the  form  : 

<I>  cos  ^, 

but  as  a  complex  harmonic  function,  depending  on  the  shape 
and  the  pitch  of  the  field  poles,  and  the  arrangement  of  the 
armature  conductors.     In  this  case,  the  magnetic  flux  issu- 


DISTORTION  OF   WAVE-SHAPE,  886 

ing  from  the  field  pole  of  the  alternator  can  be  represented 
by  the  general  equation, 

4»  =  ^0  +  ^1  c^^  ^  +  ^2  cos  2/^  +  ^8  cos  3^  4- .  .  . 
+  ^1  sin  )3  +  i?2  sin  li)3  +  -^8  sin  3  ^  +  .  .  . 

If  the  reluctance  of  the  armature  is  uniform  in  all  directions, 
so  that  the  distribution  of  the  magnetic  flux  at  the  field-pole 
face  does  not  change  by  the  rotation  of  the  armature,  the 
rate  of  cutting  magnetic  flux  by  an  armature  conductor  is  *, 
and  the  E.M.F.  induced  in  the  conductor  thus  equal  thereto 
in  wave  shape.  As  a  rule  A^  A^,  A^  ,  ,  .  B^B^  equal  zero  ; 
that  is,  successive  field  poles  are  equal  in  strength  and  dis- 
tribution of  magnetism,  but  of  opposite  polarity.  In  some 
types  of  machines,  however,  especially  induction  alternators^ 
this  is  not  the  case. 

The  E.M.F.  induced  in  a  full-pitch  armature  turn  —  that 
is,  armature  conductor  and  return  conductor  distant  from 
former  by  the  pitch  of  the  armature  pole  (corresponding  to 
the  distance  from  field  pole  center  to  pole  center)  is, 

8  =  *o  -  *i«) 

=  2  S^i  cos  /3  -h  ^a  cos  3  /3  -h  ^5  cos  5  )3  -h .  .  . 
-h  A  sin  ^  -h  i^a  sin  3 /3  -f  ^6  sin  5)3  -h  .  .  .   \ 

Even  with  an  unsymmetrical  distribution  of  the  magnetic 
flux  in  the  air-gap,  the  E.M.F.  wave  induced  in  a  full-pitch 
armature  coil  is  symmetrical  ;  the  positive  and  negative  half 
waves  equal,  and  correspond  to  the  mean  flux  distribution 
of  adjacent  poles.  With  fractional  pitch  windings  —  that 
is,  windings  whose  turns  cover  less  than  the  armature  pole 
pitch  —  the  induced  E.M.F.  can  be  unsymmetrical  with 
unsymmetrical  magnetic  field,  but  as  a  rule  is  symmetrical 
also.  In  unitooth  alternators  the  total  induced  E.M.F.  has 
the  same  shape  as  that  induced  in  a  single  turn. 

With  the  conductors  more  or  less  distributed  over  the 
surface  of  the  armature,  the  total  induced  E.M.F.  is  the 
resultant  of  several  E.M.Fs.  of  different  phases,  and  is  thus 
more  uniformly  varying  ;  that  is,  more  sinusoidal,  approaching 


s=>c  sj-.sq-e,  :  :■  srrSr.-.Ti  Z  ,.  ■:•!  Ix:$s.  3s  for  instance  the  cun^es 
Yi^.  lr:u*  ind  F:^.  1T*.«  shLT*-,  which  represent  the  no-load 
arid  ful^Jciad  -a^vc  m'  ELM.F.  vi  a  threc-j^iase  multitooth 
alterrij: :r.  Tht  zrjr.z^VsL  term  i'f  ihese  harmonics  is  the 
irlrc  hirmi-riic,  -ah^ci:  L.r:5<-.^»:cni;Y  af'^'cars  more  or  less  in 
a-  ^i-tcniii'.r  TTivtSL  As  ^  mle  ihese  harmonics  can  be 
ccc^sidcrcd  t:?^eiher  -adth  the  h:iTm^:»nics  due  to  the  \'ar}ing 
rcliiniii*:^^  oi  the  rii^iTxitic  ciroJt.  In  ironclad  alternators 
^dth  few  sic.ts  2z>±  :tre:h  j^er  ]:»cCe,  the  passage  of  slots  across 
the  T.t:A  p:Ies  c-iu>e>  a  pi::sa:3.  n  <i  the  magnetic  reluc- 
tance, vT  its  reciprx-^.  the  ma^-netic  inductance  of  the 
circuii.  In  c>n>ecuence  therer>f  the  map^etism  per  field 
pole,  OT  at  icast  th-at  pxirt  c-f  the  ma^etism  passing  through 
the  armature,  will  pulsate  A\-ith  a  frequency  i  >  if  y  =  num- 
ber oi  si*  'ts  per  prCe. 

Thus,  in  a  machine  nith  one  slot  per  pole,  the  instanta- 
neous magnetic  flux  interjir.ked  >\ith  the  armature  con- 
ductors can  be  e\-pres>ed  by  the  equation : 

6  =  4»  cc'>  S    1  —  c  cc'<  y.  ^  —  w[ 

where,  ♦  =  average  magr.etic  i^.ux. 

c  =  amplitude  c-f  pulsation. 

and  «  =  phase  oi  pulsation. 

In  a  machine  with  y  slots  per  p<»le,  the  instantaneous  flux 
interlinked  with  the  armature  conductors  will  be : 

<^  =  ^  cos  /3   .  1   —  c  cos  '2y  ^  —  ftT  [. 

if  the  assumption  is  made  that  the  pulsation  of  the  magnetic 
flux  follows  a  simple  sine  law.  as  first  approximation. 

In  ;.ceneral  the  instantaneous  magnetic  flux  interlinked 
with  the  armature  conductors  will  be  : 

<f)  =  i)  cf  .S  P   ;  1   -i-  Ci  cos  »  2  .5  —  a>i  ■  —  c,  COS  «  4  /?  —  «Ii._. .  -I-  •    .    .     { . 

where  the  term  c^  is  predominating  if  y  =  number  of  arma- 
ture slots  per  p<.)le.  This  general  equation  includes  also  the 
effect  of  lack  of  uniformity  of  the  magnetic  flux. 
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fig.  199.     No-ioad  Waoe  of  E.M.F.  of  Multttooth  ThrBO-phoaer, 
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In  case  of  a  pulsation  of  the  magnetic  flux  with  the 
frequency  ^y,  due  to  an  existence  of  y  slots  per  pole  in  the 
armature,  the  instantaneous  N-alue  of  magpfietism  interlinked 
with  the  armature  coil  is  : 

4  =  *COS/3{l  —  €COs[2y^  —  i]}. 

Hence  the  E.M.F.  induced  thereby  : 

dt 
=  -  ^5x.Vlf♦— {cos/3a  -r  €Cos[2y/3-i])}. 
And,  expanded : 

e^^  5  x.V«*  {sin  fi  ^  c  ^-^^  sin  [,2  y  —  1)  )8  —  i] 

-f  <  ^  ^,7  ^  -in  r  2  y  -^  1 .  ^  ~  i]} . 

Hence,  the  pulsation  of  the  magnetic  flux  with  the 
frequency  2y,  as  due  to  the  existence  of  y  slots  per  pole, 
introduces  two  harmonics,  of  the  orders  (2y  —  1)  and 
(2y+l). 

236.    If  y  =  1  it  is  : 

o 

^  =  ^  L'  x-  Xn  *  {sin  3  —  -  sin  •  /3  —  «L »  -|-  '-—  sin  <  •>  )3  —  <u)} ; 

that  is :  In  a  unitrnnh  sing]c-phaser  a  pronounced  triple 
harmonic  may  be  expecXcd,  but  no  pronounced  higher 
harmonics. 

Fig.  171  shows  the  wave  of  K.M.F.  of  the  main  coil  of 
a  monocyclic  alternator  at  no  load,  represented  by : 

e  =  ^{sin  ^  -  .242  sin  (  3  y3  -  0.3)  _  .04r>  sin  u>)3  -  2.rA 
-u  .(M;<Ssin(7/J  — 3.;;.  —  .(J27sin  \S)  fi  —  10.0 »  —  .018  sin 

(11)3  — 0.r>.  —  .ol".^sin  (i:5/^-  s.i',); 

hence  giving  a  pronounced  triple  harmonic  only,  as  expected. 
If  y  =  2,  it  is  : 

€  =  V  2  TT  Xn  *  -  sin  j3  —  '  -  sin  .  3  y3  —  w  .  —  —  sin  ( 5  fi  —  a> )  - 
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the  noload  wave  of  a  unitooth  quarter-phase  machine,  hav- 
ing pronounced  triple  and  quintuple  harmonics. 
If  y  =  3,  it  is : 

^=  V2,riV^«*  j  sin)8-f  ^sin(5)8— Ji)  +  ^  sin  (7  )8  -  «)  |  . 

That  is :  In  a  unitooth  three-phaser,  a  pronounced  quin- 
tuple and  septuple  harmonic  may  be  expected,  but  no  pro- 
nounced triple  harmonic 
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F/g.  755.    No-toad  Wane  of  C.M.F.  of  Unitooth  Monocyclic  Alternator, 


Fig.  156  shows  the  wave  of  E.M.F.  of  a  unitooth  three- 
phaser  at  no  load,  represented  by : 

e  =  £  {sin  fi  -  .12  sin  (3  j8  -  2.3)  -  .23  sin  (5  )8  -  1.5)  +  .134  sin 
(7  ^  -  6.2)  -  .002  sin  (9/3  +  27.7)  -  .046  sin  (11  /3  - 


5.5)  -f  .031  sin  (13  /3  -  61.5)}. 


Thus  giving  a  pronounced  quintuple  and  septuple  and 
a  lesser  triple  harmonic,  probably  due  to  the  deviation  of 
the  field  from  uniformity,  as  explained  above,  and  deviation 
of  the  pulsation  of  reluctance  from  sine  shape.  In  some 
especially  favorable  cases,  harmonics  as  high  as  the  23d  and 
25th  have  been  observed,  caused  by  pulsation  of  the  reluc- 
tance. 
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Ftq.  172.    No-^oad  Wave  of  E.M.F.  of  Unttooth  Thr99-phaae  Alternator, 

In  general,  if  the  pulsation  of  the  magnetic  inductance 
is  denoted  by  the  general  expression: 

l  +  HIscos(2y/3-^,), 
1 

the  instantaneous  magnetic  flux  is  : 
<^  =  ^  cos  )3  I  1  +  5Z  S  cos  (2  y  )3  -  «y)  I  • 

=  ^\  cos/3+-^cos(/3-^0+^[YCOs((2y+  1) 

/5--v)  +  -^cos((2y+l))8-S,,0]  j 
hence,  the  E.M.F. 
e=  ^2irNn^  j  sin  /3  4-  ^^  sin  (/3  — o^i)  +^7^^'^^  ^ 

[c,sin((2y  +  l)/3-ui,)  +  €,.isin((2y+l)i3-o>^^,)]  j 
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Pulsation  of  Reactance, 

237.  The  main  causes  of  a  pulsation  of  reactance  are : 
magnetic  saturation  and  hysteresis,  and  synchronous  motion. 
Since  in  an  ironclad  magnetic  circuit  the  magnetism  is  not 
proportional  to  the  M.M.F.,  the  wave  of  magnetism  and 
thus  the  wave  of  M.M.F.  will  differ  from  the  wave  of  cur- 
rent. As  far  as  this  distortioi  is  due  to  the  variation  of 
permeability,  the  distortion  is  symmetrical  and  the  wave 
of  induced  E.M.F.  represents  no  power.  The  distortion 
caused  by  hysteresis,  or  the  lag  of  the  magnetism  behind 
the  M.M.F.,  causes  an  unsymmetrical  distortion  of  the  wave 
which  makes  the  wave  of  induced  K.M.F.  differ  by  more 
than  90°  from  the  current  wave  and  thereby  represents 
power,  —  the  power  consumed  by  hysteresis. 

In  practice  both  effects  are  always  superimposed  ;  that 
is,  in  a  ferric  inductance,  a  distortion  of  wave-shape  takes 
place  due  to  the  lack  of  proportionality  between  magnetism 
and  M.M.F.  as  expressed  by  the  variation  in  the  hysteretic 
cycle. 

This  pulsation  of  reactance  gives  rise  to  a  distortion 
consisting  mainly  of  a  triple  harmonic.  Such  current  waves 
distorted  by  hysteresis,  with  a  sine  wave  of  impressed 
E.M.F.,  are  shown  in  Figs.  0(>  to  69,  Chapter  X.,  on  Hy- 
steresis. Inversely,  if  the  current  is  a  sine  wave,  the  mag- 
netism and  the  E.M.F.  will  differ  from  sine  shape. 

For  further  discussion  of  this  distortion  of  wave-shape 
by  hysteresis,  Chapter  X.  may  be  consulted. 

238.  Distortion  of  wave-sh;ipe  takes  place  also  by  the 
pulsation  of  reactance  due  to  synchronous  rotation,  as  dis- 
cussed in  chapter  on  Reaction  Machines. 

In  Figs.   148   and  149,   at   a  sine  wave   of   impressed 
E.M.F.,  the  distorted  current  waves  have  been  constructed. 
Inversely,  if  a  sine  wave  of  current, 

/  =  /  cos  )8, 
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passes  through  a  circuit  of  synchronously  varying  reac- 
tance ;  as  for  instance,  the  armature  of  a  unitooth  alterna- 
tor or  synchronous  motor  —  or,  more  general,  an  alternator 
whose  armature  reluctance  is  different  in  different  positions 
with  regard  to  the  field  poles  —  and  the  reactance  is  ex- 
pressed by 

A'=^{l  +  €Cos(2^-ui)}; 

or,  more  general, 

A'=^/l+^SCOs(2y)8-ci,)|; 

the  wave  of  magnetism  is 

X  r        (  ,00  ) 

*=  n — COSff  =        ^  \  cos  ^  +^S  COS^COS  (2  y  ^  -  a»  ^)  \ 

^  - -r)  +  ^— cos((2y  +  l)i8  -  a,  +  1)1  j; 
hence  the  wave  of  induced  E.M.F. 

=  .V  -|  sin  /3  +  ^;  sin  ( ;8  -  i.)  +  ^  ^  >".+  "^  [c^  sin  ((2  y  +  1) 
y3  -  S,)  +  t^  +  1  sin  ((2  y+l)j3-C^  +  1)]  J  ; 

that  is,  the  pulsation  of  reactance  of  frequency,  2y,  intro- 
duces  two  higher   harmonics  of  the  order   (2y  —  1),  and 

If    A'  =  X  {1  +  c  cos  (2  /3  —  a>)}, 
It  is      ^  _    _^"_  /  COS  y3  +  -  COS  (13-  C>)  +  ^-  cos  (3  /3  -  ^>  '^-  ; 

^  =  .V  -  sin  fi  +  ^^^  sin  (y3  —  w )  -f  *  —  sin  (3  )3  —  a>)  - 

Since  the  pulsation  of  reactance  due  to  magnetic  satu- 
ration and  hysteresis  is  essentially  of  the  frequency,  2  N, 
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—  that  is,  describes  a  complete  cycle  for  each  half-wave  of 
current,  —  this  shows  why  the  distortion  of  wave-shape  by 
hysteresis  consists  essentially  of  a  triple  harmonic. 

The  phase  displacement  between  c  and  /,  and  thus  the 
power  consumed  or  produced  in  the  electric  circuit,  depend 
upon  the  angle,  w,  as  discussed  before. 

239.  In  case  of  a  distortion  of  the  wave-shape  by 
reactance,  the  distorted  waves  can  be  replaced  by  their 
equivalent  sine  waves,  and  the  investigation  with  suffi- 
cient exactness  for  most  cases  be  carried  out  under  the 
assumption  of  sine  waves,  as  done  in  the  preceding  chapters. 

Similar  phenomena  take  place  in  circuits  containing 
polarization  cells,  leaky  condensers,  or  other  apparatus 
representing  a  synchronously  varying  negative  reactance. 
Possibly  dielectric  hysteresis  in  condensers  causes  a  dis- 
tortion similar  to  that  due  to  magnetic  hysteresis. 

Pulsation  of  Resistance, 

240.  To  a  certain  extent  the  investigation  of  the  effect 
of  synchronous  pulsation  of  the  resistance  coincides  with 
that  of  reactance ;  since  a  pulsation  of  reactance,  when 
unsymmetrical  with  regard  to  the  current  wave,  introduces 
an  energy  component  which  can  be  represented  by  an 
"  effective  resistance." 

Inversely,  an  unsymmetrical  pulsation  of  the  ohmic 
resistance  introduces  a  wattless  component,  to  be  denoted 
by  "effective  reactance." 

A  typical  case  of  a  synchronously  pulsating  resistance  is 
represented  in  the  alternating  arc. 

The  apparent  resistance  of  an  arc  depends  upon  the 
current    passing    through    the  arc ;    that   is,   the   apparent 

resistance     of    the     arc     =   potential  difference  between  electrode,     jg     j^j    j^ 

current  " 

for  small  currents,  low  for  large  currents.  Thus  in  an 
alternating   arc   the  apparent    resistance  will  vary  during 
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every  half-wave  of  current  between  a  maximum  value  at 
zero  current  and  a  minimum  value  at  maximum  current, 
thereby  describing  a  complete  cycle  per  half-wave  of  cur- 
rent. 

Let  the  effective  value  of  current  passing  through  the 
arc  be  represented  by  /. 

Then  the  instantaneous  value  of  current,  assuming  the 
current  wave  as  sine  wave,  is  represented  by 

/  =  /  V 1^  sin  )8 ; 

and  the  apparent  resistance  of  the  arc,  in  first  approxima- 
tion, by 

^  =  r  (1  +  c  cos  2  /3)  ; 

thus  the  potential  difference  at  the  arc  is 

e  =  iR  =  /  v2  r  sin  )8  ( 1  +  c  cos  2  )8) 

=  r/  V2  j  /"  1  -  fA  sin  p  +  f-  sin  3  jS  | . 

Hence  the  effective  value  of  potential  difference. 


^-'V('-i)"^7 

and  the  apparent  resistance  of  the  arc, 

ro  =  y  =  A'y/l-c  +  -V. 

The  instantaneous  power  consumed  in  the  arc  is, 
p  =  ie  =  2rI''S(\  -  i\siirj8^^-sin)8sin3j8^ 

Hence  the  effective  power. 
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The  apparent  power,  or  volt  amperes  consumed  by  the 
arc,  is. 


I£  = 

=r/yi- 

-  +  f 

thus 

the 

power 

factor  of  the  arc, 

/= 

p 

'-\ 

IE          1 

.      ^ 

that  is,  less  than  unity. 

241.  We  find  here  a  case  of  a  circuit  in  which  the 
power  factor  —  that  is,  the  ratio  of  watts  to  volt  amperes 
—  differs  from  unity  without  any  displacement  of  phase; 
that  is,  while  current  and  E.M.F.  are  in  phase  with  each 
other,  but  are  distorted,  the  alternating  wave  cannot  be 
replaced  by  an  equivalent  sine  wave ;  since  the  assumption 
of  equivalent  sine  wave  would  introduce  a  phase  displace- 
ment, 

cos  w  =/ 

of  an  angle,  w,  whose  sign  is  indefinite. 

As  an  instance  are  shown,  in  Fig.  173  for  the  constants, 

/=  12 
r=  3 
c  =.9 
the  resistance, 

7?  =  3  {1  +  .9  cos  2  )8)  ; 

the  current, 

/    =  17  sin  0 ; 

the  potential  difference, 

^   =  28  (sin  p  +  .82  sin  3  P). 

In  this  case  the  effective  E.M.F.  is 
^=25.5; 
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a  simple  sine  law  of  double  frequency,  but  varies  much 
more  abruptly  near  the  zero  value  of  current,  making 
thereby  the  variation  of  E.M.F.  near  the  zero  value  of 
current  much  more  abruptly,  or,  inversely,  the  variation 
of  current  more  flat. 

A  typical  wave  of  potential  difference,  with  a  sine  wave 
of  current  passing  through  the  arc,  is  given  in  Fig.  174.* 
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243.  The  value  of  c,  the  amplitude  of  the  resistance 
pulsation,  largely  depends  upon  the  nature  of  the  electrodes 
and  the  steadiness  of  the  arc,  and  with  soft  carbons  and  a 
steady  arc  is  small,  and  the  power  factor  /  of  the  arc  near 
unity.  With  hard  carbons  and  an  unsteady  arc,  c  rises 
greatly,  higher  harmonics  appear  in  the  pulsation  of  resis- 
tance, and  the  power  factor  f  falls,  being  in  extreme  cases 
even  as  low  as  .6. 

The  conclusion  to  be  drawn  herefrom  is,  that  photo- 
metric tests  of  alternating  arcs  are  of  little  value,  if,  besides 
current  and  voltage,  the  power  is  not  determined  also  by 
means  of  electro-dynamometers. 

•  From  American  Institute  of  Electrical  Engineers,  Transactions,  1800,  p. 
376.     Tobey  and  Walbridge,  on  the  Stanley  Alternate  Arc  Dynamo. 
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CHAPTER    XXIII. 

SFFSOTS    OF   HIOHEB   HABMONIC8. 

244.    To  elucidate  the  variation  in  the  shape  of  alternat- 
ing waves  caused  by  various  harmonics,  in  Figs.  175  and 


F\g,  175.    Effect  of  Triple  Harmonic 

17t»  arc  shiuvn  the  wave-forms  produced  by  the  superposi- 
tion oi  the  triple  and  the  quintuple  harmonic  upon  the 
luiuLuncntal  sine  wave. 


EFFECTS  OF  HIGHER  HARMOXICS, 


899 


In  Fig.  175  is  shown  the  fundamental  sine  wave  and 
the  complex  waves  produced  by  the  superposition  of  a  triple 
harmonic  of  30  per  cent  the  amplitude  of  the  fundamental, 
under  the  relative  phase  displacements  of  0°,  45'^,  00^  135°, 
and  180°,  represented  by  the  equations  : 


n  )3  -  .3  sin  3  fi 
n  )3  -  .3  sin  (3)8-  45°) 
n^-  .3  sin  (3)3-  90«) 
n)3-  .3  sin  (3)3-135°) 
11  )3-  .3  sin  (3)3-  180°). 


As  seen,  the  effect  of  the  triple  harmonic  is  in  the  first 
figure  to  flatten  the  zero  values  and  point  the  maximum 
values  of  the  wave,  giving  what  is  called  a  peaked  wave. 
With  increasing  phase  displacement  of  the  triple  harmonic, 
the  flat  zero  rises  and  gradually  changes  to  a  second  peak, 
giving  ultimately  a  flat-top  or  even  double-peaked  wave  with 
sharp  zero.  The  intermediate  positions  represent  what  is 
called  a  saw-tooth  wave. 

In  Fig.  176  are  shown  the  fundamental  sine  wave  and 
the  complex  waves  produced  by  superposition  of  a  quintuple 
harmonic  of  20  per  cent  the  amplitude  of  the  fundamental, 
under  the  relative  phase  displacement  of  0°,  45°,  90°,  135°, 
180°,  represented  by  the  equations : 


n)3 

n  )3  —  .2  sin  5  fi 

n  fi  -  2  sin  (5/8-45°) 

n)8-  .2  sin  (5)8-90°) 

xifi-  .2  sin  {^p-  135°) 

ni8-  .2  sin  {op-  180°). 


The  quintuple  harmonic  causes  a  flat-topped  or  even 
double-peaked  wave  with  flat  zero.  With  increasing  phase 
displacement,  the  wave  becomes  of  the  type  called  saw- 
tooth wave  also.  The  flat  zero  rises  and  becomes  a  third 
peak,  while  of  the  two  former  peaks,  one  rises,  the  other 
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Fig.  177.    Some  Characteristic  Wav9  Shapes. 

Flat  top  with  flat  zero  : 

sin  P  -  .15  sin  3  )8  -  .10  sin  5  /S. 
Flat  top  with  sharp  zero  : 

sin  P  -  .225  sin  (3  fi  -  180')  -  .05  sin  (5  p  -  180^). 
Double  peak,  with  sharp  zero : 

sin  P  -  .15  sin  (3  ^  -  180')  -  .10  sin  5  p. 
Sharp  peak  with  sharp  zero : 

sin  p  -  .15  smSP-  .10  sin  (5  )8  -  180'). 


245.  Since  the  distortion  of  the  wave-shape  consists  in 
the  superposition  of  higher  harmonics,  that  is,  waves  of 
higher  frequency,  the  phenomena  taking  place  in  a  circuit 
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supplied  by  such  a  wave  will  be  the  combined  effect  of  the 
different  waves. 

Thus  in  a  non-inductive  circuit,  the  current  and  the 
potential  difference  across  the  different  parts  of  the  circuit 
are  of  the  same  shape  as  the  impressed  EIM.F.  If  self- 
induction  is  inserted  in  series  to  a  non-inductive  circuit,  the 
self-induction  CL^nsumes  more  E.M.F.  of  the  higher  harmon- 
ics* since  the  reactance  is  proportional  to  the  frequency, 
and  thus  the  current  and  the  E.^^.F.  in  the  non-inductive 
pjurt  oc  the  circuit  shows  the  higher  harmonics  in  a  reduced 
amplitude.  That  b.  self-induction  in  series  to  a  non-induc- 
ti\-e  circuit  reduces  the  hi^^her  harmonics  or  smooths  out 
the  wa\e  :-^  x  cl'.^ser  resemblance  with  sine  shape.  In- 
\"er>e*\.  capacity  in  series  to  a  non-inductive  circuit  con- 
sumes 'c!>s  K.M.  F.  at  higher  than  at  lower  frequency,  and 
thus  niJLxv^  the  higher  hamn^nics  oc  current  and  of  p«->ten- 
t:al  u.:r:^r^"ce  :-l  the  r-'^n4ncucdve  part  ^^i  the  circuit  mor«* 
pror*  c~C'^-i  —  :r:ter.sL::es  the  hami«:cics. 

iv;:>^*:*cuct:on.  and  capacity  in  series  may  caa^e  an  in- 
crxftisc  ;c  v';ttj;L3^  i*ue  tv^  complete  or  porrial  resonance  with 
h.;^hcr  "a-^«  r:oN  x-^d  a  discrepancy  between  vofc-omperes 
x:v.    viTts    vT^.iic    :;r:*^isccciiir::c  phase    iisciacecient.  as 

^Mc.  V*  •i*^*/ sTitct;  tri:ism;!?sirn  :ver  lines  of  nocice- 
AO»c  *v,:c*:-.L*cv  rrr  .-ui.'ac'.r  .  -se  .'C  Ti:[ti^:;e  i'lie  t  ?  res*:- 
-a;*oc  -\:  ocv::  vt :  M^-'vir  :4i.-^i:nicsv  is  ^waves  :c  hiztier 
'•vx:  c'v*     v^/c  :  re  rj^caincrTCx.  vav^f  .i?-  "iijually  :i  \:m  I-;w 

Vr    t./^»^^^•t^^^x•    :>;  irr.i::     r   T::ii   7»Sii^cie   "'jje  hy  res.- 
^t4t:tvv   va^v   •  :-\.Ms    \r  •rr»itii,>  riir    X'     cciine-i  hy  th.e  inves- 

!l^tva  Xx*   >'   ^v'«.!i.*       ii!>;"'.  •T!\:'>  ic    iJ'   r- ::iiSv 
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The  inductance  voltage  in  the  line  at  full  load  =  20%  with  the 
fundamental  wave. 

The  capacity  or  charging  current  of  the  line  =  20%  of  the  full- 
load  current  /  at  the  frequency  of  the  fundamental. 

The  line  capacity  may  approximately  be  represented  by 
a  condenser  shunted  across  the  middle  of  the  line.  The 
E.M.F.  at  the  generator  terminals  E  is  assumed  as  main- 
tained constant. 

The  E.M.F*.  consumed  by  the  resistance  of  the  circuit 
from  generator  terminals  to  condenser  is 

Ir  =  .06  E, 
E 


or, 


r  =  .06  —  . 


The  reactance  E.M.F.  between  generator  terminals  and 
condenser  is,  for  the  fundamental  frequency, 

Ix  =  .15  Ef 

-.  E 
or,  X   =  .lo  — , 

thus  the  reactance  corresponding  to  the  frequency  {2k  —  1) 
iVof  the  higher  harmonic  is  : 

x(2k-  1)  =  .15(2>6~  1)  ^, 

The  capacity  current  at  fundamental  frequency  is : 
/  =  .2  /, 
hence,  at  the  frequency:  {2Jt  —  1)JV: 


if: 


/  =  .2(2>^~1)/Z, 


/  =  E.M.F.  of  the  (2  k  —  lY^  harmonic  at  the  condenser, 

e  =  E.M.F.  of  the  (2  k  —  \y^  harmonic  at  the  generator  terminals, 

The  E.M.F*.  at  the  condenser  is  :  — 


e'  =  y/e^  -  /  V^  +  ix  (2  /'  -  1)  ; 
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hence,  substituted  : 

^^i  ^ 1 

^       VI  -  .059856  (2  /&  -  1)«  +  .0009  (2  /&  -  1)* ' 

the  rise  of  voltage  by  inductance  and  capacity. 
Substituting : 

>&=     1  2  3  4  5         6 

or,    2>&-l=     1  3  5  7  9        11 

it  is,  a  =  1.03        1.36       3.76       2.18  .70      .38 

That  is,  the  fundamental  will  be  increased  at  open  circuit 
by  3  per  cent,  the  triple  harmonic  by  36  per  cent,  the 
quintuple  harmonic  by  276  per  cent,  the  septuple  harmonic 
by  118  per  cent,  while  the  still  higher  harmonics  are 
reduced. 

The  maximum  possible  rise  will  take  place  for : 

^^2^  =  0.  or,  2.-1  =  6.77 

That  is,  at  a  frequency  :  iV=  346,  and  a  =  14.4. 

That  is,  complete  resonance  will  appear  at  a  frequency 
between  quintuple  and  septuple  harmonic,  and  would  raise 
the  voltage  at  this  particular  frequency  14.4  fold. 

If  the  voltage  shall  not  exceed  the  impressed  voltage  by 
more  than  100  per  cent,  even  at  coincidence  of  the  maximum 
of  the  harmonic  with  the  maximum  of  the  fundamental, 

the   triple    harmonic   must    be   less   than    70   per   cent  of    the 

fundamental, 
the  quintuple  harmonic  must  be  less  than  26.5  per  cent  of  the 

fundamental, 
the  septuple  harmonic  must  be  less  than  46  per  cent  of  the 

fundamental. 

The  voltage  will  not  exceed  twice  the  normal,  even  at 
a  frequency  of  complete  resonance  with  the  higher  har- 
monic, if  none  of  the  higher  harmonics  amounts  to  more 
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than  7  per  cent,  of  the  fundamental.  Herefrom  it  follows 
that  the  danger  of  resonance  in  high  potential  lines  is  in 
general  greatly  over-estimated,  since  the  conditions  assumed 
in  this  instance  are  rather  more  severe  than  found  in  prac- 
tice, the  capacity  current  of  the  line  very  seldom  reaching 
20%  of  the  main  current. 

247.  The  power  developed  by  a  complex  harmonic  wave 
in  a  non-inductive  circuit  is  the  sum  of  the  powers  of  the 
individual  harmonics.  Thus  if  upon  a  sine  wave  of  alter- 
nating E.M.F.  higher  harmonic  waves  are  superposed,  the 
effective  E.M.F.,  and  the  power  produced  by  this  wave  in  a 
given  circuit  or  with  a  given  effective  current,  are  increased. 
In  consequence  hereof  alternators  and  synchronous  motors 
of  ironclad  unitooth  construction  —  that  is,  machines  giving 
waves  with  pronounced  higher  harmonics  —  give  with  the 
same  number  of  turns  on  the  armature,  and  the  same  mag- 
netic flux  per  field  pole  at  the  same  frequency,  a  higher 
output  than  machines  built  to  produce  sine  waves. 

248.  This  explains  an  apparent  paradox  : 

If  in  the  three-phase  star-connected  generator  with  the 
magnetic  field  constructed  as  shown  diagrammatically  in 
Fig.  162,  the  magnetic  flux  per  pole  =  *,  the  number  of 
turns  in  series  per  circuit  =  «,  the  frequency  =  iV,  the 
E.M.F.  between  any  two  collector  rings  is: 

j5:=  V5ir.y2«*10-8. 

since  2«  armature  turns  simultaneously  interlink  with  the 
magnetic  flux  4>. 

The  E.M.F.  per  armature  circuit  is : 

e   =  V57r^/i*10-«; 

hence  the  E.M.F.  between  collector  rings,  as  resultant  of 
two  E.M.Fs.  e  displaced  by  60°  from  each  other,  is : 


406  AL  TERNA  TING-CURRENT  PHENOMENA. 

while  the  same  E.M.F.  was  found  by  direct  calculation 
from  number  of  turns,  magnetic  flux,  and  frequency  to  be 
equal  to  2^';  that  is  the  two  values  found  for  the  same 
E.M.F.  have  the  proportion  V3  :  2  =  1  :  1.154. 


Fig.  178.     Three-phase  Star-connected  Alternator. 

This  discrepancy  is  due  to  the  existence  of  more  pro- 
nounced higher  harmonics  in  the  wave  e  than  in  the  wave 
iT  =  f  X  ^  5,  which  have  been  neglected  in  the  formula : 

Hence  it  follows  that,  while  the  E.M.F.  between  two  col- 
lector rings  in  the  machine  shown  diagrammatically  in  Fig. 
178  is  only  c  x  V3,  by  massing  the  same  number  of  turns 
in  one  slot  instead  of  in  two  slots,  we  get  the  E.M.F.  2  e 
or  15.4  per  cent  higher  E.M.F.,  that  is,  larger  output. 
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It  follows  herefrom  that  the  distorted  E.M.F.  wave  of 
a  unitooth  alternator  is  produced  by  lesser  magnetic  flux  per 
pole  —  that  is,  in  general,  at  a  lesser  hysteretic  loss  in  the 
armature  or  at  higher  efficiency  —  than  the  same  effective 
E.M.F.  would  be  produced  with  the  same  number  of  arma* 
ture  turns  if  the  magnetic  disposition  were  such  as  to  pro* 
duce  a  sine  wave. 

249.  Inversely,  if  su<:h  a  distorted  wave  of  E.M.F.  is 
impressed  upon  a  magnetic  circuit,  as,  for  instance,  a  trans- 
former, the  wave  of  magnetism  in  the  primary  will  repeat 
in  shape  the  wave  of  magnetism  interlinked  with  the  arma- 
ture coils  of  the  alternator,  and  consequently,  with  a  lesser 
maximum  magnetic  flux,  the  same  effective  counter  E.M.F*. 
will  be  produced,  that  is,  the  same  power  converted  in  the 
transformer.  Since  the  hysteretic  loss  in  the  transformer 
depends  upon  the  maximum  value  of  magnetism,  it  follows 
that  the  hysteretic  loss  in  a  transformer  is  less  with  a  dis- 
torted wave  of  a  unitooth  alternator  than  with  a  sine  wave. 

Thus  with  the  distorted  waves  of  unitooth  machines, 
generators,  transformers,  and  synchronous  motors  —  and 
induction  motors  in  so  far  as  they  are  transformers  — 
operate  more  effici^'ntly. 

250.  From  another  side  the  same  problem  can  be 
approached. 

If  upon  a  transformer  a  sine  wave  of  E.M.F.  is  im- 
pressed, the  wave  of  magnetism  will  be  a  sine  wave  also. 
If  now  upon  the  sine  wave  of  E.M.F.  higher  harmonics, 
as  sine  waves  of  triple,  quintuple,  etc.,  frequency  are 
superposed  in  such  a  way  that  the  corresponding  higher 
harmonic  sine  waves  of  magnetism  do  not  increase  the 
maximum  value  of  magnetism,  or  even  lower  it  by  a 
coincidence  of  their  negative  maxima  with  the  positive 
maximum  of  the  fundamental,  —  in  this  case  all  the  power 
represented  by  these  higher  harmonics  of  E.M.F.  will  be 
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transformed  without  an  increase  of  the  hysteretic  loss,  or 
even  with  a  decreased  hysteretic  loss. 

Obviously,  if  the  maximum  of  the  higher  harmonic  wave 
of  magnetism  coincides  \^4th  the  maximum  of  the  funda- 
mental, and  thereby  makes  the  wave  of  magnetism  more 
pointed,  the  hysteretic  loss  will  be  increased  more  than  in 
proportion  to  the  increased  power  transformed,  Le.,  the 
efficiency  of  the  transformer  will  be  lowered. 

That  is  :  Some  distorted  waves  of  RM.F.  are  transformed 
at  a  lesser,  some  at  a  larger,  hysteretic  loss  than  the  sine 
wave,  if  the  same  effective  E.M.F.  is  impressed  upon  the 
transformer. 

The  unitooth  alternator  wave  and  the  first  wave  in  Fig. 
175  belong  to  the  former  class;  the  waves  derived  from 
continuous-current  machines,  tapped  at  two  equi-distant 
points  of  the  armature,  in  general,  to  the  latter  class. 

251.  Regarding  the  loss  of  energy  by  Foucault  or  eddy 
currents,  this  loss  is  not  affected  by  distortion  of  wave 
shape,  since  the  E.M.F.  of  eddy  currents,  as  induced 
E.M.F.,  is  proportional  to  the  secondary  E.M.F. ;  and 
thus  at  constant  impressed  primary  E.M.F.,  the  energy 
consumed  by  eddy  currents  bears  a  constant  relation  to 
the  output  of  the  secondary  circuit,  as  obvious,  since  the 
division  of  power  between  the  two  secondary  circuits  — 
the  eddy  current  circuit,  and  the  useful  or  consumer  cir- 
cuit —  is  unaffected  by  wave-shape  or  intensity  of  mag- 
netism. 

252.  In  high  potential  lines,  distorted  waves  whose 
maxima  are  very  high  above  the  effective  values,  as  peaked 
waves,  may  be  objectionable  by  increasing  the  strain  on 
the  insulation.  It  is,  however,  not  settled  yet  beyond 
doubt  whether  the  striking-distance  of  a  rapidly  alternat- 
ing potential   depends  upon   the   maximum  value   or   upon 
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some  value  between  effective  and  maximum.  Since  dis- 
ruptive phenomena  do  not  always  take  place  immediately 
after  application  of  the  potential,  but  the  time  element  plays 
an  important  part,  it  is  possible  that  insulation-strain  and 
striking-distance  is,  in  a  certain  range,  dependent  upon  the 
effective  potential,  and  thus  independent  of  the  wave-shape. 

In  this  respect  it  is  quite  likely  that  different  insulating 
materials  show  a  different  behavior,  and  homogeneous  solid 
substances,  as  paraffin,  depend  in  their  disruptive  strength 
upon  the  maximum  value  of  the  ix)tential  difference,  while 
heterogeneous  materials,  as  mica,  laminated  organic  sub- 
stances, air,  etc.,  that  is  substances  in  which  the  disruptive 
strength  decreases  with  the  time  application  of  the  potential 
difference,  are  less  affected  by  very  high  peaks  of  E.M.F. 
of  very  short  duration. 

In  general,  as  conclusions  may  be  derived  that  the  im- 
portance of  a  proper  wave-shape  is  generally  greatly  over- 
rated, but  that  in  certain  cases  sine  waves  are  desirable^ 
in  other  cases  certain  distorted  waves  are  preferable. 
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CHAPTER  XXIV. 

8TMBOUC  REPRB8RNTATION  OPOBHKBAL 
ALTERNATING  WAVB8. 

253.     The  vector  representation, 

^  =  <f *  -Hylu"  =  a  (cos  a  +y  an  d) 

of  the  alternating  wave, 

A  =  a^  cos  (^  —  a) 

applies  to  the  sine  wave  only. 

The  general  alternating  wave,  however,  contains  an  in- 
finite series  of  terms,  of  odd  frequencies, 

A  —  Ai  cos  «<^  —  «7it  -I-  A^  cos  (3  ^  —  tfg)  +  yl^cos  {h  ^  —  a^-^- 

thus  cannot  be  directly  represented  by  one  complex  vector 

quantity. 

The  replacement  of  the  general  wave  by  its  equivalent 
sine  wave,  as  before  discussed,  that  is  a  sine  wave  of  equal 
effective  intensity  and  equal  power,  while  sufficiently  accu- 
rate in  many  c«ses,  completely  fails  in  other  cases,  espe- 
cially in  circuits  containing  capacity,  or  in  circuits  containing 
periodically  (and  in  synchronism  with  the  wave)  \-arying 
resistance  or  reactance  (as  alternating  arcs,  reaction  n-.a- 
chmes,  synchronous  induction  motors,  oversaturatetl  mag- 
netic circuit-^,  etc.). 

Since,  however,  the  individual  harmonics  of  the  general 
alternating  wave  are  indeix^ndent  of  each  other,  that  is.  all 
products  of  different  harmonics  vanish,  each  term  can  be 
represented  by  a  complex  symbol,  and  the  equations  of  the 
general  wave  th«.i  are  the  resultants  of  those  of  the  indi- 
vidual harmonic^-. 
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This  can  be  represented  symbolically  by  combining  in 
one  formula  symbolic  representations  of  different  frequen- 
cies, thus, 

<^  =  2'"-' K' +/»'»»") 

where. 


and  the  index  of  they„  merely  denotes  that  they's  of  differ- 
entindiccs  «,  while   algebraically  identical,  physically  rep- 
resent different  frequencies,  and  thus  cannot  be  combined. 
The  general  wave  of  E.M.F.  is  thus  represented  by, 

the  general  wave  of  current  by. 

If, 

is  the  impedance  of  the  fundamental  harmonic,  where 

x^  is  that  part  of  the  reactance  which  is  proportional  to 
the  frequency  (inductance,  etc.). 

Xo  is  that  part  of  the  reactance  which  is  independent  of 
the  frequency  (mutual  induction,  synchronous  motion,  etc.). 
Xc  is  that  part  of  the  reactance  which  is  inversely  pro- 
portional to  the  frequency  (capacity,  etc.). 
The  impedance  for  the  «th  harmonic  is. 


Z^r  —j'nin  Xm'{-XQ-\-  "^  j 


This  term  can  be  considered  as  the  general  symboiic 
expression  of  the  impedance  of  a  circuit  of  general  wave 
shape. 


l^mr^y  xviu  j:  ^yrirgnTW"   szmssBioa,  mwiimrs  for  the 


=  -  r. 


r^i    ■a-^^B.        -n  ^^  — 


'^.-^  ., --.  =v-.  -— .. 


,     'ar^  ^  :;.  ^   _     =^^ 
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REPRESENTATION  Of   ALTERNATING    WAVES.      418 

is  thus, 

A 


=  V^X,n..?4^ 


1  _l_  A  u 


1  V  4-  b, 

which  offers  an  easy  means  of  reduction  from  symbolic  to 
absolute  values. 

Thus,  the  absolute  value  of  the  E.M.F. 


^  =  X"*-u^n*-+-y„^H") 


IS, 


^  =  y/2)rn-i(^/4-^„"') 
1 

the  absolute  value  of  the  current, 

1 
is, 


1 

255.  The  double  frequency  power  (torque,  etc.)  equa- 
tion of  the  general  alternating  wave  has  the  same  symbolic 
expression  as  with  the  sine  wave : 

1  1 

where, 

OB 

^  =  [£/f  =  2).«-i  (^„V„'  +  ,.»/,») 

1 

jy  =  [£/y  =  X»-»  j"  ('»'V  -  *»'/»") 
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The  j\  enters  under  the  summation  sign  of  the  "watt- 
less power  "  /^,  so  that  the  wattless  powers  of  the  different 
harmonics  cannot  be  algebraicaUy  added. 

Thus, 

The  total  "  true  power''  of  a  general  alternating  currad 
circuit  is  the  algebraic  sunt  of  t/ie  powers  of  the  individual 
harmonics. 

The  total  **  wattless  power''  of  a  general  alternating 
current  circuit  is  not  the  algebraic^  but  the  absolute  sum  of 
the  wattless  powers  of  the  individual  liarmonics. 

Thus,  regarding  the  wattless  power  as  a  whole,  in  the 
general  alternating  circuit  no  distinction  can  be  made  be- 
tween lead  and  lag,  since  some  harmonics  may  be  leading, 
others  lagging. 

The  apparent  power,  or  total  volt-amperes,  of  the  circuit 
is, 


The  power  factor  of  the  circuit  is, 

*  -  ^'  -  • 


y/^r„-x  (^/+^/)  ^r.-i  (/;»*+/»") 


The  term  "inductance  factor,"  however,  has  no  mean- 
ing any  more,  since  the  wattless  powers  of  the  different 
harmonics  are  not  directly  comparable. 

The  quantity, 

.    ,    .     .-  ,  .  wattless  power 

has  no  physical  significance,  and  is  not  -—— ; • 

^  ^  ^  total  apparent  power 
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The  term,  P^ 

EI 


El 

1 


1 
where, 


1  if  "/  1  —  if  1/  11 


consists  of  a  series  of  inductance  factors  ^„  of  the  individual 
harmonics. 

As  a  rule,  if  ^  =  5^««-i  ^u\ 

1 

for  the  general  alternating  wave,  that  is  f  differs  from 


The  complex  quantity, 

■  ~  Q       Ei  EI 

SB  OB 


1  1 

00 

1 

takes  in  the  circuit  of  the  general  alternating  wave  the 
same  position  as  power  factor  and  inductance  factor  with 
the  sine  wave. 

p 
U^Yi  "^^y  ^^  called  the  ^Uircutt factor,^^ 

It  consists  of  a  real  term  /,  the  power  factor,  and  a 
series  of  imaginary  terms  /„  q^  the  inductance  factors  of 
the  individual  harmonics. 
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The  absolute  value  of  the  circuit  factor : 


as  a  rule,  is  <  1. 

256.     Some  applications  of  this  symbolism  will  exi^aiii 
its  mechanism  and  its  usefulness  more  fully. 

\st  Instance  :     Let  the  E.M.F., 

be  impressed  upon  a  circuit  of  the  impedance, 

that  is,  containing  resistance  r,  inductive  reactance  x«  and 
capacity  reactance  Xc  in  series. 

Let 

e^  =  720  ^,"  =  540 

^^,1  =  283  ^,"  =  -  283 

^^'  =  -  104  ^,»  =  138 

or, 


^1  = 

900 

tan  ft>i  = 

.75 

^s  = 

4<>0 

tan  <!>,=  - 

-  1 

'•5  = 

173 

tan  015=- 

-1.33 

It  is  thus  in  symbolic 

expression, 

^1  = 

=  10  + 

soy, 

:;,  =  80.6 

Z.= 

=  10 

s,=  10 

^■.= 

=  10  - 

32y, 

z,  =  .33.5 

and,  E.M.F., 

£  =  (720  ^- 

540yV 

+  «: 

^83- 

283/3) +  (- 104 +  138yi) 

or  absolute, 

TT  =  1000 
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and  current, 

E_  720  4-  540/^      283j-  283y;      2il04H-  138^ 
.  ■"  Z  "    10  4-  80^;    "^  ii)  "^      10  -  iilVfi 

=  (7.76  -  8.04yij  -H  (28.3  -  28.3y,)  -|-  (-  4.80  -  1.73/;) 

or,  absolute, 

7=41.85 

of  which  is  of  fundamental  frequency,      \  =  11.15 
triple  "  I,  =  40 

"  "  quintuple  "  I^  =  5.17 


«  i(         a     li 


The  total  apparent  power  of  the  circuit  is, 

(2=iE"/=41,850 
The  true  power  of  the  circuit  is : 

7^=  [^  /p  =  1240  4- 16,000  4-  270 
=  17,510 
the  wattless  power, 

j  pj  =y  [E  ly  =  10,000/1  -  850^; 

thus,  the  total  power, 

/»=  17,510  4-  10,000/;  -  850  a 

That  is,  the  wattless  power  of  the  first  harmonic  is 
leading,  that  of  the  third  harmonic  zero,  and  that  of  the  fifth 
harmonic  lagging. 

17,510  =  P  r,  as  obvious. 
The  circuit  factor  is, 

Q        E I 
=  .418  4- .239/ -.0203/; 

or,  absolute, 

u  =  vr418-  4-  .2392  ^  0203» 
=  .482 

The  power  factor  is, 

/  =  .418 


\x.V.4.7TZ:iJ--^  , ..  jg/CTT^    SK1J[}J£E3ZA=, 


zr  — OHIO,  ^s^ 


—  >t 


j'^:**'^r  nrmrsn^riT'  *.  '^z^  '  — '»^  'Has**  •'s«imn  ■■if  !i>i_  wnxii^  jt 
?2i:ir/  :  "le  -^.^^  .zurcr^a- -  inn.  zrrrsr.  rU  miegesr  rtrr 
::rrT*r:r      :     ne     nrr     Jirrrmnrc:     .re     3^    TnaaeL    min    -nnj 

V  -     '.*j_^    :r."^    ^r^  .    :i^e    l    _    ircrzir  viui  -onmiie^  isrv 
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257.  2d  instatice :  A  condenser  of  capacity  C^  =  20 
m.f.  is  connected  into  the  circuit  of  a  60-cycle  alternator 
giving  a  wave  of  the  form, 

<f  =  ^'(cos  <^  —  .10  cos  3  <^  —  .08  cos  5  <^  4-  .06  cos  7  <^) 

or,  in  symbolic  expression, 

£  =  e(\i-  .10,  -  .08,  4-  .O67) 

The  synchronous  impedance  of  the  alternator  is, 

Zo  =  ro  —Jn^o  =  .3  —  5  njn 

What  is  the  apparent  capacity  C  of  the  condenser  (as  cal- 
culated from  its  terminal  volts  and  amperes)  when  connected 
directly  with  the  alternator  terminals,  and  when  connected 
thereto  through  various  amounts  of  resistance  and  induc- 
tive reactance. 

The  capacity  reactance  of  the  condenser  is, 

10« 
Xc  =  2-kNC  ~  ^^"  ohms, 

or,  in  symbolic  expression. 

Let 

Z^==  r—j'^nx  =^  impedance  inserted  in  series  with  the 
condenser. 

The  total  impedance  of  the  circuit  is  then, 


Z  =  Zo  +  Z,4-A^ 
n 


Xe 

n 
=  (.3  +  r)-A([6+;e]«-l|?) 

The  current  in  the  circuit  is, 

•       Z 
r 1 X 

'  L(.3  +  r)  -  y  (*  -  132)      (.3  +  r)  -yi  (3  *  -  29) 

(.3  +  r)  -y.  (5 *  -  1.4)  "*"  03  +  r)  -  j,(3 x  +  16.1)J 
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and  the  E.M.F.  at  the  condenser  terminals, 

n 


r  132/.  _  ^Aj\ 

L(.3  +  r)  -  jy  (X  -  132)     (.3  +  r)  -  /i  (3  *  -  29) 


2.11a  ,  l-13yV 

(.3  +  r)  -y^S*  -  1.4)       (.3  +  r)  -y,  (7*  +  16.1)J 


+  16.1)J 


thus  the  apparent  capacity  reactance  of  the  condenser  is, 


Ex 
and  the  apparent  capacity, 


X,  =  -j 


C=     '^ 


*>  . 


Nx^ 


{a,)  X  —  0:  Resistance  r  in  series  with  the  condenser. 
Reduced  to  absolute  values,  it  is, 

1 .01  .0064  .oxm 

1   _pTr)H- 17424"*"  (.3H-r)^H-^l(.3+r)^-fl. 96"^  (.3H-r)-'-h2o>< 

Xi^" 17424  1».4  4.45  1.28 

r3TV)-^4-n424'^(.3  4-r)2  +  Wl'^(.34-r)2  4-1.96"*"(.3-|-r)«-f25tf 

[b.)  r  =  0 :  Inductive  reactance  x  in  series  with  the 
condenser.     Reduced  to  absolute  values,  it  is, 

1 ^.01 .0004  .0036 

J      .(>i»-f(j--i^V2r-     .oi»+i;lr-iw^"^j»t>-f(r)j'-i.4r'^"'"l>^ 

x{^~  17424 19.4  4.45  1.28 

r09+u--l'^2)-      AK>+(3a-_29>"^."0l)+^r^^ 

From  -  -,  are  derived  the  values  of  apparent  capacity, 
x^ 

^__10^ 

and  plotted  in  Fii;.  170  for  values  of  rand  ^respectively 
varying  from  0  to  2-  ohms. 

As  seen,  with  neither  additional  resistance  nor  reactance 
in  series  to  the  condenser,  the  apparent  capacity  with  this 
generator  wave  is  84  m.f.,  or  4.2  times  the  true  capacity. 
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and  gradually  decreases  with  increasing  series  resistance,  to 
C=  27.6  m.f.  =  1.376  times  the  true  capacity  at  r=  18.2 
ohms,  or  t^  the  true  capacity  reactance,  with  r  =  132  ohms, 
or  with  an  additional  resistance  equal  to  the  capacity  reac- 
tance, C=  20.6  m.f.  or  only  2.5%  in  excess  of  the  true 
capacity  C^,  and  at  r  =  oo ,  C=  20,3  m.f.  or  1.6%  in  excess 
of  the  true  capacity. 

With  reactance  :r,  but  no  additional  resistance  r  in  series, 
the  apparent  capacity  C  rises  from  4.2  times  the  true 
capacity  at  ;r  =  0,  to  a  maximum  of  6,03  times  the  true 
capacity,  or  C=  100.6  m.f.  at  .r  =  .28,  the  condition  of  res- 
onance of  the  fifth  harmonic,  then  decreases  to  a  minimum 
of  27  m.f.,  or  35  %  in  excess  of  the  true  capacity,  rises  again 
to  60.2  m.f.,  or  3.01  times  the  true  capacity  at  ;r  =  9.67, 
the  condition  of  resonance  with  the  third  harmonic,  and 
finally  decreases,  reaching  20  m.f.,  or  the  true  capacity  at 
X  =  132,  or  an  inductive  reactance  equal  to  the  capacity 
reactance,  then  increases  again  to  20.2  m.f.  at  .r  =  oo  . 

This  rise  and  fall  of  the  apparent  capacity  is  within  cer- 
tain limits  independent  of  the  magnitude  of  the  higher 
harmonics  of  the  generator  wave  of  E.M.F.,  but  merely  de- 
pends upon  their  presence.  That  is,  with  such  a  reactance 
connected  in  series  as  to  cause  resonance  with  one  of  the 
higher  harmonics,  the  increase  of  apparent  capacity  is  ap- 
proximately the  same,  whatever  the  value  of  the  harmonic, 
whether  it  equals  25%  of  the  fundamental  or  less  than  5%, 
provided  the  resistance  in  the  circuit  is  negligible.  The 
only  effect  of  the  amplitude  of  the  higher  harmonic  is  that 
when  it  is  small,  a  lower  resistance  makes  itself  felt  by  re- 
ducing the  increase  of  apparent  capacity  below  the  value  it 
would  have  were  the  amplitude  greater. 

It  thus  follows  that  the  true  capacity  of  a  condenser 
cannot  even  approximately  be  determined  by  measuring 
volts  and  amperes  if  there  are  any  higher  harmonics  present 
in  the  generator  wave,  except  by  inserting  a  very  large  re- 
sistance or  reactance  in  series  to  the  condenser. 


422 


ALTERNATING-CURRENT  PHENOMENA. 


258.     Zd  instance :   An  alternating  current  generator 
of  the  wave, 

E^  =  2000  [Ij  +  .12,  -  .23,  -  .13J 

and  of  synchronous  impedance, 

Zo  =  .3  -  5  «;» 
feeds  over  a  line  of  impedance, 

Zi  =  2-4«/; 
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a  synchronous  motor  of  the  wave, 

£^  =  2250  [(cos  a>  -f  >!  sin  <o)  +  .24  (cos  3  a>  -fyi  sin  3 
and  of  synchronous  impedance, 

Zj  =  .3  -  6  //Jn 
The  total  impedance  of  the  system  is  then, 
Z  =  Zo  -+-  Zi  +  z, 
=  2.6- 15  rtjn 
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thus  the  current, 


/= 


E^^E 


2000  -  2250  cos  o>  -  2250/;  sin  a>     240  -  540  cos  3a>  -  540y;  sin  3a> 


2.6  -  15^1  '  'L(^  -  45y; 

460  260 


2.6  -  75y;      2.6  -  105>7 

where, 

ai^  =  22.5  —  25.2  cos  o>  -f  146  sin  o> 

tf,i  =  .306  -  .69  cos  3  w  -f  11.9  sin  3  a> 

a^  =  -  .213 

^,1  =  -  .061 

^i"  =  130  -  146  cos  o>  -  25.2  sin  cu 

tf,"  =  5.3  -  11.9  cos  3  «  -  .69  sin  3  w 

a,"  =  -  6.12 

^,"  =  -  2.48 

or,  absolute, 

1st  harmonic, 

3d  harmonic, 

5th  harmonic, 
7th  harmonic. 


^1  =  \/^/  +  a^^ 

a^  =  6.12 
a^  =  2.48 


while  the  total  current  of  higher  harmonics  is, 
/o=  V^8*  +  ^«'  4-  ^7* 


4^ 


-mjLurr  n 


Tie  ^ne  3IDHC  3C  ^f&e  svruinriaoaB  : 

7v  =  i:i»    ^'casa^j^'^aa.) 


\ 

/ 

^Sl 

=,'**-_**? ^v:.^^  vi^^i        ^                                           ;y 

^im 

jm 

'/#t  *  *"'-"  *  ^    **f  ^  *lf                                                    ^^-— * 

3--n 

^^m 

J,-i.c-   £  .,^, 

1 

i 

Fig.   180.     Synchronous  Motor. 
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is  the  power  of  the  fundamental  wave, 

P^  =  540  (^gi  cos  3  «  -f  ^8*^  sin  3  co) 

the  power  of  the  third  harmonic. 

The  5th  and  7th  harmonics  do  not  give  any  power, 
since  they  are  not  contained  in  the  synchronous  motor 
wave.  Substituting  now  different  numerical  values  for  a> 
the  phase  angle  between  generator  E.M.F.  and  synchronous 
motor  counter  E.M.F.,  corresponding  values  of  the  currents 
/  /q,  and  the  powers  P^,  P^,  Pi  are  derived.  These  are 
plotted  in  Fig.  180  with  the  total  current  /as  abcissae.  To 
each  value  of  the  total  current  /  correspond  two  values  of 
the  total  power  PS  a  positive  value  plotted  as  Curve  I. — 
synchronous  motor  —  and  a  negative  value  plotted  as 
Curve  II.  —  alternating  current  generator — .  Curve  III. 
gives  the  total  current  of  higher  frequency  7^,  Curve  IV., 
the  difference  between  the  total  current  and  the  current  of 
fundamental  frequency,  / — a^y  in  percentage  of  the  total 
current  /,  and  V  the  power  of  the  third  harmonic,  /*,\  in 
percentage  of  the  total  power  P^, 

Curves  III.,  IV.  and  V.  correspond  to  the  positive  or 
synchronous  motor  part  of  the  power  curve  P^.  As  seen, 
the  increase  of  current  due  to  the  higher  harmonics  is 
small,  and  entirely  disappears  at  about  180  amperes.  The 
power  of  the  third  harmonic  is  positive,  that  is,  adds  to  the 
work  of  the  synchronous  motor  up  to  about  140  amperes, 
or  near  the  maximum  output  of  the  motor,  and  then  becomes 
negative. 

It  follows  herefrom  that  higher  harmonics  in  the  E.M.F. 
waves  of  generators  and  synchronous  motors  do  not  repre- 
sent a  mere  waste  of  current,  but  may  contribute  more  or 
less  to  the  output  of  the  motor.  Thus  at  75  amperes  total 
current,  the  percentage  of  increase  of  power  due  to  the 
higher  harmonic  is  equal  to  the  increase  of  current,  or  in 
otjier  words  the  higher  harmonics  of  current  do  work  with 
the  same  efficiency  as  the  fundamental  wave. 
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259.    4///  Instance:   In  a  small   three-phase 
motor,  the  constants  per  delta  circuit  are 

Primary  admittance  K==  .002  4-  .03y 

Self-inductive  impedance  Z^  =  Z^  =  .6  —  2,4/ 

and  a  sine  wave  of  E.M.F.  e^  =  110  volts  is  impre 
the  motor. 

The  power  output  /*,  current  input  /„  and  po^ 
/,  as  function  of  the  slip  s  are  given  in  the  first  o 
the  following  table,  calculated  in  the  manner  as  de 
the  chapter  on  Induction  Motors. 

To  improve  the  power  factor  of  the  motor  an 
to  unity  at  an  output  of  500  watts,  a  condenser  < 
required  giving  4.28  amperes  leading  current  at 
that  is,  neglecting  the  energy  loss  in  the  condensei 
susceptance 


4.28 

no 


=  .039 


In  this  case,  let  /,  =  current  input  into  the  i 
delta  circuit  at  slip  s^  as  given  in  the  following  tab 

The  total  current  supplied  by  the  circuit  wi 
wave  of  impressed  E.M.F.,  is 

/I  =  /,  -  4.28/ 

energy  current 


and  herefrom  the  power  factor  = 


total  current 


the  second  columns  of  the  table. 

If  the  impressed  E.M.F.  is  not  a  sine  wave  bi 

of  the  shape 

E,  =  e,  (1,  +  .12,  -  .23,  -  .134,) 

to  give  the  same  output,  the  fundamental  wave  mi 
same :  ^^  =  110  volts,  when  assuming  the  higher  ] 
in  the  motor  as  wattless,  that  is 

E^  =  110,  +  13.23  -  25A  -  14.7, 

=  ^0  -H  E.^ 
where  E^  =  13.23  -  25.3^  -  14.7, 

=  component  of  impressed  E.M.F.  of  higher 
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The  effective  value  is : 

E^  =  114.6  volts. 

The  condenser  admittance  for  the  general  alternating 
wave  is 

?;=  -  smnjn 

Since  the  frequency  of  rotation  of  the  motor  is  very 
small  compared  with  the  frequency  of  the  higher  harmonics, 
as  total  impedance  of  the  motor  for  these  higher  harmonics 
can  be  assumed  the  stationary  impedance,  and  by  neglecting 
the  resistance  it  is 

Z^^  -  njn  {Xq  -f  x^ 
=  -4.8«y„ 

The  exciting  admittance  of  the  motor,  for  these  higher 
harmonics,  is,  by  neglecting  the  conductance, 

n 


n 
and  the  higher  harmonics  of  counter  E.M.F. 

Thus  we  have, 
Current  input  in  the  condenser, 

=  1  4.28yi  -  1.54y;  -h  4.93y;  +  4.02^; 
High  frequency  component  of  motor  impedance  current, 

1^  =  .92y,  -  \Mj\  -  .44/, 

High  frequency  component  of  motor  exciting  current, 


^K^  = 


2 


J» 


Z2:»i^rz3Si 


VuJ^LV^ 


?.ntt:    zsza^  T^T"  TFfSiesscT   cnnjaoESSiZ  ^  wuEOsr  :uirni;„ 


■    i» 
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-.-   *t>  *-«i>tC     •• — 1-                                                          .       . 

\u   •K*:   f'/!I'/A'in;(   v^-/.*:  ar.d  in   Fig.   ISl  are  given  the 

vjjj.j':-  of  '  »jrr«:r»t  rir/!  rz/Wrr  factor:  — 

/  7».!f.  !;ir.r:  >,;«.♦:  ^f  K  M  F  .  of  1 1«;  volt-.  and  no  condenser. 

H  Vf.ih  ?.M.*:  A^v*:  of  K  M  F  .  'A  1 10  volts,  and  with  condenser, 

ill  With  'li-rort»rl  -a;!'.*:  of  K  NT  F.  of  1 14.0  volts,  and  no  condenser. 

I  V  Wifh  di4ion«:d  v*AV«:  of  K.M.F.,  of  1 14.0  volts,  and  with  condenser. 
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TABLE. 

II.  III.  IV. 


s 

P 

/. 

/. 

/» 

/ 

.  ^ 

> 

/ 

/ 

0 

0 

.24+  3.ioy 

3.1 

7.8 

1.2 

20 

3.5 

6.6 

6.2 

4.4 

.01 

160 

1.73 -h  3.16y 

3.6 

48 

2.1 

84 

3.9 

43 

6.6 

31 

.02 

^20 

3.32-1-  3.47y 

4.8 

69 

3.4 

97.2 

5.1 

64 

6.1 

64 

,035 

500 

5.16 -f  4.28/ 

6.7' 

77 

5.2 

100 

6.9 

72.6 

7.2 

68 

.05 

660 

6.96 -h  5.4/ 

8.8 

79 

7.0 

98.7 

8.9 

76 

8.6 

77 

07 

810 

8.77 -f  7.3/ 

11.4 

77 

9.3 

94.6 

11.6 

73.6 

10.6 

80 

,10 

885 

10.1  -f  0.85/ 

14.1 

71.5 

11.5 

87 

14.2 

68 

12.6 

77 

l:i 

1)00 

10.45+11.45/ 

15.5 

67.5 

12.7 

82 

15.6 

64.6 

13.7 

73 

15 

800 

10.75  4-12.0/ 

16.8 

64 

13.8 

78 

16.9 

61 

14.7 

70 

The  curves  II.  and  IV.  with  condenser  are  plotted  in 
dotted  lines  in  Fig.  181.  As  seen,  even  with  such  a  dis- 
torted wave  the  current  input  and  power  factor  of  the  motor 
are  not  much  changed  if  no  condenser  is  used.  When  using 
a  condenser  in  shunt  to  the  motor,  however,  with  such  a 
wave  of  impressed  E.M.F.  the  increase  of  the  total  current, 
due  to  higher  frequency  currents  in  the  condenser,  is  greater 
than  the  decrease,  due  to  the  compensation  of  lagging  cur- 
rents, and  the  power  factor  is  actually  lowered  by  the  con- 
denser, over  the  total  range  of  load  up  to  overloads,  and 
especially  at  light  loads. 

Where  a  compensator  or  transformer  is  used  for  feeding 
the  condenser,  due  to  the  internal  self-induction  of  the  com- 
pensator,  the  higher  harmonics  of  current  are  still  more 
accentuated,  that  is  the  power  factor  still  more  lowered. 

In  the  preceding  the  energy  loss  in  the  condenser  and 
compensator  and  that  due  to  the  higher  harmonics  of  cur- 
rent in  the  motor  has  been  neglected.  The  effect  of  this 
energy  loss  is  a  slight  decrease  of  efficiency  and  correspond- 
ing increase  of  power  factor.  The  power  produced  by  the 
higher  harmonics  has  also  been  neglected ;  it  may  be  posi- 
tive or  negative,  according  to  the  index  of  the  harmonic, 
and  the  winding  of  the  motor  primary.  Thus  for  instance, 
the  effect  of  the  triple  harmonic  is  negative  in  the  quarter- 
phase  motor,  zero  in  the  three-phase  motor,  etc.,  altogether, 
however,  the  effect  of  these  harmonics  is  very  small. 
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CHAPTER   XXV 

lAiewtgjtAT.  POIaTFHAflB 


26(X  A  poI\"phase  system  is  an  alternating-current  sys- 
tem in  which  several  EM.Fs^  of  the  same  frequency,  but 
displacevi  in  phase  from  each  other,  produce  several  currents 
of  evjual  frequency,  but  displaced  phases. 

Thus  any  poi\-phase  system  can  be  considered  as  con- 
sisting of  a  number  of  single  circuits,  or  branches  of  the 
poK-phase  system,  which  may  be  more  or  less  interlinked 
mith  each  other. 

In  general  the  investigation  of  a  poh-phase  sj-stem  is 
carried  out  by  treating  the  smgle-phase  branch  circuits 
indepencer.t'.y. 

Thus  all  the  discussions  on  generators^  s\'nchronous 
motors,  induction  motors,  etc..  in  the  preceding  chapters, 
apply  to  sin^'e-phase  sy>:en:s  as  well  as  pol\-phase  systems, 
in  the  Ij-tter  case  the  totjJ  power  being  the  sum  of  the 
powers  or  the  ir.c:v:iu£  or  branch  circuits. 

If  the  i>y.\"phase  system  consists  or  //  equal  E.M.Fs. 
displace.:  Iron;  each  vther  by  1  /;  o:  a  period,  the  system 
is  called  a  j*" ;  w/.v.'r.v.z.' /;  j/s  w,  otherwise  an  iinsrntmc:ri<al 

SYSttfK, 

Thus  the  three*  h^se  system,  consisting  of  three  equal 
E.M.Fs.  d:s;.'..iv:L'.I  by  r.e-thir/:  of  a  period,  is  a  symmetHc.-il 
system.  The  cuarter-phase  system,  consisting  oi  two  equal 
E.M.Fs.  disp'Aje:  by  VM\  .  r  one-cuarter  of  a  peri -d,  is  an 
unsymmetrical  system. 

261.  The  f:  a  •:  >\ver  in  a  sin^'e-phase  system  is 
pu*s.it:nj  :  that   is.  the  watt  cur\ e  ••:   the  circuit   is  a  sine 
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wave  of  double  frequency,  alternating  between  a  maximum 
value  and  zero,  or  a  negative  maximum  value.  In  a  poly- 
phase system  the  watt  curves  of  the  different  branches  of 
the  system  are  pulsating  also.  Their  sum,  however,  or  the 
total  flow  of  power  of  the  system,  may  be  either  constant 
or  pulsating.  In  the  first  case,  the  system  is  called  a 
balanced  system^  in  the  latter  case  an  unbaiaticcd  system. 

The  three-phase  system  and  the  quarter-phase  system, 
with  equal  load  on  the  different  branches,  are  balanced  sys- 
tems ;  with  unequal  distribution  of  load  between  the  indi- 
vidual branches  both  systems  become  unbalanced  systems. 


-2- 

I 


Fig.  181. 


e'E. 


Fig.  182. 


The  different  branches  of  a  polyphase  system  may  be 
either  independent  from  each  other,  that  is,  without  any 
electrical  interconnection,  or  they  may  be  interlinked  with 
each  other.  In  the  first  case,  the  polyphase  system  is 
called  an  independent  system,  in  the  latter  case  an  inter- 
it  f  iked  system. 

The  three-phase  system  with  star-connected  or  ring-con- 
nected generator,  as  shown  diagrammatically  in  Figs.  181 
and  182,  is  an  interlinked  system. 


432 


AL  TERN  A  TING-CURRENT  PHENOMENA. 


The  four-phase  system  as  derived  by  connecting  four 
equidistant  points  oft  a  continuous-current  armature  with 
four  collector  rings,  as  shown  diagrammatically  in  Fig.  183, 


Fiq.   783. 


is  an  interlinked  system  also.  The  four-wire  quarter-phase 
system  produced  by  a  generator  with  two  independent 
armature  coils,  or  by  two  single-phase  generators  rigidly 
connected  with  each  other  in  quadrature,  is  an  independent 
system.  As  interlinked  system,  it  is  shown  in  Fig.  184,  as 
star-connected  four-phase  system. 


— E 


ycvsrc^o- 


+  E 


-lE 


Fig.   184. 


262.    Thus,  polyphase  systems  can  be  subdivided  into : 
Symmetrical  systems  and  unsymmetrical  systems. 
Balanced  systems  and  unbalanced  systems. 
Interlinked  systems  and  independent  systems. 
The  only  polyphase  systems  which  have  found  practical 
application  arc : 

The  three-phase  system,  consistincj  of  three  E.M.Fs.  dis- 
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placed  by  one-third  of  a  period,  used  exclusively  as  inter- 
linked system. 

The  quarter-phase  system,  consisting  of  two  E.M.Fs.  in 
quadrature,  and  used  with  four  wires,  or  with  three  wires, 
which  may  be  either  an  interlinked  system  or  an  indepen- 
dent system. 

The  six-phase  system,  consisting  of  two  three-phase  sys- 
tems  in  opposition  to  each  other,  and  derived  by  transforma- 
tion from  a  three-phase  system,  in  the  alternating  supply 
circuit  of  large  synchronous  converters. 

The  inverted  three-phase  system,  consisting  of  two 
E.M.F.'s  displaced  from  each  other  by  60^,  and  derived 
from  two  phases  of  a  three-phase  system  by  transformation 
with  two  transformers,  of  which  the  secondary  of  one  is 
reversed  with  regard  to  its  primary  (thus  changing  the 
phase  difference  from  120°  to  180°  -  120°  =  60°),  finds  a 
limited  application  in  low  tension  distribution. 
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CHAPTER    XXVI. 

SYMMETBIGAIi  POIiYFHASB  SYSTKHB. 

263.  If  all  the  E.M.Fs.  of  a  polyphase  system  are  equal 
in  intensity,  and  differ  from  each  other  by  the  same  angle 
of  difference  of  phase,  the  system  is  called  a  symmetrical 
polyphase  system. 

Hence,  a  symmetrical  //-phase  system  is  a  system  of  n 
E.M.Fs.  of  equal  intensity,  differing  from  each  other  in 
phase  by  1  /«  of  a  period : 

'  .    f  ^      2  (//  -  1)  ir\ 

V  ^      / 

The  next  E.M.F.  is  again  : 

(T^  =  E  sin  (p  -  2  ir)  =  E  sin  fi. 

In  the  polar  diagram  the  n  E.M.Fs.  of  the  symmetrical 
«-phase  system  are  represented  by  ;/  equal  vectors,  follow- 
ing  each  other  under  equal  angles. 

Since  in  symbolic  writing,  rotation  by  l/«  of  a  period, 
or  angle  2  7r/;/,  is  represented  by  multiplication  with: 

27r     ,     .    .     2ir 

cos hy  sin =  €, 

//  n 

the  E.M.Fs.  of  the  symmetrical  polyphase  system  are: 

E; 
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'\         n  n  )        ' 

^ /cos  ii +y  sin  i^\  =  ^  c^ 

^  /         2  («  -  1)  ir    ,     .    .     2  («  -  1)  ir\        jr,    ,.1 
jb  /  COS  — ^^ ^- \-j  sm  — ^^ ^—  \  =-fi  €*  *. 

The  next  E.M.F.  is  again : 

^  (  cos  2  IT  +>sin  2  ir)  =  ^  €"  =  ^. 
Hence,  it  is 

o  o  _ 

€  =  COS hy  sm =  Vl. 

n  n 

Or  in  Other  words  : 

In  a  symmetrical  «-phase  system  any  E.M.F.  of   the 
system  is  expressed  by  : 

where  :  «  =  Vl. 

264.    Substituting  now  for  «  different  values,  we  get 
the  different  symmetrical  polyphase  systems,  represented  by 


2ir     .     .    .     2 


IT 


where,  c  =  Vl  =  cos  — ^  +7  sm 

//  n 

1.)    «  =  1     €  =  1     t^E  =  £, 

the  ordinary  single-phase  system. 

2.)   «  =r  2   c  =  -  1    €*  ^  =  ^  and  -  -£•. 

Since   —  E  \s  the  return  of  £",  «  =  2  gives  again  the 
single-phase  system. 

3.)   «  =  3     e  =  cos  2/-  +ysin  ^iL  =  "  ^ +/^ 
(3  t>  ^ 

_l_yV3 

2 


TBe  rittree  EJLF^  <7i  tie  titrec-p&ase  svstem  arc : 

Cinaeqaiaicly  the  t&ree-paase  sYstem  k  the  lowest  sym- 
tmeCrkal  pi^trpoaae  sv^em 

4.)    «  = -L    €  =  cu*^^ — ^/3nt =7!  €*  ^  —  1.   €*=— yl 

Tie  tour  E.  M.  Fiv  '>c  t^e  D^ur-pfease  srsteca  arc : 

Tbev  are  in.  pairs  «.^frci^site  t'^  each  otfwr : 
E  jnii  ^E ;  ;  E  ind  —  •  -£L 

Hence  cm.  be  pnxLticeii  bv  tw«j  cocis  in  qixadraturc  with 
e3cnL  other.  imiLo^^u:*  a:?^  the  twopfcase  srstenu  or  ordinary 
aTtemiiCin^^-aimHit  sy^em*  cm.  be  prodaced  by  ooe  coiL 

Tltiis  the  sytnnietrical  c^oarter-phase  syi^eni  is  a  four- 
phaae  system. 

Ko^er  ivstemsw  trr.in  the  qoarter-pbase  or  four-pbase 
system,  have  nut  been  vijry  estensrtely  asecL  aod  arc  thus 
ot  less  priiCtidl  interest.  A  symmetrical  six-phase  system, 
denv^i  by  rrxist  ;rTSi::i:ci  fr^in  a  three-phase  system,  has 
founc  arcLi!Cir:«:c:  l:i  s^/:ichr:c.oiis  o:averters.  as  o^erirti:  ^ 
hi^i^ier  rcrrrct  fr:ci  these  ziiichjieswind  x  symmetrical  eight- 
pc^ise  s%^>tem  rr.xosei  ::r  the  iajne  purpose. 

366.  A  characteristic  fearjre  oi  the  symmetricil  «- 
pease  syscem  'j>  that  ur«ier  certain.  coa«iit2oas  it  cm  pn.v 
■iu:e  i  M  M  F    :c  .-':c>Cir:  ::::er:>i:y. 

If  ^  t*.zi^  nxsr.^Z'jLi'z^  c-.-iIs  act  rpi:a  a  p«^Git  under 
e:ial  in^ilir  iis7iac-enien:>  in  sca^c^.  ar?i  are  excited  by  the 
«  £.}*[.  Fs.  cc  1  s'.-Ti-^rfr-Tcal  T-rha^e  systen:.  a  3»L\LF.  cc 
C':r..^tar:t  L=.:eT:.>ity  is  rr-.-cuce^i  ir  :":i:s  poLzt.  whose  'iirectioa 
re^r lives  5VTi:hr:~  :uslv  wrth  u":L::rm  vel-xitv. 
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E=  effective  value  of  impressed  E.M.F. 
/  =  effective  value  of  current. 

Hence, 

^  =//'/=  effective  M.M.F.  of  one  of  the  magnetizing  coils. 

Then  the  instantaneous  value  of  the  M.M.F.  of  the  coil 
acting  in  the  direction  2  iri  jn  is  : 


/=(FV2sin^)8-?^A 


^n'1^2 


The  two  rectangular  space  components  of  this  M.M.F.  are ; 
fi    =y<cos  — 

=  «'/V2cos^sin^)8-?JfA 

and  fi'  =  fi   sin  -^ 

n 

=  «'/ V2  sin  ?Ji*sin /'iS  -  ?^y 

Hence  the  M.M.F.  of  this  coil  can  be  expressed  by  the 
symbolic  formula : 

f,  =  fn^l^mU  -  ^JiA  /cos?Ji+ysin?^\ 

Thus  the  total  or  resultant  M.M.F.  of  the  n  coils  dis- 
placed under  the  n  equal  angles  is  : 

()•',  expanded  : 

/=n'J^2  j  sin)8lt^cos«  — +ysin?^'cos?Ji*V 

\p  2LL    sm cos l-y  sm" )  [  . 

i   \         n  n  «   /  ) 


cosi 


>»            -'.srr                  J2rr          ^     ,                 4»/  ■    •    -*rx; 

■a.-  —    ro*  «aar- :=■—    ^  —  cos ran:  — 


:  1 


~  tan  £J —  rcosfi) 

-xT'-"^-*csac.    c     tfti   M.KLF.   producec  m  tat 
vrff-TtB^TZccLf  -m-o&ase  system,  writer,  -^t^rmif^ 


rs-    aia.-rT-T—     1_1._ 
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and  constant  speed,  in  synchronism  with  the  frequency  of 
the  system  ;  and,  if  the  reluctance  of  the  magnetic  circuit 
is  constant,  the  magnetism  revolves  with  constant  intensity 
and  constant  speed  also,  at  the  point  acted  upon  symmetri- 
cally by  the  ;/  M.M.Fs.  of  the  «-phase  system. 

This  is  a  characteristic  feature  of  the  symmetrical  poly- 
phase system. 

266.  In  the  three-phase  system,  «  =  3,  /^=  1.6  $F^^ 
where  $F,^^  is  the  maximum  M.M.F.  of  each  of  the  magne- 
tizing coils. 

In  a  symmetrical  quarter-phase  system,  «  =  4,  F=2 
^max*  where  (F^,,^  is  the  maximum  M.M.F.  of  each  of  the 
four  magnetizing  coils,  or,  if  only  two  coils  are  used,  since 
the  four-phase  M.M.Fs.  are  opposite  in  phase  by  two,  F=z 
^tnax*  where  $F^^  is  the  maximum  M.M.F.  of  each  of  the 
two  magnetizing  coils  of  the  quarter-phase  system. 

While  the  quarter-phase  system,  consisting  of  two  E.M.Fs. 
displaced  by  one-quarter  of  a  period,  is  by  its  nature  an 
unsymmetrical  system,  it  shares  a  number  of  features  — 
as,  for  instance,  the  ability  of  producing  a  constant  result- 
ant M.M.F.  —  with  the  symmetrical  system,  and  may  be 
considered  as  one-half  of  a  symmetrical  four-phase  system. 

Such  systems,  consisting  of  one-half  of  a  symmetrical 
system,  are  called  hcmisymmetrical  systems. 
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CHAPTER   XXVIL 

BAIiANCED   AND  UNBAUkHCED   POLYPHASE   STSTEMB. 

267.    If  an  alternating  E.M.F. : 
e  =  ^  V2sin)8, 
produces  a  current : 

/  =  /V2sin(i8-«), 

where  w  is  the  angle  of  lag,  the  power  is : 

/  =  ^/  =  2  Elsin  ps\n(fi  —  S) 

=  £l{cos  «  —  cos(2  )8  —  «)), 

and  the  average  value  of  power : 

P  =  E/cosCi, 

Substituting  this,  the  instantaneous  value  of   power  is 
found  as :  ^  xo  />       -nv 


Hence  the  power,  or  the  flow  of  energy,  in  an  ordinary 

single-phase  alternating-current   circuit   is  fluctuating,  and 

varies   with   twice  the   frequency   of   E.M.F.   and   current, 

unlike  the  power  of  a  continuous-current  circuit,  which  is 

constant : 

/  =  et. 

If  the  angle  of  lag  a»  =  0  it  is  : 

/  =  /^(l  -COS2/3); 

hence  the  flow  of  power  varies  between  zero  and  2P,  where 
/'  is  the  average  flow  of  energy  or  the  effective  power  of 

the  circuit. 
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If  the  current  lags  or  leads  the  E.M.F.  by  angle  u)  the 
power  varies  between 

p(l —\     and     r(l  +  ,J—\; 

\  cos  u)  y  \  cos  u)  j 

that  is,  becomes  negative  for  a  certain  part  of  each  half- 
wave.  That  is,  for  a  time  during  each  half-wave,  energy 
flows  back  into  the  generator,  while  during  the  other  part 
of  the  half-wave  the  generator  sends  out  energy,  and  the 
difference  between  both  is  the  effective  power  of  the  circuit. 
If  ^  =  90°,  it  is : 

/=  —  ^/ sin  2)8; 

that  is,  the  effective  power :  /*  =  0,  and  the  energy  flows 
to  and  fro  between  generator  and  receiving  circuit. 

Under  any  circumstances,  however,  the  flow  of  energy  in 
the  single-phase  system  is  fluctuating  at  least  between  zero 
and  a  maximum  value,  frequently  even  reversing. 

268.    If  in  a  polyphase  system 

^i'  ^2j  ^8)  •  •  •  •  =  instantaneous  values  of  E.M.F. ; 
/i,  hi  'z"  •  •  •  •  =  instantaneous  values  of  current  pro- 
duced thereby ; 

the  total  flow  of  power  in  the  system  is  : 

/  =  ^ih  +  ^a^'a  +  ^sh  +  .    •    •   . 

The  average  flow  of  power  is  : 

jP  =  Exl\  cos  tui  +  E% /a  cos  a>2  -f-  .  .  .  . 

The  polyphase  system  is  called  a  balanced  system,  if  the 
flow  of  energy  : 

/  =  ^I'l  +  ^2^*2  +  ^%U  +  .    .    .    . 

is  constant,  and  it  is  called  an  unbalanced  system  if  the 
flow  of  energy  varies  periodically,  as  in  the  single-phase  sys- 
tem ;  and  the  ratio  of  the  minimum  value  to  the  maximum 
value  of  power  is  called  the  balance  factor  of  the  system. 
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Hence  in  a  single-phase  system  on  non-inductive  circuit, 
that  is,  at  no-phase  displacement,  the  balance  factor  is  zero ; 
and  it  is  negative  in  a  single-phase  system  with  lagging  or 
leading  current,  and  becomes  =  —  1,  if  the  phase  displace- 
ment is  ^y  —  that  is,  the  circuit  is  wattless. 


Obviously,  in  a  poh-phase  system  the  balance  of 
the  system  is  a  function  of  the  distribution  of  load  between 
the  different  branch  circuits. 

A  balanced  system  in  particular  is  called  a  polyphase 
system,  whose  flow  of  energj'  is  constant,  if  all  the  circuits 
are  loaded  equally  with  a  load  of  the  same  character,  that 
is,  the  same  phase  displacement. 

270.  All  the  s^-mmetrical  systems  from  the  three-phase 
system  upward  are  balanced  systems.  Many  unsymmetrical 
systems  are  balanced  systems  also. 

1.)    Three-phase  system : 

Let 
^►1  =  £'^  iJsin^,  and     /\  = /V2  sin  (^8  —  «)  ; 

I-,  =  iE^  ^  1*  sin  ( )8  -  120>,  h  =  /  V5  sin  (p  -  S,  -  120) ; 

c,  =  A  ^  2  sin  ^13  -  240 »,  /,  =  /  v  2  sin  (/3  -  «  -  240) ; 

be  the  E.M.Fs.  of  a  three-phase  system,  and  the  currents 
proilucetl  thereby. 

Then  the  total  flow  of  power  is  : 

/  =  2  iT/i  sin  13  sin  i j3  -  J»^  +  sin  (p  -  120)  sin  ()8  -  «  -  120) 
-f  sin  </?  -  240»  sin  ()8  -  «  -  240)) 
=  .'^  E  /  cos  a»  =  /\  or  constant. 

Hence  the  sNinmetrical  three-phase  system  is  a  balanced 
system. 

2.)    Quarter-phase  system  : 

Let     e^  =  E  \2  sin  ^,  /,  =  /  \  -  sin  ()8  —  «)  ; 

e.  =  E\  2  cos)3,  /j  =  /  ^  2  cos  03  -  «)  ; 
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be  the  KM.Fs.  of  the  quarter-phase  system,  and  the  cur- 
rents produced  thereby. 

This  is  an  unsymmetrical  system,  but  the  instantaneous 
flow  of  power  is  : 

/  =  2  EI(%\xi  p  sin  ()8  —  ^)  +  cos  p  cos  (/3  —  ui)) 
=  2  J? /cos  w  =  J\  or  constant. 

Hence  the  quarter-phase  system  is  an  unsymmetrical  bal- 
anced system. 

3.)  The  symmetrical  //-phase  system,  with  equal  load 
and  equal  phase  displacement  in  all  */  branches,  is  a  bal- 
anced system.     For,  let : 

^.  =  ^  V2  sin  (fi  -  — )  =  E.M.F. ; 

/,  =  /  V2  sin  ()3  -  <u  -  —  j  =  current 

the  instantaneous  flow  of  power  is : 

n 

1 

=  2  EI  ^sin  (p  -  ^-^'J  sin  f/B^C^-  —'-\ 
=  ^  /  )  Vr  cos  tu  —  V7"  cos  (  2  /3  —  Ci ^  )  ( ; 

^1  1      V  ^  /i 

or  /  =  «  -^/cos  w  =  Z^,  or  constant. 

271.  An  unbalanced  polyphase  system  is  the  so-called 
inverted  three-phase  system,*  derived  from  two  branches  of 
a  three-phase  system  by  transformation  by  means  of  two 
transformers,  whose  secondaries  are  connected  in  opposite 
direction  with  respect  to  their  primaries.  Such  a  system 
takes  an  intermediate  position  between  the  Edison  three- 
wire  system  and  the  three-phase  system.  It  shares  with 
the  latter  the  polyphase  feature,  and  with  the  Edison  three- 

*  Also  called  "polyphase  monocyclic  system,*'  since  the  E.M.F.  triangle  is  similar  to 
that  usual  in  the  single-phase  monocyclic  system. 
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wire  system  the  feature  that  the  potential  difference  be- 
tween the  outside  wires  is  higher  than  between  middle 
wire  and  outside  wire. 

By  such  a  pair  of  transformers  the  two  primary  E.M.Fs. 
of  120°  displacement  of  phase  are  transformed  into  two 
secondary  E.M.Fs.  differing  from  each  other  by  60**.  Thus 
in  the  secondary  circuit  the  difference  of  potential  between 
the  outside  wires  is  V3  times  the  difference  of  potential 
between  middle  wire  and  outside  wire.  At  equal  load  on 
the  two  branches,  the  three  currents  are  equal,  and  differ 
from  each  other  by  120°,  that  is,  have  the  same  relative 
proportion  as  in  a  three-phase  system.  If  the  load  on 
one  branch  is  maintained  constant,  while  the  load  of  the 
other  branch  is  reduced  from  equality  with  that  in  the 
first  branch  down  to  zero,  the  current  in  the  middle  w^ire 
first  decreases,  reaches  a  minimum  value  of  87  per  cent  of 
its  original  value,  and  then  increases  again,  reaching  at  no 
load  the  same  value  as  at  full  load. 

The  balance  factor  of  the  inverted  three-phase  system 
on  non-inductive  load  is  .333. 

272.  In  Figs.  185  to  192  are  shown  the  E.M.Fs.  as 
e  and  currents  as  /  in  drawn  lines,  and  the  power  as  /  in 
dotted  lines,  for : 


f\g.  185.    Slngte-phaae  System  on  Non^nductiv  Load, 
Balance  Factor,  0. 
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Fig.  788.    Single-phase  System  on  Inducthe  Load  of  6(P  Lag, 
Balance  Factor,  -  .333. 


Fig.  187.    Quarter-phaae  System  on  Non-lnduotive  Load. 
Balance  Factor,  + 1. 


Fig.  188.    Quarter-phase  System  on  Induetloe  Load  of  00^  Lag, 
Balance  Factor,  + 1. 
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ffiq.  174.     t/tmH^a  Thf€M-pha39  S^niem  sft  > 
tnducUfje  Lo€Ui  of  ffO*  Lngy 

lialaiice  Factur,  0. 

273.  The  flow  of  power  in  an  alternating-current  system 
is  a  most  important  and  characteristic  feature  of  the  system, 
and  by  its  nature  the  systems  may  be  classified  into : 

Monocyclic  systemSy  or  systems  with  a  balance  factor  zero 
or  negative. 

Polycyclic  systems^  with  a  positive  balance  factor. 

Balance  factor  —  1  corresponds  to  a  wattless  circuit, 
balance  factor  zero  to  a  non-inductive  single-phase  circuit, 
balance  factor  -f-  1  to  a  balanced  polyphase  system. 

274.  In  polar  coordinates,  the  flow  of  power  of  an 
alternating-current  system  is  represented  by  using  the  in- 
stantaneous flow  of  power  as  radius  vector,  with  the  angle 
fi  corresponding  to  the  time  as  amplitude,  one  complete 
l)eriod  being  represented  by  one  revolution. 

In  this  way  the  power  of  an  alternating-current  system 
is  represented  by  a  closed  symmetrical  curve,  having  the 
zero  point  as  quadruple  point.  In  the  monocyclic  systems 
the  zero  point  is  quadruple  nodal  point ;  in  the  polycyclic 
system  quadruple  isolated  point. 

Thus  these  curves  are  sextics. 
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Since  the  flow  of  power  in  any  single-phase  branch  of 
the  alternating-current  system  can  be  represented  by  a  sine 
wave  of  double  frequency  : 


/  =  p(\  _  sin  (2  ^  -  J^) 

V  cos  U) 


)■ 


the  total  flow  of  power  of  the  systeip  as  derived  by  the 
addition  of  the  powers  of  the  branch  circuits  can  be  rep- 
resented in  the  form  : 

/  =  />(!  4- ^  sin  (2^ -ii.)) 

This  is  a  wave  of  double  frequency  also,  with  c  as  ampli- 
tude of  fluctuation  of  power. 

This  is  the  equation  of  the  power  characteristics  of  the 
system  in  polar  coordinates. 

275.  To  derive  the  equation  in  rectangular  coordinates 
we  introduce  a  substitution  which  revolves  the  system  of 
coordinates  by  an  angle  a»./2,  so  as  to  make  the  symmetry 
axes  of  the  power  characteristic  the  coordinate  axes. 


hence,  sin  (2^  -  ^,)  =  2sin(^  -  ^^)cos(^  -  |)  =  ^^-, 
substituted, 

or,  expanded  : 

(.v^  +  f)^  -  P'  (.V-  -h  J-  -f  i?  « ^v^')-  =  0, 

the  sextic  equation  of  the  power  characteristic. 
Introducing : 

<7  =  (1  +  c)  /^  =  maximum  value  of  power, 
^  =  (1  —  c)  y  =  minimum  value  of  power; 
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it  is  P=      ,^ 


a  ^b 
c    = 


hence,  substituted,  and  expanded : 

(^  +/)"  -  i  {a  Cv  +  j')^  +  b  {x-yfY,  =  0 

the  equation   of   the   power   characteristic,   with   the   main 
poiver  axes  a  and  b,  and  the  balance  factor:  bja. 
It  is  thus  : 

Single-phase    non-inductive    circuit  :  /  =  Z'  (1  -f  sin  2  <^), 
^  =  0,     a  =  2P 

(x'  +  /)«  _  />2  (^^  +  ^,.^4  _  0,      b/a  =  0. 
Single-phase  circuit,  (>o^  lag  :/  =  /^  (1  +  2  sin  2  <^),       ^  = 

(.x^+fy-PUx'  +  r  +  4.xy)-  =  0,     b/a^  -J. 

Single-phase  circuit,  OO"^  lag  :  /  =  /s  /  sin  2  <^,     b  =  —  £  /, 
a  =  +EI 

Three-phase  non-inductive  circuit  :/  =  /',     ^  =  1,    a  =  1 

x'+f-  r^  =  0  :  circle,  /^/rr  =  -f  1. 
Three-phase  circuit,  OO^  lag  :  p  =  P,     ^  =  1,     ^7  =  1 

:,:2  +  /  _  P'  =  0  :  circle,  b  I  a  =  +  1. 
Quarter-phase  non-inductive  circuit  :/  =  /',  ^  =  1,    a  =  1 

x^+y^-  P^  =  0:  circle.  ^/^/  =  +  1. 
Quarter-phase  circuit,  Go-  lag  : p  =  P,     b  =  1,     «  =  1 

x^  +  /  -  /'2  =  0  :  circle.     b/a  =  +  1. 
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Inverted  three-phase  non-inductive  circuit : 


-( 


1  + 


sin  2  ^ 


),    b-\P^      a^\. 


(^  +//  -  J''  (V^  +/  +  ^^yf  =  0.     bja  =  +  i. 

Inverted  three-phase  circuit  60°  lag  :/  =  /^(l  +  sin  2  ^), 
^  =  0,     a  =  2P 

(^  +  ^^)8  _  jri  ^^  +  ^.)4  =,  0.     bla  =  0. 

a  and  ^  are  called  the  main  power  axes  of  the  alternating- 
current  system,  and  the  ratio  b  j  a  is  the  balance  factor  of 
the  system. 


Flga.   193  and  194.    Power  Characteristic  of  Sing/e-phaae  System,  at  60°  and  tP  Lag. 

276.  As  seen,  the  flow  of  power  of  an  alternating-cur- 
rent system  is  completely  characterized  by  its  two  main 
power  axes  a  and  b. 

The   power   characteristics  in   polar  coordinates,    corre- 
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spending  to  the  Figs.  185,  186,  191,  and  192  are  shown  in 
Figs.  193,  194,  195,  and  196. 


figi,  196  and  106.    Poiver  Characteristic  of  Inverted  Three-phaee  SgaUm,  at  0^  and 

eCP  Lag. 

The  balanced  quarter-phase  and  three-phase  systems  give 
as  polar  characteristics  concentric  circles. 
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CHAPTER   XXVIII. 

POIaTFHASB  SYSTKMB. 


277.  In  a  polyphase  system  the  different  circuits  of 
displaced  phases,  ^-hich  constitute  the  system,  may  either 
be  entirely  separate  and  without  electrical  connection  with 
each  other,  or  they  may  be  connected  with  each  other 
dectrically,  so  that  a  part  of  the  electrical  conductors  are 
in  common  to  the  different  phases,  and  in  this  case  the 
S}'stem  is  called  an  interlinked  polyphase  system. 

Thus,  for  instance,  the  quarter-phase  system  will  be 
called  an  independent  system  if  the  two  E.M.Fs.  in  quadra- 
ture with  each  other  are  produced  by  two  entirely  separate 
coils  of  the  same,  or  different  but  rigidly  connected,  arma- 
tures, and  are  connected  to  four  wires  which  energize  inde- 
pendent circuits  in  motors  or  other  receiving  devices.  If 
the  quarter-phase  system  is  derived  by  connecting  four 
equidistant  points  of  a  closed-circuit  drum  or  ring-wound 
armature  to  the  four  collector  rings,  the  system  is  an  inter- 
linked quarter-phase  system. 

Similarly  in  a  three-phase  system.  Since  each  of  the 
three  currents  which  differ  from  each  other  by  one-third 
of  a  peri(xi  is  equal  to  the  resultant  of  the  other  two  cur- 
rents, it  can  be  considered  as  the  return  circuit  of  the  other 
two  currents,  and  an  interlinked  three-phase  system  thus 
consists  of  three  wires  conveying  currents  differing  by  one- 
third  of  a  period  from  each  other,  so  that  each  of  the  three 
currents  is  a  common  return  of  the  other  two,  and  inversely. 

278.   In  an  interlinked  polyphase  system  two  ways  exist 

of  connecting  apparatus  into  the  system. 
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1st.  The  star  connection,  represented  ('iagrammatically 
in  Fig.  197.  In  this  connection  the  n  circuits  excited  by 
currents  differing  from  each  other  by  1  /«  of  a  period,  are 
connected  with  their  one  end  together  into  a  neutral  point 
or  common  connection,  which  may  either  be  grounded  or 
connected  with  other  corresponding  neutral  points,  or  insu- 
lated. 

In  a  three-phase  system  this  connection  is  usually  called 
a  Y  connection,  from  a  similarity  of  its  diagrammatical  rep- 
resentation with  the  letter  Y,  as  shown  in  Fig.  181. 
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Fig.  197. 

2d.  The  ring-  connection,  represented  diagrammatically 
in  Fig.  198,  where  the  ;/  circuits  of  the  apparatus  are  con- 
nected with  each  other  in  closed  circuit,  and  the  corners 
or  points  of  connection  of  adjacent  circuits  connected  to 
the  n  lines  of  the  polyphase  system.  In  a  three-phase 
system  this  connection  is  called  the  delta  co||nection,  from 
the  similarity  of  its  diagrammatic  representation  with  the 
Greek  letter  Delta,  as  shown  in  Fig.  182. 

In  consequence  hereof  we  distinguish  between  star- 
connected  and  ring-connected  generators,  motors,  etc.,  or 
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Fig,  198. 


in    three-phase  systems   Y- connected   and    delta-connected 
apparatus. 

279.  Obviously,  the  polyphase  system  as  a  whole  does 
not  differ,  whether  star  connection  or  ring  connection  is 
used  in  the  generators  or  other  apparatus ;  and  the  trans- 
mission line  of  a  symmetrical  «-phase  system  always  con- 
sists of  ;/  wires  carrying  current  of  equal  strength,  when 
balanced,  differing  from  each  other  in  phase  by  l/«  of  a 
period.  Since  the  line  wires  radiate  from  the  n  terminals 
of  the  generator,  the  lines  can  be  considered  as  being  in 
star  connection. 

The  circuits  of  all  the  apparatus,  generators,  motors, 
etc.,  can  cither  be  connected  in  star  connection,  that  is, 
between  one  line  and  a  neutral  point,  or  in  ring  connection, 
that  is,  between  two  adjacent  lines. 

In  general  some  of  the  apparatus  will  be  arranged  in 
star  connection,  some  in  ring  connection,  as  the  occasion 
may  require. 
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280.  In  the  same  way  as  we  speak  of  star  connection 
and  ring  connection  of  the  circuits  of  the  apparatus,  the 
term  star  potential  and  ring  potential,  star  current  and  ring 
current,  etc.,  are  used,  whereby  as  star  potential  or  in  a 
three-phase  circuit  Y  potential,  the  potential  difference  be- 
tween one  of  the  lines  and  the  neutral  point,  that  is,  a  point 
having  the  same  difference  of  potential  against  all  the  lines, 
is  understood ;  that  is,  the  potential  as  measured  by  a  volt- 
meter connected  into  star  or  Y  connection.  By  ring  or 
delta  potential  is  understood  the  difference  of  potential 
between  adjacent  lines,  as  measured  by  a  voltmeter  con- 
nected between  adjacent  lines,  in  ring  or  delta  connec- 
tion. 

In  the  same  way  the  star  or  Y  current  is  the  current 
flowing  from  one  line  to  a  neutral  point ;  the  ring  or  delta 
current,  the  current  flowing  from  one  line  to  the  other. 

The  current  in  the  transmission  line  is  always  the  star 
or  Y  current,  and  the  potential  difference  between  the  line 
wires,  the  ring  or  delta  potential. 

Since  the  star  potential  and  the  ring  potential  differ 
from  each  other,  apparatus  requiring  different  voltages  can 
be  connected  into  the  same  polyphase  mains,  by  using  either 
star  or  ring  connection. 

281.  If  in  a  generator  with  star-connected  circuits,  the 
E.M.F.  per  circuit  =  E,  and  the  common  connection  or 
neutral  point  is  denoted  by  zero,  the  potentials  of  the  n 
terminals  are : 

EjtJE,  €^E  .  .  ,  .  t^'-^E'j 

or  in  general :  t^E, 

at  the  i^^  terminal,  where : 

1  =  0,1,2 //-I,     c  =  cos  — -f/sin  — =  VI. 
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Hence  the  E.M.F.  in  the  circuit  from  the  i^^  to  the  k^ 
terminal  is : 

Eti  =  €^£  -  c«^  =  (c*  -  €«)  E. 

The  E.M.F.  between  adjacent  terminals  /  and  /  +  1  is  : 

(€'"^    -€*)£  =   €»(€-   1)^. 

In  a  generator  with  ring-connected  circuits,  the  E.M.F. 
per  circuit : 

is  the  ring  E.M.F.,  and  takes  the  place  of 

while  the  E.M.F.  between  terminal  and  neutral  point,  or 
the  star  E.M.F.,  is  : 

Hence  in  a  star-connected  generator  with  the  E.M.F. 
E  per  circuit,  it  is  : 

Star    EM.  P.,  c' -ff. 

Ring  EM. P.,  €'(c-l)^. 

E.M.P.  between  terminal  /  and  terminal  >&,  (c*  —  e')  JS. 

In  a  ring-connected  generator  with  the  E.M.F.  JE  per 
Circuit,  it  is  : 

Star    E.M.F.,  — ^ii". 
c  —  1  ■ 

Ring  E.M.F.,  c'^. 

E.M.F.  between  terminals  ;  and  k, T"-^- 

c  —  1    * 

In  a  star-connected  apparatus,  the  E.M.F.  and  the  cur- 
rent per  circuit  have  to  be  the  star  E.M.F.  and  the  star 
current.  In  a  ring-connected  apparatus  the  E.M.F.  and 
current  per  circuit  have  to  be  the  ring  E.M.F.  and  ring 
current. 

In  the  generator  of  a  symmetrical  polyphase  system,  if  : 
c*  E  are  the  MM.Fs.  between  the  ;/  terminals  and  the 
neutral  point,  or  star  E.M.Fs., 
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/,.  s  the  currents  issuing  from  terminal  /  over  a  line  of 
the  impedance  Z,  (including  generator  impedance  in  star 
connection),  we  have : 

Potential  at  end  of  line  / : 

Difference  of  potential  between  terminals  k  and  i : 

where  /,•  is  the  star  current  of  the  system,  Z,  the  star  im- 
pedance. 

The  ring  potential  at  the  end  of  the  line  between  ter- 
minals /  and  k  is  £^y  and  it  is  : 

If  now  /^  denotes  the  current  passing  from  terminal  i  to 
terminal  >&,  and  Z,^  impedance  of  the  circuit  between  ter- 
minal i  and  terminal  /',  where  : 

Zit  =  Ztij 

it  is  ^.,  =  Z.,  /,*. 

If  7,^  denotes  the  current  passing  from  terminal  /  to  a 
ground  or  neutral  point,  and  /f,^  is  the  impedance  of  this 
circuit  between  terminal  /  and  neutral  point,  it  is : 

£io  =  €^  £  —  Zi/i  =  Zio/io' 

282.    We  have  thus,  by  Ohm's  law  and  Kirchhoff's  law  : 

If  €^  E  is  the  E.M.F.  per  circuit  of  the  generator,  be- 
tween the  terminal  t  and  the  neutral  point  of  the  generator, 
or  the  star  E.M.F. 

/,•  =  the  current  issuing  from  the  terminal  /  of  the  gen- 
erator, or  the  star  current. 

Zi  =  the  impedance  of  the  line  connected  to  a  terminal 
t  of  the  generator,  including  generator  impedance. 

£,-  =  the  E.M.F.  at  the  end  of  line  connected  to  a  ter- 
minal i  of  the  generator. 
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E-j^  =  the  difference  of  potential  between  the  ends  of 
the  lines  /  and  k. 

I,j^  =  the  current  passing  from  line  /  to  line  k. 

Zn  =  the  impedance  of  the  circuit  between  lines  /  and  k. 

{icy  luH,  '  '  '  '  =  ^he  current  passing  from  line  /  to  neu- 
tral points  0,  00,  ...  . 

^iat  ^uo  .  .  .  .  =  the  impedance  of  the  circuits  between 
line  /  and  neutral  points  0,  00,  .... 

It  is  then  : 

1.)      Ei^  =    —  E^i^       /itt  =    —  /ti,       Zit  =  Ztiy        lio  =    —   loij 
^io  ^^  ^oii  etc. 

2.)  Ei  =«'^-ir,/,. 

4.)    £,t  =  Et-  E,  =  («*-«■)  ^  -  (^*A  -  Zi(d- 

6.)    /;  =>|/a. 
0  • 

7.)  rf  the  neutral  point  of  the  generator  does  not  exist, 
as  in  ring  connection,  or  is  insulated  from  the  other  neutral 
points : 


>.- 

/. 

= 

;>; 

V" 

Ji« 

= 

0; 

^ 

:/.„ 

,= 

0. 

etc. 

Where  0,  00,  etc.,  are  the  different  neutral  points  which 
are  insulated  from  each  other. 

If  the  neutral  point  of  the  generator  and  all  the  other 
neutral  points  are  grounded  or  connected  with  each  other, 
it  is  : 

fi  n 

^^i  =  T£(Ao +  /(«,  +  . .  . .) 
1  ■        1    ' 

n  n 

=  '5'_  Ao  +  ^'_  7,00  +  ...    • 

1  1  ' 
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If  the  neutral  point  of  the  generator  and  all  other  neu- 
tral points  are  grounded,  the  system  is  called  a  grounded 
system.  If  the  neutral  points  are  not  grounded,  the  sys- 
tem is  an  insulated  polyphase  system,  and  an  insulated 
polyphase  system  with  equalizing  return,  if  all  the  neutral 
points  are  connected  with  each  other. 

8.)    The  power  of  the  polyphase  system  is  — 

^  =  ^i  ^  Eli  cos  4>i  at  the  generator 
1 

n  i>_ 

^  =  ^i ^  y^^  Eik  lik  cos  ^ik  in  the  receiving  circuits. 

0       i 


460  AL  TERN  A  TING-CURRENT  PHENOMENA. 


CHAPTER    XXIX. 

TRAK8FOBMATION    OF   POLYPHASE  SYBTXOISB. 

283.  In  transforming  a  polyphase  system  into  another 
polyphase  system,  it  is  obvious  that  the  primary  system 
must  have  the  same  flow  of  power  as  the  secondary  system, 
neglecting  losses  in  transformation,  and  that  consequently 
a  balanced  system  will  be  transformed  again  in  a  balanced 
system,  and  an  unbalanced  system  into  an  unbalanced  sys- 
tem of  the  same  balance  factor,  since  the  transformer  is  an 
apparatus  not  able  to  store  energy,  and  thereby  to  change 
the   nature  of  the  flow  of  power.      The  energy  stored  as 
magnetism,  amounts  in  a  well-designed  transformer  only  to 
a  very  small  percentage  of  the  total  energy.      This  shows 
the  futility  of    producing  symmetrical  balanced   polyphase 
systems  by  transformation  from  the  unbalanced  single-phase 
system  without    additional  apparatus  able  to  store  energy 
efficiently,  as  revolving  machinery. 

Since  any  E.M.F.  can  be  resolved  into,  or  produced  by, 
two  components  of  given  directions,  the  E.M.Fs.  of  any 
polyphase  system  can  be  resolved  into  components  or  pro- 
duced from  components  of  two  given  directions.  This  en- 
ables the  transformation  of  any  polyphase  system  into  any 
other  polvphase  system  of  the  same  balance  factor  by  two 
transformers  only. 

284.  Let   ^i,    TTo,    TTg  .  .  .  .  be   the  E.M.Fs.   of  the 

primary  system  which  shall  be  transformed  into  — 

El,    E^y    E^  .  ,  .  .  the    E.M.Fs.    of    the    secondary 

cystem.  _ 

Choosing  two   magnetic    fluxes,    ^  and   J,    of  different 
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phases,  as  magnetic  circuits  of  the  two  transformers,  which 
induce  the  £.M.Fs.,  e  and  T,  per  turn,  by  the  law  of  paral- 
lelogram the  KM.Fs.,  E^,  E^,  .  .  .  .  can  be  dissolved  into 
two  components,  E^  and  E^ ,  E^  and  jFj  ,  .  .  .  .  of  the  phases, 
F  and  e. 
Then, — 

£ij  Etj  .  •  .  .  are  the  counter  E1.M.FS.  which  have  to  be 
induced  in  the  primary  circuits  of  the  first  transformer ; 

E^j  E^  ....  the  counter  ELM.F.'s  which  have  to  be  in- 
duced in  the  primary  circuits  of  the  second  transformer. 

hence 

Exfe^  E^je  ,  .  .  .  are  the  numbers  of  turns  of  the  primary 
coils  of  the  first  transformer. 

Analogously 

M\I7    EjI7  .  .  .  .  are  the  number  of  turns  of  the  primary  coils 
in  the  second  transformer. 

In  the  same  manner  as  the  RM.Fs.  of  the  primary 
system  have  been  resolved  into  components  in  phase  with 
€  and  7,  the  E.M.Fs.  of  the  secondary  system,  E^^  E^^  .... 

are  produced  from  components,  E^  and  E^,  E^  and  ^ 
....  in  phase  with  e  and  ",  and  give  as  numbers  of  second 
ary  turns, — 

£^  I  J,  E^  /?",....  in  the  first  transformer ; 
El  1 7,  E^  /  F,  ....  in  the  second  transformer. 

That  means  each  of  the  two  transformers  Wi  and  m  con- 
tains in  general  primary  turns  of  each  of  the  primary 
phases,  and  secondary  turns  of  each  of  the  secondary 
phases.  Loading  now  the  secondary  polyphase  system  in 
any  desired  manner, .  corresponding  to  the  secondary  cur- 
rents, primary  currents  will  flow  in  such  a  manner  that  the 
total  flow  of  power  in  the  primar>'  polyphase  system  is  the 
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same  as  the  total  flow  of  power  in  the  secondary  system^ 
plus  the  loss  of  power  in  the  transformers. 

285.   As  an  instance  may  be  considered  the  transforma- 
tion of  the  symmetrical  balanced  three-phase  system 

E  sin  A     E  sin  (fi  —  120),     E  sin  (fi  —  240), 

in  an  unsymmetrical  balanced  quarter-phase  system : 

E'  sin  )8,     E'  sin  (fi  —  90). 

Let  the  magnetic  flux  of  the  two  transformers  be 

^  cos  )8  and   </>  cos  (fi  —  90). 

Then  the  RM.Fs.  induced  per  turn  in  the  transformers 

^^^  ^sin)8  and   ^sin()8-90); 

hence,  in  the  primary  circuit  the  first  phase,  E  sin  A  will 
give,  in  the  first  transformer,  Efe  primary  turns;  in  the 
second  transformer,  0  primary  turns. 

The  second  phase,  E  sin  (fi  —  120),  will  give,  in  the 
first  transformer,   —EJie  primary  turns;  in  the  second 

transformer,  — primary  turns. 

2  c 

The  third  phase,  i:  sin  {fi  —  240),  will  give,  in  the  first 

transformer,  —  E l^c  primary  turns;  in  the  second   trans- 

former, primary  turns. 

In  the  secondary  circuit  the  first  phase  E'  sin  P  will  give 
in  the  first  transformer:  E' ] e  secondary  turns;  in  the 
second  transformer :  0  secondary  turns. 

The  second  phase  :  E'  sin  ()8  —  90)  will  give  in  the  first 
transformer  :  0  secondary  turns ;  in  the  second  transformer, 
E^ I  e  secondary  turns. 

Or,  if : 

£  =  5,000     E'  =  100,     e  =  10. 
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first  transformer 
second  transformer 


PRIMARY.  SECONDARY. 

1st.  9d.  8d.  1st.       9d.       Phase. 

+  500     -250  -250     10       0 

0     ^433  -433       0     10    turns. 


That  means : 

Any  balanced  polyphase  system  ^an  be  transformed  by  two 
trattsformers  only^  without  storage  of  energy ^  into  any  other 
balanced  polyphase  system, 

286.  Some  of  the  more  common  methods  of  transfor- 
mation between  polyphase  systems  are : 

II 


\ 
\ 

Fig.  100. 

1.  The  delta -F  connection  of  transformers  between 
three-phase  systems,  shown  in  Fig.  199.  One  side  of  the 
transformers  is  connected  in  delta,  the  other  in  V,  This 
arrangement    becomes    necessary    for    feeding   four   wires 


i 


cm  cm 
T 

Fig.  200. 

three-phase  secondary  distributions.  The  Y  connection  of 
the  secondary  allows  to  bring  out.  a  neutral  wire,  while  the 
delta  connection  of  the  primary  maintains  the  balance  be- 
tween the  phases  at  unequal  distribution  of  load. 
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2.  The  L  connection  of  transformers  between  three-phase 
systems,  consisting  in  using  two  sides  of  the  triangle  only, 
as  shown  in  Fig.  200.  This  aiTangement  has  the  disadvan* 
tage  of  transforming  one  phase  by  two  transformers  in 
series,  hence  is  less  efficient,  and  is  liable  to  unbalance  the 
system  by  the  internal  impedance  of  the  transformers. 
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Fig,  201, 

3.    The   main   and  teaser,    or    T  connection  of   trans- 
formers between  three-phase  systems,  as  shown  in  Fig.  201. 

V3 
One  of  the  two  transformers  is  wound  for  —^  times  the 

voltage  of  the  other  (the  altitude  of  the  equilateral  triangle), 
and  connected  with  one  of  its  ends  to  the  center  of  the 


Fig.  202. 

other  transformer.  From  the  point  ^  inside  of  the  teaser 
transformer,  a  neutral  wire  can  be  brought  out  in  this  con- 
nection. 

4.  The  monocyclic  connection,  transforming  between 
three-phase  and  inverted*  three-phase  or  polyphase  mono- 
cycle,  by  two  transformers,  the  secondary  of  one  being 
reversed  regarding  its  primary,  as  shown  in  Fig.  202. 
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5.  The  L  connection  for  transformation  between  quar- 
ter-phase and  three-phase  as  described  in  the  instance,  para- 
graph 257. 

6.  The  T  connection  of  transformation  between  quarter- 
phase  and  three-phase,  as  shown  in  Fig.  203.  The  quar- 
ter-phase side  of  the  transformers  contains  two  equal  and 
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fig.  203. 


independent  (or  interlinked)  coils,  the  three-phase  side  two 

V3 
coils  with  the  ratio  of  turns  1  -+-  — ;^   connected  in  T. 

7.  The  double  delta  connection  of  transformation  from 
three-phase  to  six-phase,  shown  in  Fig.  204.  Three  trans- 
formers, with  two  secondary  coils  each,  are  used,  one  set  of 
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I 

Fig  204. 
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secondary  coils  connected  in  delta,  the  other  set  in  delta 
also,  but  with  reversed  terminals,  so  as  to  give  a  reversed 
E.M.F.  triangle.  These  E.M.F.'s  thus  give  topographically 
a  six-cornered  star. 
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8.  The  double  }'  connection  of  transformation  from 
three-phase  to  six-phase,  shown  in  Fig.  205.  It  is  analo- 
gous to  (T>,  the  delta  connection  merely  being  replaced  by 
the  Y  connection-  The  neutrals  of  the  two  K's  may  be 
connected  together  and  to  an  external  neutral  if  desired. 

9.  The   double   T  connection   of   transformation    from 


UifioJ  Uaal  looflo.. 

I U i LJ 1 


three-phase  to  six-phase,  shown  in  Fig.  206.  Two  trans- 
formers are  used  with  two  secondary  coils  which  are  T  con- 
nected, but  one  with  reversed  terminals.  This  method 
allows  a  secondary  neutral  also  to  be  brought  out. 

287.    Transformation    with   a   change   of    the    balance 
factor  of  the  system  is  possible  only  by  means  of  apparatus 
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Fig.  206. 


m\ 


3     3 


able  to  store  energ)-,  since  the  difference  of  power  between 
primary  and  secondar}^  circuit  has  to  be  stored  at  the  time 
when  the  secondary  power  is  below  the  primary,  and  re- 
turned diirini^  the  time  when  the  primarj'  power  is  below 
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the  secondary.  The  most  efficient  storing  device  of  electric 
energy  is  mechanical  momentum  in  revolving  machinery. 
It  has,  however,  the  disadvantage  of  requiring  attendance ; 
fairly  efficient  also  are  capacities  and  inductances,  but,  as  a 
rule,  have  the  disadvantage  not  to  give  constant  potential 
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CHAPTER   XXX. 

SFFICIBNCY  OP  SYSTEMS. 

288.  In  electric  power  transmission  and  distribution, 
wherever  the  place  of  consumption  of  the  electric  energy 
is  distant  from  the  place  of  production,  the  conductors 
which  transfer  the  current  are  a  sufficiently  large  item  to 
require  consideration,  when  deciding  which  system  and 
what  potential  is  to  be  used. 

In  general,  in  transmitting  a  given  amount  of  power  at  a 
given  loss  over  a  given  distance,  other  things  being  equal, 
the  amount  of  copper  required  in  the  conductors  is  inversely 
prv>pv^)rtional  to  the  square  of  the  potential  used.  Since 
the  total  power  transmitted  is  proportional  to  the  product 
of  current  and  E.M.F.,  at  a  given  power,  the  current  will 
vary  inversely  proportional  to  the  RM.F.,  and  therefore, 
Mucc  the  loss  is  propi>rtional  to  the  product  of  current- 
s<.|uarc  and  resistance*  to  give  the  same  loss  the  resistance 
must  vary  inversely  proportional  to  the  square  of  the  cur- 
rent, that  is»  propi.>rtional  to  the  square  of  the  E.M.F.  ;  and 
since  the  amount  oi  copper  is  inversely  proportional  to  the 
resistance*  other  things  being  equal,  the  amount  of  copper 
varies  inversely  prop<.>rtionaI  to  the  square  of  the  E.M.F. 
used. 

This  holds  tor  any  system. 

Therefore  to  compare  the  different  systems,  as  two-wire 
single-phwise»  single-phase  three-wire,  three^hase  and  quar- 
ter^phase.  equality  ot  the  p*.^tential  must  be  assumed. 

Svmie  systems,  however,  as  for  instance,  the  Edison 
three-wire  system,  or  the  inverted  three-phase  system,  have 
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different  potentials  in  the  different  circuits  constituting  the 
system,  and  thus  the  comparison  can  be  made  either  — 

1st.  On  the  basis  of  equality  of  the  maximum  potential 
difference  in  the  system  ;  or 

2d.  On  the  basis  of  the  minimum  potential  difference 
in  the  system,  or  the  potential  difference  per  circuit  or 
phase  of  the  system. 

In  low  potential  circuits,  as  secondary  networks,  where 
the  potential  is  not  limited  by  the  insul^ion  strain,  but  by 
the  potential  of  the  apparatus  connected  into  the  system, 
as  incandescent  lamps,  the  proper  basis  of  comparison  is 
equality  of  the  potential  per  branch  of  the  system,  or  per 
])hase. 

On  the  other  hand,  in  long  distance  transmissions  where 
the  potential  is  not  restricted  by  any  consideration  of  ap- 
paratus suitable  for  a  certain  maximum  potential  only,  but 
where  the  limitation  of  potential  depends  upon  the  problem 
of  insulating  the  conductors  against  disruptive  discharge, 
the  proper  comparison  is  on  the  basis  of  equality  of  the 
maximum  difference  of  potential  in  the  system  ;  that  is, 
equal  maximum  dielectric  strain  on  the  insulation. 

The  same  consideration  holds  in  moderate  potential 
power  circuits,  in  considering  the  danger  to  life  from  live 
wires  entering  human  habitations. 

Thus  the  comparison  of  different  systems  of  long-dis- 
tance transmission  at  high  potential  or  power  distribution 
for  motors  is  to  be  made  on  the  basis  of  equality  of  the 
maximum  difference  of  potential  existing  in  the  system. 
The  comparison  of  low  potential  distribution  circuits  for 
lighting  on  the  basis  of  equality  of  the  minimum  difference 
of  potential  between  any  pair  of  wires  connected  to  the 
receiving  apparatus. 

289.  1st.  Comparison  on  the  basis  of  equality  of  the 
ntinimntn  difference  of  potential,  in  low  potential  lighting 
circuits : 
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In  iho  single-phase  alternating-current  circuit,  if  ^*  = 
E.M.F.,  1  =  current,  r=  resistance  per  line,  the  total  power 
is  =  r/,  the  loss  of  power  2.i^r. 

Using,  however,  a  three-wire  system,  the  potential  be- 
tw^een  outside  wires  and  neutral  being  given  =  r,  the 
potential  between  the  outside  wires  is  =  2  r,  that  is,  the  dis- 
tribution takes  place  at  twice  the  potential,  or  only  \  the 
copper  is  needed  to  transmit  the  same  power  at  the  same 
loss,  if,  as  it  is  theoretically  jwssible,  the  neutral  wire  has 
no  cross-section.  If  therefore  the  neutral  wire  is  made  of 
the  same  cross-section  with  each  of  the  outside  wires,  J  of 
the  copper  of  the  two-wire  system  is  needed  ;  if  the  neutral 
wire  is  i  the  cross-section  of  each  of  the  outside  wires,  ^^g  of 
the  copper  is  needed.  Obviously,  a  single-phase  five-wire 
system  will  be  a  system  of  distribution  at  the  potential  4^, 
and  therefore  require  only  ^V  of  the  copper  of  the  single- 
phase  system  in  the  outside  wires ;  and  if  each  of  the  three 
neutral  wires  is  of  \  the  cross-section  of  the  outside  wires, 
^^  =  10.93  per  cent  of  the  copper. 

Coming  now  to  the  three-phase  system  with  the  poten- 
tial c  between  the  lines  as  delta  potential,  if  /  =  the  current 
per  line  or  Y  current,  the  current  from  line  to  line  or  delta 
current  =  i^[  \  o  ;  and  since  three  branches  are  used,  the 
total  power  is  3  ^' /j/ Ar  3  =  r /j  v3.  Hence  if  the  same 
power  has  to  be  transmitted  by  the  three-phase  system  as 
with  the  single-phase  system,  the  three-phase  line  current 
must  be  /'i  =  /  /  V3  where  /  =  single-phase  current,  r  = 
single-phase  resistance  per  line,  at  equal  powder  and  loss; 
hence  if  i\  =  resistance  of  each  of  the  three  wires,  the  loss 
per  wire  is  /f  7\  =  r  ?\  /  3,  and  the  total  loss  is  i^  r^,  while  in 
the  single-phase  system  it  is  2  r  7'.  Hence,  to  get  the  same 
loss,  it  must  be:  i\  =  2;-,  that  is,  each  of  the  three  three- 
phase  lines  has  twice  the  resistance  —  that  is,  half  the  cop- 
per of  each  of  the  two  single-phase  lines  ;  or  in  other  words, 
the  three-phase  system  requires  three-fourths  of  the  copper 
of  th'j  single-phase  system  of  the  same  potential. 
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Introducing,  however,  a  fourth  or  neutral  wire  into  the 
three-phase  system,  and  connecting  the  lamps  between  the 
neutral  wire  and  the  three  outside  wires  —  that  is,  in  Y  con- 
nection—  the  potential  between  the  outside  wires  or  delta 
potential  will  be  =  ^  X  V3,  since  the  Y  potential  =  e,  and 
the  potential  of  the  system  is  raised  thereby  from  e  to 
e  VS  ;  that  is,  only  J  as  much  copper  is  required  in  the  out- 
side wires  as  before  —  that  is  J  as  much  copper  as  in  the 
single-phase  two-wire  system.  Making  the  neutral  of  the 
same  cross -section  as  the  outside  wires,  requires  \  more 
copper,  or  i  —  33.3  per  cent  of  the  copper  of  the  single- 
phase  system  ;  making  the  neutral  of  half  cross-section, 
requires  J  more,  or  /^  =  29.17  per  cent  of  the  copper  of 
the  single-phase  system.  The  system,  however,  now  is  a 
four-wire  system. 

The  independent  quarter-phase  system  with  four  wires 
is  identical  in  efficiency  to  the  two-wire  single-phase  sys- 
tem, since  it  is  nothing  but  two  independent  single-phase 
systems  in  quadrature. 

The  four- wire  quarter-phase  system  can  be  used  as  two 
independent  Edison  three-wire  systems  also,  deriving  there- 
from the  same  saving  by  doubling  the  potential  between 
the  outside  wires,  and  has  in  this  case  the  advantage,  that 
by  interlinkage,  the  same  neutral  wire  can  be  used  for  both 
phases,  and  thus  one  of  the  neutral  wires  saved. 

In  this  case  the  quarter-phase  system  with  common  neu- 
tral of  full  cross-section  requires  -{^^  =  31.25  per  cent,  the 
quarter-phase  system  with  common  neutral  of  one-half  cross- 
section  requires  ^^  =  28.125  per  cent,  of  the  copper  of  the 
two-wire  single-phase  system. 

In  this  case,  however,  the  system  is  a  five-wire  system, 
and  as  such  far  inferior  to  the  five-wire  single-phase  sy.stem. 

Coming  now  to  the  quarter-phase  system  with  common 
return  and  potential  e  per  branch,  denoting  the  current  in 
the  outside  wires  by  /.j,  the  current  in  the  central  wire  is 
^2  V2 ;  and  if  the  same  current  density  is  chosen  for  all 
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three  wires,  as  the  condition  of  maximum  efficiency,  and 
the  resistance  of  each  outside  wire  denoted  by  r^,  the  re- 
sistance of  the  central  wire  =  r^jyFly  and  the  loss  of  power 
per  outside  wire  is  i^r^j  in  the  central  wire  2  i^  r^j  \2 
=  i^r^  v2 ;  hence  the  total  loss  of  power  is  2  i^r^  +  i%r^ 
V2  =  i^  ^2  (2  +  ^-)-  The  power  transmitted  per  branch 
is  /jO  hence  the  total  power  2i^e,  To  transmit  the  same 
power  as  by  a  single-phase  system  of  power,  ei,  it  must 

be  t\  =  i / 2;  hence  the  loss,  — ^ — ^t — Hi .      Since  this 

4 

loss  shall   be  the  same  as  the  loss  2i^r  in   the    single- 

(2  -+-  V^)  8  r 

phase  system,  it  must  be  2  r  =  ^ — -  r-,  or  r,  = . 

4        '  2  H-  V2 

Therefore  each  of  the  outside  wires  must  be  — -  times 

o 

as  large  as  each  single-phase  wire,  the  central  wire  V2 
times  larger ;  hence  the  copper  required  for  the  quarter- 
phase  system  with  common  return  bears  to  the  copper 
required  for  the  single-phase  system  the  relation  : 

2(-  +  ^)  +  (-  +  ^')^-^2,or,3  +  -^^l,   =72.9 
8  8  o 

per  cent  of  the  copper  of  the  single-phase  system. 

Hence  the  quarter-phase  system  with  common  return 
saves  2  per  cent  more  copper  than  the  three-phase  system, 
but  is  inferior  to  the  single-phase  three-wire  system. 

The  inverted  three-phase  system,  consisting  of  two 
E.M.Fs.  ^  at  60°  displacement,  and  three  equal  currents 
/g  in  the  three  lines  of  equal  resistance  fg,  gives  the  out- 
put 2^/3,  that  is,  compared  with  the  single-phase  system, 
/g  =  /  /  2.  The  loss  in  the  three  lines  is  3  i^  ^3  =  4  i^  f'z- 
Hence,  to  give  the  same  loss  2 /^  r  as  the  single-phase  sys- 
tem, it  must  be  r^  =  §  r,  that  is,  each  of  the  three  wires 
must  have  3  of  the  copper  cross-section  of  the  wire  in  the 
two-wire  single-phase  system  ;  or  in  other  words,  the  in- 
verted three-phase  system  requires  f\  of  the  copper  of  the 
two-wire  single  phase  system. 
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We  get  thus  the  result, 

If  a  given  power  has  to  be  transmitted  at  a  given  loss, 
and  a  given  minimum  potential,  as  for  instance  110  volts 
for  lighting,  the  amount  of  copper  necessary  is : 

2  Wires:    Single-phase  system,  100.0 

3  Wires:    Edison   three-wire   single-phase    sys- 

tem, neutral  full  section,  37.5 
Edison   three-wire   single-phase  sys- 
tem, neutral  half-section,  31.25 
Inverted  three-phase  system,  56.25 
Quarter-phase  system  with  common 

return,  72.9 

Three-phase  system.  75.0 

4  Wires:    Three-phase,  with  neutral  wire    full 

section,  33.3 

Three-phase,  with  neutral  wire    half- 
section,  29.17 
Independent  quarter-phase  system,     100.0 

5  Wires  :    Edison  five-wire,  single- phase  system, 

full  neutral,  15.625 

Edison  five-wire,  single-phase  system, 

half-neutral,  10.93 

Four-wire,    quarter-phase,  with  com- 
mon neutral  full  section,  31.25 
Four-wire,   quarter-phase,  with  com- 
mon neutral  half-section,  28.125 

We  see  herefrom,  that  in  distribution  for  lighting  —  that 
is,  with  the  same  minimum  potential,  and  with  the  same 
number  of  wires  —  the  single-phase  system  is  superior  to 
any  polyphase  system. 

The  continuous-current  system  is  equivalent  in  this 
comparison  to  the  single-phase  alternating-current  system 
of  the  same  effective  potential,  since  the  comparison  is 
made  on  the  basis  of  effective  potential,  and  the  power 
depends  upon  the  effective  potential  also. 
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290.  Comparison  on  the  Basis  of  Equality  of  tlie  Maximum 
Difference  of  Potential  in  t/ie  System,  in  Long-Distance 
Transmission,  Power  Distribution,  etc. 

Wherever  the  potential  is  so  high  as  to  bring  the  ques- 
tion of  the  strain  on  the  insulation  into  consideration,  or  in 
other  cases,  to  approach  the  danger  limit  to  life,  the  proper 
comparison  of  different  systems  is  on  the  basis  of  equality 
of  maximum  potential  in  the  system. 

Hence  in  this  case,  since  the  maximum  potential  is 
fixed,  nothing  is  gained  by  three-  or  five-wire  Edison  sys- 
tems.    Thus,  such  systems  do  not  come  into  consideration. 

The  comparison  of  the  three-phase  system  with  the 
single-phase  system  remains  the  same,  since  the  three- 
phase  system  has  the  same  maximum  as  minimum  poten- 
tial ;  that  is : 

The  three-phase  system  requires  three-fourths  of  the 
copper  of  the  single-phase  system  to  transmit  the  same 
power  at  the  same  loss  over  the  same  distance. 

The  four-wire  quarter-phase  system  requires  the  same 
amount  of  copper  as  the  single-phase  system,  since  it  con- 
sists of  two  single-phase  systems. 

In  a  quarter-phase  system  with  common  return,  the 
potential  between  the  outside  wire  is  V2  times  the  poten- 
tial per  branch,  hence  to  get  the  same  maximum  strain  on 
the  insulation  —  that  is,  the  same  potential  e  between  the 
outside  wires  as  in  the  single-phase  system  —  the  potential 
per  branch  will  be  ^/  V2,  hence  the  current  i^  =  i I  V2,  if  / 
equals  the  current  of  the  single-phase  system  of  equal 
power,  and  /^  V2  =  /  will  be  the  current  in  the  central 
wire. 

Hence,  if  r^  =  resistance  per  outside  wire,  r^/ V2  = 
resistance  of  central  wire,  and  the  total  loss  in  the  sys- 
tem is  : 

2 /,  V.  +  iii^^  = /.V,  (2  +  V2)  =  ,•  V,  (2+^21  _ 
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Since  in  the  single-phase  system,  the  loss  =  2  /^  r,  it  is  : 

'•4  = . 

2  +  V2 

2  4-V2 
That  is,  each  of  the  outside  wires  has  to  contain  ^  -  

times  as  much  copper  as  each  of  the  single-phase  wires. 

2  X  V2     - 
The   central    wires    have   to    contain V2   times  as 

0  (2  4-  V2) 
much  copper ;  hence  the  total  system  contains  — ^ — -^ 

2  +  V2     -    . 
H 7 V2  times  as  much  copper  as  each  of  the  single- 

3  4-2  V2 

phase  wires ;    that  is,  — ~ times  the  copper  of  the 

4 

single-phase  system. 

Or,  in  other  words, 

A  quarter-phase  system  with  common  return  requires 

g   I  2  V2 

— "^^ =  1.457  times  as  much  copper  as  a  single-phase 

4 

system  of  the  same  maximum  potential,  same  power,  and 
same  loss. 

Since  the  comparison  is  made  on  the  basis  of  equal 
maximum  potential,  and  the  maximum  potential  of  alter- 
nating system  is  V2  times  that  of  a  continuous-current 
circuit  of  equal  effective  potential,  the  alternating  circuit 
of  effective  potential  c  compares  with  the  continuous-cur- 
rent circuit  of  potential  e  V2,  which  latter  requires  only 
half  the  copper  of  the  alternating  system. 

This  comparison  of  the  alternating  with  the  continuous- 
current  system  is  not  proper  however,  since  the  continuous- 
current  potential  introduces,  besides  the  electrostatic  strain, 
an  electrolytic  strain  on  the  dielectric  which  does  not  exist 
in  the  alternating  system,  and  thus  makes  the  action  of  the 
continuous-current  potential  on  the  insulation  more  severe 
than  that  of  an  equal  alternating  potential.  Besides,  self- 
induction  having  no  effect  on  a  steady  current,  continuous 
current  circuits  as  a  rule  have  a  self-induction  far  in  excess 
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of  any  alternating  circuit.  During  changes  of  current,  as 
make  and  break,  and  changes  of  load,  especially  rapid 
changes,  there  are  consequently  induced  in  these  circuits 
E.M.F/s  far  exceeding  their  normal  potentials.  At  the 
voltages  which  came  under  consideration,  the  continuous 
current  is  excluded  to  begin  with. 

Thus  we  get : 

If  a  given  power  is  to  be  transmitted  at  a  given  loss, 
and  a  given  tnaxitnum  difference  of  potential  in  the  system, 
that  is,  with  the  same  strain  on  the  insulation,  the  amount 
of  copper  required  is  : 

2  Wires  :  Single-phase  system,  100.0 

[Continuous-current  system,  50.0] 

3  Wires  :  Three-phase  system,  75.0 

Quarter-phase  system,  with  common  return,  145.7 

4  Wires  :  Independent  Quarter-phase  system,  100.0 

Hence  the  quarter-phase  system  with  common  return  is 
practically  excluded  from  long-distance  transmission. 

291.  In  a  different  way  the  same  comparative  results 
between  single-phase,  three-phase,  and  quarter-phase  sys- 
tems can  be  derived  by  resolving  the  systems  into  their 
single-phase  branches. 

The  three-phase  system  of  E.M.F.  e  between  the  hnes 
can  be  considered  as  consisting  of  three  single-phase  cir- 
cuits of  E.M.F.  e I 'y/^t  and  no  return.  The  single-phase 
system  of  E.M.F.  e  between  lines  as  consisting  of  two 
single-phase  circuits  of  E.M.F.  r/2  and  no  return.  Thus, 
the  relative  amount  of  copper  in  the  two  systems  being 
inversely  proportional  to  the  square  of  E.M.F.,  bears  the 
relation  (v8 /r;^ .  (O  y/^,^2  ^  3  .  4  .  ^j^^t  is,  the  three-phase 
system  requires  75  j)cr  cent  of  the  copper  of  the  single- 
phase  system. 

The  quarter-phase  system  with  four  equal  wires  requires 
the  same  copper  as  the  single-phase  system,  since  it  consists 
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of  two  single-phase  circuits.  Replacing  two  of  the  four 
quarter-phase  wires  by  one  wire  of  the  same  cross-section 
as  each  of  the  wires  replaced  thereby,  the  current  in  this 
wire  is  -\^  times  as  large  as  in  the  other  wires,  hence,  the 
loss  twice  as  large  —  that  is,  the  same  as  in  the  two  wires 
replaced  by  this  common  wire,  or  the  total  loss  is  not 
changed  —  while  25  per  cent  of  the  copper  is  saved,  and 
the  system  requires  only  75  per  cent  of  the  copper  of  the 
single-phase  system,  but  produces  V^  times  as  high  a 
potential  between  the  outside  wires.  Hence,  to  give  the 
same  maximum  potential,  the  E.M.Fs.  of  the  system  have 
to  be  reduced  by  V2,  that  is,  the  amount  of  copper  doubled, 
and  thus  the  quarter-phase  system  with  common  return  of 
the  same  cross-section  as  the  outside  wires  requires  150 
per  cent  of  the  copper  of  the  single-phase  system.  In  this 
case,  however,  the  current  density  in  the  middle  wire  is 
higher,  thus  the  copper  not  used  most  economical,  and 
transferring  a  part  of  the  copper  from  the  outside  wire  to 
the  middle  wire,  to  bring  all  three  wires  to  the  same  current 
density,  reduces  the  loss,  and  thereby  reduces  the  amount 
of  copper  at  a  given  loss,  to  145.7  per  cent  of  that  of  a 
single-phase  system. 
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CHAPTER   XXXI. 

THREE-PHASE   SYSTEM. 

292.  W^th  equal  load  of  the  same  phase  displacement 
in  all  three  branches,  the  symmetrical  three-phase  system 
oCfers  no  special  features  over  those  of  three  equally  loaded 
single-phase  systems,  and  can  be  treated  as  such  ;  since  the 
mutual  reactions  between  the  three  phases  balance  at  equal 
distribution  of  load,  that  is,  since  each  phase  is  acted  upon 
by  the  preceding  phase  in  an  equal  but  opposite  manner 
as  by  the  following  phase. 

With  unequal  distribution  of  load  between  the  different 
branches,  the  voltages  and  phase  differences  become  more  or 
less  unequal.  These  unbalancing  effects  are  obviously  maxi- 
mum, if  some  of  the  phases  are  fully  loaded,  others  unloaded. 

Let: 

E  =  E.M.F.  between  branches  1  and  2  of  a  three-phaser. 
Then  : 

c  ^=:  E.M.F.  between  2  and  3, 
^E=  E.M.F.  between  3  and  1, 

where,  c  =  ^  I  =  — — '^ — ^  . 

Let 

Zi,  Z^^  Zi  =  impedances  of  the  lines  issuing  from  genera- 
tor terminals  1,  2,  3, 
and   }j,  J 2.  J',  =  admittances   of   the   consumer  circuits   con- 
nected between  lines  2  and  3,  3  and  1,  1  and  2. 
If  then. 

Ay  hy  /«.  are  the  currents  issuing  from  the  generator  termi- 
nals into  the  lines,  it  is. 

/i  +  /.  +  /s  =  0.  (1) 
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If     //,  //,  //=  currents  flowing  through  the  admittances    Fi, 
H,  r„  from  2  to  3,  8  to  1,  1  to  2,  it  is, 

h  =  A'  -  J'l.    or,   A  +  U  -  //  =  0] 

h  =  >/  -  >3',    or,   >2  +  >/  -  >/  =  0  [  (2) 

/,  =  >/->/,    or,   >,  +  >/-//  =  0j 

These  three  equations  (2)  added,  give  (1)  as  dependent 
equation. 

At  the  ends  of  the  lines  1,  2,  3,  it  is  : 

E^'  ='e^-Z,J^  +  Z,'i,\  (3) 

the  differences  of  potential,  and 

U=^'E^y\  (4) 

the  currents  in  the  receiver  circuits. 

These  nine  equations  (2),   (3),   (4),  determine  the   nine 
quantities  :  /j,  /j,  /g,  //,  I^,  I^,  E^,  E^,  E^. 

Equations  (4)  substituted  in  (2)  give : 

I,  =  E,'Y,-E,'y,\  (5) 

These  equations  (5)  substituted  in   (3),  and  transposed, 
give, 

since      Ei  =  tE  \ 

Ei  =  €^ E  |-  as  E.M.Fs.  at  the  generator  terminals. 

i,  =  ^'  J 

« ^  -  ^/  (1  +  i\z^  +  }',z,)  +  /v  j;^.  +  E^'  y\z^  =  o"! 

t*£  -  Ei  (1  +  }',Z.  +  Ya^)  +  E:  r,2r,  +  E^  \\  Z.  =  0  ^      (0) 

E  -  Ei  (1  +  \\z^  +  j-,^,)  +  En\z«.  +  >,'r,z,  =  0  I 
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as  three   linear  equations  with   the   three  quantities 
E'   F' 

.2  >    .8  • 

Substituting  the  abbreviations : 


/  -  (1  +  \\z^  +  r,z,),    r,z„    r.z,  /  -i 

/  j'.z,,    j',z„    -  (1  +  y.z,  +  K.z,)  / 

/^  t,    >iZ»,    y»Zt  I 

.^    -(i  +  }',z,  +  j;zo,    r,z,  / 
1,    i\z„    _  (1  +  r,z,  +  r.z,)  / 

/  -  (1  +  j'.z,  +  r.z,),   «,    r.z,  / 
A  =  /  r,z„   €»,    }-,z,  / 

/  r.z,,    1,    -  (1  +  F,z,  +  j',z,)  / 

y  I 


/  -  (1  +  K,Z,  +  FiZ,),     r,z„    « 

A  =  / 1-.^.,  -  (1  +  y,2»  +  Y^d,  «' 

/    ■'iZs,      IjZi,      1 


it  is; 


Ei  =  ED^/D 
E^  ='eDJD 


)\ED,^ 


/;  = 
/.'  = 


D 

y^EDj 

D 


h  = 


_  YyD,  -  y,D^£ 


D 


J   ^  v..  P.,  -  ?',  D^E 


(^) 


(8) 


(«) 


(10) 


hence. 


E(  +  E{  +  E^  =  0 


(11) 


THREE-PHASE  SYSTEM. 

293.    Special   Cases. 

A.    Balanced  System 

Yx  =  r,  =  j;  =  y 

^1  ^=    ^^2   =   /ij   =  /If 

Substituting  this  in  (6),  and  transposing : 
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Et=-  E 

tEY 


E(^ 
Ei^ 
E^^ 


lE 


l  +  'dVZ 

t^E 

l  +  SVZ 

E 


//  = 


1  +  3KZ 


/«'=     ' 
//  = 


EV 


l  +  tiVZ 

EV 
l+SVZ 


l  +  SVZ 
• "  1  +  3  KZ 

•'       i  +  3rz 


/s    = 


c(c-  \^  EY 

i  +  3yz 


(12) 


The  equations  of  the  symmetrical  balanced  three-phase 
system. 

B.    One  circuit  loaded ^  tivo  unloaded: 

r,  =  yi  =  o,  r,  =  F 

£^\   ^s  ^Sj  =  4O3    ^=  ^. 

Substituted  in  equations  (6) : 

^  E-  E(  +  EiYZ  =  ^\      1     jju        u 
•  u        u,       U/.,^      ^  >  unloaded  branches. 
^E-  E^  -^EiYZ^^  \ 

E  -  E^\l  +  2  YZ)  =  0,  loaded  branch. 

hence : 

^/_^(c+(l  +  2c)KZ}    ] 
*  1+2YZ 

1  +  2  KZ 


^/  = 


1  +  2YZ 


.  unloaded ; 
loaded  ; 


all  three 

KM.F.'s 
►  unequal,  and  (13) 

of  unequal 
phase  angles. 
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J{  =  /.'  =  0 

,,  EY 

■ft   = 

/I    = 


/,  =0 


l  +  'IYZ 

EY 
1  +  2JZ 
EY 


1  +  2  YZ 


(13) 


(13) 


C.    Two  circuits  loaiied,  one  unloaded. 
}',  =  r,  =  F,      }-,  =  0, 

Substituting  this  in  equations  (6),  it  is : 

c  E  -  ^V  a  +  2  rZ)  +  ^/  YZ  =  0)  ^^^^^^  ^^^^^^^^ 
vE  -  ^V(l  +  -'I'iT)  +  ^/KZ  =  OJ 

-fi:  -  isV  +  {.Ei  +  ^/)  KZ  =  0    unloaded  branch, 
or,  since : 

E  -  Ei  -  Es'VZ  ==0y 
'  E 


E^ 


thus  : 


1  +>'Z 


•''         1  4-4}'Z  +  ai'^Z^ 

•'       1  ^_4}'z  +  ar-'z^ 


^s'  = 


1  +  }'Z 


loaded  branches. 


unloaded  branch. 


(14) 


As  seen,  with  unsymmetrical  distribution  of  load,  all 
three  branches  become  more  or  less  unequal,  and  the  phase 
displacement  between  them  unequal  also. 
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CHAPTER    XXXII. 

QUABTEB^FHASE   SYSTEM. 

294.  In  a  three-wire  quarter-phase  system,  or  quarter- 
phase  system  with  common  return  wire  of  both  phases,  let 
the  two  outside  terminals  and  wires  be  denoted  by  1  and  2, 
the  middle  wire  or  common  return  by  0. 

It  is  then  : 

£i  =  £  =  E.M.F.  between  0  and  1  in  the  generator. 
£^=jE=  E.M.F.  between  0  and  2  in  the  generator. 

Let: 

/i  and  /a  =  currents  in  1  and  in  2, 
Iq  =  current  in  0, 

Z,  and  Zj  =  impedances  of  lines  1  and  2, 
Zq  =  impedance  of  line  0. 

K,  and  Ka  =  admittances  of  circuits  0  to  1,  and  0  to  2, 
//  and  /a'=  currents  in  circuits  0  to  1,  and  0  to  2, 
-fi'/and -£■/=  potential  differences  at  circuit  0  to  1,  and 
0  to  2. 


0) 


it  is  then,  /i  +  /,  +  /„  =  0 

or,  /o=  -  (/,'+/2) 

that  is,  /o  is  common  return  of  /i  and  /,. 

Further,  we  have, 

£,'=  ^-/,z,  +  /oZo=   /;-/,(Z,  +  Zo)-/,Zo 

k/  =j£  -'hAss^  'j^/o  =yf  -  /a  (/^2  +  Zo)  -  /i  Z, 
and 

/,=  r,^/  \  (3) 


(2) 


_  i^. .  i .  -    vr-,  .  JTi^  V-    ■«£i:A\iJfi:-\** 


>C.>.CI— 2sfe. 


rmr  -TTT   311?- 


-  -^       v.. 


a.) 
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B.    Otu  braiuh  loaded,  one  unloaded, 

J',  =  0,    i;  =  K 
Y,  =  i;    j;  =  0. 


Substituting  these  values  in  (4),  gives  ; 


a.) 


b.) 


l  +  VZ 


Ei  =  E 


i  +  v-'-y 

Vii 


i  +  rzi+^^ 


=  E 


1 


\ :: 


l  +  Vl'+^J 


I'Z 


a 


^,'  =/^ 


=  A  2AU  +  Mil 

■^-  rz 


l  +  VZ 


=  jE 


1  + V2 

1 


E(  =  E 


1  +  1.707  KZ 
1 


■    i  +  rzl-t^2 

1 


=  ^- 


Ei=jE 


■  1  +  1.707  KZ 

l  +  Kzl+-^i±2 

V2 

i  +  KzL^LV? 

V2 


=y^ 


'/#■ 


1  + 


y 


i  +  V2+:^, 


1  + 


_J_ 
2.414  + 


1.414 


J  J 
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(6) 


(7) 
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These  two  E.M.Fs.  are  unequal,  and  not  in  quadrature 
with  each  other. 

But  the  values  in  case  a,)  are  different  from  the  values 
in  case  b.). 

That  means : 

The  two  phases  of  a  three-wire  quarter-phase  system 
are  unsymmetrical,  and  the  leading  phase  1  reacts  uf)on 
the  lagging  phase  2  in  a  different  manner  than  2  reacts 
upon  1. 

It  is  thus  undesirable  to  use  a  three-wire  quarter-phase 
system,  except  in  cases  where  the  line  impedances  Z  are 
negligible. 

In  all  other  cases,  the  four-wire  quarter-phase  system 
is  preferable,  which  essentially  consists  of  two  independent 
single-phase  circuits,  and  is  treated  as  such. 

Obviously,  even  in  such  an  independent  quarter-phase 
system,  at  unequal  distribution  of  load,  unbalancing  effects 
may  take  place. 

If  one  of  the  branches  or  phases  is  loaded  differently 
from  the  other,  the  drop  of  voltage  and  the  shift  of  the 
phase  will  be  different  from  that  in  the  other  branch  ;  and 
thus  the  E.M.Fs.  at  the  end  of  the  lines  will  be  neither 
equal  in  magnitude,  nor  in  quadrature  with  each  other. 

With  both  branches  however  loaded  equally,  the  system 
remains  balanced  in  voltage  and  phase,  just  like  the  three- 
phase  system  under  the  same  conditions. 

Thus  the  four-wire  quarter-phase  system  and  the  three- 
phase  system  are  balanced  with  regard  to  voltage  and  phase 
at  equal  ciistribution  of  load,  but  are  liable  to  become  un- 
balanced at  unequal  distribution  of  load ;  the  three-wire 
quarter-phase  system  is  unbalanced  in  voltage  and  phase, 
even  at  equal  distribution  of  load. 
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APPENDIX    I. 


ALGEBRA   OF   COMPLEX    IMAGINARY 
QUANTITIES. 

INTBODUCTION. 

296.  The  system  of  numbers,  of  which  the  science 
of  algebra  treats,  finds  its  ultimate  origin  in  experience. 
Directly  derived  from  experience,  however,  are  only  the 
absolute  integral  numbers  ;  fractions,  for  instance,  are  not 
directly  derived  from  experience,  but  are  abstractions  ex- 
pressing relations  between  different  classes  of  quantities. 
Thus,  for  instance,  if  a  quantity  is  divided  in  two  parts, 
from  one  quantity  two  quantities  are  derived,  and  denoting 
these  latter  as  halves  expresses  a  relation,  namely,  that  two 
of  the  new  kinds  of  quantities  are  derived  from,  or  can  be 
combined  to  one  of  the  old  quantities. 

297.  Directly  derived  from  experience  is  the  operation 
of  counting  or  of  numeration. 

<j,     tf  +  1,     a  +  2,     <j  +  3  .   .   .  . 

Counting  by  a  given  number  of  integers : 

^^1  +  1  +  1. ..  +  1^, 

d  integers 
introduces  the  operation  of  addition,  as  multiple  counting : 

a  +  ^  =  ^. 

It  is,  a  -\'  b  =^b  -\-  a, 

4S0 
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that  is,  the  terms  of  addition,  or  addenda,  are  interchange- 
able. 

Multiple  addition  of  the  same  terms : 

> , ' 

b  equal  numbers 

introduces  the  operation  of  multiplication  : 

ax  b  =  c. 
It  is,  ax  b  =  bX  a, 

that  is,  the  terms  of  multiplication,  or  factors,  are   inter- 
changeable. 

Multiple  multiplication  of  the  same  factors  : 

a  X  aXa  X  ^  ^  .  X  a  =  c 


b  equal  numbers 

introduces  the  operation  of  involution  : 

a^  =  c 
Since  ^*  is  not  equal  to  /^, 

the  terms  of  involution  are  not  interchangeable. 

298.    The  reverse  operation  of  addition  introduces  the 
operation  of  subtraction : 

If  a-^  b  =  c, 

it  is  c  —  b  =  a. 

This  operation  cannot  be  carried  out  in  the  system  of 
absolute  numbers,  if : 

b>  c. 

Thus,  to  make  it  possible  to  carry  out  the  operation  of 
subtraction  under  any  circumstances,  the  system  of  abso- 
lute numbers  has  to  be  expanded  by  the  introduction  of 
the  negative  number : 

—  a  =  (—  1)  X  a, 

where  (—  1) 

is  the  negative  unit. 

Thereby  the  system   of   numbers    is   subdivided    in    the 
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positive  and  negative  numbers,  and  the  operation  of  sub- 
traction possible  for  all  values  of  subtrahend  and  minuend. 
From  the  definition  of  addition  as  multiple  numeration,  and 
subtraction  as  its  inverse  operation,  it  follows : 

thus:  (-1)  X  (-  1)  =  1; 

that  is,  the  negative  unit  is  defined  by,  (—  1)^  =  1. 

299.  The  reverse  operation  of  multiplication  introduces 
the  operation  of  division  : 

If  .  a  y.  b  ^  Cy  then  y  =  a. 

o 

In  the  system  of  integral  numbers  this  operation  can 
only  be  carried  out,  if  ^  is  a  factor  of  c. 

To  make  it  possible  to  carry  out  the  operation  of  division 
under  any  circumstances,  the  system  of  integral  nupibers 
has  to  be  expanded  by  the  introduction  of  th^  fraction : 


l=^^G)' 


where  -  is  the  integer  fraction,  and  is  defined  by : 
o 


a)-= 


1. 


300.    The  reverse  operation  of  involution  introduces  two 
new  operations,  since  in  the  involution : 

the  quantities  a  and  b  are  not  reversible. 

Thus  \lc  =  a,  the  ri'o/ution, 

log*/"  =  by  the  logarithmation. 

The  operation  of  evolution  of  terms  r,  which  are  not 
complete  powers,  makes  a  further  expansion  of  the  system 
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of  numbers  necessary,  by  the  introduction  of  the  irrational 
number  (endless  decimal  fraction),  as  for  instance : 

V2  =  1.414213. 

301.    The  operation  of  evolution  of  negative  quantities 
c  with  even  exponents  by  as  for  instance 

V — 

makes  a  further  expansion  of  the  system  of  numbers  neces- 
sary, by  the  introduction  of  the  imaginary  unit. 

Thus  </:i^  =  ^3T  X  ^. 


where  :    V—  1  is  denoted  byy. 

Thus,  the  imaginary  unity  is  defined  by : 

r  =  -  1. 
By  addition  and  subtraction  of  real  and  imaginary  units, 
compound  numbers  are  derived  of  the  form : 

a  +jbj 

which  are  denoted  as  complex  imaginary  numbers. 

No  further  system  of  numbers  is  introduced  by  the 
operation  of  evolution. 

The  operation  of  logarithmation  introduces  the  irrational 
and  imaginary  and  complex  imaginary  numbers  also,  but 
no  further  system  of  numbers. 

302.  Thus,  starting  from  the  absolute  integral  num- 
bers of  experience,  by  the  two  conditions  : 

1st.  Possibility  of  carrying  out  the  algebraic  operations 
and  their  reverse  operations  under  all  conditions, 

2d.    Permanence  of  the  laws  of  calculation, 
the  expansion  of  the  system  of  numbers  has  become  neces- 
sary,  into 

Positive  and  negative  numbers. 

Integral  numbers  and  fractions, 

Rational  and  irrational  numbers. 
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Real  and  imaginary  numbers  and  complex  imagmary 
numbers. 

Therewith  closes  the  field  of  algebra,  and  all  the  alge- 
braic operations  and  their  reverse  operations  can  be  carried 
out  irrespective  of  the  values  of  terms  entering  the  opera- 
tion. 

Thus  within  the  range  of  algebra  no  further  extension 
of  the  system  of  numbers  is  necessary  or  possible,  and  the 
most  general  number  is 

where  a  and  b  can  be   integers  or  fractions,   positive  or 
negative,  rational  or  irrational. 

Algebraic  Operations  with  Complex  Imaginary 
Quantities. 

303.    Definition  of  imagifiary  unit: 

p  =  - 1. 

Complex  imaginary  number: 

A  =  a  +Jb. 
Substituting : 

a  =  r  cos  P 
^  =  r  sin  P, 
it  is  <^  =  ''  (cos  p  +j  sin  )8), 

where  r  =  Va*  +  b\ 

tan  /3  =  -  , 
a 

r  =  vector, 

^=  amplitude  of  complex  imaginary  number  A, 

Substituting : 

cos  p  = -^ 

sm^  = 27—- 
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it  is  A  =  rtJ^^ 

where  e  =  lim  (l  +  ^V  =  >r \ 

H=«  V    ^  ul  0   1X2X3X  .  . 

is  the  basis  of  the  natural  logarithms. 


Xk 


Conjugate  numbers  : 

a  +jd  =  r  (cos  P  +/sin  P)  =  rtJfi 

and        a  —  jb  =  r  (cos  [—  /8]  +> sin  [—  )8])  =  r€~J^ 
it  is  (dr  +y^)  {a  -  j b)  =  a^  +  ^  :=  r\ 

Assoeiate  numbers  : 
a  +jb  =  r(cos/8  +ysin^)  =  rtJ'P 
and  b  +ja  =  r  (cos  g  -  p]  +jsm  g  -  /S])  -  ^c^^S"^')  ; 
it  is  (a  +jb)  (b  +ja)  =j(a^  +  ^  ^jr\ 

If  a+jb  =  a'  +jb\ 

it  is  dr  =  a' 

b  =  b\ 
If  a+y^  =  0; 

it  is  a  =  0, 

^  =  0. 

304.    Addition  and  Subtractio?i  : 

{a  +jb)  ±  (y  +y^')=  (^  ±  ^')  +y (^  i  ^'). 

Multiplication  : 

{a  +jb)  (y  +>//)  =  {aa'  -  ^^')  +y(.7^'  +  b a^ 

or     r  (cos  /3  +y  sin  P)  x  r' (cos  p!  +j  sin  p!)  ^rr'  (cos  [/8  -f- 

^]+ysin[iS  +  ^]); 
or     /-(f-^^  X  r'^^^'  =  rr' eJ^^^^'\ 

Division : 

Expansion  of  complex  imaginary  fraction,  for  rationaliza- 
tion of  denominator  or  numerator,  by  multiplication  with 

the  conjugate  quantity : 
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^  +  Jb'       {a*"+ji/)  (a'  -  j'b')  '  a' ''  +  //  - 

^   (a+jb){a^jb)   ^  a'  +  b'' 

{J  +>  if)  (a  -  jb)       [a  a'  +  bb')  +  j  {ii  b'  -bV)' 

"'■  P^Sl^iSI; -?'-»["-« +^""[^-«^ 

involtition  : 

(a  +jbY  =  {r  (cos  P  +> sin  ^)}''  =  {reJ^^ 
=  r''(cos  «  )S  +y  sin  n  P)  =  r"^/"^. 

ei'olution  : 


^a  +jb  =  -v/r  (cos  )»  +>  sin  ^)  =  </reJ&, 

=  Va-(cos^  +ysin  5)  =  ^re-^'n 
\       n  nj 

306.    Roots  of  the  Unit  : 

^I=+l,       -1,      +y,       -y; 


^1  =  +  1,  -1,  +y,  -y, 


4-i+y    +!->    -i+y 


-i-y. 

V2      ' 

V 1  =  cos \-j  sm =  ^    n    ,  >t  =  0,  1,  2  .  .  .  .  «  —  1. 

//  n 

306.    Rotation: 

In  the  complex  imaginary  plane, 
multiplication  with 

Vl  =  cos \-j  sm  —  =  e  n 

n  n 

means  rotation,  in  positive  direction,  by  1  / ;/  of  a  revolution, 
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multiplication  with  (—  1)  means  reversal,  or  rotation  by  180®, 
multiplication  with  (+y;  means  positive  rotation  by  90**, 
multiplication  with  (— y)  means  negative  rotation  by  90**. 

307 .    Complex  imaginary  plane  : 

While  the  positive  and  negative  numbers  can  be  rep- 
resented by  the  points  of  a  line,  the  complex  imaginary 
numbers  are  represented  by  the  points  of  a  plane,  with  the 
horizontal  axis  A'  O  A  as  real  axis,  the  vertical  axis  B"  O  B 
as  imaginary  axis.     Thus  all 

the  positive  real  numbers  are  represented  by  the  points  of  half 
axis  OA  towards  the  right ; 

the  negative  real  numbers  are  represented  by  the  points  of  half 

axis  OA'  towards  the  left ; 
the  positive  imaginary  numbers  are  represented  by  the  points  of 

half  axis  OB  upwards ; 
the  negative  imaginary  numbers  are  represented  by  the  points  of 

half  axis  OB  downwards ; 
the  complex  imaginary  numbers  are  represented  by  the  points 

outside  of  the  coordinate  axes. 
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OSCILLATING   CURRENTS. 

INTBODUCnON. 

308.  An  electric  current  varying  periodically  between 
constant  maximum  and  minimum  values,  —  that  is,  in  equal 
time  intervals  repeating  the  same  values,  —  is  called  an 
alternating  current  if  the  arithmetic  mean  value  equals 
zero ;  and  is  called  a  pulsating  current  if  the  arithmetic 
mean  value  differs  from  zero. 

Assuming  the  wave  as  a  sine  curve,  or  replacing  it  by 
the  equivalent  sine  wave,  the  alternating  current  is  charac- 
terized by  the  period  or  the  time  of  one  complete  cyclic 
change,  and  the  amplitude  or  the  maximum  value  of  the 
current.  Period  and  amplitude  are  constant  in  the  alter- 
nating current. 

A  very  important  class  are  the  currents  of  constant 
period,  but  geometrically  varying  amplitude ;  that  is,  cur- 
rents in  which  the  amplitude  of  each  following  wave  bears 
to  that  of  the  preceding  wave  a  constant  ratio.  Such 
currents  consist  of  a  series  of  waves  of  constant  length, 
decreasing  in  amplitude,  that  is  in  strength,  in  constant 
proportion.  They  are  called  oscillating  currents  in  analogy 
with  mechanical  oscillations,  —  for  instance  of  the  pendu- 
lum, —  in  which  the  amplitude  of  the  vibration  decreases 
in  constant  proportion. 

Since  the  amplitude  of  the  oscillating  current  varies, 
constantly  decreasing,  the  oscillating  current  differs  from 
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In  the  same  way  an  oscillating  electromotive  force  will 
be  represented  by 

-ff  =  <?€""*  cos  (<^  —  <o). 

Such  an  oscillating  electromotive  force  for  the  values 

^  =  5,     a  =  .1435  or  e-^'«  =  .4,     w  =  0, 

is  represented  in  rectangular  coordinates  in  Fig.  207,  and 
in  polar  coordinates  in  Fig.  208.  As  seen  from  Fig.  207, 
the  oscillating  wave  in  rectangular  coordinates  is  tangent 
to  the  two  exponential  curves. 


>'=i<^< 


-«*. 


^\-:^. 


Fig.  208, 


310.  In  polar  coordinates,  the  oscillating  wave  is  repre- 
sented in  Fig.  208  by  a  spiral  curve  passing  the  zero  point 
twice  per  period,  and  tangent  to  the  exponential  spiral. 

The  latter  is  called  the  envelope  of  a  system  o^  oscillat- 
ing waves  of  which  one  is  shown  separately,  with  the  same 
constants  as  Figs.  207  and  208,  in  Fig.  209.    Its  character- 
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A^Taji^z:z  -:: 


j«r;n   5«C:ir»:  2»:    Tit  an^e  ■»nicx   aay  cr:ixicttacrir  crrdic 
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with  all  c^mccntric  circles  or  all  radii  vcctores."  The  oscil- 
fcitin^  furrf-tit  wave  is  the  product  of  the  sine  wave  and  the 
(:x\ff)ju:ui\H\  or  loxrxlromic  spiral 

31L    In    Fig.    210   let  ^  =  ^€-"*   represent    the    expo- 
nential Kpiral ; 

Irt  2  r=  ^  cos  C<^  —  a) 

rrprrnent  the  sine  wave  ; 
inirl  let  A'  =  ^c""*  cos  (<^  —  ci>) 

icprcr.Hent  the  oscillating  wave. 

Wc  have  then 

tan  ft  :" 

—  sin  (<^  —  a>)  —  ^  cos  (<^  —  u>) 
cos  (<^  —  o>) 
^  ...  {tan  (<^  _.  J,)  +  ^}; 
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that  is,  while  the  slope  of  the  sine  wave,  z  =  e  cos  (^  —  w), 
is  represented  by 

tan  y  =  —  tan  (^  —  cu), 
the  s1o-)e  of  the  exponential  spiral^  =  ef^^  is 

tan  a  =  —  rt  =  constant. 
That  of  the  oscillating  wave  E  ^  ^c"***  cos  (^  —  w)  is 

tan  P  =—  {tan  (<^  —  <o)  +  ^ } . 

Hence,  it  is  increased  over  that  of  the  alternating  sine 
wave  by  the  constant  a.  The  ratio  of  the  amplitudes  of 
two  consequent  periods  is 

A  is  called  the  numerical  decrement  of  the  oscillating 
wave,  a  the  exponential  decrement  of  the  oscillating  wave, 
a  the  angular  decrement  of  the  oscillating  wave.  The 
oscillating  wave  can  be  represented  by  the  equation 

In  the  instance  represented  by  Figs.  181  and  182,  we 
have  A  =  A,  a^  .1435,  a  =  8.2°. 

Impedance  and  Admittaftce, 
312.   In  complex  imaginary  quantities,  the  alternating 
^av^  0  =  .  cos  (*  -  ^) 

is  represented  by  the  symbol 

E  =z  g  (cos  u>  +y  sin  u>)  =  ei  +je^ . 

By  an  extension  of  the  meaning  of  this  symbolic  ex- 
pression, the  oscillating  wave  E  =  ^c"*"*  cos  (^  —  u>)  can 
be  expressed  by  the  symbol 

E  =  e  (cos  u>  +y  sin  o>)  dec  a  =  (^i  +je^  dec  a, 

where  a  =  tan  a  is  the  exponential  decrement,  a  the  angular 
decrement,  c"*"**  the  numerical  decrement. 
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Inductance, 

313.    Let    r  =  resistance,    L  «=  inductance,    and   x  =» 
^-r  N  L  =  reactance.  • 

In  a  circuit  excited  by  the  oscillating  current, 

/=  /€"*♦  cos  (^  —  «)  =  /  (cos  «  +/sin  w)  dec  a  = 
(A  +/'«)  dec  a, 
where  /'i  =  /  cos  «,     /j  =  /  sin  «,     a  =  tan  a. 

We  have  then. 

The  electromotive  force  consumed  by  the  resistance  r  of 
the  circuit  ^,=  r/deca. 

The  electromotive  force  consumed  by  the  inductance  L 
of  the  circuit, 

lit  di^         if<l> 

Hence  £jc  =  —  xtc-"^  {sin  (^  —  w)  +  «  cos  (<^  —  w)} 


-r /€ 


-a^ 


sin  (<^  —  «  +  a). 


cos  a 

Thus,  in  symbolic  expression, 

^x  = '^^^{-  sin  (^  -  a)  +y  cos  (a»  —  a)}  dec  a 

COS  a 

=  —  a-  /  (^^  +  j)  (cos  <I>  +  y  sin  a>)  dec  a ; 
that  is,         E^  =  —  xlia  +j)  dec  a . 

Hence  the  apparent  reactance  of  the  oscillating  current 
circuit  is,  in  symbolic  expression, 

X  =  X  (a  +j)  dec  a. 

Hence   it  contains   an   energy  component  ax,  and    the 
impedance  is 

Z  =  (r  —  X)  dec  a  =  {r  —  .r  (a  +j)}  dec  a  =  (r  —  ax  —j'x)  dec  a. 

Capacity, 

314.    Let  r  =  resistance,  C  =  capacity,  and  Xc  =  \/  ^vXC 
=  capacity  reactance.     In  a  circuit  excited  by  the  oscillating 
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current  /,  the  electromotive  force  consumed  by  the  capacity 
C  is 

or,  by  substitution, 

Ej,=^x \it-^^  cos  (<^  —  w) d^ 

I  /€"■"*  {sin  (<^  —  a>)  —  a  cos  (^  —  w)} 


—  sin  (<^  —  to  —  a)  ; 


(1  +  a^  cos  a 
hence,  in  symbolic  expression, 

^*  =  Ta ~i {"~  ^*"  ^*^  +  ^  +y cos  (u>  +  a)}  dec  a 

(1  -\-  a*)  cos  a 

X  i 

= (a  +J)  (COS  ui  +y sin  w)  dec  a ; 

1  +  ^j 

hence, 

^x  =^    f    .,  (-  '?  +7)  /  dec  a; 

1  4"  ^ 

that   is,  the  apparent  capacity  reactance  of  the  oscillating^ 
circuit  is,  in  symbolic  expression, 

C=— :y^— (-.i+y)deca. 
1  +  a- 

315.    We  have  then  : 

In  an  oscillating  current  circuit  of  resistance  r,  induc- 
tive reactance  x,  and  capacity  reactance  a\.  ,  with  an  expo- 
nential decrement  a,  the  apparent  impedance,  in  symbolic 
expression,  is  : 

Z=|r-^0,+»+^-^^(-./+y)|deca, 

-{'-«(■'+ rfTj-^-rfp)}""- 
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and,  absolute, 


-v/['-'('+rf7.)r+['-rfp]- 

Adtnittattce, 

316.    Let     ,      .  .«.        ^ .       .. 

/=/€*»♦  COS  (^  —  «)  =  current. 

Then  from  the  preceding  discussion,  the  electromotive  force 
consumed  by  resistance  r,  inductive  reactance  ;r,  and  capa^ 
city  reactance  x^,  is 

E^ic-^^  -j  cos  (^  -  u>)  [^r  -  ^j^  -      _f    ^JTc]  -  sin  (<^  —  o) 

=  iza^"**^  cos  (<^  —  w  +  8), 

.r ~ — 

where     tan  8  == i-2 , 


r  —  ax  — 


1  +  a^ 


substituting  ^  +  8  for  ^,  and  e  =  ic„  we  have 

E  =  ct'**^  cos  (^<^  —  cu), 

/  =  —  c-"'^  cos  (<^  -  u>  -  8) 
^« 

_,«^  ^  cos  8        / ,       *.v    ,   sin  8   .    /  ,        ^v   ) 

=  ^€     *"<»   J   COs(<^  —  <*>)  H Sm  (<^  —  a>)    C   ; 

{       ^a  Za  S 

hence  in  complex  quantities, 

/s  =  e  (cos  w  +  y  sin  w)  dec  a, 

^         ,,  (  cos  8    ,     .sin  8)  J 

I  —  h  • \-  J -  dec  a ; 

'    <     -  r       ) 
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or,  substituting, 


I^E 


1  +  ^« 


K"-rT70+{''-^^'-r^^^'^)^ 


X  — 


+y 


1    +   /7^ 


(•^  —  7-^^^)  +  [r  —  ax  —  ^    — xA 


^J-dec  a. 


317.    Thus   in  complex  quantities,  for  oscillating  cur- 
rents, we  have  :  conductance, 


r  —  fl'ji*  — 


susceptance, 
b  = 


1  ^ii 


v^v 


\  X ~ —  1  ■\-\r  --ax Xc 

\         1  +  rt-7  ^  V  1  +  a*    V 


15 


X  — 


1  +  a' 


admittance,  in  absolute  values, 


^=V>*  +  ^  = 


in  symbolic  expression, 

\       1  +  rtV      \  1  + ««  V 

Since  the  impedance  is 


K=^+y^  = 


we  have 


'         7  '   -^        ,'^-,2»^-,a' 
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that  is,  the  same  relations  as  in  the  complex  quantities  in 
alternating-current  circuits,  except  that  in  the  present  case 
all  the  constants  r.,  jt^,  r^,^,  z^y^  depend  upon  the  dec- 
rement a. 

Circuits  of  Zero  Impedance. 

318.  In  an  oscillating-current  circuit  of  decrement  a,  of 
resistance  r,  inductive  reactance  jt,  and  capacity  reactance  x^ 
the  impedance  was  represented  in  symbolic  expression  by 

or  numerically  by 

Thus  the  inductive  reactance  jr,  as  well  as  the  capacity 
reactance  x^,  do  not  represent  wattless  electromotive  forces 
as  in  an  alternating-current  circuit,  but  introduce  energy 
components  of  n^ative  sign 

a 
1  +  fl* 
that  means, 

'*  In  an  oscillating-current  circuit,  the  counter  electro- 
motive force  of  self-induction  is  not  in  quadrature  behind 
the  current,  but  lags  less  than  90°,  or  a  quarter  p)eriod ;  "and 
the  charging  current  of  a  condenser  is  less  than  90°,  or  a 
quarter  peritxl,  ahead  of  the  impressed  electromotive  force." 

319.  In  consequence  of  the  existence  of  negative  en- 
ergy components  of  reactance  in  an  oscillating-current  cir- 
cuit, a  phenomenon  can  exist  which  has  no  analogy  in  an 
alternating-current  circuit ;  that  is,  under  certain  conditions 
the  total  impedance  of  the  oscillating-current  circuit  can 
equal  zero  :  7  —  {\ 

In  this  case  we  have 
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substituting  in  this  equation 


x  =  l7rNL',x,=  -  ^ 


tNC 

and  expanding,  we  have 


a  = 


/ 


That  is, 

"  If  in  an  oscillating-current  circuit,  the  decrement 

1 


a  = 


^^-1 


and  the  frequency  iV=  rjAiraL,  the  total  impedance  of 
the  circuit  is  zero ;  that  is,  the  oscillating  current,  when 
started  once,  will  continue  without  external  energy  being 
impressed  upon  the  circuit." 

320.  The  physical  meaning  of  this  is  :  "  If  upon  an 
electric  circuit  a  certain  amount  of  energy  is  impressed 
and  then  the  circuit  left  to  itself,  the  current  in  the  circuit 
will  become  oscillating,  and  the  oscillations  assume  the  fre- 
quency N  =  r/ivaL,  and  the  decrement 

1 


a  = 


That  is,  the  oscillating  currents  are  the  phenomena  by 
which  an  electric  circuit  of  disturbed  equilibrium  returns  to 
equilibrium. 

This  feature  shows  the  origin  of  the  oscillating  currents, 
and  the  means  to  produce  such  currents  by  disturbing 
the  equilibrium  of  the  electric  circuit  ;  for  instance,  by 
the  discharge  of  a  condenser,  by  make  and  break  of  the 
circuit,  by  sudden  electrostatic  charge,  as  lightning,  etc. 
Obviously,    the   most    important    oscillating    currents   are 


tij^-ie  5:Tr3i^  zi  i  cirLuJir  'X  zero  rnrnmanrc,  representing 
o^c-'^-irrr-g:  .-".i^-rrarges  cc   tat  drc:±L     T  iga tning    strokes 

321.    Tbe    ciciiiSic     .c    sn    ctscT'arir.g    discharge    is 

4£  r^Z      irz>  r^C 

I:  r  =  •>-  tLii  2i.  in  i  cirr^r  »ribjct  resistances  we  have 
«  =  ■>-  .'i*  =  1  ±  x-  A  Z  C :  tiai  25w  the  c^irreats  are  alter- 
oii^g  wri  zi>  oecreEzetii-  and  tbe  fnoqaerscr  is  that  of 
rcsi3€Li=ceL 


I:  4  Z  H  C  —  1  <  ■>.  tzar  '^^  r>i^  L  C,  a  aivi  X 
bee:  ?=ie  i=a^:izary ;  thai  isw  tiae  c^  zmgc  ceases  to  be  os- 
ciTIa:  :<7-.  An  eiecrrjcil  iisciiargc  a&scmes  an  oscillating 
nir^-e  ccly.  i:  r  <  f  ^  Z  C,  In  the  case  r  =  5  >  Z  C  we 
hive  J  =  X  .  .'/  =  ■>:  that  is,  the  ccnect  ciies  out  without 

Fr:—  the  Z',ct:z'.'.':-Z  "^e  hive  sect:  that  oscilliths^  dis- 
:?Lirz:t^>  —  2js  ::r  iniC-Ln,:^  the  then^i-ciesa  taking  place  if 
i  : :r.fe-ic:r  chir^ref  t:  i  pven  rtceatial  is  discharged 
:-'  -^h  i  ^.c'  :--r:'.Jt,  :r  if  lightning  strikes  the  line 
::r: «.:.  —  ire  de£ziec  ry  the  etnati^x: :  ^  =  0  dec  tf. 

^..  =  —  -  /  -  ~  •    etc  t-      E'm'= ^-"i'^ —  **  "^-/.*  dec  a. 

1  —  *  " 

* ^^  ^ ■  '  -  -  .-  I  -        -^        ::,  =  0. 


=  o- 
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The  two  constants,  /j  and  i^y  of  the  discharge,  are  deter- 
mined by  the  initial  conditions,  that  is,  the  electromotive 
force  and  the  current  at  the  time  /  =  0. 

322.  Let  a  condenser  of  capacity  C  be  discharged 
through  a  circuit  of  resistance  r  and  inductance  Z.  Let 
c  =  electromotive  force  at  the  condenser  in  the  moment 
of  closing  the  circuit,  that  is,  at  the  time  /  =  0  or  <^  =  0. 
At  this  moment  the  current  is  zero ;  that  is. 

Since         -^=  ^ {{—  ^  +j)  dec  a  =  ^  at  ^  =  0, 
we  have    x  U  Vl  +  </'*  =  <?  or  t\  = ^ 


Substituting  this,  we  have, 

/  =  J ^^^^zz  dec  a,  £r  =yV ^  dec  a, 

xy/l  +  d^  '  x^l+d^ 

E^  =         ^        (1  -jd)  dec  a,  ^^= ^         (1  -^jd)  dec  a, 

VI  +  d^  '  Vl  +  d^ 

the  equations  of  the  oscillating  discharge  of  a  condense 
of  initial  voltage  c. 

Since  x:=2w  N L, 

1 


V/; 


*^-i 


r'C 


1irN=      '' 


we  have 


hence,  by  substitution, 

Fc  Fc 

Ir=jeKl — dec  a,     Er=jerK^ — dec  a. 
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^=-yn/|(v/JF'^+>)^-' 


V— -- 


the  final  equations  of  the  oscillating  discharge,  in  symbolic 
expression. 

Oscillating  Current   Transformer, 

323.  As  an  instance  of  the  application  of  the  symbolic 
method  of  analyzing  the  phenomena  caused  by  oscillating 
currents,  the  transformation  of  such  currents  may  be  inves- 
tigated. If  an  oscillating  current  is  produced  in  a  circuit 
including  the  primary  of  a  transformer,  oscillating  currents 
will  also  flow  in  the  secondary  of  this  transformer.  In  a 
transformer  let  the  ratio  of  secondary  to  primary  turns  be  />. 
Let  the  secondary  be  closed  by  a  circuit  of  total  resistance, 
rj=  r/  +  ;-/',  where  r{  =  external,  r/'  =  internal,  resistance. 
The  total  inductance  L^  =  L(  -f  Zj",  where  L^  =  external, 
7.^"  =  internal,  inductance:  total  capacity,  Cj.  Then  the 
total  admittance  of  the  secondary  circuit  is 

where .rj=  2  7r.\'/.j=  inductive  reactance:  jr^j  =  l/'lv^VC ^ 
capacity  reactance.  Let  r^  =  effecive  hysteretic  resistance, 
L^  =  inductance  :  hence,  x^  =  HirXL^  =  reactance;  hence, 

lo  =  xo  -h  /V'o  = ^ :—  =  admittance 

of  the  primary  exciting  circuit  of  the  transformer;  that  is, 
the  admittance  of  the  primary  circuit  at  open  secondary 
circuit. 

As  discusset.1  elsewhere,  a  transformer  can  be  considered 
as  c«^nsisting  of  the  secondar\-  circuit  supplied  by  the  im- 
pressed electromotive  force  over  leads,  whose  impedance  i< 


OSCILLATJXG   CURRENTS.  AIX 

equal  to  the  sum  of  primary  and  secondary  transformer  im- 
pedance, and  which  are  shunted  by  the  exciting  circuit,  out- 
side of  the  secondary,  but  inside  of  the  primary  impedance. 
Let  r  =  resistance  ;  L  =  inductance  ;    C  =  capacity  ; 

hence,  4.      %r  r  1      • 

X  =  J  IT  N L  =  inductive  reactance, 

x^  =  Ij^vN'C  =  capacity  reactance  of  the  total  primary 
circuit,  including  the  primary  coil  of  the  transformer.  If 
E^  =  E(  dec  a  denotes  the  electromotive  force  induced  in 
the  secondary  of  the  transformer  by  the  mutual  magnetic 
flux ;  that  is,  by  the  oscillating  magnetism  interlinked 
with  the  primary  and  secondary  coil,  we  have  /i  =  -£"/  \\ 
dec  a  =  secondary  current. 

Hence,  //  =//i  dec  a  ^ pE^Y^  dec  a  =  primary  load 
current,  or  component  of  primary  current  corresponding  to 

secondary  current.     Also,  /q  =  -  ^^V  ^0   ^^^  ^  =  primary 

P  ' 
e.xciting  current ;  hence,  the  total  primary  current  is 

/=  //  +  /o  =  ^{y.  +/^  r,}  dec  a. 

£*'  . 

E*  =  -^  dec  a  =  induced  primary  electromotive  force. 

Hence  the  total  primary  electromotive  force  is 

E={E'  ^  IZ)  dec  a  =  :^'  {1  +  Z  >;  +/«Z  K,}  dec  a. 

/ 

In   an  oscillating  discharge  the   total   primary  electro- 
motive force  ^  =  0  ;  that  is, 

1  +Zro  +  /^Zi;  =  0; 
or,  the  substitution 

/                          (I          \         I              Xc     \ 
r  —  rf .X* xA—  J  \x — 

V \  +  a'    n      -^  V  1  +  a^l 

+  (r^  _  ax^  — yjTo 

(r  —  ax ^ Xr]  —J\x 2__  ) 
^^,   1  +  '/•^    /        V        1  +  <''!  ^  0. 
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Substituting  in  this  equation,  x^^irNC,  A\.  =  \i'l  -^XC, 
etc.,  we  get  a  complex  imaginary  equation  with  the  two 
constants  a  and  A".  Separating  this  equation  in  the  real 
and  the  imaginary  parts,  we  derive  two  equations,  from 
which  the  two  constants  a  and  N  of  the  discharge  are 
calculated. 

324.  If  the  exciting  current  of  the  transformer  is  neg- 
ligible, —  that  is,  if  }^  =  0,  the  equation  becomes  essentially 
simplified,  — 

.^J— -rfT.-^^('-rf7-)   ,, 
(,-„.,,__^,,-„)_,(,,_-^) 

that  is, 

(„-.„_  j_i_,,„)+,.(.-.,-_^„)_0; 

('■-i^.)+'"('-rf7-)  =  <'* 

or,  combined, — 

(ri-2^.v0+/'('--2/7.v)  =  0, 

•v.i  -h/-.xv  =  a  +  ^'')  C^i  +P'x)' 

Substituting  for  ,x\y  x,  x^^y  .r,.,  we  have 

1 

^'  =      .  > 

_     AU,  -f /'/.) J 


2  (A  +  /-  Z )  V  (r,  +  /^  r/^  (C,  +  /^ C) 

£=  ^{l-^/>'Z}\}  dec  a, 

/ 
7  =//s/  >'i  dectt, 

/i  =  -£"/  I'i  dec  a, 

the  equations  of   the   oscillating-current  transformer,   with 
E^  as  parameter. 
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Addition 494* 

Admittance,  conductance,  suscep- 
tance.  Chap.  vii.      .    .    . 

definition 

parallel  connection       .     .     . 
primary    exciting,   of    trans- 
former      

of  induction  motor   .     .     . 

Advance  of  phase,  hysteretic  .     . 

Algebra   of    complex    imaginary 

Quantities,  App.  i.   .     .     . 

Alternating     current     generator, 

Chap.  XVII 

transformer,  xiv 

motor,    commutator,    Chap. 

XX 

motor,   synchronous,    Chap. 

XIX 

Alternating  wave,  definition     .     . 

general 

Alternators,  Chap.  XVII.     .     .     . 

parallel      operation,     Chap. 

XVIII 
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Armature  reaction  of  alternators, 
as  affecting  parallel  opera- 
tion     813 

self-induction  of  alternators 

and  synchronous  motors  .  ,300 
slots,   number    of,  affecting 
wave  shape 384 

Associate  numbers 494 

Asynchronous,  see  induction  .    . 

Average  value,  or  mean  value  of 

alternating  wave  ....    11 


364 


321 
11 


297 


series  operation 

synchronizing,  Chap,  xviii.  . 
synchronizing  power  in  paral- 
lel operation 

Ambiguity  of  vectors      .... 
Amplitude  of  alternating  wave 
Angle  of  brush  displacement  in 
repulsion  motor  .... 
Apparent    total     impedance     of 

transformer 

Arc,  distortion  of  wave  shape  by 

power  factor  of 

Arithmetic  mean  value,  or  average 

value  of  alternating  wave 
Armature  reaction  of  alternators 
and  synchronous  motors  . 
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313 
311 

317' 
43! 


361  I 
I 
208! 
394 
396 

11 

297 
61 


Balance,    complete,    of   lagging 
currents  by  shunted  con- 

densance ^74 

Balanced   and  unbalanced  poly- 
phase     systems,      Chap. 

xxvii .  440 

Balanced  polyphase  system     .     .  431 
quarter-phase  system  .    .     .  484 
three-phase  system      .    .     .  481 
Balance  factor  of  polyphase  sys- 
tem     441 

of  lagging  currents  by  shun- 
ted  condensance       ...     76 
Biphase,  see  quarter-phase      .    . 

Cables,  as  distributed  capacity    .  168 
^ith  resistance  and  capacity 
topographic  circuit  charac- 
teristic       47 

Calculation  of    magnetic  circuit 
containing  iron    .     .     .     • 
of  constant  frequency  induc- 
tion generator      .... 
of  frequency  converter     .     . 
of  induction  motor      .    .    .  262 
of  single-phase  induction  mo- 
tor      287 

3 
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269 
232 
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^JaicuiatKm  ^  iranMnitosion  liiiet. 

<;Uai#>.  JiL 83 

^.afittcity    axifd    itKluctaiM.^.    dis 

triUiKKl  Chap.  XJJI.     .     .158 

at  to'/uT'je  ^  reactance      .     .       5 

iu   libuiit,  oompensaiiiig  for 
la^^n^e  currenu  ....     72 

inteu^fying  bigber   harmon- 
ic*    ' 402 

toe*:  <,oii<iernyer   aixl    conden- 

Chain  conne^.tion    of    induction 

motors,  or  concatenation  .  274 
Charact<fru»tic    circuit    of    cable 
with  resistance  and  capa- 
city     48 

circuit    of  transmission  line 
with  resistance,  inductance, 
capacity,  and  leakage   .     .    40 
curves  of  transmission  lines  .  172 
field  of  alternator   .     .     .     .304 
power  of  polyphase  systems  447 
Circuit    characteristic    of    cable 
with  resistance  and  capa- 
city      48 

characteristic  of  transmission 
line  with  resistance*  indue 
tance,  capacity  and  leakage     40 
factor  of  dislortevl  wave  .     .  41.') 
with  series  impedance       .     .     t>8 
with  series  leactance    ...     CI 
with  series  lesistaiK^e   .     .     .     i"V8 
i  uv  uiis  *.  vMiiaininj;  lesislunce*  in- 
vlu  taiKe,     anvl      (.apacity, 

rhap.   Mil 58 

C«.H:rh*.  lent  ot  hysteresis   .      .    IIC 
(.\»n»bn>ar\.M)  v.»r    AheM^a'iirg  sine 
waves  bv  {\iTa'!eIot;»am  or 
'vlNiiOM  v»'  \evf'»:s    ...     21 
v:    J.ou'se  tevjucncv  \evtors, 
.i.s  lv•v^v.  l>3 
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Compensation    for    lagging  cur- 
rents by  shunted  conden- 

sance 72 

Comjrfete   diagram   of   transmis- 
sion line  m  space      ...  192 
Complex  imaginary  number    .    .  492 
imaginary  quantities,  algebra 

of,  App.  I 489 

imaginary  quantities,  as  sym- 
bolic representation  of  al- 
ternating waves   ....    37 

quantity  Chap,  v Vt 

Compounding  curve  of  frequency 

converter 232 

Concatenated  couple  of  induction 

motors,  calculation  .     .    .276 
Concatenation  of   induction  mo- 
tors     274 

Condensance  in   shunt,  compen- 
sating for  lagging  currents    72 
in  symbolic  representation    .    40 
or  capacity  reactance  ...     5 
see  capacity  and  condenser 
Condensers,   distortion  of  wave 

shape  by 393 

see  capacity  and  condensance 
with  distorted  wave     .     .    .  419 
with    single-phase   induction 

motor :2^ 

Conductance,  effective,  detinition  l'>4 
in    alternating    current    dr- 

cutts,  dednition    .     .     .    .    ^ 
in    continuous    current    cir- 
cuits   '2 

of  receiver  circuit,  affecting 

output  of  inductive  line  '*'•* 
parallel  connection  .  .  oi 
se<;  resistance 

Conjugate  numbers 4W 

Constant  currect  —  constant  po- 
tential transformaiion  .  7(J 
current,  constant  potential 
tmnsformation  by  trans- 
mission line  ...  Wl 
potentiai.  constant  oirrent 
transformation  "<5 
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PAGE 

Constant  potential,  constant  car- 
rent  transformation  by 
transmission  line ....  181 

rotating  M  M.F 4:36 

Constants,   characteristic,   of  in- 
duction motor      ....  262 
Continuous  current  system,  distri- 
bution efficiency  ....  473 
Control,  by  change  of  phase,  of 

transmission  line,  Chap.  ix.    83 
of  receiver  circuit  by  shunted 

susceptance 96 

Converter    of    frequency.  Chap. 

XV 219 

Counter  E.M.F.  constant  in  syn- 
chronous motor  ....  349 

of  impedance 26 

of  inductance     ......    25 

of  resistance 25 

of  self-induction 24 

Counting  or  numeration      .     .     .  489 
Cross-flux,    magnetic,    of    trans- 
former     193 

of  transformer,  use  for  con- 
stant   power  or  constant 
current  regulation     .     .     .  194 
Current,   minimum,   m    synchro- 
nous motor 346 

waves,  alternating,  distorted 

by  hysteresis 109 

Cycle,  or  complete  period  ...     16 

J>ecremeiit  of  oscillating  wave    .  601 
Delta  connection  of  three-phase 

system 453 

current  in  three-phase  system  465 
potential  of  three-phase  sys- 
tem     465 

Y  connection  of  three-phase         i 
transformation     ....  463  ' 
Demagnetizing  effect  of  armature  I 
reaction  of  alternators  and  | 
synchronous  motors      .     .  298  i 
effect  of  eddy  currents     .     .  130  | 
Dielectric  and  electrostatic   phe- 
nomena   144  ! 


Dielectic  and  electrostatic  hyste- 
resis       146 

Diphase,  see  quarter-phase. 
Discharge,  oscillating     ....  508 
Displacement  angle  of  repulsion 

motor 361 

of  phase,  maximum,  in  syn- 
chronous motor   .    .    .     .347 
Distorted  wave,  circuit  factor      .  416 
wave,  decreasing  hysteresis 

loss 407 

wave,  increasing    hysteresis. 

loss 407 

wave  of  condenser  .     .     .    .419 
wave  of  synchronous  motor .  422 
wave,  some  different  shapes  .  401 
wave,  symbolic    representa- 
tion. Chap.  XXIV.     .    .    .  410 
wave,  in  induction  motor  .     .  426 
Distortion  of  alternating  wave  9 
of  wave  shape  and  eddy  cur- 
rents   408 

of  wave  shape,  and  insulation 

strength 409 

of  wave  shape  and  its  causes. 

Chap.  XXII 383 

of  wave  shape  by  hysteresis .  109 
of    wave   shape,   effect    of. 

Chap.  XXIII 398 

of  wave  shape,  increasing  ef- 
fective value 405 

Distributed  capacity,  inductance, 
resistance,     and    leakage. 

Chap,  xiii 158 

Distribution  eflSciency  of  systems.  468 
Divided    circuit,    equivalent     to 

transformer 209 

Division 491,494 

Double  delta  connection  of  three- 
phase  — six-phase  t ransf or- 

mation 465 

frequency  quantities,  as  pow- 
er. Chap,  xii 150 

frequency  values  of  distorted 
wave,  symbolic  representa- 
tion     413 
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Double  peaked  wave 309 

saw-tooth  wave  .    .  .  399 

T  connection  of  three-phase 

—  six-phase     transforma- 
tion     466 

Y  connection  of  three-phase 

—  six-phase      transforma- 
tion     466 

Eddy    currents,    unaffected    by 

wave-shape  distortion  .    .  408 
demagnetizing  or  screening 

effect 136 

in  conductor,   and    unequal 
current  distribution  .     .     .  139 
Eddy  or  Foucault  currents,  Chap. 

XI 129 

Effective   reactance  and  suscep- 

tance,  definition  ....  105 
resistance  and  conductance, 

definition 104 

resistance      and     reactance, 

Chap.  X 104 

to  maximum  value  ....  14 
value  of  alternating  wave  .  11 
value   of    alternating  wave, 

definition 14 

value  of  general  alternating 

wave 16 

Effects    of     higher    harmonics, 

Chap.  XXIII 398 

Efficiency,   maximum,   of  induc- 
tive line 93 

Efficiency  of  systems,  Chap.  xxx.  408 
Electro-magnetic    induction,  law 

of.  Chap.  Ill 10 

Electrostatic  and  dielectric   phe- 
nomena   144 

hysteresis 145 

Energy  component  of  self-induc- 
tion     372 

flow  of,  in  polyphase  system,  441 
Epoch  of  alternating  wave  ...       7 
Equations,  fundamental,  of  alter- 
nating current  transformer, 

208,  225 
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Ecuations,  fundamental,  of  gen- 
eral alternating  current 
transformer,  or  frequency 

converter 224 

of  induction  motor  .     .    226,  242 
of  synchronous  motor  .    .     .  33!) 
of  transmission  line     .    .     .169 
Equations,  general,  of  apparatus, 
see  equations,fundamentaL 
Equivalence  of  transformer  with 

divided  circuit 209 

Equivalent  sine  wave  of  distorted 

wave Ill 

Evolution 491, 495 

Exciting  admittance  of  induction 

motor 240 

admittance  of  transformer    .  204 
current  of  magnetic  circuit, 

distorted  by  hysteresis .     .111 
current  of  transformer     .     .195 

Field  characteristic  of  alternator  .  304 
First  hartnonic,  or  fundamental, 

of  general  alternating  wave,       8 
Five- wire  single-phase  system,  dis- 
tribution efficiency    .     .     .  470 

Flat-top  wave 3J>1» 

Flow  of  power  in  polyphase  sys- 
tem      441 

Foucault  or  Eddy  currents,  Ch.  xi.   129 
Four-phase,  see  quarter-phase. 

Fraction 491 

Free  oscillations  of  circuit  .     .     .  608 
Frequency  converter,  Chap.  xv.  .  2H» 
converter,  calculation  .     .     ,  232 
converter,  fundamental  equa- 
tions   224 

of  alternating  wave      ...       7 
ratio  of  general   alternating 
current  transformer  or  fre- 
quency converter      .     .     .221 
Friction,  molecular  magnetic  .     .   10(5 
Fundamental  equations,  see  equa- 
tions, fundamental, 
frequency     of    transmission 
line  discharge      ....   180 
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Fundamental  equations,  or  first 
harmonic  of  general  alter- 
nating wave 8 

General  alternating  current  trans- 
former, or  frequency  con- 
verter, Chap.  XV.      ...  219 

alternating  wave      .     .     .     .  7, 8 

alternating    wave,   symbolic 
represcntation,Chap.xxiv.  410 

equations,  see  equations,  fun- 
damental 

pol3rphase    systems.     Chap. 

XXV 430 

Generator  action  of  concatenated 

couple 280 

of  reaction  machine     .     .     .  377 

alternating    current.     Chap. 
XVII 297 

synchronous,  operating  with- 
out field  excitation  .     .     .371 

induction 205 

induction,  calculation  for  con- 
stant frequency    ....  269 

reaction,  Chap.  xxi.     .     .    .  371 

vector  diagram 28 

Graphical  construction  of  circuit 

characteristic    .    .     .    .  48, 49 
Graphic  representation.  Chap.  iv.     19 

limits  of  method      ....     33 

see  polar  diagram. 

HarmonicSy    higher,    effects    of, 

Chap.  XXIII 398 

higher,*  resonance    rise    in 

transmission  lines     .     .     .  402 
of  general  alternating  wave  .       8 
Hedgehog  transformer   .     .     .     .195 
Hemisymmetrical  polyphase  sys- 
tem     439 

Henry,  definition  of 18 

Hexaphase,  see  six-phase. 

Hysteresis,  Chap,  x 104 

advance  of  phase    .     .     .     .116 
as  energy  component  of  self- 
induction     372 
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Hysteresis,  coefficient     .    .     .    .110 

cycle  or  loop 107 

dielectric,  or  electrostatic  .  145 
energy  current  of  transformer  196 
loss,  effected  by  wave  shape,  407 
loss  in  alternating  field     .     .114 

magnetic 1<M> 

motor 293 

of  magnetic  circuit,  calcula- 
tion     125 

or  magnetic  energy  current  .  115 

Imaginary  number 492 

quantities,  complex,  algebra 

of,  App.  1 489 

Impedance 2 

in  series  with  circuit  ...  68 
in  symbolic  representation  .  39 
primary  and    secondary,   of 

transformer 205 

see,  admittance. 

series  connection     ....     57 

total  apparent,  of  transformer  208 

Independent  polyphase  system    .  431 

Inductance 4 

definition  of 18 

factors  of  distorted  wave .     .415 

mutual 142 

Induction,  electro-magnetic,  law  of     10 

electrostatic 147 

generator 205 

generator,     calculation     for 

constant   frequency       .     .  209 
generator,  driving  synchron- 
ous motor 272 

motor,  Chap,  xvi 237 

motor 281 

motor,  calculation    ....  202 
motor,  concatenation  or  tan- 
dem control 274 

motor,     fundamental     equa- 
tions     220,  242 

motor,   graphic    representa- 
tion   244 

motors  in  concatenation,  cal- 
culation   270 
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Induction  motor,  synduonoos    .  291 
motor  torqae.  as  doable  £re- 

qaencT  vector      ....   1-j6 
motor  vith  distorted  vaTe   .  4:^ 
Indoctivc  devices  for  stamng  sin- 
gle-phase indoaion  motor    2^ 
fine,  edect  of  conductance  of 
receiver   circiti:   on   trans- 
mitted power K* 

fine,  effect  of  susceptance  of 
receiver  circuit  on  trans- 
mined  power 8?^ 

fine,  in  symbolic  representa- 
tion     41 

fine,  majnmum   edKciency  of 

transmitted  power    ...     1^ 
fine,   maximum    power  sup- 
plied over 87 

fine,  maximum  rise  of  poter»- 

tial  by  shunted  sosceptance  101 
line,  phase  control  by  shunted 

sttsceptance 96 

fine,  supplying  non-inductive 
receiver  circuit     ....     84 
Influence,  electrostatic    ....  147 
Instantaneous    values  and    ime- 

gral  values.  Chap.  II.    .     .     11 
value  of  aJiemaiing  wave      .     11 
Insulation  strength  with  distorted 

wave 409 

Integral    values    of     alternating 

wave 11 

Intensity  of  sine  wave    ....     20 
Interlinked    polyphase    systems, 

(hap.  xxviii 452 

polyphase  system     .     .     .     .  431  j 
Internal     impetlance     of     trans- 
former     20 

Introduction.  Chap.  1 1 

Inverted  three- phase  system    .     .  4.')4 
three-phase   system,  balance 

factor 44:>,  44(> 

three-phase  system,  distribu- 
tion etticiency 472 

Involution 4tH:>,  405 

Iron,  laminated,  eddy  currents     .   1.51 
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133 


,  Iron  wire,  eddy  currents    •     .     . 

I  wire,  unequal  current  distri- 
bution in  ahematmg  cir- 
cuit      142 

Irrational  number 492 

/  MB  iniAgiiiary  unit     ....  37 
imroduction    of,    as    distin- 
guishing index      .     .     .     .  3t> 
Jooles's  law  of   alternating  cur- 
rents    6 

law  of  continuous  currents  .  1 

Kirchliofrs  laws   in  symbolic 

representation  ....  40 
laws  of   alternating   current 

circuits 58 

laws  of  alternating  sine  waves 

in  graphic  representation  .  22 
laws  of  continuous   current 

circuits 1 

Lagging  cmrents,  compensation 
for,  by  shimted  oonden- 


72 

21 
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Lag  of  alternating  wave 

of  alternator  current,  effect 
on  armature  reaction  and 

self  induction 298 

laminated  iron,  eddy  currents     .  131 
Law   of   electro- magnetic    induc- 
tion. Chap.  Ill 

L  connection  of  three-phase,  quar- 
ter-phase transformation   . 
connection     of     three-phase 
transformation     .... 
Lead  of  alternating  wave    .     .     . 
of   alternator   current,  effect 
on  armature  reaction  and 
self-induction  .     . 
Leakage    current,    see    Exciting 
current, 
of  electric  current    .... 
Lightning  discharges  from  trans- 
mission lines,  frequencies 

181,  188 
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465 

404 

21 
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148 
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Line,  inductive,  vector  diagram  .     23 
with  distributed  capacity  and 

inductance 158 

with  resistance,  inductance, 
capacity,  and  leakage, 
topographic  circuit  charac- 
teristic     49 

Logarithmation 401 

Ix)ng-distance  lines,  as  distributed 

capacity,  and  inductance     158 

Loxodromic  spiral 500 

Magnetic  circuit  containing  iron, 

calculation 125 

hysteresis 106 

or  hysteretic  energy  current .  115 

Magnetizing  current 115 

current  of  transformer     .     .196 
effect   of  armature  reaction 
in  alternators  and  synchro- 
nous motors 298 

Main   and   teazer  connection  of 

three-phase  transformation  464 
Maximum  output  of  synchronous 

motor 342 

power  of  induction  motor     .  252 
power  of  synchronous  motor  342 
power  supplied   over  induc- 
tive line 87 

rise  of  potential  in  inductive 
line,  by    shunted    suscep- 

tance 101 

to  effective  value    ....     14 

to  mean  value 13 

torque  of  induction  motor    .  250 

value  of  alternating  wave  1 1 

Mean  to  maximum  value    .     .     .     13 

value 12 

value,  or   average   value  of 
alternating  wave  ....     11 
Mechanical  power  of  frequency 

converter 227 

Minimum  current  in  synchronous 

motor 345 

M.  M.  F.  of    armature    reaction 

of  alternator 297 


PACE 

M.  M.  F.   rotating,   of   constant 

intensity 436 

*s  acting  upon  alternator  ar- 
mature     297 

Molecular  magnetic  friction     .     .  106 
Monocyclic  connection  of  three- 
phase-inverted  three-phase 
transformation     ....  464 
devices   for  starting  single- 
phase  induction  motors     .  283 

systems 447 

Monophase,  see  Single-phase. 
Motor,   action   of    reaction   ma- 
chine   377 

alternating  series  ....  363 
alternating  shunt  ....  368 
commutator.  Chap.  xx.     .     .  354 

hysteresis 293 

induction.  Chap.  xvi.  .  .  .  237 
reaction,  Chap.  xxi.     .     .     .371 

repulsion 354 

single-phase  induction      .     .  281 
synchronous,  Chap,  xix   .     .  321 
synchronous,   driven  by   in- 
duction generator    .     .     .  272 
synchronous  induction     .     .291 
Multiple  frequency   of  transmis- 
sion line  discharge   .     .     .185 

Multiplication 490,494 

Mutual  inductance 142 

inductance    of    transformer 
circuits 194 

Natural  period  of  transmission 

line 181 

Negative  number 41K) 

Nominal  induced  E.M.F.  of  alter- 
nator   ;W)2 

Non-inductive     load     on     trans- 
former     212 

receiver  circuit  supplied  over 
inductive  line       ....     84 

N-phase   system,   balance    fac- 
tor       4*3 

phase  system,  symmetrical    .  4.>5 

Numeration  or  counting      .     .     .  -^^^ 
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Ohms  law  in  symbolic  represen- 
tation      40 

of  alternating  currents      .     .       2 

of  continuous  currents    .     .       1 

Oscillating  currents,  App.  ii.  .     .  497 

discharge 608 

Oscillation  frequency  of  transmis- 
sion line 181 

Output,  see  Power. 

Overtones,  or   higher  harmonics 

of  general  alternating  wave      8 


Parallel  connection  of  conduc- 
tances     52 

Parallelogram  law  of  alternating 

sine  waves 21 

of  double-frequency  vectors, 

as  power 153 

Parallel  operation  of  alternators. 

Chap.  XVIII 311 

Peaked  wave 399 

Period,   natural,  of  transm.   line  181 
of  alternating  wave      ...       7 
Phase  angle  of  transmission  line    171 
control,  maximum  rise  of  po- 
tential by 101 

control  of  inductive  line  by 

shunted  susceptance     .     .     IH]  i 
control  of  transmission  line, 

Chap.  DC 83 

difference  of 7 

displacement,    maximum,   in 

synchronous  motor  .     .     .  347 
of  alternating  wave      ...       7  | 

of  sine  wave 20  ' 

splitting  devices  for  starting  I 

single-phase  induction  mo-  ' 

tors 28:)  I 

Hane,  complex  imaginar)'  .     .     .  40(> ; 
Polar    coordinate    of    alternating 

waves 19 

diagram  of  induction  motor  244 
diagram  of  transformer     .     .  H^ 
diagram  of  transmission  line  191 
diagrams,  see  Oraphic  repre- 
sentation. 
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Polarization  as  capacity      .     .  5 

distortion  of  wave  shape  by  .  393 

Polycyclic  systems 447 

Polygon  of  alternating  sine  waves    22 
Polyphase  system,  balanced    .     .  431 
systems,  balanced  and  unbal- 
anced. Chap.  XXVII.      .     .  440 
systems,  efficiency  of   trans- 
mission. Chap.  XXX.     .     .  408 
systems,  flow  of  power    .     .441 
systems,  general.  Chap.  xxv.  430 
systems,  hemisymmetrical     .  439 
systems,   interlinked.    Chap. 

xxviii 452 

systems,  symmetrical.  Chap. 

XXVI 435 

systems,  symmetrical   .     .     .  430 
systems,    symmetrical,    pro- 
ducing constant  revohnng 

M.M.F 436 

systems,   transformation   of. 

Chap.  XXIX. 400 

j  systems,  unbalanced    .     .     .  431 

I  systems,  unsymmetrical     .     .  430 

j  Power    and     double    frequency 


I  quantities  in  general.  Chap. 

!  XII ir)0 

!  characteristic    of    polyphase 

systems 447 

characteristic  of  synchronous 

motor 341 

equation  of   alternating   cur- 
rents   6 

equation  of  alternating   sine 
waves  in  graphic  represen- 

tation 23 

equation  of   continuous  cur- 
rents         1 

factor  of  arc 395 

factor  of  distorted  wave  .  .  414 
factor  of  reaction  machine  .  381 
flow  of,  in  polyphase  s\'stem  441 
flow  of,  in  transmission  line  177 
maximum,  of  inductive  line 
with  non-inductive  receiver 
circuit 86 
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Power,  maximum  of  synchronous 

motor 432 

maximum  supplied  over  in- 
ductive line 87 

of  complex  harmonic  wave  .  406 
of  distorted  wave  .  .  .  .418 
of  frequency  converter  .  .  227 
of  general  polyphase  system  459 
of  induction  motor  ....  246 
of  repulsion  motor  ....  300 
parallelogram  of,  in  symbolic 

representation      .    .     .    .153 
real  and  wattless,  in  symbol- 
ic representation     "...  151 
Primary  exciting  admittance  of 

induction  motor  ....  240 
exciting  admittance  of  trans- 
former     204 

impedance  of  transformer     .  206 
Pulsating  wave,  definition  ...     11 
Pulsation  of  magnetic  field  caus- 
ing higher  harmonics   of 

E.M.F 384 

of  reactance  of  alternator  ar- 
mature causing  higher  har- 
monics             .  391 

of  resistance,  causing  higher 
harmonics 393 

Quadriphase,  see  Quarter-phase. 
Quarter-phase,  five-wire    system, 

distribution  efficiency   .     .471 
system,  Chap,  xxxii.    .     .    .  \^\ 

system 434 

system,  balance  factor .    442,  445 
system,  distribution  efficiency  471 
system,  symmetry    ....  436 
system,     transmission     effi- 
ciency      474 

three-phase  transformation  .  465 

unitooth  wave 388 

Quintuple  harmonic,  distortion  of 

wave  by 400 

Ratio  of  frequencies  in  general 
alternating  current  trans- 
former     221 
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Ratio  of  frequencies  of  transfor- 
mation of  transformer .    .  207 

Reactance 2 

definition 18 

effective,  definition  .  .  .  105 
in  series  with  circuit  ...  61 
in  symbolic  representation  .  39 
periodically  varying  .  .  .  373 
pulsation  in  alternator  caus- 
ing higher  harmonies   .    .  391 

sources  of 3 

synchronous,  of  alternator    .  301 
see  Susceptance. 
Reaction  machines.  Chap.  xxi.    .  371 
machine,  power-factor      .    .  381 
armature,  of  alternator     .     .  297 
Rectangular  coordinates  of  alter- 
nating vectors      ....     34 
diagram    of    transmission 

line 191 

Reflected   wave  of  transmission 

line 169 

Reflexion  angle  of   transmission 

line 169 

Regulation  curve    of    frequency 

converter 232 

of    alternator    for    constant 

current 309 

of    alternator    for    constant 

power 310 

of    alternator    for    constant 
terminal  voltage      .     .     .  308 
Reluctance,  periodically  varying  .  873 
pulsation  of,  causing  higher 
harmonics  of  E.M.F.    .     .  384 

Repulsion  motor 354 

motor,  displacement  angle  .    .    .361 

motor,  power 360 

motor,  starting  torque      .     .  361 

motor,  torque 360 

Resistance     and      reactance    of 
transmission  Lines, 

Chap.  IX 83 

effective,  definition       .     .     .  104 
effective,  of  alternating  cur- 
rent circuit 2 
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Resistance  ukI  leaciance  in  akcr- 

aadng  cmiem  dicvits ...      2 
in  scfies  vitli  ciick.1     ...     «^ 
of  indaccion    motor    secon- 
dly,     aiiecting     ftartii^ 
torqiK i-M 


:«nes  connecnon     .     .     .     .     oc: 

*«  Coodwrtance. 
Resonance  n$e  br  series  indsc- 
tance.   with    leac&ikg:    ci^- 
rent ^j 

R<e  in  tTazksad<«»oa  hnes  vith 
higher  hannocuc^  .  .  .  4<'^ 
Resolutioa  oC  aliemasio^  sine 
va\-es  br  the  para3ekv 
gjam  or  poi3rgon  of  rec- 
tors      22 

of  donbie  freqatiiBcy  xectors. 
a5  power 1-S3 

of  sine  wares  br  nectan^uiar 
components :i5 

erf   sine   waves   in   sTmboBc 
repcesentabon       .     .     .     .     ;»^ 
Reversal  ■?:  alterr-ai:n^  vector  br 

m.il::pt:cai:'?r.  w'.:h  —  I     .     :>• 
Ke%-oI'.-.r.i:  ncaiT'-e'*-'.  -cM    .     .     .  4^^ 

M.  M.  F.    of  c-n^iir::  \r:tr- 

s;ty 4-"^ 

Rin^    cor.neciior.    of    :-:rr.:r.kt 
poivpcj.>e  >\-s:cm 

current  of  intcninkcxi    pi; I; 
pha?^  sy^ttrtn   .... 

pxential  of  ir.tcr-iiwkcc  r*  ! 
phase  >\-s:Tni  .... 
Rise    of    V'.-htage    by   ir.viuctArvrt, 
with  leJLviirv^  ^-.ir'trr.t 

•~>f  '.  -I'Xjir  by  :--v:'.:ctir.ce 


K 


4.V; 
4.Vi 
4.V, 


M  M  F 


4'X 

4^>; 

;.    4:>^ 
4  '^ 


magnetic  effect  on 
exciting  current  wave   .     .  1 13 

Sawtooth  ware 39© 

Screening  effect  of  eddj  cnrrents  !•>> 
Screw   diagram  of  tiansmi&don 

fane 1^ 

Secondary    impedance  of   trans- 
former   205 

Seif-exdtation  of  alternator  and 
STnchronoBS  motor  by  ar- 
mature reaction  ....  '^7:2 

Seif-indnctance 3 

e:m.f.  of 18 

of  tiansformer li^i 

of  transformer  for  constant 
power  or  constant  current 

regulation VM 

Sdf-indnctioQ.  energy  component 

of 372 

of  alternator  armature      .     .  3ni> 

redocing  higher  harmonics   .  MH 

Series  connection  of  impedances     •>$ 

of  resistances -'»2 

impedance  in  circuit  .  .  .  t^ 
naocor.  alternating  ....  :»H3 
operahon  of  akemators  .  .  .'113 
reactance  in  circuit  .  .  .  ♦>! 
resistance  in  circuit  .  .  .  •'V'^ 
>>ur-t  motor,  ahemadng     .     .     .  :)i6S 

S.-*  wa've *» 

virc'e  as  polar  characteristic     20 
c^oi-.-alent.  of  distort evi  wave, 

ctrfr.idoQ Ill 

rtpr«>entation    by    comple-x: 

i^aartrty -Vt 

Singte-ph-Lse  induction  motor  .  2>l 
ir.cuvtion  motor,  calculation  25^7 
induction  motor,  starting  de- 

\  ices 2S:i 

Liouction    motor,   with    coa- 

ticrser  irr  tertiary  circuit  .  287 
system.  ba.'ar:ce  factor  .  .  444 
>y>:eEi.d!s-nbctioneteciency  470 
>;.  <  rm,      t  -ansmis^on      etn- 

e  .cy 474 

::t->«?th.  wave ;>S^ 


INDEX. 


523 


PAGE 

Six-phase  system 434 

three-phase  transformation  .  465 
-Slip  of   frequency   converter    or 
general  alternating  current 

transformer 221 

of  induction  motor       .     .     .  238 
Slots  of  alternator  armature,  af- 
fecting wave  shape  .     .     .  384 
Space   diagram    of  transmission 

line 192 

Star    connection   of    interlinked 

polyphase  system     .     .     .453 
current  of   interlinked  poly- 
phase system 456 

potential  of  interlinked  poly- 
phase system 455 

Starting  of  single-phase  induction 

motor 283 

torque  of  induction  motor    .  254 
torque  of  repulsion  motor    .  361 
Stray  field,  see  Cross  flux. 

Subtraction 490,494 

Suppression  of  higher  harmonics 

by  self-induction       .     .     .  402 
Susceptance,  definition  ....     54 
effective,  definition  ....  106 
of   receiver   circuit  with  in- 
ductive line 88 

shunted,  controlling  receiver 

circuit 96 

see  Reactance. 
Symbolic  method.  Chap.  v.     .     .     33 
method  of  transformer     .     .  204 
representation     of      general 
alternating    waves,   Chap. 

XXIV 410 

Symbolism  of   double  frequency 

vectors 151 

Symmetrical  n-phase  system  .     .  435 
polyphase     system,      Chap. 

XXVI 435 

polyphase  systems  ....  430 
polyphase  system,  producing 
constant  revolving  M.M.F.  436 
Synchronism,   at   or  near  induc- 
tion motor 268 


PACK 

Synchronizing  alternators,  Chap. 

xviii 311 

power  of  alternators  in  par- 
allel operation      .     .     .     .317 
Synchronous  induction  motor      .  291 

motor,  also  see  Alternator. 

motor,  Chap  xix.    .     .     .     .321 

motor,  action  of  reaction  ma- 
chine       377 

motor,  analytic  investiga- 
tion     ;);i8 

motor  and  generator  in  single 
unit  transmission      .     .     .  824 

motor,  constant  counter 
E.M.F 349 

motor,  constant  generator 
and  motor  E.M.F.     ...  329 

motor,  constant  generator 
E.M.F.  and  constant 
power 334 

motor,  constant  generator 
E.M.F.  and  maximum  effi- 
ciency      332 

motor,  constant  impressed 
E.M.F.  and  constant  cur- 
rent     326 

motor  driven  by  induction 
generator 272 

motor,  fundamental  equa- 
tions   339 

motor,  graphic  representa- 
tion     321 

motor,  maximum  phase  dis- 
placement    347 

motor,  maximum  output  .     .  342 

motor,  minimum  current  at 
given  power 346 

motor,  operating  without 
field  excitation     .     .     .     .371 

motor,  phase  relation  of  cur- 
rent     326 

motor,  polar  characteristic    .  341 

motor,  running  light     .     .     .  343 

motor,  wth  distorted  wave  .  422 

reactance  of  alternator  and 
synchronous  motor  .     .     .  301 


524 


INDEX. 


PAGE 

Tandem    oontxol    of    induction 

motors 274 

control  of  induction  motors, 

calculation 276 

T-connection  of  three-phase,  quar- 
ter-phase transfonnation   .  465 
connection     of     three-phase 
transformation      ....  464 
Tertiarj*  circuit  with   condenser, 
in    single-phase    induction 

motor 287 

Tetraphase,  see  Quarter-phase. 
Three-phase,f our- wire  system,  dis- 
tribution efficiency   .     .     .  471 
quarter-phase  transfonnation  465 
six-phase  transformation  .     .  465 
system.  Chap.  xxxi.     .     .     .  478 

system 433 

system,  balance-factor      442,  446 
system,      distribution      effi- 
ciency      470 

system,  equal  load  on  phases, 

topographic  method      .     .     46 
system,  interlinked  ....     44 
system,  symmetry    ....  436 
system,      transmission     effi- 
ciency      474 

unitooth  wave 380 

Three  wire,  quarter-phase  system  483 
single-phase  system,  distribu- 
tion efficiency 470 

Time  constant  of  circuit      ...       3 
Topographic      construction      of 
transmission    line   charac- 
teristic     -  176 

method,  Chap,  vr 43 

Torcjue,  as  double  frequency  vec- 
tor       ir><3 

of  distorted  wave    .     .     .     .413 
of  induction  motor       .     .     .  246 
of  repulsion  motor  ....  360 
Transformation      of       |>o]yphase 

systems.  Chap.  xxix.     .     .  460 
rati<^  of  transformer      .     .     .  207 
Transformer,  alternating  current, 

Chiip.  XIV 193 
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Transformer,    equivalent    to   di- 
vided circuit 209 

fundamental  equations     208,  225 
General   alternating  current, 
or    frequency     converter. 

Chap.  XV 219 

oscillating  current  ....  510 

polar  diagram I$)t5 

symboUc  method     ....  204 

vector  diagram 28 

Transmission   efficiency   of    sys- 
tems. Chap.  XXX.      .     .     .  468 
lines,  as  distributed  capacity 

and  inductance  .  .  .  .158 
line,  complete  space  diagram  11  2 
line,  fundamental  equations  .  1<»0 
line,  natural  period  of  .  .  181 
lines,  resistance  and  re- 
actance of  (Phase  Con- 
trol), Chap.  IX.  ...  .  83 
line,    resonance     rise    with 

higher  harmonics      .     .     .  402 
lines  with  resistance,  induc- 
tance,      capacity,      topo- 
graphic characteristic    .     .     41) 
Trigonometric  method    ....     34 
method,  limits  of     ...     .     34 
Triphase,  see  Three  phase. 
Triple    harmonic,    distortion    of 

wave  by :;;)8 

Two-phase,  see  Quarter-phase. 

Unbalanced  poljrphase  system  .  431 
quarter-phase  system    .     .     .  485 
three-phase  system  ....  481 
Unequal      current      distribution, 
eddy  currents  in   conduc- 
tor       V.\\\ 

Uniphase,  see  Single-phase. 

Unit,  imaginary- 41M 

Unitooth  alternator  waves  .     .     .  ;388 
alternator  wave.s  decrease  of 

hysteresis  loss      ....  408 
alternator  waves,  increase  of 

power 405 

Unsymmetrical  polyphase  system  430 
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Vector,  as  representation  of  alter- 
nating wave 21 

of  double  fre<|uency,  in  sym- 
bolic represent ati( in      .     .  \'A 

Volt,  definition \K\ 

Wattless  power lol 

power  of  distorted  w.ive  .     .  413 
Wave  length  of  transmission  line  170 
fJhape    distortion      and     its 

causes.  Chap.  xxii.  .     .     .  383 
shape  distortion   by  hyster- 
esis     *.     .  109 


Wire,  iron,  eddy  currents   .     .     .  133 

Y-€onnection  of  three-phase  sys- 
tem     463 

current  of  three-phase  sys- 
tem     455 

delta  connection  of  three- 
phase  transformation   .     .  463 

potential  of  three-phase  sys- 
tem     456 

Zero  impedance,  circuits  of    .    .  506 
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Emmet,  William  LeRoy— Alternating  Current  Wiring  and 
Distribution 

Contains  a  vcr}'  clear  account  of  the  principles  of  alternating 
currents  frt)m  the  practical  point  of  view,  and  of  their  distri- 
bution and  application  to  li^htinjr  and  power.  Second  edition. 
98  pages,  33  illustrations.       i6mo,  cloth i  00 

Fairman,  James  F.— Telephone  Wiring   (in  preparation.) 

Freund,  Leopold— Elements  of  General  Radio-Therapy  for 
Practitioners 

Translated  by  G.  H.  Lancashire.  538  pages,  106  illustrations, 
with  an  appendix  of  59  pages  and  86  illustrations  on  "Notes 
on  Instrumentation."  by  Clarence  A.  Wright 5  00 

General  Index  to  the  Electrical  World    (Subject  and  Author.) 

Vol.  I.        Fr(»m  January  i.  1SS3.  to  January  I,  1897,     372  pages..  8  00 
Vol.  II.      From  January  i.  1S97.  to  January  i,  1903.     (In  prepa- 
ration.) 

General  Index  to  the  Street  Railway  Journal 

By  Subjects  and  .Authors.  From  October.  1SS4,  to  December, 
1903.  includiiijir  Vols.  1  to  XXII.  Cloth.  166  large  double  col- 
umn pages 5  00 
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Gerard  Eric—Electricity  and  Magnetism 

With  chapters  by  C.  P.  Stcinmetz,  A.  E.  Kennelly  and  Dr. 
Gary  T.  Hutchinson.  Translated  under  the  direction  of 
Dr.  Louis  Duncan.     392  pages,  112  illustrations 9^  50 

Gonzenbach,  E.— Engineering  Preliminaries  for  an  Inter- 
urban  Electric  Railway 

72  pages,  illustrated i  00 

Goodell,  John— Water-Works  for  Small  Cities  and  Towns 

281  pages,  53  illustrations 2  00 

Gotshall*  W.  C— Notes  on  Electric  Railway  Economics 
and  Preliminary  Engineering 

A  series  of  Notes  on  the  Preliminar>'  Engineering  of  Inter- 
urban  Electric  Railways.  Second  Edition.  260  pages,  illus- 
trated  2  00 

Hanchett,  George  T.— Modern  Electric  Railway  Motors 

The  various  commercial  types  of  electric  railway  motors  are 
described  in  full  detail,  including  mounting  and  control.  200 
pages,  157  illustrations 2  00 

Handy  Tables  for  Electrical  and  Steam  Engineers 

18  tables  found  to  be  useful  in  arriving  at  approximate  results 
without  extensive  calculation.     Pamphlet,  8vo,  16  pages 50 

Hendricks,  S.   E.— Commercial   Register    of  the   United 
States.    14th  Annual  Edition,  1905 

Especially  devoted  to  the  interests  of  the  architectural,  mechani- 
cal, engineering,  contracting,  electrical,  railroad,  iron,  steel, 
mining,  mill,  quarrying  and  kindred  interests.     1279  pages 7  00 

Hering,  Carl— Ready  Reference  Tables. 

Conversion  factors  of  every  unit  of  measure  in  use,  based  on  the 
accurate  legal  standard  values  of  the  United  States.  Flexible 
leather,  pocket  size.     196  pages 2  50 

The  Universal  Wiring  Computer 

For  determining  the  sizes  of  wires  for  incandescent  electric 
lamp  leads,  and  for  distribution  in  general  without  calculation, 
with  some  notes  on  wiring  and  a  set  of  Auxiliary  Tables.  44 
pages,  4  charts i  00 


Herrick,  Albert  B.— Practical  Electric  Railway  Hand  Book 

Handsomely  bound  in  leather,  with  flap.     450  pages 3  00 
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High-Tension  Power  Transmission 

All  the  Papers  and  Discussions  on  High  Tension  Transmts&ioo 
Chat  appeared  in  the  Transactions  of  the  Amtfrican  Insiitute  of 
Elect ricU  Kngineers  from  April,  1903,  lo  January «  1905.  At>out 
435  p^cs,     I  llusitaled  , , , ^ f  3  oq 

Hopkmson,  John— Original  Papers  on  Dynanno  Machinery 
and  Allied  Subjects 

Authurized  Anitvrican  I'dilion.     249  pages,  9S  illuit  rations. .«,. .    too 

Houston,  E.  J.— Advanced  Primers  of  Electricity 

Vol.   f,     EleetricUy    and     Magnetism     and     other     Advanced 

Primers.     Second  edition^  318  pages* ..,.,.».... , . , , ,    i  00 

Vol,  3,     Electrical  Measurements  and  other  Advanced  Primers* 

429  pages .,,..*...,,,.,,-,***»*,*,,*****,.,.**«..**•.**.    t  00 

VoL  3.     Electrical  Transmission  of  Intelligence  and  other  Ad* 

vanced  Primers,     330  pages.  ....,........**..,-.,***.,.*.    1  00 

Dictionary  of  Electrical  Words,  Terms  and  Phrases 

Fourcb  edition.  Greatly  enlarged.  990  double  column  octavo 
pages,  %%2  illustrations .,,,.,. ^ ,,,,., «  7  00 


Electricity  One  Hundred  Years  Ago  and  To-day 

191J  pages^  n  I  usi  rated  , ......»,*»....*.,»*. *.,,,,,_    i  00 

Houston,  E.  Jm  and  A.  E.  Kennelly— Algebra  Made  Easy 

loi  pages,  s  iUustratiotis .,«»«...« .,...**.,. .......      75 


-  Electricity    Made    Easy    by   Simple    Language  and 
Copious  Illustration 

348  pages^,  207  iHustraiions.  ..........*--,,-,,,.,,..,*....,,,.   i  50 

-  The  Interpretation  of  Mathematical  Formulae 

335  pages,  9  illustrations ..,.> t  35 

-  Electrical    Engineering    Leaflets,    Containing    the 
Underlying  Principles  of  Electricity  and   Magnetism 

ELEMENTARY  GRADE— suited  to  the  study  of  Electrical 
Anisans,  Wircinen  and  to  Elameiitary  Students.  196  pages, 
121  iii  ustrations,  8 voj  cloth .....,,,..,,,,    1  50 

INTERMEDIATE  GRADE— suited  to  sttjdenta  tn  High  Schools 

or  CoHfges,  and  those  be^^inning  the  study  of  Electrical  En- 
gineering.    300  pages,   140  illustrations,  8  vo,  cloth..* . .....    i  50 

ADVANCED  GRADE— suited  to  students  taking  Technical 
Courses  in  Electrical  Engineering.  396  pages,  t3i  illustrations, 
Bvo,  cloth ,.,.,.,,,, .....,..,,,♦,,,...,.♦».,„,,,,,   t  50 
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Electro-Dynamic  Machinery 

A  text-book  on  continuous-current  dynamo-electric  machinery 
for  electrical  engineering  students  of  all  grades.  331  pages, 
232  illustrations $9  50 

Recent  Types  of  Dynamo-Electric  Machinery 

612  pages,  435  illustrations 4  00 

(ELECTROTECHNICAL   SERIES-10   VOLUMES) 

Alternating  Electric  Currents 

Third  edition.     271  pages,  102  illustrations 100 

Electric  Arc  Lighting 

Second  edition.     437  pages,  172  illustrations 100 

Electric  Heating 

290  pages,  86  illustrations i  00 

Electric  Incandescent  Lighting 

Second  edition.     508  pages,  161  illustrations i  00 

The  Electric  Motor 

377  pages,  122  illustrations i  00 

Electric  Street  Railways 

367  pages,  158  illustrations 100 

Electric  Telegraphy 

448  pages,  163  illustrations 100 

The  Electric  Telephone 

Second  edition.    454  pages,  151  illustrations i  00 

Electro-Therapeutics 

Second  edition.     452  pages,  147  illustrations i  00 

Magnetism 

294  pages,  94  illustrations i  00 

International  Electrical  Congress:    Transactions  and  Pro- 
ceedings 

(tf)    At  the  World's  Fair,  Chicago,  1893.     One  volume 3  00 

\b)  At  the  St.  Louis  Exposition,  1904.  Three  volumes  in  paper 
covers,  containing  879,  984,  and  980  pages,  respectively,  with 
many  hundred  illustrations,  60  half  tone  insert  sheets  and  3 
photogravure  frontispieces.  Sold  in  sets  only,  express  charges 
to  be  paid  by  purchaser 10  00 
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Ken  nelly  f  A-  E* — (^^  Houston,  E.  J.  and  A.  E.  Kennelly.) 
Lancashire,  G.  H.— <See  Freund,  Leopold.) 

Le  Chatelier,  H.— Experimental  Researches  Upon  the  Con- 
stitution of  Hydraulic  Mortars 

Translated  from  the  French  by  J.  L.  Mack,  with  an  appendix.  .$2  00 

Lyndon,  Lamar— Storage  Battery  Engineering 

A  practical  treatise  for  Engineers.    Second  edition,  cloth,  360 
pages,  178  illustrations  and  diagrams,  4  large  folding  plates. ...  3  00 

Macic,  J.  L.— (Sec  H.  LeChalelier.) 

MailloUX,  C.  O.— <See  de  la  Tour.) 

Mason,  H.— Static  Electricity 

Cloth,  155  pages,  63  illustrations 200 

Merrill,  A.  E.— Electric  Lighting  Specifications 

For  the  use  of  Engineers  and  Architects.     Second  edition,  en- 
tirely rewritten.     213  pages \  50 

Reference  Boole  of  Tables  and  Formulas  for  Elec- 
tric Railway  Engineers 

Second    edition.     Flexible   morocco.     128  pages.     Interleaved 
with  blank  pages i  00 


Meyer,  Henry  C,  Jr.— Steam  Power  Plants,  Their  Design 
and  Construction 

Second   edition.      i(>o  pages,  16  plates  and  65  illustrations 2  00 

Meyer,   Henry  C— Water  Waste  Prevention:  Its   Import- 
ance, and  the  Evils  Due  to  Its  Neglect 

Cloth,  large  8vo i  00 

Miller,  Kempster  B.— American  Telephone  Practice 

A  comprehensive  treatise,  including  descriptions  of  apparatus, 
line  construction,  exchange  operation,  etc.  Fourth  edition. 
Entirely  rewritten  and  greatly  enlarged.  904  pages,  603  illus- 
trations    4  00 

MoiSSeiff,   L.  S.— <See  Considere.) 

Monroe,  William  S.— Steam  Heating  and  Ventilation 

1 50  pages,  90  illustrations 2  00 
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New  York  Electrical  Hand  Book 

A  complete  description  of  Electrical  New  York,  giving  in  detail 
the  organization  of  the  various  companies,  plans  of  plants  and 
methods  and  machinery  used.     348  pages,   100  illustrations,  3 

maps |i  00 

(16  cents  additional  for  postage.) 

Ohiy,  J.— Analysis,  Detection  and  Commercial  Value  of 
Rare  Metals 

A  treatise  on  the  occurrence  and  distribution  of  the  Rare  Metals 
and  Earths,  the  method  of  determination  and  their  commercial 
value  in  the  arts  and  industries,  with  a  historical  and  statistical 
review  of  each.  216  pages.  Pint  edititm^  with  a  supplementary 
chapter 3  CO 

Parham,  E.  C,  and  J.  S.  Shedd— Shop  and  Road  Testing 
of  Dynamos  and  Motors 

626  pages,  211  illustrations 2  50 

Petrus   Peregrinus  on  the    Magnet,   A.  D.    1269,  The 
Letter  of 

Translated  by  Brother  Arnold,  with  an  introductory  notice  by 
Brother  Potamian.  64  pages,  board  covers,  deckle  edges, 
illustrated i  50 

Poincare,  H.— Maxwell's  Theory  and  Wireless  Telegraphy 

Part  I. — Maxwell's  Theory  and  Hertzian  Oscillations,  by  H. 
Poincar6.  translated  by  Fred'k  K.  Vreeland.  Part  II.— The 
Principles  of  Wireless  Telegraphy,  by  Fred'k  K.  Vreeland. 
Cloth,  260  pages,  145  illustrations 2  00 

Poole,  C.  P.— The  Wiring  Handbook 

With  complete  labor-saving  tables  and  digest  of  underwriters' 
rules.     Illustrated.      32  tables i  00 

Portraits  of  Founders  of  Electrical  Science 

From  Gilbert  to  Henry.  Includes  portraits  of  Gilbert,  Guericke, 
Franklin,  Galvani,  Volta,  Davy,  Ampere,  Faraday,  Henry  and 
Becquerel 25 

Pratt,  Mason  D.,  and  C.  A.  Alden— Street  Railway  Roadbed 

A  treatise  on  the  construction  of  the  roadbed,  giving  data  as 
to  rails,  method  of  track  fastening  and  making  joints,  guard 
rails,  curves,  etc.     135  pages,  157  illustrations 2  00 

Reed,  Lyman  C.—American  Meter  Practice 

Cloth,  250  pages,  illustrated 2  00 
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Robinson,  F.  J.— Keys  for  the  Practical  Electrical  Worker 

The  Electric  Light,  Power,  Street  Railway,  Telephone  and  the 
Telegraph  explained  and  illustrated  by  drawings  and  diagrams 
of  connections  from  the  latest  practice.  196  pages,  flexible 
leather  cover 9^  00 

Sabin,  Louis  C— Cement  and  Concrete 

A  treatise  designed  for  engineers,  covering  the  manufacture, 
properties  and  testing  of  cement  and  the  preparation  and  use  of 
cements,  mortars  and  concretes.     504  pages,  161  tables  of  tests.  5  00 

Sample,  John  C— Properties  of  Steel  Sections 

A  reference  book  for  structural  engineers  and  architects,  includ- 
ing tables  of  moments  of  inertia  and  radii  of  gyration  of  built 
sections,  unit  stresses,  safe  loads  for  columns,  designs  in  timber, 
etc.,  with  only  sufficient  text  to  explain  their  application.  121 
pages,  59  tables • 3  00 

Saunders,  W.  L.— Compressed  Air 

A  cyclopedia  containing  practical  papers  on  the  production, 
transmission  and  use  of  compressed  air.    1188  pages,  498  illus.,  5  00 

Shepardson,  George  D.— Electrical  Catechism 

450  pages,  325  illustrations 2  00 

Skinner,  Frank  W.— Types  and   Details  of  Bridge  Con- 
struction 

Arch  Bridges  :  comprising  (i)  Wood  and  Iron  Arch 
Spans  ;  (ii)  Spandrel  Traced  Arciied  Spans  ;  (iii)  Arch  Truss 
Spans,  and  (iv)  Plate  Girder  Arch  Spans.  Cloth,  306  pages, 
numerous  illustrations 3  00 

Smith,  Chas.  F.— The  Practical  Testing  of  Dynamos  and 
Motors 

231  pages,  83  illustrations 2  00 

Steinmetz,    Charles    Proteus— Theoretical    Elements    of 
Electrical  Engineering 

Second  edition.     320  pages,  148  illustrations 2  50 

The  Theory  and  Calculation  of  Alternating  Cur- 
rent Phenomena 

Third  edition.     525  pages,  210  illustrations 4  00 
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Tesia,  Nikola-Expe'-iments  with   Alternate  Currents  of 
High  Potential  and  High  Frequency 

A  lecture  delivered  before  the  Institution  of  Electrical  En- 
gineers, London  ;  with  an  appendix  on  the  Transmission  of 
Electric  Energy  without  Wires.  New  edition.  174  pages,  42 
illustrations fi  00 

Vreeland,  Frederick  K.-(See  Poincar*,  h.) 

Wait,  John  C— Calendar  of  Invention  and  Discovery 

Being  a  memorial  of  the  personal  of  the  greatest  inventors,  dis- 
coverers and  scientists  who  have  contributed  to  the  industrial 
progress  of  the  world.     Cloth,  with  flap. i  00 

Webb,  Herbert  Laws—The  Telephone  Handbook 

New  edition.     160  pages,  133  illustrations i  00 

Wiener,  A.  E.— Practical  Calculation  of  Dynamo-Electric 
Machines 

A  manual  for  Electrical  and  Mechanical  Engineers,  and  a  Text- 
book for  students  of  Electrotechnics.  Second  edition.  727 
pages,  381  illustrations 3  00 

Wright,  Clarence  A.— (See  Freund,  Leopold.) 
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PERIODICALS. 

Electrical  World  zni  Entpncor 

An   illusmteti   Weekly  Review  of  Canine  Piiij^eag  -.n  Eetr- 
tricicy  .inri  it.^  Praciicai  Appiicahana.     .\iiniiai  "«ibscr:pnnn.       ;|^  10 
To  For?ii^  Countrie:*. a  jo 

American  Electriciafi 

Monthly.     Annual   <iub9<:npaoa r  00 

To  Forcii^  Councries z  ca 

•traet  Railway  Journal 

Weekly.     Annual  suiiacriptian 5  oo 

To  Forcijjn  Countries -i   so 

Etoctric  Railway  Directory  and  Buyers'  Manual 

Published   three  rimea   a  year.       .Annual    ioiiacnpnon   >  Street 
Railway  Journal  «xns.-riber3  oniyi r  10 

The  Encineerms  Record 

Weekly.     Annual  iubacriprion* 5  o«3 

To  Fareijpi  Countries 6  oo 

Electrochemical  and  Metal  lurgical  Indu^ry 

Month!::'      .\nnuai   fubscr-.ptian  rn  ill  lar-s  it  "he  word. z   vr. 

Central  Station  List  ^nd  Manual  of  Electric  Lightins 

^mi-.innuailv.      A.-iniiai  •tub»->-:r:cTi(3n 4.   :c 

Temporary  Binders 

F  jr  in^'  It  'Me  laove  lemaicais. z   "za 


Flip 

